How to upgrade BMC FW via DOS TOOL

[image: image1.png]UEFT Version
BMC Version

Frocessor Tupe

Frocessor Speed

Microcode Update :
: 20768KB

Cache Size

Total Memary

System Time

: MC-C612FM L1.07
:0.8.0

: Intel(R) Xeon(R) CPU E5-261BL v3 @

2.306Hz

: 2300MHz

306F2/1E

+ 32768MB (DDR4-1866)

[Tue ' /18/2017]
[10:58:40]

Set the Date. Use Tah to
suitch betueen Date elements.

+4: Select Screen
t1: select Item
Enter: Select

+/-: Change Option
F1: General Help

F7: Discard Changes
F9: Load UEFI Defaults
F10: Save and Exit
ESC: Exit





Please follow the following steps to upgrade BMC FW:
1. Unzip 
[image: image2.emf]BMC FW & MAC upgrade tool.zip

and copy the folder to a bootable USB stick.

2. Boot to dos and type below commands to upgrade BMC FW until finished.
Socflash command:

socflash if=($image.ima) cs=0 flashtype=2

ex. Rom file name = 111.ima

socflash if=111.ima cs=0 flashtype=2
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3 dir(s)
3:\FOBKF"1>socflash.exe

ASPEED SOC Flash Utility v.1.89.84

258 Flash Type is SPI
:S1 Flash Type is SPI
282 Flash Type is NOR
253 Flash Type is NOR

>S4 Flash Type is NOR
Boot CS is @

Jption Information:
ES: @

flash Type: SPI

I12C18 SCL is locked

Find LPC I0 port at Bx4e
[SOCFLASH] Flash ID : 1948ef

Erase Flash Chip #1 at: 3bBBea

B0 —1/
937,592 11-82-16 11:19a
298,481 86-21-13 8:58a

<DIR> 86-13-17 18:51a
ile(s) 34,805,335 bytes

6,477 Mega bytes free
if=MC-C61~1. ima cs=8f lashtype=2

Static Memory Controller Information:

find Flash Chip #1: WinbondW25Q256FV

9 uup

[Warningl Don’t AC OFF or Reboot Systen During

and could not be recovered?
[2C14 SCL is locked and could not be recovered?

BMC Firmuare Updatet?
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it cflash.exe

, 7 if=MC-C61™1.ima cs=8f lashtype=2
ASPEED SOC Flash Utility

v.1.89.84
Static Memory Controller Information:
258 Flash Type is SPI

231 Flash Type is SPI

2SZ Flash Type is NOR

°S3 Flash Type is NOR

254 Flash Type is NOR

Boot CS is @

Jption Information:

ES: @

flash Type: SPI

[Warningl Don’t AC OFF or Reboot System During BMC Firmware Updatet?
12C18 SCL is locked and could not be recovered?

12C14 SCL is locked and could not be recovered!?

Find LPC I0 port at Bx4e

[SOCFLASH] Flash ID : 1948ef

find Flash Chip #1: WinbondW25Q256FV

Jpdate Flash Chip #1 0.K.

Jpdate Flash Chip 0.K.

S:N\FORKF~1>_





3. Upgrade MAC address: please type below commands until the screen shows green “PASS” message.
S_BMCMAC 1= Green label mac address 2= yellow label mac address C

[image: image5.png]C is CC BOOTABLE
umber is 661D-8CD4
C:\FORKF~1\S_BMCMAC

<DIR> 86-13-17 18:55a

- <DIR> 86-13-17 18:55a

3_BMCHMAC EXE 48,928 @7-81-16 6:11p

3_BMCHMAC INI 865 87-81-16 2:56p

3_BMCMAC TXT 41 06-13-17 11:24a

I filets) 41,826 bytes

2 dir(s) 6,477 Mega bytes free

~ :N\FORKF~1\S_BMCMAC>S_BMCMAC .exe 1-d85099e01828 2-d85899e81882 C
3 BMCMAC - AMI IPMI command programs BMC MAC vga .30

BMC Revision = 8.12.8
INI(B) - AVL_MASK=FFFFFFO00000, AVUL_UALUE=BC5FF40868086800

INI(1) - AVUL_MASK=FFFFFFa8e080, AVL_VALUE=12345680806800
INI(2) - AVUL_MASK=FFFFFFFB08068, AVUL_VALUE=DA5899EABAAA
BMC support Fast Set and Get Mac Oem Command

-th@ MAC is same with original MAC

-thl MAC is same with original MAC
-2th@ ethl original MAC and new MAC are the SAME.

Fast Set MAC done, waiting for BMC ready. .. (64) R —
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4. Go back to BIOS page to check the FW version and BMC MAC address
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BMC Network Configuration
Lan channel 1

configuration address source
Station IP address

Current subnet mask

Current HAC address

Current router IP address

[static]
192.168.35.14
255.255.255.0
d0-50-99-0-10-20
192.168.35.1

Hhen “Manual Setting IPMI LAN
configuration” is set to
default “No", the IP address
will follow DHCP.

I you would like to set it as
Static IP, please toggle the
settings to "ves", and the
changes for IPMI LAN
configuration will take place
after rebooting.
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t1: select Item
Enter: Select
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F1: General Help

F7: Discard Changes
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F10: Save and Exit
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_1561897437/BMC FW & MAC upgrade tool.zip


BMC FW & MAC upgrade tool/EP2C612D16FM_P7.33.00.ima





BMC FW & MAC upgrade tool/rufus-2.11.exe





BMC FW & MAC upgrade tool/socflash.EXE





BMC FW & MAC upgrade tool/S_BMCMAC/S_BMCMAC.EXE





BMC FW & MAC upgrade tool/S_BMCMAC/s_bmcmac.ini

;------------------------------------------------------------------------------

;                                 S_BMCMAC.INI

;------------------------------------------------------------------------------

;  Example : 

;

;  1. if Input MAC = BC5FF45601A1, AVL_MASK=FFFFFF000000, AVL_VALUE=BC5FF4000000...

;     BC5FF45601A1 and FFFFFF000000 = BC5FF4000000, 

;     it's equal to AVL_VALUE, so can be programmed.

;

;  2. if Input MAC = 112233445566, AVL_MASK=FFFFFF000000, AVL_VALUE=BC5FF4000000...

;     BC5FF45601A1 and FFFFFF000000 = 112233000000, 

;     it's not equal to AVL_VALUE, so utility will stop with error message.

;

;------------------------------------------------------------------------------

AVL_MASK=FFFFFF000000, AVL_VALUE=BC5FF4000000

AVL_MASK=FFFFFF000000, AVL_VALUE=123456000000

AVL_MASK=FFFFFFF00000, AVL_VALUE=D05099E00000








BMC FW & MAC upgrade tool/S_BMCMAC/S_BMCMAC.TXT

P

eth0:D05099E0110A







