Marvell 9230 FW update Procedure

Marvell provide a new FW to solve 9230 Raid Mode issue at some OS, please follow below procedure to update Marvell 9230 FW. 

Below is an example for C2750D4I, if your MBs are C2550D4I or EP2C602 than you need to download file of C2550M9230.zip or C602M9230.zip
1. Make a DOS bootable drive on USB disk, can follow below link to do it.
http://rufus.akeo.ie/ 

2. Make sure your MB BIOS is the latest version.
[bookmark: _GoBack]
3. Unzip attached C2750M9230.zip file, it includes a file folder name C2750M9230.
For C2750D4I, please download C2750M9230.zip from 
For C2550D4I, please download C2550M9230.zip from
For EP2C602, Please download C602M9230.zip from

4. Put the C2750M9230 file folder into the DOS bootable drive, after boot to DOS, type “start” in the command line as below screen shot.
[image: ]
Utility will update BIOS and Marvell 9230 FW one by one automatically.
While you see below screen shop, that’s mean all FW update successfully.
[image: ]

5. Shut down/Reboot the system.
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C:\C2758M" 1>start.bat

5636366 363636 36 33636 36 36 2636 6 2636 2 3¢

* 1/2. Update BIDS =

DD 2263636226366 36 3636 263636 36 3¢
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