How to upgrade BMC FW via DOS TOOL

Please follow the following steps to upgrade BMC FW:
1. Go to FPT link to download the “for ivan” foloder and use rufus tool to create a bootable USB stick.
2. Copy the forlder file to the bootable USB stick.
3. Boot to dos and type below commands to upgrade BMC FW until finished.
Socflash command:

socflash if=($image.ima) cs=0 flashtype=2

ex. Rom file name = 111.ima

socflash if=111.ima cs=0 flashtype=2
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3 dir(s)
3:\FOBKF"1>socflash.exe

ASPEED SOC Flash Utility v.1.89.84

258 Flash Type is SPI
:S1 Flash Type is SPI
282 Flash Type is NOR
253 Flash Type is NOR

>S4 Flash Type is NOR
Boot CS is @

Jption Information:
ES: @

flash Type: SPI

I12C18 SCL is locked

Find LPC I0 port at Bx4e
[SOCFLASH] Flash ID : 1948ef

Erase Flash Chip #1 at: 3bBBea

B0 —1/
937,592 11-82-16 11:19a
298,481 86-21-13 8:58a

<DIR> 86-13-17 18:51a
ile(s) 34,805,335 bytes

6,477 Mega bytes free
if=MC-C61~1. ima cs=8f lashtype=2

Static Memory Controller Information:

find Flash Chip #1: WinbondW25Q256FV

9 uup

[Warningl Don’t AC OFF or Reboot Systen During

and could not be recovered?
[2C14 SCL is locked and could not be recovered?

BMC Firmuare Updatet?
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<DIR> 86-13-17 18:51a
34,885,335 bytes

6,477 Mega bytes free
it cflash.exe

, 7 if=MC-C61™1.ima cs=8f lashtype=2
ASPEED SOC Flash Utility

v.1.89.84
Static Memory Controller Information:
258 Flash Type is SPI

231 Flash Type is SPI

2SZ Flash Type is NOR

°S3 Flash Type is NOR

254 Flash Type is NOR

Boot CS is @

Jption Information:

ES: @

flash Type: SPI

[Warningl Don’t AC OFF or Reboot System During BMC Firmware Updatet?
12C18 SCL is locked and could not be recovered?

12C14 SCL is locked and could not be recovered!?

Find LPC I0 port at Bx4e

[SOCFLASH] Flash ID : 1948ef

find Flash Chip #1: WinbondW25Q256FV

Jpdate Flash Chip #1 0.K.

Jpdate Flash Chip 0.K.

S:N\FORKF~1>_





4. Upgrade MAC address:  please type below commands until the screen shows green “PASS” message.
S_BMCMAC 2= Green label mac address C like below command:
S_BMCMAC 2= D05099E186E8
[image: image3.png]C is CC BOOTABLE
umber is 661D-8CD4
C:\FORKF~1\S_BMCMAC

<DIR> 86-13-17 18:55a

- <DIR> 86-13-17 18:55a

3_BMCHMAC EXE 48,928 @7-81-16 6:11p

3_BMCHMAC INI 865 87-81-16 2:56p

3_BMCMAC TXT 41 06-13-17 11:24a

I filets) 41,826 bytes

2 dir(s) 6,477 Mega bytes free

~ :N\FORKF~1\S_BMCMAC>S_BMCMAC .exe 1-d85099e01828 2-d85899e81882 C
3 BMCMAC - AMI IPMI command programs BMC MAC vga .30

BMC Revision = 8.12.8
INI(B) - AVL_MASK=FFFFFFO00000, AVUL_UALUE=BC5FF40868086800

INI(1) - AVUL_MASK=FFFFFFa8e080, AVL_VALUE=12345680806800
INI(2) - AVUL_MASK=FFFFFFFB08068, AVUL_VALUE=DA5899EABAAA
BMC support Fast Set and Get Mac Oem Command

-th@ MAC is same with original MAC

-thl MAC is same with original MAC
-2th@ ethl original MAC and new MAC are the SAME.

Fast Set MAC done, waiting for BMC ready. .. (64) R —
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