Broadcom 57416 LAN 燒錄FW & MAC SOP
1. 準備一個 USB。將 bnxtmt-lite-uefi-221.0.117.0-x64檔案夾(內含FW檔案)和 AfuEfi放入USB，然後將 USB插入你要燒錄FW & MAC的主板
[image: ]
2. 開機時按F11，進入 UEFI: Built-in EFI Shell
USB應該被識別為 FS0，輸入FS0: 
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3. 確認FW版本(下圖FamVer欄位有版本號):
執行bnxtmt.efi
[image: image4.jpeg]
[bookmark: _GoBack]
4. 清空Flash:
進入bnxtmt-lite-uefi-221.0.117.0-x64檔案夾，執行以下指令
bnxtmt.efi -sysop -none -no_swap –blank
[image: image3.jpeg]
5. 燒錄FW:
輸入bnxtmt.efi -sysop -none -no_swap -fnvm BCM957416_Asrock_10GBASE-T.BIN -log FW1.log 按Enter
· BCM957416_Asrock_10GBASE-T.BIN為FW檔案
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6. 確認FW版本(下圖FamVer欄位有版本號):
執行bnxtmt.efi
[image: image4.jpeg]
7. 燒錄MAC:
確認有FW檔案後，執行以下指令
bnxtmt.efi -none –m -log MAC1.log
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之後再輸入兩個LAN MAC號碼(如下圖橘框)完成MAC燒錄
[image: image2.jpeg]
8. 關機 -> AC斷電 ->重新開機
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iPress ESC in 4 seconds to skip startup.nsh or any other key to cont
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JUEFI Interactive Shell v2.z
JEDK 1T
JUEFT v2.70 (American Megatrends, 0x00050011)
iMapping table

FSO: Alias(s) :HDOjOb: BLK: A

PCiR00T (0%0) /PCL(0X1, 0%2) /Pe L (00, 0%0) /PC1 (X8, 0%0) /PC 1 (0x0,0%3) /USB (0XS , 0X0) ZHD (1, HBR, 0xB

JCFALEED, 0X3F , 0X3FFABE)

BLKO: Alias(s):

PC1R00T (0x0) /PCL(0X1,0%2) /P (0X0,0%0) /PC 1 (0x8,0x0) /PC 1 (0x0, 0%3) /USB (0X3, 0%0)
iPress ESC In 4 seconds to skip startup.nsh or any other key to contlnue.

>Shell> £s0:
1FS0:\> cd “broadcom S7416"

1FS0:\broadcom 57416\> cd 221

1FS0:\broadcom S7416\221\> cd bnxtmt-1ite-uef i-221.0.117.0-x6

1FS0:\broadcom S7416\221\bnxtmt-1ite-uef i-221.0.117.0-x64\> bnxtmt.efi -sysop -none

-no_suap ~blank_
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Nictest summar
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GRCP already unlocked
JExecute reset all
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roadcom 57416\221\bnxtmt-11te-uef1-221.0
mssu:a_nsmck 106BASE-T.BIN -log FA1.log.

| e Brd:Rv Bus PCI Spd Base  IRQ MAC Famver  Config.
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]

17.0-x64\> bnxtmt.efl -sysop -none -no_susp ~fnvm BC:
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failed  (oms)

INictest completed with 1 fallures, 70 successes, 0 skips, out of 71 tests. :

Total summary: i

Result = FAIL

Errorcode = 131 3

Errorbeseription = BDETED Hemory test™ fails (for Everést only) g

SN =

v

{MACO = 001018000000

MAC1 = 000000000000

1FS0:\broadcom S7416\221NbNX - Lite-uef 1-221..0. 117.0-%64\> bnxtmt.efL -none —m -1og MACI. l0g.

- GRCP already unlocked
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