BMC L1.00.06 CPU_CATERR dump log SOP.
(透過SSH)
1. CPUCATERR發生後, BMC dump資料存入BMC ROM中
2. Putty打開後請先選擇logging(然後選擇All session output(接著選擇log下來的檔案放置處
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3. Putty打開後如下,請輸入system IP
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4. 之後利用SSH登入BMC (帳號:sysadmin 密碼:superuser)
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5. 執行 /usr/local/bin/peciapp –A (須等待一下)，執行完畢後再執行 cat /conf/RASFeatureDump.txt, 之後log檔案即會生成在剛剛設定的放置處.
新版BMC Log出來的檔案大概會如下圖,位元數比較多.
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cat /conf/RASFeatureDump. txt
lhu Aug 3 06:24:02 GMT 2017
A
"PUL Do not Present!!

310S Micro code version: Ox14
“PUO MCA Error Source Log: 0x0
"PUO IERR Logging Reg: 0x0
"PUO MCERR Logging Reg: 0x0
PU total cores: 0x13
"PUO core0 TA32_MCO_CTL:
"PUO coreQ TA32_MCO_STA
"PUO core0 TA32_MCO_ADDR: 0x0000000000000000
"PUO core0 TA32_MCO_MISC: 0x0000000000000000
"PUO corel TA32_MCO_CTL: 0xff00000000000000
"PUO corel IA32_MCO_STATUS: 0x0000000000000000
"PUO corel IA32_MCO_ADDR: 0x0000000000000000
"PUO corel IA32_MCO_MISC: 0x0000000000000000
"PUO core2 TA32_MCO_CTL: 0xff00000000000000
"PUO core2 IA32_MCO_STATUS: 0x0000000000000000
"PUO core2 ITA32_MCO_ADDR: 0x0000000000000000
"PUO core2 TA32_MCO_MISC: 0x0000000000000000
"PUO core3 TA32_MCO_CTL: 0xff00000000000000
"PUO core3 IA32_MCO_STATUS: 0x0000000000000000
"PUO core3 TA32_MCO_ADDR: 0x0000000000000000
"PUO core3 TA32_MCO_MISC: 0x0000000000000000
"PUO cored TA32_MCO_CTL: 0xff00000000000000
"PUO cored IA32_MCO_STATUS: 0x0000000000000000
"PUO cored ITA32_MCO_ADDR: 0x0000000000000000
"PUO cored TA32_MCO_MISC: 0x0000000000000000
"PUO core5 TA32_MCO_CTL: 0xff00000000000000
"PUO core5 IA32_MCO_STATUS: 0x0000000000000000
"PUO core5 TA32_MCO_ADDR: 0x0000000000000000
"PUO core5 ITA32_MCO_MISC: 0x0000000000000000
"PUO core6 TA32_MCO_CTL: 0xff00000000000000
"PUO core6 A32_MCO_STATUS: 0x0000000000000000
"PUO core6 IA32_MCO_ADDR: 0x0000000000000000
"PUO core6 TA32_MCO_MISC: 0x0000000000000000
"PUO core7 TA32_MCO_CTL: 0xff00000000000000
"PUO core7 IA32_MCO_STATUS: 0x0000000000000000
"PUO core7 TA32_MCO_ADDR: 0x0000000000000000
“"PUO core7 TA32_MCO_MISC: 0x0000000000000000
"PUO core8 TA32_MCO_CTL: 0xff00000000000000
"PUO core8 IA32_MCO_STATUS: 0x0000000000000000
"PUO core8 IA32_MCO_ADDR: 0x0000000000000000
"PUO core8 IA32_MCO_MISC: 0x0000000000000000
"PUO core9 TA32_MCO_CTL: 0xff00000000000000
“"PUO core9 IA32_MCO_STATUS: 0x0000000000000000
"PUO core9 IA32_MCO_ADDR: 0x0000000000000000
"PUO core9 TA32_MCO_MISC: 0x0000000000000000
"PUO core0 TA32_MCI_CTL: 0x0f00000000000000
"PUO coreQ TA32_MC1_STATUS: 0x0000000000000000
"PUO core0 IA32_MC1_ADDR: 0x0000000000000000





