ChangeLogo test SOP(EFI/Linux/Win)
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	2017/10/11
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	First Release
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	David_Jhan
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	David_Jhan
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	David_Jhan
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Support Platform:
Purley
skylake-h (44e)
D1541D4Y (3U16N)
Denverton

Test tool link :   \\ar-ebios-03\BIOS\UTILITY\ChangeLogo\5.02\ChangeLogoEfi.Package
Test Script link:  \\ar-file-01\FWQT\TestTool\BIOS\Chagnelogoefi_nsh


ChangeLogoEfi
	Step1.
a. Format USB Flash of Aging test
b. \\ar-ebios-03\BIOS\UTILITY\ChangeLogo\5.02\ChangeLogoEfi.Package
c. Copy files and folder to USB Flash (ex. E:\ )

	[image: ]

	Step2. 
a. Test script : \\ar-file-01\FWQT\TestTool\BIOS\Chagnelogoefi_nsh --> Startup.nsh
b. Copy files to USB Flash (ex. E:\ )

	[image: ]

	Step3. Sample-> EP2C621D12 WS
a. Copy BIOS ROM(2P621WS2.04) and Logo file to USB Flash (ex. E:\ChangeLogo )

	[image: ]

	Step3. Sample-> EP2C621D12 WS
a. Edit E:\Startup.nsh
b. Change normal BIOS(ex. 2P621WS2.04) and special BIOS(ex. 2P621WS2.04L) for testing project
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Step4.
a. Boot to UEFI: USB Flash
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	Step5.
a. SUT will execute Startup.nsh automatically.
b. System will halt to execute chagne logo app at screen about 10~30 sec .
c. Check SUT will show information with red line is normal.
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	Step6.
a. Reboot and press F6 and choose special BIOS (ex. 2P621WS2.04L) in instant flash list.
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	Step7.
a. Update BIOS is completed, check Boot Logo will change to Test Logo.(Not ASrockRack Logo)

	[image: C:\Users\David_Jhan\Desktop\sec\擷取.JPG]

	Step8. 
a. Check BIOS setup BIOS Version same to Normal BIOS. 
b. Update BIOS to normal BIOS (ex. 2P621WS2.04)
c. Update BIOS is completed, check Logo and BIOS Version is normal.
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	END


ChangeLogoWin
	Step1.
a. Open \\Ar-ebios-03\bios\UTILITY\ChangeLogo\5.02\ChangeLogoWin\64
b. Copy files and folder to OS desktop

	Step2. (sample ODC5200)
Test Logo: \\ar-ebios-03\BIOS\UTILITY\AsrUefiLogo --> Sample.jpg
a. Copy BIOS ROM(hs1ba105.bin) and Logo file to OS desktop
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	Step3.
a. Under this folder open command.
b. Execute ChangeLogWin tool follow “AMI_Aptio_5.x_ChangeLogo_User_Guide_NDA” format.
format : ChangeLogo64.exe /i BIOS_ROM /o New_BIOS_ROM /r Logo_file /f 
c. If New BIOSROM create is completed, system will show message “Replaced existing logo with Sample.jpg. New image [New BIOS.bin] created successfully!”

	[image: ]
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	Step4.
a. System will created New BIOS ROM on same folder.
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	Step5.
a. Copy BIOS ROM.
b. Use this model support update Tool to flash BIOS.
c. Update BIOS is completed, check Boot Logo will change to Test Logo.(Not ASrockRack Logo)

	[image: C:\Users\David_Jhan\Desktop\sec\擷取.JPG]

	Step6.
a. Check BIOS setup BIOS Version same to Normal BIOS, and can boot into OS work normal.
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	Step7.
a. Use F6 to update Normal BIOS.
b. Update BIOS is completed, check Logo and BIOS Version is normal.

	END


ChangeLogoLnx
	Step1.
a. Open \\Ar-ebios-03\bios\UTILITY\ChangeLogo\5.02\ChangeLogoLnx\64
b. Copy files and folder to OS desktop

	Step2. (sample ODC5200)
Test Logo: \\ar-ebios-03\BIOS\UTILITY\AsrUefiLogo --> Sample.jpg
a. Copy BIOS ROM(hs1ba105.bin) and Logo file to OS desktop

	[image: ]

	Step3.
a. Under this folder open Terminal.
b. Execute “ chmod 777 * “
c. Execute ChangeLogLnx tool follow “AMI_Aptio_5.x_ChangeLogo_User_Guide_NDA” format.
format : ChangeLogoLnx64 /i BIOS_ROM /o New_BIOS_ROM /r Logo_file /f 
d. If New BIOSROM create is completed, system will show message “Replaced existing logo with Sample.jpg. New image [New BIOS.bin] created successfully!”

	[image: ]
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	Step4.
a. System will created New BIOS ROM on same folder.
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	Step5.
d. Copy BIOS ROM.
e. Use this model support update Tool to flash BIOS.
f. Update BIOS is completed, check Boot Logo will change to Test Logo.(Not ASrockRack Logo)

	[bookmark: _GoBack][image: C:\Users\David_Jhan\Desktop\sec\擷取.JPG]

	Step6.
b. Check BIOS setup BIOS Version same to Normal BIOS, and can boot into OS work normal.

	[image: ]

	Step7.
c. Use F6 to update Normal BIOS.
d. Update BIOS is completed, check Logo and BIOS Version is normal.

	END
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Please select boot device:

UEFI: Built-in EFI Shell
UsB: sanDisk

Enter Setup

T and 4 to move selection
ENTER to select hoot device
ESC to boot using defaults
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UEFI Interactive Shell v2.1
EDK 1T
UEFT v2.70 (American Megatrends, 0x0005000E)
Mapping table
FS0: ALias(s) :HDOGOb: 3BLKL:
PCiR0DT (0%0) /PCi (0x14,0%0) /USB (0x10,0%0) /HD (1, MBR , 0x01282032, 0xB00, 0% 1CA3532)
Alias(s):
PCiR0DT (0%0) /PCi (0% 14,0%0) /USB(0%10,0%0)
Press ESC in 1 seconds to skip startup.nsh or any other key to continue.
Shell> fso:
FS0:\> cd EFINShellBin
FS0:\EFI\ShellBin\> AmiToals.nsh
Inage 'FSO:\EFIShellBin\RAMDisk.efi' loaded at 68885000 - Success
Mapping table
FS0: ALias(s) :HD1n0b:3BLKL:
PCiRo0t (0%0) /PCi (0x14,0%0) /USB (0x10,0%0) /HD (1, MBR, 0¥01282032, 0xB00, 0% 1CA3592)
St ALias(s):FO:;BLK2:
Venhsg (06ED4DDO-FF 78-1103-BDC4-00A0CI40530 1, 0500000003000000)]
BLKO: Alias(s):
PCiR0DT (0%0) /PCi (0% 14,0%0) /USB(0%10,0%0)

BLKO:

| ChangeLogo 5.03.0023
| Copyright 2016 American Hegatrends, Inc

&
|
|

&

Replaced existing logo with Changedlogo. jpg.
New image [[2P621K52.04L]| created [successfully
FS0:\Changeloga\>
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Instant Flash
\Changel 0g0\2P621HS2. 04 (L2.04)

Rescan Device
Enter Setup

T and 4 to move selection
ENTER to flash BIOS
ESC to exit
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Instant Flash
\Changel 0g0\2P621HS2. 04 (L2.04)

Rescan Device
Enter Setup

T and 4 to move selection
ENTER to flash BIOS
ESC to exit
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| Changelogo 5.61.6016
| Copyright (c)2815 American Megatrends, Inc.

warning! Logo size 1024x768 exceeds BIOS maximum size 80@x600
FEEIEEEd existing Togo with Sample.jpg.
New image [hslba1@Sbbb.bin] created successfully

C:\Users\Administrator\Desktop\ChangeLogo_5.62\ChangeLogoWin\64>
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2. Logo Replacement

The replacement operation has the following syntax:

ChangelLogo /i <input firmware file> /o <output firmware
file>/r <logo file> [/s] [/£f]

If the current and replacement files have different graphic image types then the program will
issue an error message and terminate. This restriction may be over-ridden by using the "/f"
(force) option. In this case, a warning message is issued. If the firmware volume does not
have room for the replacement logo, ChangelLogo will issue an error message.

The “/f” option also controls whether or not the program will write over an existing file. The
compression type of the replaced logo is preserved.
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root@localhost:~/Desktop/ChangeLogo-5.02/ChangeLogoLnx/64. - @ x

File Edit View Search Terminal Help
ABRT has detected 1 problem(s). For more info run: abrt-cli list --since 1504624

081
[ root@localhost 64]#[chmod 777 *

| ChangeLogo 5.03.0018
| Copyright 2016 American Megatrends, Inc.

arning! Logo size 1024x/68 exceeds BI0S maximum size 800x600

Replaced existing logo with Sample.jpg.
New image [hslbal®Sgag.bin] created successfull
[root@localhost 641#
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2. Logo Replacement

The replacement operation has the following syntax:
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ChangeLogo /i <input firmware file> /o <output firmware
file> /r <logo file> [/p <platform name>] [/s] [/f]

Where /p indicates platform name. If /p is not mentioned then it tries to replace the logo
shared among all the platforms. The user will be notified with the message “Logo is shared
between platforms. Change will be applied to all platforms.” when replacing a logo that is
shared among platforms|
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