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ASRockRack Technical Document (Apr/2018)
Q: How to modify BIOS default setting?

	Preparation
	:


1. BIOS default setting tool : Scelnx_64

[image: image2.emf]scelnx.zip


Step:
1. Open terminal under Linux environment
2. Decompress Scelnx_64

3. Put your BIOS image in Scelnx_64 folder
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4. Change Scelnx_64 to executable by entering:

chmod 777 Scelnx_64
5. Execute: ./SceLnx_64 /o /s {image name}.txt
[image: image4.png]root@ubunt:

/Desktop/Scelnx_64# ./SCELNX_64 /o /s E242D4U0.13A.txt

| Copyright (c)2018 American Megatrends, Inc.
| AMISCE Utility. Ver 5.03.1114

HARNING: Duplicate questions found. Only one question will be enabled in the scr
ipt.
Script file exported successfully.




6. Execute: chmod 777 {image name}.txt
7. Edit {image name}.txt to change default
P.S

In this case, we change smbios event log from Enable to Disable.
Original setting:

[image: image5.png]E242D4U0.13A.txt (~/Desktop/Scelnx_64) - gedit

// Script File Name : E242D4U6.13A.txt
/] Created on 03/27/18 at 1 6

// Copyright (c)2018 American Megatrends, Inc.
// AMISCE Utility. Ver 5.03.1114

HIICrc32= 36A736F4

Setup Question = Smbios Event Log

Token 2 // Do NOT change this line
offset =11D6

Width =01

BI0S Default =[061]Enabled
options =[00]Disabled // Move "*" to the desired Option
*[@1]Enabled




After changed:

[image: image6.png]E242D4U0.13A.Ext (~/Desktop/Scelnx_64) - gedit

// Script File Name : E24204U0.13A.txt

/| Created on ©3/27/18 at 10:54:11

/| Copyright (c)2018 American Megatrends, Inc.
/| AMISCE Utility. Ver 5.03.1114

HIICrc32= 60754E7D

setup Question = Smbios Event Log

Token 2 // Do NOT change this line
offset =1100

Width 1

BI0S Default =[60]Disabled
options =*[60]Disabled // Move "*" to the desired Option

[01]Enabled
Setup Question = Erase Event Log
Token 3 // Do NOT change this line
offset =11D2
Width 1
BIOS Default =[00]No
Options =*[00]No // Move "*" to the desired Option

[01]Ves, Next reset
[02]Yes, Every reset

Setup Question = When Log is Full

Token ~ =04 // Do NOT change this line

offset =11D1

Width 1

BIOS Default =[60]Do Nothing

options =*[60]Do Nothing // Move "*" to the desired Option

[01]Erase Immediately

Setup Question = Log System Boot Event

Token 5 // Do NOT change this line
offset =11D3
Width  =e1

BI0S Default =[0@]Disabled
Saving file '/home/ubuntu/Desktop/Scelnx_64/E242D4U0.

PlainText v  TabWidth:8 v Ln13,col11 v NS





8. After finish edit {image name}.txt , please Execute: 
./ SceLnx_64 /i /s {image name}.txt to import the BIOS setting
P.S You can ignore the warning message

[image: image7.png]root@ubuntu:~/Desktop/Scelnx_64# ./SCELNX_64 /i /s E242D4U0.13A.txt

| Copyright (c)2018 American Megatrends, Inc.
| AMISCE Utility. Ver 5.03.1114

Warning in line 3323

Missing Current Setting "*"

WARNING : Length of string for control (Custom HID) not updated as the value/defa
ults specified in the script file doesn't reach the minimum range (6).

WARNING : Length of string for control (Camera module name) not updated as the va
lue/defaults specified in the script file doesn't reach the minimum range (1).
WARNING : Length of string for control (Custom HID) not updated as the value/defa
ults specified in the script file doesn't reach the minimum range (6).

WARNING : Length of string for control (Camera module name) not updated as the va
lue/defaults specified in the script file doesn't reach the minimum range (1).
WARNING : Length of string for control (Custom HID) not updated as the value/defa
ults specified in the script file doesn't reach the minimum range (6).

WARNING : Length of string for control (Camera module name) not updated as the va
lue/defaults specified in the script file doesn't reach the minimum range (1).
WARNING : Length of string for control (Custom HID) not updated as the value/defa
ults specified in the script file doesn't reach the minimum range (6).

WARNING : Length of string for control (Camera module name) not updated as the va
lue/defaults specified in the script file doesn't reach the minimum range (1).
WARNING : Length of string for control ( 'Alpha' GUID:) not updated as the value/
defaults specified in the script file doesn't reach the minimum range (36).
WARNING : Length of string for control ( 'Beta' GUID:) not updated as the value/
defaults specified in the script file doesn't reach the minimum range (36).
WARNING : Length of string for control ( 'Gamma' GUID:) not updated as the value/
defaults specified in the script file doesn't reach the minimum range (36).

script file imported successfully.
root@ubuntu:~/Desktop/Scelnx_64# |





9. Reboot and check if BIOS setting has been changed successfully.
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SCELNX64.cif

<component>

    name = "SCELNX64"

    category = eModule

    Rank = 40

    LocalRoot = "RomUtils\SceLnx\64\"

    RefName = "SCELNX64"

[files]

"AMI_Aptio_5.x_SCE_User_Guide_NDA.pdf"	

"AMI_Aptio_SCE_Release_Notes_NDA.pdf"	

"SCELNX_64"	

[dependency]

AmiModulePkg.SmiVariable >= "SS: AptioV;$/AptioV/Source/Modules/SmiVariable;5.004_SmiVariable_00"

AMISetupNVLock >= "SS: AptioV;$/AptioV/Source/Modules/AMISetupNVLock;5.004_AmiSetupNvLock_1_00"

<endComponent>







