SceEfi SOP
Preparation:

[image: image1.emf]SceEfi.zip


Step:

1. Decompress SceEfi.zip and put SceEfi folder into your USB

2. Insert the USB then boot up the system
3. press F11 to enter boot menu and choose “Built-in EFI Shell”
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4. Choose your usb directory (in this example , path of usb is fs0)
[image: image3.jpg]EFI Shell version 2.40 [5.11]
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5. Enter into the directory SceEfi
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blk1l :Removable BlockDevice - Alias (null)
PciRoot (0x0) /Pci(0x1D,0%0) AUSB(0x0,0x0) /USB(0=x0,0x0)

Press ESC in 3 seconds to skip startup.nsh, any other key to continue.
shell>

shell>

shell>

sShell> fs:0

‘fs:0' is not recognized as an internal or exte -

RSN no rnal command, operable program, o
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fsO:\SceEfi> cd 64

fsO:\SceEf i\64> SceEfi6d.efi /i /s test.txt





6. Input SceEfi64.efi /i /s test.txt
[image: image5.jpg]pevice mapping table
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7. If the message “script file imported successfully” appear , it means OK (You can ignore the warning message)

[image: image6.jpg]shell> fsO:
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8. Double check if those options are modified successfully.
BIOSAdvancedCPU configurationCPU C-state support “Disable”
BIOSAdvancedchipset configurationPCIE ASPM support “Disable”
BIOSAdvancedchipset configurationPCH PCIE ASPM support “Disable”
BIOSAdvancedchipset configurationPCH DMI ASPM support “Disable”
_1601133171/SceEfi.zip
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Legal 
 



Disclaimer 



This publication contains proprietary information which is protected by copyright.  No part of this publication 
may be reproduced, transcribed, stored in a retrieval system, translated into any language or computer 
language, or transmitted in any form whatsoever without the prior written consent of the publisher, American 
Megatrends, Inc. American Megatrends, Inc. retains the right to update, change, modify this publication at any 
time, without notice. 



For Additional Information 



Call American Megatrends, Inc. at 1-800-828-9264 for additional information. 



Limitations of Liability 



In no event shall American Megatrends be held liable for any loss, expenses, or damages of any kind 
whatsoever, whether direct, indirect, incidental, or consequential, arising from the design or use of this product 
or the support materials provided with the product. 



Limited Warranty 



No warranties are made, either expressed or implied, with regard to the contents of this work, its 
merchantability, or fitness for a particular use.  American Megatrends assumes no responsibility for errors and 
omissions or for the uses made of the material contained herein or reader decisions based on such use. 



Trademark and Copyright Acknowledgments 



Copyright ©2017 American Megatrends, Inc.  All Rights Reserved. 



American Megatrends, Inc. 
5555 Oakbrook Parkway 
Suite 200 
Norcross, GA 30093 (USA) 
 



All product names used in this publication are for identification purposes only and are trademarks of their 
respective companies. 
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Document Information 



Purpose 
 
This document is intended to provide all the necessary information for using AMI Setup Control Environment 
(AMISCE) Tool.   
 



Audience 
 
The intended audiences are BIOS developers, Generic Chipset Porting Engineers, OEM Porting Engineers, 
and AMI OEM Customers. 
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Overview 



What is AMISCE? 
 
AMI Setup Control Environment (AMISCE) is a command line tool available in both 32-bit and 



64-bit flavors.  AMISCE provides you an easy way to update NVRAM variables from within 



the EFI, DOS, Linux, or Windows based environment.  The user can extract variables directly 



from the BIOS, and also allows the user to change settings using either a text editor or a 



setup program, and then update the BIOS.  Each of these actions may take place on a 



different system.  



AMISCE produces a script file that lists all setup questions on the system where AMISCE is 



running.  The user can then modify the script file and use it as input to change the current 



NVRAM setup variables. 



 



AMISCE Features 
 
The AMISCE tool allows you to perform the following functions: 
 
1. Reads NVRAM variables and HII database from BIOS at run time to create files that can 



be used as input to a setup emulation program.  The NVRAM script file may be edited as 
text.   



 
2. Loads the NVRAM script file created by above process, and updates the target system's 



NVRAM. 
 



3. Enables advanced scripting mode that presents data as setup questions and associated 
settings. 
 



4. Enables advanced scripting mode to update setup question defaults.  



5. Supports setup question matching based on Setup Mapping Language.  This support will 
be available once Aptio core supports Setup Mapping Languages. 
 



6. Provides Command line operation. 



7. Supports APTIO V features. 



8. Supports Setup Question Evaluation for UEFI 2.1 and above 



9. Supports blocking of migration. 



10. Supports to specify multiple mapping language. 
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11. Support to export only questions whose value is different from default. 



12. Supports suppression of duplicate questions. 



13. Unlocks protected variable update with administrator password. 



14. Support to change user/admin password 



15. Aptio V BIOS Identification. 



16. Get SMI port from ACPI table 



17. Support to allow raw import to change size of variable data 



18. Supports managing duplicate/unmatched setup questions. 



19. Support to export all questions and filter out questions with improper strings (also if no x-



AMI entry).  



20. Support to comment out duplication questions 



21. Support for special controls and to implement string controls. 



22. Supports Migration of Settings. 



23. Boot order synchronization 



24. Verbose mode for detailed generation of the script file. 



25. Support for output subtitles as comments to SCE scripts 



26. Support to show warnings when multiple questions share the same storage location 



27. OFBD module password check support. 



28. UEFI spec support  



29. Build using Aptio V build environment in VeB 



30. Support for UEFI Shell 1.x and 2.x. 



31. ARM Support  



32. Change question value from command line. 



33. PLDM Support. 



34. Support for efivarstore type variable. 



35. Support for negative numbers as values for numeric controls. 



36. Support to hide banner. 



37. Support to read single question value from command line. 



38. Support to identify suppressed and grayedout forms and controls in script file. 



39. SMM communication support. 



 



System Requirements  
 
Supported Operating Systems 
 
   AMISCE is supported by the following operating systems: 
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 EFI Shell Environment 



 Microsoft® DOS 



 Microsoft Windows® 2000 



 Microsoft Windows® NT 4.0 



 Microsoft Windows® XP 



 Microsoft Windows® ME 



 Microsoft Windows® 2003 



 Microsoft Windows® Vista 



 Microsoft Windows® 7 



 Microsoft Windows® 8 



 Microsoft® Windows® 8.1 



 Microsoft® Windows® Server 2008 R2 



 Microsoft® Windows® Server 2012 R2 



 Linux 



 BSD 



 Microsoft Windows® 10 



 Windows PE 



 Microsoft Windows Server 2016 
 



Note: Starting From  Microsoft Windows® 7 in all the windows
 
Operating System the 



Application requires Administrator privileges to be executed and the command box is opened with 
Run as Administrator option. 



 
 



Note: For accessing Linux and BSD versions refer the steps outlined in Appendix section. 
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Interface Descriptions 



User Interface 
 



The user has to execute the following command lines in command prompt to run AMISCE. 



Command Line Interface 



 Note: In the examples given below, “AMISCE” should be replaced with the correct OS 
specific version name from the following list:  



 For DOS use SCEDOS  



 For WIN 32 utilize SCEWIN  



 For WIN 64 utilize SCEWIN_64  



 For LINUX 32 utilize SCELNX_32  



 For LINUX 64 utilize SCELNX_64  



 For LINUX ARM 64 utilize SceLnxArm 



 For BSD 32 utilize SCEBSD_32 



 For BSD 64 utilize SCEBSD_64 



 For EFI 32 utilize SCEEFI.EFI 



 For EFI 64 utilize SCEEFI64.EFI 



 For EFI ARM 64 utilize SceEfiArm 



Default Mode Execution  
 



The default mode of execution provides the ability to export and import NVRAM setting values for 
BIOS setup controls using a script. It can optionally generate the HII dump file. 



Default export mode 
 
To enable the default mode execution execute the command line  



 
AMISCE /o /s <Setup Script File> [/h <HII Dump File>] [/sd 



<Duplicate Question Script File>] [/b] [/v] [/lang <Lang 



Code1,Langcode2,LangcodeN>] [/sp] [/g] [/a] [/d] [/q] [/ndef] 



[/ce] [/hb] 



 



Where, 



/o Indicates generate Setup script file form HII data 



/s Indicates Setup script file that is to be generated. 
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[/h]Indicates the HII Dump File, it is an optional feature, where this valid only while 



generating Setup script file 



[/v]Optional CMD line that produces a verbose script file 



[/b] Optional CMD line option that enables export of boot order controls in the generated       



script file. 



[/lang] Optional CMD line option that enables mapping language mode which will export 
questions with the specified lang codes. Lang Code indicates the code for a particular 
languages like for English(en-US), AMI(x-AMI) etc.                      



                          [/sp]  Optional CMD line option that enables Expression Evaluation for Suppressif Opcode. 
                          [/g]  Optional CMD line option that enables Expression Evaluation for Grayoutif Opcode. 



[/a]  Optional command line option that enables setup question having empty or blank    
names to be exported 
[/d]  Optional command line option to Skip checking for AptioV BIOS and behave normally 
[/ndef]  Optional command line option to export only those questions whose value is 
different from the default. 
[/sd]  Optional command line option to export duplicate questions in to a separate script 
file. 
[/ce]  Optional command line option to specify with /sp and/or /g which comment out 
suppressif and grayoutif setup questions and forms. 
[/hb]  Optional command line option to hide the tool information banner. 



   
The user may optionally give the /q option to suppress all warning messages. 



Note: The user has to use SCEWIN as windows executable command, but while using DOS 



the executable command will be SCEDOS. Numeric questions with decimal value(including negative 



values) will be mentioned inside angular brackets. 



Handling Duplicate Questions 



SCE considers questions with same storage location as duplicates. By default, these 
duplicates will be exported to the main script file but will be commented out. To export the 
duplicates into a separate script file, use the ‘/sd’ option. 
 
SCE won't import commented out questions, It will treat commented out questions as it 
doesn't exist in script. To import a commented out question, user have to remove the 
comment out symbols “//” and then import as shown below. 
 
Example of commented out question, 
 



// Setup Question = S/W Error Injection Support  
// Token =400 // Do NOT change this line 
// Offset =90 
// Width =01 
// BIOS Default =[00]Disable  
// MFG Default =[00]Disable  
// Options =*[00]Disable // Move "*" to the desired Option 
//         [01]Enable 
 



To import the commented out question, Change it as shown below and then import. 
 



Setup Question = S/W Error Injection Support  
Token =400 // Do NOT change this line 
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Offset =90 
Width =01 
BIOS Default =[00]Disable  
MFG Default =[00]Disable  
Options =*[00]Disable // Move "*" to the desired Option 
        [01]Enable 



Note: Questions in dynamic pages will not be available in exported script until these pages 
are visited in setup. Questions which are inside suppressif or grayoutif conditions only will be 
removed from script for /sp or /g command respectively, Duplicate instances of the same questions 
which are not inside suppressif or grayoutif conditions will not be removed. 



Handling suppressed and grayedout controls and forms 



SCE indicates forms and setup questions present inside suppressif and grayoutif conditions. 
These questions will be exported to the main script in commented form when ‘/ce’ option is 
mentioned with /sp and/or /g option. An illustration of forms and controls inside grayoutif and 
suppressif conditions is shown below. 
 



// SUPPRESS FORM 
 
// SUPPRESS 
// Setup Question =   Test1 
// Token =40 // Do NOT change this line 
// Offset =02 
// Width =01 
// BIOS Default =[01]Enabled 
// Options =[00]Disabled // Move "*" to the desired Option 
//         *[01]Enabled 
// ENDOF SUPPRESS 
 
// Setup Question = Test2 
// Token =51 // Do NOT change this line 
// Offset =22 
// Width =01 
// BIOS Default =[01]Enabled 
// Options =[00]Disabled // Move "*" to the desired Option 
//         *[01]Enabled 
 
// GRAYOUT 
// Setup Question = Test3 
// Token =271B // Do NOT change this line 
// Offset =48B 
// Width =01 
// BIOS Default =14 
// Value =21 
// ENDOF GRAYOUT 
 
// ENDOF SUPPRESSED FORM 
 
// GRAYOUT FORM 
 
// Setup Question = Test4 
// Token =33F // Do NOT change this line 
// Offset =F3E 
// Width =01 
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// BIOS Default =[00]None 
// Options =*[00]None // Move "*" to the desired Option 
//         [01]Option1 
//         [02]Option2 
 
// ENDOF GRAYEDOUT FORM 
 



As shown above, if a form is present under grayoutif or suppressif, the controls present in that 
form will be shown in commented form.  
 



Raw mode execution  



AMISCE raw mode execution can export and import all NVRAM variables, including those not used 
for setup purposes. It also generates the listing file and HII dump file. 
 



Raw export mode 



 
AMISCE /o [/c] /l <listing file> /n <NVRAM Dump File> /h <HII 



dump file> [/d] [/hb] 



 



Where, 



/o Indicates NVRAM script file to generate for Variables found in Listing File 



/lIndicates Variable Listing File 



[/c]Optional, Creates Variable Listing File containing information about all the variables 



found in NVRAM 



Where,  



With /c option, all variables names are output to the listing file, and all variables are output to 



the NVRAM dump script. 



Without /c option, the listing file serves as a filter and the program provides output only to 



those variables with names present in the listing file. 



/nIndicates NVRAM Dump File 



/hIndicates HII Dump File.  This option is valid only when generating NVRAM script file and 



should always be used along with the /n option. 



[/d] ]  Optional command line option to Skip checking for AptioV BIOS and behave normally 
[/hb] Optional command line option to hide the tool information banner. 



 
 



Updating NVRAM with Script File 
 



Updating the NVRAM variables associated with setup questions can be achieved using the 



following commands. 



Default import mode 
AMISCE /i [/cpwd | /cpwds | /cpwde <admin password>] /s <Setup 



Script File> [/ds] [/dm] [/b] [/r] [/lang <Lang Code 1,Lang 



Code 2,Lang code N>] [/d] [/hb] 



Where, 
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[/cpwd] Indicates admin password of type unicode 
  [/cpwds] Indicates admin password of type scan code 
  [/cpwde] Indicates admin password of type EFI key 



/i Indicates Import modified script file to the NVRAM 



/s indicates the NVRAM script file to use to read data 



/ds Indicates set “BIOS” defaults from script question value 



/dm Indicates set “MFG” defaults from script question value 



[/b] Optional CMD line option that enables import of boot order controls from the generated       



script file.                           



[/r] Optional CMD line option in SCEWIN, SCEEFI, SCEBSD, SCELNX that enables the 
tool to verify that the CRC32 of host HII IFR packs is identical to the CRC32 in the advanced 
script file before performing any variable updates. If not identical, then the application exits 
with relevant error message. 
[/lang] Optional CMD line option that enables mapping language mode which will import 
questions with the specified lang codes. Lang Code indicates the code for a particular 
languages like for English(en-US), AMI(x-AMI) etc.  



   [/d]  Optional command line option to Skip checking for AptioV BIOS and behave normally 
[/cpwd | /cpwds | /cpwde] Unlock variables with administrator password until AMISCE 



completes execution. 



[/hb] Optional command line option to hide the tool information banner. 
   
  The user may optionally give the /q option to suppress all warning messages. 



Disable Boot Option 



SCE supports disabling boot options in default import mode.  



BIOS without FixedBootOrder Module 



When FixedBootOrder module is not present, SCE supports disabling only legacy boot 
options. To disable a legacy boot option, follow below steps:  
 



1. Export the script in advanced mode with /b option.  
2. Change the higher order byte of the boot option to be disabled to ‘FF’. 
3. Import the script with /b option. 



  
For example, consider the below legacy device boot order:  



Setup Question = BBS_TYPE_HARDDRIVE Boot Option # 
Map String = SETUP006 
Token =9F0 // Do NOT change this line 
Offset =00 
Width =02 
ListOrder = [0019]BBS_TYPE_HARDDRIVE 0019 
 [001b]BBS_TYPE_HARDDRIVE 001b    



To disable the first boot option, change the entry as below and import the script with /b 



option.  



Setup Question = BBS_TYPE_HARDDRIVE Boot Option # 
Map String = SETUP006 
Token =9F0 // Do NOT change this line 
Offset =00 
Width =02 
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ListOrder = [FF19]BBS_TYPE_HARDDRIVE 0019 
        [001b]BBS_TYPE_HARDDRIVE 001b  



BIOS with FixedBootOrder Module 



When FixedBootOrder module is present, SCE supports disabling both legacy and UEFI 
boot options. To disable a boot option, follow below steps:  
 



1. Export the script in advanced mode with /b option.  
2. Choose ‘Disable’ for the boot option to be disabled. 
3. Import the script with /b option. 



  
For example, consider the below boot option:  



Setup Question = Boot Option #2 
Map String = Boot Option #2 
Token =1345 // Do NOT change this line 
Offset =145 
Width =01 
BIOS Default =[01]Windows Boot Manager (P3: ST500DM002-1ER14C) 
Options =[00]ubuntu (P1: ST500DM002-1BC142) // Move "*" to the desired Option 
         *[01]Windows Boot Manager (P3: ST500DM002-1ER14C) 
         [12]Disable 



 
To disable, move ‘*’ to ‘Disable’ entry and import the script with /b option. 



Setup Question = Boot Option #2 
Map String = Boot Option #2 
Token =1345 // Do NOT change this line 
Offset =145 
Width =01 
BIOS Default =[01]Windows Boot Manager (P3: ST500DM002-1ER14C) 
Options =[00]ubuntu (P1: ST500DM002-1BC142) // Move "*" to the 
desired Option 
         [01]Windows Boot Manager (P3: ST500DM002-1ER14C) 
        * [12]Disable 



 
 



Raw import mode 
AMISCE /i [/cpwd | /cpwds | /cpwde <admin password>] /l 



<listing file> /n <NVRAM Dump File> [/f] [/d] [/hb] 



Where, 



[/cpwd] Indicates admin password of type unicode 
  [/cpwds] Indicates admin password of type scan code 
  [/cpwde] Indicates admin password of type EFI key 



/i Indicates Import modified Variable data found in Listing File to the NVRAM  



/l Indicates Variable Listing File 



/nIndicates NVRAM Dump File 



[/d]-> Optional command line option to Skip checking for AptioV BIOS and behave normally 
[/cpwd | /cpwds | /cpwde] Unlock variables with administrator password until AMISCE 
completes execution. 
[/hb] Optional command line option to hide the tool information banner. 
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The tool verifies that the CRC32 of host HII IFR packs is identical to the CRC32 in the 



variable file before performing any variable updates.  Usage of the ‘f’ option will suppress this 



check. 



         NVRAM Variable Access Unlock 



Runtime access to writing certain NVRAM variables may be locked out in some BIOS 
configurations. SCE can unlock them with the BIOS administrator password.  
 
AMISCE [/cpwd | /cpwds | /cpwde] <administrator password> 



<other parameters> 



Where, 
[/cpwd] Indicates admin password of type unicode 



  [/cpwds] Indicates admin password of type scan code 
[/cpwde] Indicates admin password of type EFI key 
The variable access is re-locked on application exit. So, it is required to use /cpwd or /cpwds 
or /cpwde each time with import command for protected variable update. SCE shows the 
message “Variable access re-locked” on successful re-lock of the protected variables. It is 
important to re-lock the variables after update. User can explicitly do this by executing the 
import command with an incorrect admin password.  
 
Also, there is a retry limit of 3 for the unlock attempt. If the retry limit is exceeded, then system 
reboot is required to try again. 
 
Note: ‘/cpwd or /cpwds or /cpwde’ cannot be used as stand-alone option.  
 



Change User/Admin Password 



 
SCE supports changing user/admin passwords for BIOS setup. The current admin password 
needs to be provided using /cpwd or /cpwds or /cpwde.  



 
AMISCE [/cpwd | /cpwds /cpwde] <current admin password> [/apwd 



| /apwds | /apwde] <new admin password> [/upwd | /upwds / 



upwde] <new user password> [/hb] 



  Where, 
  [/cpwd] Indicates admin password of type unicode 
  [/cpwds] Indicates admin password of type scan code 
  [/cpwde] Indicates admin password of type EFI key 



[/apwd] Indicates new admin password of type unicode 
  [/apwds] Indicates new admin password of type scan code 
  [/apwde] Indicates new admin password of type EFI key 



[/upwd] Indicates new user password of type unicode 
  [/upwds] Indicates new user password of type scan code 
  [/upwde] Indicates new user password of type EFI key 



[/hb] Optional command line option to hide the tool information banner. 
 
 











American Megatrends, Inc.  
Aptio AMISCE User Manual 
 
 
 
 



 
 
Copyright ©2017 American Megatrends Inc. ● Confidential, NDA Required  Page 18 of 37 



Examples of password types used with password switches 



   
  Unicode Password usage:  



  AMISCE /cpwd test123 /apwd 123test /upwd test 



 



Scan code Password usage: 



AMISCE /cpwds 0x14 0x12 0x1F 0x14 0x02 0x03 0x04 /apwds 0x02 0x03 0x04 0x14 0x12 



0x1F 0x14  /upwds 0x14 0x12 0x1F 0x14  



  



EFI key password Usage:  



AMISCE /cpwde 0x35 0x33 0x21 0x35 0x45 0x46 0x47 /apwde 0x45 0x46 0x47 0x35 0x33 



0x21 0x35 /upwde 0x35 0x33 0x21 0x35 



 
Note: 0x prefix is optional with Scan code and EFI key. Scan codes and EFI key codes 
mentioned above are according to keyboard layout English(United States)-US 
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PLDM Support 



 



SCE supports exporting the setup configuration to PLDM data structures. This is useful 



especially while migrating the BIOS configuration. SCE generates a single binary file as 



output with all the PLDM data structures combined together. The exported PLDM file can then 



be imported using SCE to apply the configuration on the target system. The below commands 



can be used for export and import:  



 



PLDM Export 
AMISCE /o /p <PLDM file name> [/lang <Lang Code 1,Lang Code 



2,Lang code N>] [/sp] [/g] [/b] [/ndef] [/hb] 



 



Where, 



/o  Export configuration command. 



  /p  Indicates PLDM file 
                          [/sp]  Optional CMD line option that enables Expression Evaluation for Suppressif Opcode. 
                          [/g]  Optional CMD line option that enables Expression Evaluation for Grayoutif Opcode. 



[/b]  Optional CMD line option that enables export of boot order controls in the generated       



PLDM file. 



[/ndef]  Optional command line option to export only those questions whose value is 
different from the default. 
[/lang] Optional CMD line option that enables mapping language mode which will export 
questions with the specified lang codes. Lang Code indicates the code for a particular 
languages like for English(en-US), AMI(x-AMI) etc. 
[/hb] Optional command line option to hide the tool information banner. 
 



 



PLDM Import 
AMISCE /i /p <PLDM file name> [/lang <Lang Code 1,Lang Code 



2,Lang code N>] [/b] [/hb] 



 



Where, 



/i  Import configuration command. 



  /p  Indicates PLDM file  
[/b]  Optional CMD line option that enables import of boot order controls from the input 



PLDM file. 



[/lang] Optional CMD line option that enables mapping language mode which will import 
questions with the specified lang codes. Lang Code indicates the code for a particular 
languages like for English(en-US), AMI(x-AMI) etc. 
[/hb] Optional command line option to hide the tool information banner. 
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Single Question Update from Command Line 



 



This feature allows to update single setup questions from command line without using the 



script file. It makes use of the mapping language string to uniquely identify the question. The 



map string for a question can be known by exporting the script with ‘/lang’ option. The ‘/lang’ 



option will add the ‘Map String’ field for each setup question in the script. To use the ‘/lang’ 



option, the Aptio firmware should have the mapping language enabled. The command line 



usage is shown below:  



 
AMISCE /i [/cpwd | /cpwds | /cpwde <admin password>] [/lang 



<Lang Code 1,Lang Code 2,Lang code N>] /ms <map string> /qv 



<question value> [/bt <device type>] [/q] [/d] [/dm] [/ds] 



[/hb] 



 



Where, 



/i  Indicates Import question values to the NVRAM 



[/cpwd | /cpwds | /cpwde]  Used to specify the current admin password. This option 



needed only if the variable to update is protected. 



[/lang]  Optional command line to specify the mapping languages to look the setup 
question mapping string. The default is x-AMI and x-UEFI-AMI. 
/ms  Used to specify map string for the particular setup question. 
/qv  Used to specify the value for the setup question. 
[/bt]  Used to mention the device type for legacy boot order update. 
[/q]  Optional command line option to suppress all warning messages. 
[/d]  Optional command line option to Skip checking for AptioV BIOS and behave normally 
[/ds]  Optional command line option Indicates set “BIOS” defaults from question value. 



[/dm]  Optional command line option Indicates set “MFG” defaults from question value. 



[/hb] Optional command line option to hide the tool information banner. 
 



Examples for Single Question Update 



   
  Boot Order question: 



The question value should be a comma separated list of boot devices where each 
boot device is represented using the unique number assigned to it in the UEFI boot 
order. The list should contain all devices in the current boot order.  



    
AMISCE /i /ms SETUP001 /qv 0x0002,0x0001 



   
  Legacy Device Order question: 



The question value should be a comma separated list of boot devices where each 
boot device is represented by the predefined token value associated with it. The list 
should contain all devices of the specified type in the current boot order. The boot 
device type string should be one of the below:  



BBS_TYPE_FLOPPY 
BBS_TYPE_HARDDRIVE 
BBS_TYPE_CDROM 
BBS_TYPE_PCMCIA 
BBS_TYPE_USB 
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BBS_TYPE_EMBEDDED_NETWORK 
BBS_TYPE_BEV 
BBS_TYPE_UNKNOWN  



 
The device type string is same as the first part of the legacy boot order Setup 
Question name in script.  
 



   AMISCE /i /ms SETUP002 /bt BBS_TYPE_HARDDDRIVE /qv 0x0019,0x001A  
 
  Language/Platform Language question: 



The question value represents the index of the language in the list of supported 
languages. 
 
AMISCE /i /ms SETUP003 /qv “<-10>” 



 
  Numeric question: 



The question value represents the new value. This should be within the valid range. 
    



AMISCE /i /ms SETUP004 /qv 0x09 
 
  Checkbox question: 



The question value should be either 0 or 1. 
    



AMISCE /i /ms SETUP005 /qv 0x01 
 
  One-of question: 



The question value represents the index of the option in the list of options. 
 



   AMISCE /i /ms SETUP006 /qv 0x02 
 



Note: String type questions are not supported currently. Decimal numeric value(including 
negative numbers) has to be mentioned with angular brackets (<>) and mentioning the 
angular brackets without quotation might lead to file redirection warnings .Numeric value will 
be taken as hexadecimal value (0x prefix is optional) if not mentioned in decimal format. 



 



Disable Boot Option 
SCE supports disabling legacy boot options from command line. To disable a boot option, 
specify the higher order byte of the entry to be disabled as ‘FF’. An example is shown below:  



  



 > AMISCE /i /ms SETUP007 /bt BBS_TYPE_HARDDDRIVE /qv 0xff19,0x001a  



  
Note: The BIOS should not have FixedBootOrder module. If FixedBootOrder module is 
present, use default import mode to disable boot options. 
 



Read Single Question from Command Line 



This feature allows to read single setup question’s value from command line without using the 



script file. It makes use of the mapping language string to uniquely identify the question. The 



map string for a question can be known by exporting the script with ‘/lang’ option. The ‘/lang’ 



option will add the ‘Map String’ field for each setup question in the script. To use the ‘/lang’ 
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option, the Aptio firmware should have the mapping language enabled. The command line 



usage is shown below:  



 
AMISCE /o [/lang <Lang Code 1,Lang Code 2,Lang code N>] /ms 



<map string> [/q] [/hb] 



 



Where, 



/o Indicates export question values 



[/lang]  Optional command line to specify the mapping languages to look the setup 
question mapping string. The default is x-AMI and x-UEFI-AMI. 
/ms  Used to specify map string for the particular setup question. 
[/q]  Optional command line option to suppress all warning messages. 
[/hb] Optional command line option to hide the tool information banner 
 



Example to read Single Question Value from Command Line 



  Command should contain the unique mapping string of the setup question as shown below. 
   AMISCE /o /ms setup00 /lang x-AMI 
 



Sample Report 
 
The following program sample illustrates the listing of file content, where the two NVRAM 
variables shown below contain their Name and GUID. All numeric values are in hexadecimal 
notation only. 



Default Output with Verbose option 



// Script File Name: script.txt 



// Created on 03/15/11 at 04:20:47 



// Copyright (c) 2011 American Megatrends, Inc. 



// AMISCE Utility.  Ver. 5.02.1074 



 



HIICrc32 = 5CFC3E93 



 



// FORM SET 



// GUID = ec87d643-eba4-4bb5-a1e5-3f3e36b20da9 



// Title = Main 



// Help = System Overview 



// Class = 01 



// SubClass = 00 



 



// FORM 



// FORM ID = 01 



// Title = Main 



 



Setup Question = System Language 



Token =00 // Do NOT change this line 



Offset =00 



Width =02 



BIOS Default = [0] N/A 



MFG Default = [0] N/A 
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Options = *[00] English 



 



// FORM SET 



// GUID = ec87d643-eba4-4bb5-a1e5-3f3e36b20da9 



// Title = Advanced 



// Help = Advanced Settings 



// Class = 02 



// SubClass = 00 



 



// FORM 



// FORM ID = 02 



// Title = Advanced 



 



Setup Question = Launch PXE OpROM 



Token =00 // Do NOT change this line 



Offset =1B 



Width =01 



BIOS Default = 00 



MFG Default = 01 



Value =1 



 
// Subtitle = PCI Common Settings 



 



Setup Question = PCI Latency Timer 



Token =00 // Do NOT change this line 



Offset =03 



Width =01 



BIOS Default = [20]32 PCI Bus Clocks 



MFG Default = [20]32 PCI Bus Clocks 



Options =*[20]32 PCI Bus Clocks // Move "*" to the desired Option 



          [40]64 PCI Bus Clocks 



          [60]96 PCI Bus Clocks 



          [80]128 PCI Bus Clocks 



          [A0]160 PCI Bus Clocks 



          [C0]192 PCI Bus Clocks 



          [E0]224 PCI Bus Clocks 



          [F8]248 PCI Bus Clocks 



 



Setup Question = Setup Prompt Timeout 



Token =00 // Do NOT change this line 



Offset =00 



Width =02 



BIOS Default = 01 



MFG Default = 01 



Value =05 



Setup Question = Boot Option # 



Token =00 // Do NOT change this line 



Offset =00 



Width =02 



BIOS Default = [0] N/A 



MFG Default = [0] N/A 



ListOrder = [0001] Built-in EFI Shell 



    [0000] Hard Drive 



    [0003] UEFI: PNY USB 2.0 FD PMAP 
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    [0002] CD/DVD Drive 



Raw Mode Outputs 



Variable Listing File 



[VARIABLE] 



VARIABLE_NAME = MonotonicCounter 



VARIABLE_GUID = 8be4df61-93ca-11d2-aa0d-00e098032b8c 



 



[VARIABLE] 



VARIABLE_NAME = SetupCpuFeatures 



VARIABLE_GUID = ec87d643-eba4-4bb5-a1e5-3f3e36b20da9 



 



The following sample illustrates the script file content, where the two types of NVRAM 
variables shown below contain their GUID, Attribute, Name and the data. 
 



Version 



00000001 



HiiCrc32 



2b147ed6 



 



GUID 



8be4df61-93ca-11d2-aa-0d-00-e0-98-03-2b-8c 



Attributes 



00000007 



VariableName 



MonotonicCounter 



VariableData 



06 00 00 00 



 



GUID 



61dfe48b-ca93-d211-aa-0d-00-e0-98-03-2b-8c 



Attributes 



00000007 



VariableName  



SetupCpuFeatures 



VariableData 



00 00 01 00 01 00 01 01 00 



 



Instructions on using AMISCE 



Default Mode Usage (/s) 
 From CMD line environment execute AMISCE using the following command to generate 



the NVRAM script file: 



‘AMISCE /o /s <NVRAM.txt> [/h <Hii.db>] [/b] [/v] [/lang <en-US>] 



[/sp] [/g]’ 



Where, 



NVRAM.txt    – NVRAM script file 
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Hii.db           – HII dump output file 



en-US              - Language code for English. 



 Now open the generated script file and modify the required setup question value and 



save the modifications.  You should remove any setup questions that you do not wish to 



update. 



 Now from CMD line environment execute the following command: 



AMISCE /i /s <NVRAM.txt> [/r] [/b] [/lang <en-US>] 



Where, 



NVRAM.txt – NVRAM script file 



en-US          - Language code for English. 



 The new settings are updated into the NVRAM. 



 The default export behavior without /b option will be not to export boot order controls. To 



enable exporting of boot order controls provide /b option. 



 The default import behavior without /r option will not check whether CRC32 of host HII 



IFR packs is identical to the CRC32 in the advanced script file. To enable the verification 



of CRC32 value provide /r option. 



 AMISCE will evaluate individual setup question expression , it will export the setup 



question into script file depends on the result, If the result obtained is suppress then that 



setup question will not be exported to the script file. Currently AMISCE supporting 



Suppress if alone. All the other conditions will not be evaluated by AMISCE. 



 



Note:   In order to evaluate the expression properly, the dependent NVRAM variable of 



the setup question should have runtime access. 



     Output script file will not have the suppressed setup questions.  



 If /sp command is given while export operation and if expression evaluation results in 



suppress then AMISCE will not export the setup question to the script file. If /g command 



is given while export operation and if expression evaluation results in grayout, then 



AMISCE will not export the setup question to the script file. 



 If /ce command is mentioned with /sp or /g then it will export the suppressed or grayed out 



controls and forms in commented format to the script file. 



 AMISCE will export setup questions with mapstring if /lang option is provided. While 



importing if /lang option is there, it will check for setup question prompt and mapstring 



alone between advanced script file and host system. 



For example, if in the script file a setup question is like : 



    Setup Question = Setup Prompt Timeout 



                Mapstring = BOOT001 
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    Token =00 // Do NOT change this line 



    Offset =00 



    Width =02 



    BIOS Default = 01 



    MFG Default = 01 



    Value =05 



And the command is given as : SCEWIn.exe /i /s Script.txt /lang , this will check for 



“Mapstring”. If it is not found the application will report an error. 



 By default the mapping language is x-AMI and x-UEFI-AMI so if user gives /lang option 



alone then it will export setup questions with mapstring and output should contain both 



English and x-AMI strings. If user provides /lang option with a language code then SCE 



will check whether that language code strings are there in target machine if it is there it 



will export setup questions with mapstring and output should contain both English and that 



language code strings and if not, then will show a warning message and will export setup 



questions with mapstring value as “NULL”. 



 While importing if /lang option is there the question matching should be done using the 



default mapping language string instead of the English string and if user gives /lang option 



with a language code then question matching should be done using that language code 



strings. 



Note: Some BIOS contain duplicate setup questions.  Before importing the script, any duplicate 
questions should be removed. 



Raw Mode Usage (/n) 



 AMISCE requires the knowledge of setup question offset to manipulate NVRAM 



variables.  From windows environment execute AMISDE on the target firmware image 



using the command 



'AMISDE /i <firmware image> /o <output report> /v' 



For example,  



While manipulating “Pxe Boot Option” setup question, the user can manually select the 
mode as either Enabled or Disabled by altering the predefined Width (0x0001) in the 
specified OFFSET value (0x000D) located in the output extracted using AMISDE. 



For Disabled Mode, 



Variable Name 



Setup 



Variable Data 



00 01 20 00 00 00 00 00 01 37 37 37 00 00 02 00 
00 FF 00 00 00 00 00 00 00 37 00 00 00 00 00 00 



02 00 01 00 01 00 00 00 00 00 00 00 00 00 00 01 



00 03 03 01 FF 01 01 00 08 00 00 00 00 01 00 00 



01 01 01 01 FE 00  
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For Enabled Mode, 



Variable Name 



Setup 



Variable Data 



00 01 20 00 00 00 00 00 01 37 37 37 00 01 02 00 
00 FF 00 00 00 00 00 00 00 37 00 00 00 00 00 00 



02 00 01 00 01 00 00 00 00 00 00 00 00 00 00 01 



00 03 03 01 FF 01 01 00 08 00 00 00 00 01 00 00 



01 01 01 01 FE 00  



 
 Open the report file and browse for the setup question values that need to be changed.  



Note down the Variable Name and Variable GUID for the setup questions that need the 



values changed. 



 Now create a Variable Listing file for input to AMISCE with the Variable information 



collected previously.  Many variables are used for purposes other than setup 



question data so you should take care to update only the desired variable. The 



listing file format is as described above. 



 Now from the CMD line environment execute AMISCE using the following command to 



generate the NVRAM script file: 



'AMISCE /o /h <Hii.db> /l <Listing.txt> /n <NVRAM.txt>' 



Where, 
Listing.txt - Variable listing file created in the previous step. 



  Hii.db - HII dump output file 



NVRAM.txt - NVRAM variable script output file in ASCII format 



  Now open AMISDE report file to get a setup question's offset and width.  



 Open the NVRAM script file for modification. 



 Get the question's offset and data width, to modify a setup question's value.  In the 



NVRAM script file, locate the correct Variable data, and change the data values.  The 



Variable Data are formatted with 16-bytes in a line with each byte separated by a space. 



 Once all the modification to the NVRAM file is done from the CMD line environment, 



execute the following command to save the values back into NVRAM 



'AMISCE /i /l Listing.txt /n NVRAM.txt' 



Where, 
Listing.txt - Variable Listing file 



NVRAM.txt   - NVRAM variable script file is modified in previous step. 



 The new settings are now updated into the NVRAM.   



Note: AMISCE provides a complete listing of all the questions or variables available in the 
BIOS, and the user can alter/remove any setting in the script according to their needs. Once the 
script is modifed, they can use their modified script for the installation of these new settings. When 
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importing settings to a different machine you should take care to remove questions that may have 
values not appropriate for the new environment. 



Creating a New NVRAM Variable  



 
Using Raw Mode Export Command generate the list file and nvram script file. 



 
AMISCE /o /c /l list.txt /n nvram.txt /h Hii.db 



 
Now Open the list.txt and add the new variable to listing file like 



 
New Variable 
 
[VARIABLE] 
VARIABLE_NAME = XYZ 
VARIABLE_GUID = xxxxxxxx-xxxx-xxxx-xxxx-xxxxxxxxxxxx  



 
And Open nvram.txt file and Add new variable, Attributes and Variable Data 



 
New Variable  
 
GUID 
xxxxxxxx-xxxx-xxxx-xxxx-xxxxxxxxxxxx  
Attributes 
xxxxxxxx 
Variable Name 
XYZ 
Variable Data 
xx xx xx xx xx xx xx .. .. … 
 
Then using import command Import the script file To Update New Variable in NVRAM 
 
AMISCE /i /l List.txt /n nvram.txt  
 
To check whether the new variable is created or not. Then generate list and nvram file again using 
export command  
 
AMISCE /o /c /l list_new.txt /n nvram_new.txt /h Hii_new.db 
 
Open and check the new variable is present or not in list_new.txt as well as in nvram_new.txt file 
check variable specified above.   



  
 
 



SCE User Password 



 
The BIOS may be optional configured to request a password from the SCE user. The user will 
receive a password prompt when performing import operations. If the user fails to enter the 
correct password within the maximum value for the password entry counter configured in the 
BIOS, he will have to reset the computer to clear the counter. 
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Setting Passwords 



Passwords in Aptio 
 



The Aptio BIOS typically stores the passwords encrypted.  For UEFI 2.1 BIOS, encryption is 



always used.  The default encryption mechanism may be used; however, there is a hook in 



the BIOS project that allows for customization of the encryption mechanism.  Thus, AMISCE 



has no way of reproducing the encryption of the BIOS password.  However, AMISCE can still 



be used to replicate passwords on different systems.  



 



Steps to setup a Password  
 
The user can set a password through BIOS setup by following steps outlined below: 



1. From BIOS Setup, set the desired password in a system. 



2. Boot to an OS and use AMISCE (/o /n options) to extract the variable containing the 
password.  This variable may be different for each BIOS, so the engineer responsible 
for the BIOS must provide this information. We recommend the use of a listing file (‘/l’ 
option) so that the script contains only the desired variable. 



3. Use AMISCE (/i /n options) to install that password on other systems. 
 



Note: AMISCE cannot decrypt the password; it is used to apply the password on other 
systems. 



Example for changing Password without providing a Variable 



Once the variable is extracted, the variable data corresponding to the particular variable name 
without inputting a password is displayed in the following format as outlined below,  
 



Variable Name 



AMITSESetup 



Variable Data 



00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 



00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 



00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 



00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 



00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 



00 
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To create a password, the user must change the variable data of the respective variable name, 
and install the password using the AMISCE in other systems.  The below example shows a 
variable name with a password provided, 



 
 
 



 



Variable Name 



AMITSESetup 



Variable Data 



00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 



00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 



00 00 00 00 00 00 00 00 00 00 00 00 6A 93 87 26 20 



BA 6C 4D C7 E0 22 74 7D 07 D8 9A 33 2E 8E C1 E9 54 



44 E8 9F 7B FA 0E 55 A2 B0 35 0B C9 66 5C C1 EF 1C 



83 00 



Limitations 
 



AMISCE does not have the encryption mechanism to support encryption.  So AMISCE must 



rely on the BIOS setup such as AMITSE setup, to perform initial encryption. To make sure 



that the source and destination BIOS uses the same encryption method, set a password on 



each and verify that the variable has the same value. A possible source of differences is the 



TSE token for password case independence. 
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Appendix  



 



BIOS Configuration Requirements  
 
The BIOS Configuration Requirements for AMISCE are outlined below, 



 Aptio core version 5.008 for UEFI 2.3 and above 



 Requires “SmiVariable” module to be present in the BIOS. The module can be 
found at:  



Aptio V: $/AptioV/Source/Modules/SmiVariable labeled 5.004_SmiVariable_00 or 
later 
Aptio 4: $/Alaska/BIN/Modules/SmiVariable labeled 4.6.3_SmiVariable_1.2 or 
later. 



Note: AMISCE displays an error message and exits with an error code if the 
SmiVariable module is absent. 



 For update of default values to be effective, the TSE module must be labeled 
4.6.2_TSE_2_02_1205_BETA or later (for Aptio 4) and 5.004_AmiTse_13 or later 
(for Aptio V). 



 Enable token ALWAYS_PUBLISH_HII_RESOURCES 



 Requires ‘AmiSetupNvLock’ BIOS module for BIOS password check/change and 
NVRAM variable update protection. The module can be found at:  



Aptio V: $/AptioV/Source/Modules/AMISetupNVLock labeled 
5.004_AmiSetupNvLock_1_05 or later 
Aptio 4: $/Alaska/SOURCE/Modules/AMISetupNvLock labeled 
4.6.2_AmiSetupNvLock_1_02 or later 



 If present, TSE token RT_ACCESS_SUPPORT_IN_HPKTOOL must be enabled. 



 Bios version check requires:  



ACPI label ‘ACPI_06’ or later for Aptio V. 



ACPI label ‘4.6.5.0_ACPI_48’ or later for Aptio 4. 



 SCE Linux under Xen (domain0 only) requires RuntimeMemoryHole Module. 



 SCE for ARM Linux or EFI requires SceHiiInterface module in place of 
SmiVariable. Note that SceLnxArm does not require a Linux driver. 



 Mapping language needs to be enabled for single question update from command 
line feature. The default mapping language x-AMI can be enabled by adding it to 
‘RFC_LANGUAGES’ token value.  



 For disable boot option support, TSE token 
TSE_SAVE_DISABLED_BBS_DEVICEPATH must be OFF. Otherwise, the 
change will be lost on next boot.  



 For disable boot option support to work when FixedBootOrder module is present, 
Use label ‘FixedBootOrder_12’ or later.  
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The module can be found at: 



AptioV: $/AptioV/Source/Modules/BootOptionPolicies/FixedBootOrder 



 



 



Error and Warning Messages 
 



AMISCE may give non-fatal warning messages. Warnings may be suppressed using the /q 
option in the command line.  These are the most common: 



 
1. Warning in line nnnn 



Missing Current Setting “*” 
 
Where nnnn is the line number of the input script where the error was detected.  This is 
the first line of the setup question after the line that does not have the “*” character beside 
any of the option values.  The user could have omitted the “*” when editing the script or 
the question did not have a value when the script was created. 
 



2. WARNING: Length of string for control (User Name) not updated as the 
value/defaults specified in the script file doesn't reach the minimum range (1). 
 
The string given in the script is shorter than the minimum length specified in the VFR for 
the control. The usual cause for this is that the string has an initial empty value. This and 
other similar warnings will cause import to exit with an error status when running with ‘/r’ 
option. 
 



3. WARNING: Multiple instances of the setup question <Active Processor Cores> 
exist in the BIOS.  The value for the duplicate instance of the question has not been 
modified (variable: Setup, GUID: ec87d643-eba4-4bb5-a1e5-3f3e36b20da, offset: 
3a). 
 
In this example AMISCE has detected two or more controls with the same prompt “Active 
Processor Cores”.  These are considered to be ambiguous for UEFI 2.0.  This warning 
will not usually appear with a UEFI2.1 BIOS because the token ID is available to 
distinguish one control from another. 
 



4. Warning: HII data does not have setup question information. 
 
This usually means that the ALWAYS_PUBLISH_HII_RESOURCES token is not set to 
one.  When this is the case, only partial HII data is available unless the user entered the 
operating environment from boot over ride.  
 



5. WARNING : Error in creating variable xxxxxxx to NVRAM 
 



Where “xxxxxxx” is a variable name. This can happen when SCE attempts to create a 
missing variable from the copy of the variable within the StdDefaults variable.  It will only 
try do this if a value in the script differs from the default value. If the variable does not 
have the runtime attribute the write will fail if the variable is protected for security reasons. 
This warning commonly comes with the “SecureBootEnable” variable. 
 



When AMISCE detects an error condition it will exit after printing the error.  These are the 
likely errors: 
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1. Syntax Error in line 172 



A Typographical error has occurred in the Setup question. 
 
This error was generated by changing the keyword “Width” to “xWidth” on line number 
172. 
 



2. ERROR:4 -  Retrieving HII Database 
 
This error is usually caused by absence or old version of the SmiVariable module. 
 



3. Platform identification failed 
 



Indicates FIDT ACPI table could not be found. You may override this with ‘/d’ option for 



Aptio V. Platform identification depends on ACPI module label ‘ACPI_06’ or later for 
Aptio V. 
 



Linux/BSD Pre-Requisites (does not apply to ArmSceLnx) 
 



1. Log in Linux as root otherwise use sudo (if permitted). 



2. The compiler suite (gcc) must be installed.  If these packages are not installed, the driver 



CANNOT be built. 



3.  For most of the distributions, SCE will generate driver without any notification, if it doesn’t 



exist you need to install kernel sources.  Also if Initmem fails, Please follow point 4. 



4. Kernel sources must be installed, *CONFIGURED*, and then compiled.  Following are 



steps to do this: 



a.  Find Running Kernel's Configuration File: 



To configure the sources, simply change to the kernel source directory (typically 



/lib/modules/$(uname -r)/build).  If it doesn't exist, you need to install 



kernel source.  Typically, the reference configuration for the kernel can be found in 



the /boot directory with filename '.config', 'kernel.config', or 'vmlinux-



2.4.18-3.config'.  Type 'uname -a' and use the configuration filename that 



best matches the output from 'uname -a'.  Also, check for /dev/mem directory 



existence.  If it doesn’t exist, you need to install kernel sources.  Normally it comes 
with the installation unless if the option is deselected. 
On some distributions Red Hat for instance, there is a config directory under 



/lib/modules/$(uname -r)/build. 



Copy this configuration file into the root of the Linux kernel source tree (usually it is 



/lib/modules/$(uname -r)/build).  This file must be renamed to 



".config"(dot config). 



b.  Make Your AMI Flash Driver (amifldrv_mod.o): 



       For most distribution, the command to build the driver is: 
     



SCELNX_32 /MAKEDRV 



         Or 
SCELNX_64/MAKEDRV 
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 If your Linux's kernel source tree is under /lib/modules/$(uname -r)/build, 



instead of being in the default path '/lib/modules/$(uname -r)/build', then 



add a KERNEL flag: 
 
SCELNX_32 /MAKEDRV KERNEL=/lib/modules/$(uname -r)/build 



          Or 
SCELNX_64 /MAKEDRV KERNEL=/lib/modules/$(uname -r)/build 



 
If KERNEL is omitted, the default path is /lib/modules/$(uname -r)/build.  This should 
work for MOST distributions. 



Note: User should use /MAKEDRV to avoid building of the driver every time. 



 



c. Make Your AMI Flash Driver from driver source files (amifldrv_mod.o): 
  Using command /GENDRV, it will generate driver source files to specific directory. 
    AMISCE_32 /GENDRV [Option 1] [Option 2] 



          Or 
             AMISCE_64 /GENDRV [Option 1] [Option 2] 



Where, 
 [Option 1]: Specific kernel source 'KERNEL=XXXX' same as the /MAKEDRV 
 [Option 2]: Specific output directory 'OUTPUT=XXXX' 



 
Generate files as outlined below: 



 
       File Name           Description 
       --------------------------------------------------------------------------- 
       amiwrap.c                Driver source code. 
       amiwrap.h                  Driver header. 
       amifldrv.o_shipped      Object file for driver. 
       Makefile             Makefile 
       --------------------------------------------------------------------------- 
      
For most distribution, the command to build the driver is: make. 



 



If your Linux’s kernel source tree is under /lib/modules/$(uname -r)/build, 



instead of being in the default path '/lib/modules/$(uname -r)/build', then 



add a KERNEL flag: 
            



make KERNEL=/lib/modules/$(uname -r)/build 



       



If KERNEL is omitted, the default is /lib/modules/$(uname -r)/build.   



This should work for MOST distributions. 
 
 



d. Check Your Build: 



  Check the version of running Linux kernel with 'uname -r'. 



  Check the version of amifldrv_mod.o with 'modinfo amifdrv_mod.o'. 



 
        If they mismatch, you will need to select the correct configuration 











American Megatrends, Inc.  
Aptio AMISCE User Manual 
 
 
 
 



 
 
Copyright ©2017 American Megatrends Inc. ● Confidential, NDA Required  Page 36 of 37 



File (.config), rebuild your kernel, and then rebuild your driver as   described in 
steps a, b, c and d. 



               



REFERENCES 



Linux Loadable Kernel Module HOWTO 



  http://www.linux.org/docs/ldp/howto/Module-HOWTO/index.html 



Signing Driver on RHEL 7 and Enrolling Public Key to the System 



 
The following prerequisites are needed on the build system to sign the driver: 



 
1. Login to RHEL 7 as root otherwise use sudo. 
2. The compiler suite (gcc) must be installed.  If it’s not installed, the SCE driver cannot be built. 
3. OpenSSL: Needed to generate cryptographic keys. OpenSSL tool can be downloaded from 



https://www.openssl.org 
4. Perl interpreter: Needed to run the signing script. Perl tool can be downloaded from 



https://www.perl.org 
 



Follow the below steps to sign the driver:  
 



1. Boot to RHEL 7.  
2. Generate a Public and Private key pair using below openssl command:  



      > openssl req -x509 -new -nodes -utf8 -sha256 -days 36500 -batch -config  
       configuration_file.config -outform DER -out public_key.der  -keyout private_key.priv 
 



Note: The configuration file configuration_file.config must be created with the required 
information before running the command. A sample configuration file is shown below. The 
values in <> must be filled with actual values. 



 
configuration_file.config: 



[ req ] 



default_bits = 4096 



distinguished_name = req_distinguished_name 



prompt = no 



string_mask = utf8only 



x509_extensions = myexts 



 



[ req_distinguished_name ] 



O = <organization_name> 



CN = <organization_name> Signing Key 



emailAddress = <email_address> 



 



[ myexts ] 



basicConstraints=critical,CA:FALSE 



keyUsage=digitalSignature 



subjectKeyIdentifier=hash 



authorityKeyIdentifier=keyid 



 
 





http://www.linux.org/docs/ldp/howto/Module-HOWTO/index.html


https://www.openssl.org/


https://www.perl.org/
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3. Build SCE driver using below command. The driver will be generated in the current directory 
with name amifldrv_mod.o. 
   > SCELNX_64 /MAKEDRV 



 
4. Execute below command to sign driver with the key generated in step 2. 



> perl /usr/src/kernels/$(uname -r)/scripts/sign-file sha256  private_key.priv 
public_key.der amifldrv_mod.o 



 
5. Request addition of public key to MOK list using mokutil. The command will prompt a 



password which will be needed during public key enrollment in next step. 
> mokutil --import public_key.der 



 
6. Reboot the system which will launch MOK manager application to complete public key 



enrollment.  
7. Once the public key enrollment is done, Boot to OS and execute below command to ensure 



the newly added key is available in system key ring. 
> keyctl list %:.system_keyring 



 
8. Install signed driver using insmod command.  



      > insmod amifldrv_mod.o 
 
9. Ensure it is loaded successfully using lsmod command. 



 
Reference: https://access.redhat.com/documentation/en-
US/Red_Hat_Enterprise_Linux/7/html/System_Administrators_Guide/sect-signing-kernel-modules-for-secure-
boot.html 
 
 



SCE Exit Codes 
 



Exit Code Description 



0x00 Operation completed successfully. 



0x0D Invalid script file or command line parameter. 



0x17 Script file CRC check against current BIOS failed. 



0x57 Incorrect command line usage. 



0x86 Admin password does not exist. 



0x82 Password does not match. 



0x8F Password retry count exceeded. 



0x9A Attempt to change password without providing current admin password.  



 
 



 





https://access.redhat.com/documentation/en-US/Red_Hat_Enterprise_Linux/7/html/System_Administrators_Guide/sect-signing-kernel-modules-for-secure-boot.html


https://access.redhat.com/documentation/en-US/Red_Hat_Enterprise_Linux/7/html/System_Administrators_Guide/sect-signing-kernel-modules-for-secure-boot.html


https://access.redhat.com/documentation/en-US/Red_Hat_Enterprise_Linux/7/html/System_Administrators_Guide/sect-signing-kernel-modules-for-secure-boot.html
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Legal 



 



Disclaimer 



This publication contains proprietary information which is protected by copyright.  No part of this 
publication may be reproduced, transcribed, stored in a retrieval system, translated into any language or 
computer language, or transmitted in any form whatsoever without the prior written consent of the 
publisher, American Megatrends, Inc. American Megatrends, Inc. retains the right to update, change, 
modify this publication at any time, without notice. 



For Additional Information 



Call American Megatrends, Inc. at 1-800-828-9264 for additional information. 



Limitations of Liability 



In no event shall American Megatrends be held liable for any loss, expenses, or damages of any kind 
whatsoever, whether direct, indirect, incidental, or consequential, arising from the design or use of this 
product or the support materials provided with the product. 



Limited Warranty 



No warranties are made, either expressed or implied, with regard to the contents of this work, its 
merchantability, or fitness for a particular use.  American Megatrends assumes no responsibility for 
errors and omissions or for the uses made of the material contained herein or reader decisions based 
on such use. 



Trademark and Copyright Acknowledgments 



Copyright © 2017 American Megatrends, Inc.  All Rights Reserved. 



American Megatrends, Inc. 
5555 Oakbrook Parkway 
Suite 200 
Norcross, GA 30093 (USA) 
 



All product names used in this publication are for identification purposes only and are trademarks of 
their respective companies. 
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Release 



 V5.03.1111 29-May-2017 



Deliverables 



 SceEfi.efi 



 SceEfi64.efi 



 AMI_Aptio_5.x_SCE_User_Guide_NDA.pdf 



 AMI_Aptio_SCE_Release_Notes_NDA.pdf 



Component Versions 



Below is a list of the version numbers of the components that make up this release. 



 



 SceEfi.efi  Version 5.03.1111 



 SceEfi64.efi  Version 5.03.1111 



Features 



The following features are supported: 



 Generates Setup Question script with relevant information for modification by user. 



 NVRAM values can be updated based on modifications to Setup Question script file. 



 Ability to modify the defaults for the Setup Question controls. 



 Verbose mode for detailed generation of the script file. 



 Reads NVRAM variables and HII database from BIOS at run time to create files that can be used 
as input to a setup emulation program. The NVRAM script file may be edited as text. Implemented 
for Windows. 



 Loads the NVRAM script file created above and updates NVRAM. 



 Optional user password. 



 Command line operation. 



 Supports mapping language. 



 Supports expression evaluation. 



 Supports blocking of migration.  



 Unlocks protected variable update with administrator password. 



 Support to change user/admin password  



 Supports suppression of duplicate questions. 



 Support to export only questions whose value is different from default. 



 Aptio V BIOS Identification. 
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 Get SMI port from ACPI table 



 Support to change question values from command line. 



 Support for PLDM export and import. 



 Support for efivarstore type variables. 



 Support for negative numbers as values for controls. 



 Support to hide banner. 



 Support to read single question value from command line. 



 Support to identify suppressed and grayedout forms and controls in script file. 



 Removed dependancy of SmiVariable module. 



 SMM communication support. 



 



Supported Operating Systems 



 



The AMISCE is supported by the following operating systems: 



 Both 32 and 64 bit EFI Shell. 
 



Compatibility 



- Requires “SmiVariable” eModule support to be provided by EFI BIOS. The module can be found at: 
Aptio V: $/AptioV/Source/Modules/SmiVariable labeled 5.004_SmiVariable_00 or later 
Aptio 4: $/Alaska/BIN/Modules/SmiVariable labeled 4.6.3_SmiVariable_1.2 or later. 



- For update of default values to be effective, the TSE module must be labeled 
4.6.2_TSE_2_02_1205_BETA or later (for Aptio4) and 5.004_AmiTse_13 or later (for AptioV).  



- The password feature requires the OFBD driver module. 



- Requires ‘AmiSetupNvLock’ BIOS module for NVRAM variable update protection. The module can 
be found at: Aptio V: $/AptioV/Source/Modules/AMISetupNVLock labeled 
5.004_AmiSetupNvLock_1_05 or later 
Aptio 4: $/Alaska/SOURCE/Modules/AMISetupNvLock labeled 4.6.2_AmiSetupNvLock_1_02 or 
later  



- If present, TSE token RT_ACCESS_SUPPORT_IN_HPKTOOL must be enabled.  



- Bios version check requires:  



ACPI label ‘ACPI_06’ or later for Aptio V. 



ACPI label ‘4.6.5.0_ACPI_48’ or later for Aptio 4. 



- For update of question values from command line and PLDM support , the Aptio firmware should 
have the mapping language support enabled. The default mapping language is x-AMI. To enable 
the mapping language, add the language code to RFC_LANGUAGES token. 
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Limitations 



 Minimum / maximum values of a numeric control are not exported to the script file. 



 Questions with the same help name are considered to be ambiguous on UEFI 2.0 BIOS. 



 



Version History 



 



SceEfi.efi  



Ver 5.03.1111             29/05/2017 



      Issues Fixed 



 [Quanta-SVR][A56] Grayout and Suppress setup items in Runtime Error Logging page display 
abnormally in SCE dumped file. (EIP – 324479) 



 [Quanta-SVR] The limitation of SCEEFI generates files in root directory instead of the current 
working directory when path is not mentioned and executed from UEFI: Built-in-EFI Shell. (EIP – 
332188) 



 



Ver 5.03.1108             02/07/2017 



      New Features 



 SMM communication algorithm needs to be modified in SCE (EIP - 309194) 



 



     Ver 5.03.1101             12/08/2016 



      New Features 



 Negative number input support for SCE utility. (EIP - 256676) 



 Option to hide banner in SCE. (EIP - 291217) 



 Support to read single question from command line. (EIP - 286488) 



 SCE needs to handle default mapping language x-AMI and x-UEFI-AMI the same. (EIP - 278203) 



 PLDM: Support to specify mapping language. (EIP - 278991) 



 Introduce a new switch with SCE tool, which can output grayout and suppress items in one dumped 
file. (EIP - 288280) 



 Suppressed form's all control should be in commented out format with /ce switch. (EIP - 292718) 



 SCE needs to avoid using Hiidb NVRAmVariable , get the data using HII protocols. . (EIP - 281375) 
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      Issues Fixed 



 SCELNX-Modify setup item fail if setup item string include "®". (EIP - 260987) 



 Some item will not be filter out properly when using SCE /g command in shell. (EIP - 283721) 



 



Ver 5.02.1097                          06/09/2016 



New Features 



 Provide efivarstore type variable support in AMISCE (EIP-264084) 



 Improve expression evaluation logic (in OS version) to evaluate nested expressions even if parent 
expression fails to evaluate. (EIP 253128) 



 



Ver 5.02.1092             02/17/2016 



      New Features 



 Change question value from command line (EIP: 234918) 



 Support for PLDM export and import (EIP: 190945, 241871, 243898) 



 Function request for disabling boot options via SCE tool. (EIP 235175) 



      Issues Fixed 



 Typographical error (EIP 236384) 



 Windows and Linux version SCE tool still dump hidden options when using parameter /v /g /sp (EIP 
225595) 



 Warning during import is not suppressed by the /q flag. (EIP 246565) 



 Tool SCELNX_64 cannot dump successful with command /g /sp in UEFI RHEL 7.1 OS. (EIP 
223189) 



 



Ver 5.01.1073                             10/09/2014 



New Features 



 Enhanced export mode: Comment out duplicate questions. (EIP 169273) 



 Get the SMI port number from ACPI table and use that in SCE (EIP 132634) 



 Migration mode: Only export questions whose value is different from the default (EIP 168203) 



 Change user/admin password for BIOS setup (EIP 171710) 



 Provision to specify mapping language (EIP 147195) 
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Ver 5.00.1068                       08/06/2014 



     Issues Fixed 



 AMISCE cuts off one-of option value when data width greater than 2 bytes. Also current setting ‘*’ is 
missing. (EIP 178800) 



 



      Ver 5.00.1059     05/16/2014 



     New Features 



 Admin password to unlock variable access. (EIP 168125) 



 Suppress output of questions with blank or empty names. If /lang presenst suppress output of 
questions without x-AMI string (EIP 154739) 



 Block SCE execution on non Aptio V platforms' (EIP 121820) 



Issues Fixed 



 AMISCE gives syntax error during script file import on Sugarbay platform. (EIP 167123) 



 



      Ver 5.00.1050                      10/29/2013 



     New Features 



 Add command option to SCE to control export/import of boot order controls – EIP 118512 



 Substitute variable inside StdDefaults when a variable for a formset is missing 



 Support management of migration feature including blocking migration via command line switch – 
EIP 125433 



 SCE work with mapping language – EIP 126273 



 Add support for question evaluation to SCE - EIP 125431 – Support for Suppressing Forms added. 



 Add support for question evaluation to SCE - EIP 125431 – Support for Suppressing Submenu 
items in Forms added. 



 Add support for question evaluation to SCE - EIP 125431 – Support for /sp command for suppress if 
opcode and /g command for grayout. 



 Expression Evaluation support for AMISCE Efi – EIP 132790. 



     Issues Fixed 



 SCE question mismatch when prompt has trailing space – EIP 118838 



 



Ver 2.02.1039  02/21/2013 



      New Features 



 Output subtitles as comments to SCE scripts – EIP 112604 



 APTIOV support 
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 Improve handling of duplicated or unmatched questions - EIP92631  



 Add comment to checkbox value indicating enabled/disabled values – EIP103690 



      Issues Fixed 



 Output language code in script instead of trying to render full language name – EIP 114981 



 Some versions of SCE lose the % character in question names – EIP 113274 



 AMISCE does not properly handle 32 and 64 bit numeric control nor can it properly limit check  
signed numeric controls. – EIP 100678 



 SCE boot option question overflows buffer and uses wrong case for hex digits when reading 
Bootnnnn variable – EIP 106102 



 SCE RAW Export command generates invalid NVRAM file - EIP103911 



 



Ver 2.01.1030   04/18/2012 



      New Features 



OFBD module password checking. 



 Implement string controls. 



 Add checks for invalid options. Previously invalid values were accepted. 



 Allow raw variable import to change the size of a variable. 



 AMISCE to work with security update to SMIVariable . 



      Issues Fixed 



 Prevent corruption of LegacyBootOrder variable. 



 Fix failure to report success on raw export when final variable is read-only. 



 SCE does not show all options of oneof control if it has embedded suppressif statements (UEFI 
2.1). 



 Fix failure to get strings when system language is not English. 



 Fix controls with extreme number of options cause SCE to not list all options. 



 Fix language control in exported script. 



 Fix file open failure with assert message from open.c. 



 



Ver 2.00.1027   03/18/2011 



      Issues Fixed 



 Control with extreme number of options could cause buffer overflow. 



 SCE would not run properly under DUET bootable EFI shell. 



 Fixes the inability to read scripts with DOS line terminators.  



 This caused all the lines of the script to be ignored after editing with DOS edit. 
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      New Features 



 Quiet mode (/q) added to suppress warning messages. 



 



Ver 2.00.1010   9/09/2010 



 Initial test version 



 



SceEfi64.efi 



Ver 5.01.1073                             10/08/2014 



New Features 



 Enhanced export mode: Comment out duplicate questions. (EIP 169273) 



 Get the SMI port number from ACPI table and use that in SCE (EIP 132634) 



 Migration mode: Only export questions whose value is different from the default (EIP 168203) 



 Change user/admin password for BIOS setup (EIP 171710)        



 



       Ver 2.02.1039  02/21/2013 



      New Features 



 Output subtitles as comments to SCE scripts – EIP 112604 



 APTIOV support 



 Improve handling of duplicated or unmatched questions - EIP92631  



 Add comment to checkbox value indicating enabled/disabled values – EIP103690 



      Issues Fixed 



 Output language code in script instead of trying to render full language name – EIP 114981 



 Some versions of SCE lose the % character in question names – EIP 113274 



 AMISCE does not properly handle 32 and 64 bit numeric control nor can it properly limit check  
signed numeric controls. – EIP 100678 



 SCE boot option question overflows buffer and uses wrong case for hex digits when reading 
Bootnnnn variable – EIP 106102 



 SCE RAW Export command generates invalid NVRAM file - EIP103911 



 Output language code in script instead of trying to render full language name – EIP 114981 



 BIOS Strings being updated in SUBTITLES but not TITLES in SCE – EIP 114822 , EIP 114790 



 SCE exported language control shows English twice. Fails to output '*' for selected chinese dialect. 
– EIP 114785 
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Ver 2.01.1030   04/18/2012 



New Features 



 OFBD module password checking. 



 Implement string controls. 



 Add checks for invalid options. Previously invalid values were accepted. 



 Allow raw variable import to change the size of a variable. 



 AMISCE to work with security update to SMIVariable . 



      Issues Fixed 



 Prevent corruption of LegacyBootOrder variable. 



 Fix failure to report success on raw export when final variable is read-only. 



 SCE does not show all options of oneof control if it has embedded suppressif statements (UEFI 
2.1). 



 Fix failure to get strings when system language is not English. 



 Fix controls with extreme number of options cause SCE to not list all options. 



 Fix language control in exported script. 



 Fix file open failure with assert message from open.c. 



 



Ver 2.00.1027   03/18/2011 



      New Features 



 Quiet mode (/q) added to suppress warning messages. 



 



Ver 2.00.1009   9/09/2010 



 Initial test version 



 



Notes: 



 



AMISCE expects scripts in the format as specified by the specification. White space and Empty Lines at 
the start of the script is not allowed. 












SCEEFI64.cif

<component>

	name = "SCEEFI64"

	category = eModule

	Rank = 40

	LocalRoot = "RomUtils\SceEfi\64\"

	RefName = "SCEEFI64"

[files]

"AMI_Aptio_5.x_SCE_User_Guide_NDA.pdf"	

"AMI_Aptio_SCE_Release_Notes_NDA.pdf"	

"SceEfi64.efi"	

<endComponent>








SceEfi64.efi





test.txt

// Script File Name : test.txt
// Created on 10/01/18 at 16:24:4    
// Copyright (c)2017 American Megatrends, Inc.
// AMISCE Utility. Ver 5.03.1111

HIICrc32= D987A995

Setup Question	= PCI 64-Bit Resource Allocation
Token	=10	// Do NOT change this line
Offset	=56
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Fan PWM Offset
Token	=11	// Do NOT change this line
Offset	=5A
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= PCIe Max Read Request Size
Token	=12	// Do NOT change this line
Offset	=57
Width	=01
BIOS Default =[05]4096B 
Options	=[07]Auto leaves HW default values	// Move "*" to the desired Option
         [00]128B
         [01]256B
         [02]512B
         [03]1024B
         [04]2048B
         *[05]4096B

Setup Question	= PCIe Latency Tolerance Reporting
Token	=13	// Do NOT change this line
Offset	=58
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= PCI Minimum Secondary Bus Number
Token	=14	// Do NOT change this line
Offset	=5B
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= PCIe Extended Tag Enable
Token	=15	// Do NOT change this line
Offset	=59
Width	=01
BIOS Default =[01]Enable 
Options	=[02]Auto	// Move "*" to the desired Option
         [00]Disable
         *[01]Enable

Setup Question	= PCIe AtomicOp Request Support
Token	=16	// Do NOT change this line
Offset	=5D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Breakpoint Type
Token	=17	// Do NOT change this line
Offset	=4A
Width	=01
BIOS Default =[00]None 
Options	=*[00]None	// Move "*" to the desired Option
         [01]After MRC
         [02]After QPIRC
         [03]After Resource Allocation
         [04]After POST
         [05]After Full Speed Setup
         [06]Ready for IBIST

Setup Question	= Force Setup
Token	=18	// Do NOT change this line
Offset	=2F2
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= BIOS Guard
Token	=19	// Do NOT change this line
Offset	=2F3
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Bios Guard Anti-Flash Wearout
Token	=1A	// Do NOT change this line
Offset	=1682
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Serial Debug Message Level
Token	=1B	// Do NOT change this line
Offset	=2EE
Width	=01
BIOS Default =[01]Minimum 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Minimum
         [02]Normal
         [03]Maximum

Setup Question	= Trace Messages
Token	=1C	// Do NOT change this line
Offset	=2F1
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [04]Enabled
         [40]Enabled for registry writes only.

Setup Question	= Training Messages
Token	=1D	// Do NOT change this line
Offset	=1144
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [08]Enabled

Setup Question	= RC Promote Warnings
Token	=1E	// Do NOT change this line
Offset	=2EF
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RC Promote MRC Warnings
Token	=1F	// Do NOT change this line
Offset	=2F0
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Active Video
Token	=20	// Do NOT change this line
Offset	=4F
Width	=01
BIOS Default =[01]Offboard Device 
Options	=*[01]Offboard Device	// Move "*" to the desired Option
         [02]Onboard Device

Setup Question	= PS2 Port Swap
Token	=21	// Do NOT change this line
Offset	=46
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= RTC Wake system from S5
Token	=22	// Do NOT change this line
Offset	=1C8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	=   Wake up hour
Token	=23	// Do NOT change this line
Offset	=1C9
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=   Wake up minute
Token	=24	// Do NOT change this line
Offset	=1CA
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=   Wake up second
Token	=25	// Do NOT change this line
Offset	=1CB
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Legacy PXE ROM
Token	=26	// Do NOT change this line
Offset	=121E
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= EFI Network
Token	=27	// Do NOT change this line
Offset	=121F
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= LOM
Token	=28	// Do NOT change this line
Offset	=1C2
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= Reserve Memory Range
Token	=29	// Do NOT change this line
Offset	=2F6
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Start Address
Token	=2A	// Do NOT change this line
Offset	=2F7
Width	=08
BIOS Default =100000 
Value	=100000

Setup Question	= Reserve TAGEC Memory 
Token	=2B	// Do NOT change this line
Offset	=2FF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gbe Region Valid
Token	=2005	// Do NOT change this line
Offset	=E2
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PchLan Supported
Token	=2006	// Do NOT change this line
Offset	=E3
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCI-E ASPM Support (Global)
Token	=2E	// Do NOT change this line
Offset	=2A2
Width	=01
BIOS Default =[00]Disable
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]L1 Only

Setup Question	= Board Capability
Token	=37	// Do NOT change this line
Offset	=DE
Width	=01
BIOS Default =[01]DeepSx 
Options	=[00]SUS_PWR_DN_ACK	// Move "*" to the desired Option
         *[01]DeepSx

Setup Question	= DeepSx Power Policies
Token	=38	// Do NOT change this line
Offset	=DF
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [02]Enabled in S5
         [04]Enabled in S4-S5
         [06]Enabled in S3-S4-S5

Setup Question	= GP27 Wake From DeepSx
Token	=39	// Do NOT change this line
Offset	=E0
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= SMBUS Device
Token	=3A	// Do NOT change this line
Offset	=E8
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= PCH Server Error Reporting Mode (SERM)
Token	=3B	// Do NOT change this line
Offset	=EF
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCH Display
Token	=3C	// Do NOT change this line
Offset	=EA
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= CLKRUN# logic
Token	=3D	// Do NOT change this line
Offset	=E9
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Serial IRQ Mode
Token	=3E	// Do NOT change this line
Offset	=F7
Width	=01
BIOS Default =[01]Continuous 
Options	=[00]Quiet	// Move "*" to the desired Option
         *[01]Continuous

Setup Question	= External SSC Enable - CK420
Token	=41	// Do NOT change this line
Offset	=F5
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCH state after G3
Token	=42	// Do NOT change this line
Offset	=4B
Width	=01
BIOS Default =[02]Last State 
Options	=[00]S0	// Move "*" to the desired Option
         [01]S5
         *[02]Last State

Setup Question	= Port 80h Cycles
Token	=43	// Do NOT change this line
Offset	=F4
Width	=01
BIOS Default =[00]LPC Bus 
Options	=*[00]LPC Bus	// Move "*" to the desired Option
         [01]PCI Mode

Setup Question	= PCH Cross Throttling
Token	=44	// Do NOT change this line
Offset	=1C7
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= PCH CRID
Token	=45	// Do NOT change this line
Offset	=EB
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= USB Precondition
Token	=46	// Do NOT change this line
Offset	=129
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= xHCI Mode
Token	=47	// Do NOT change this line
Offset	=10F
Width	=01
BIOS Default =[03]Smart Auto 
Options	=*[03]Smart Auto	// Move "*" to the desired Option
         [02]Auto
         [01]Enabled
         [00]Disabled
         [04]Manual

Setup Question	= Trunk Clock Gating (BTCG)
Token	=48	// Do NOT change this line
Offset	=12B
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= XHCI Pre-Boot Driver
Token	=49	// Do NOT change this line
Offset	=F8
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= Route USB 2.0 pins to which HC?
Token	=4A	// Do NOT change this line
Offset	=F9
Width	=01
BIOS Default =[01]Route all pins to EHCI 
Options	=[00]Route Per-Pin	// Move "*" to the desired Option
         *[01]Route all pins to EHCI
         [02]Route all pins to XHCI

Setup Question	= USB 2.0 pin #0
Token	=4B	// Do NOT change this line
Offset	=FA
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #1
Token	=4C	// Do NOT change this line
Offset	=FB
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #2
Token	=4D	// Do NOT change this line
Offset	=FC
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #3
Token	=4E	// Do NOT change this line
Offset	=FD
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #4
Token	=4F	// Do NOT change this line
Offset	=FE
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #5
Token	=50	// Do NOT change this line
Offset	=FF
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #6
Token	=51	// Do NOT change this line
Offset	=100
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #7
Token	=52	// Do NOT change this line
Offset	=101
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #8
Token	=53	// Do NOT change this line
Offset	=102
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #9
Token	=54	// Do NOT change this line
Offset	=103
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #10
Token	=55	// Do NOT change this line
Offset	=104
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #11
Token	=56	// Do NOT change this line
Offset	=105
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #12
Token	=57	// Do NOT change this line
Offset	=106
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= USB 2.0 pin #13
Token	=58	// Do NOT change this line
Offset	=107
Width	=01
BIOS Default =[00]Route to EHCI 
Options	=*[00]Route to EHCI	// Move "*" to the desired Option
         [01]Route to XHCI

Setup Question	= Enable USB 3.0 pins
Token	=59	// Do NOT change this line
Offset	=108
Width	=01
BIOS Default =[02]Enable all pins 
Options	=[00]Select Per-Pin	// Move "*" to the desired Option
         [01]Disable all pins
         *[02]Enable all pins

Setup Question	= USB 3.0 pin #1
Token	=5A	// Do NOT change this line
Offset	=109
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= USB 3.0 pin #2
Token	=5B	// Do NOT change this line
Offset	=10A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= USB 3.0 pin #3
Token	=5C	// Do NOT change this line
Offset	=10B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= USB 3.0 pin #4
Token	=5D	// Do NOT change this line
Offset	=10C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= USB 3.0 pin #5
Token	=5E	// Do NOT change this line
Offset	=10D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= USB 3.0 pin #6
Token	=5F	// Do NOT change this line
Offset	=10E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= EHCI1
Token	=60	// Do NOT change this line
Offset	=112
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= EHCI2
Token	=61	// Do NOT change this line
Offset	=113
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Ports Per-Port Disable Control
Token	=62	// Do NOT change this line
Offset	=114
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= USB Port #0 Disable
Token	=63	// Do NOT change this line
Offset	=115
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #1 Disable
Token	=64	// Do NOT change this line
Offset	=116
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #2 Disable
Token	=65	// Do NOT change this line
Offset	=117
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #3 Disable
Token	=66	// Do NOT change this line
Offset	=118
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #4 Disable
Token	=67	// Do NOT change this line
Offset	=119
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #5 Disable
Token	=68	// Do NOT change this line
Offset	=11A
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #6 Disable
Token	=69	// Do NOT change this line
Offset	=11B
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #7 Disable
Token	=6A	// Do NOT change this line
Offset	=11C
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #8 Disable
Token	=6B	// Do NOT change this line
Offset	=11D
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #9 Disable
Token	=6C	// Do NOT change this line
Offset	=11E
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #10 Disable
Token	=6D	// Do NOT change this line
Offset	=11F
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #11 Disable
Token	=6E	// Do NOT change this line
Offset	=120
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #12 Disable
Token	=6F	// Do NOT change this line
Offset	=121
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB Port #13 Disable
Token	=70	// Do NOT change this line
Offset	=122
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB 3.0 Port #0 Disable
Token	=71	// Do NOT change this line
Offset	=123
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB 3.0 Port #1 Disable
Token	=72	// Do NOT change this line
Offset	=124
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB 3.0 Port #2 Disable
Token	=73	// Do NOT change this line
Offset	=125
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB 3.0 Port #3 Disable
Token	=74	// Do NOT change this line
Offset	=126
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB 3.0 Port #4 Disable
Token	=75	// Do NOT change this line
Offset	=127
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB 3.0 Port #5 Disable
Token	=76	// Do NOT change this line
Offset	=128
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= XHCI Idle L1
Token	=77	// Do NOT change this line
Offset	=12A
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= USB XHCI s755 WA
Token	=78	// Do NOT change this line
Offset	=110
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= USB XHCI Interrupt Remap WA
Token	=79	// Do NOT change this line
Offset	=111
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= Azalia
Token	=7A	// Do NOT change this line
Offset	=2A3
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Enabled
         *[02]Auto

Setup Question	=   Azalia Docking Support Enable
Token	=7B	// Do NOT change this line
Offset	=2A4
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Azalia PME Enable
Token	=7C	// Do NOT change this line
Offset	=2A5
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= SATA Controller
Token	=7D	// Do NOT change this line
Offset	=12C
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= SATA Mode Selection
Token	=7E	// Do NOT change this line
Offset	=12D
Width	=01
BIOS Default =[01]AHCI 
Options	=[00]IDE	// Move "*" to the desired Option
         *[01]AHCI
         [02]RAID

Setup Question	= SATA test mode
Token	=7F	// Do NOT change this line
Offset	=173
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= SATA RSTe Boot Info
Token	=80	// Do NOT change this line
Offset	=12E
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= SATA AHCI LPM
Token	=82	// Do NOT change this line
Offset	=15DF
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= SATA Aggressive Link Power Mgmt
Token	=83	// Do NOT change this line
Offset	=172
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Alternate Device ID on RAID
Token	=84	// Do NOT change this line
Offset	=171
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= Load EFI Driver for RAID
Token	=85	// Do NOT change this line
Offset	=16F
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	=   Port 0
Token	=86	// Do NOT change this line
Offset	=12F
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Hot Plug
Token	=87	// Do NOT change this line
Offset	=135
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=88	// Do NOT change this line
Offset	=153
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Mechanical Presence Switch
Token	=89	// Do NOT change this line
Offset	=13B
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Spin Up Device
Token	=8A	// Do NOT change this line
Offset	=141
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Spin Up Time
Token	=8B	// Do NOT change this line
Offset	=147
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=8C	// Do NOT change this line
Offset	=14D
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   Port 1
Token	=8D	// Do NOT change this line
Offset	=130
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Hot Plug
Token	=8E	// Do NOT change this line
Offset	=136
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=8F	// Do NOT change this line
Offset	=154
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Mechanical Presence Switch
Token	=90	// Do NOT change this line
Offset	=13C
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Spin Up Device
Token	=91	// Do NOT change this line
Offset	=142
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Spin Up Time
Token	=92	// Do NOT change this line
Offset	=148
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=93	// Do NOT change this line
Offset	=14E
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   Port 2
Token	=94	// Do NOT change this line
Offset	=131
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Hot Plug
Token	=95	// Do NOT change this line
Offset	=137
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=96	// Do NOT change this line
Offset	=155
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Mechanical Presence Switch
Token	=97	// Do NOT change this line
Offset	=13D
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Spin Up Device
Token	=98	// Do NOT change this line
Offset	=143
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Spin Up Time
Token	=99	// Do NOT change this line
Offset	=149
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=9A	// Do NOT change this line
Offset	=14F
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   Port 3
Token	=9B	// Do NOT change this line
Offset	=132
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Hot Plug
Token	=9C	// Do NOT change this line
Offset	=138
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=9D	// Do NOT change this line
Offset	=156
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Mechanical Presence Switch
Token	=9E	// Do NOT change this line
Offset	=13E
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Spin Up Device
Token	=9F	// Do NOT change this line
Offset	=144
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Spin Up Time
Token	=A0	// Do NOT change this line
Offset	=14A
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=A1	// Do NOT change this line
Offset	=150
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   Port 4
Token	=A2	// Do NOT change this line
Offset	=133
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Hot Plug
Token	=A3	// Do NOT change this line
Offset	=139
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=A4	// Do NOT change this line
Offset	=157
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Mechanical Presence Switch
Token	=A5	// Do NOT change this line
Offset	=13F
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Spin Up Device
Token	=A6	// Do NOT change this line
Offset	=145
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Spin Up Time
Token	=A7	// Do NOT change this line
Offset	=14B
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=A8	// Do NOT change this line
Offset	=151
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   Port 5
Token	=A9	// Do NOT change this line
Offset	=134
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Hot Plug
Token	=AA	// Do NOT change this line
Offset	=13A
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=AB	// Do NOT change this line
Offset	=158
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Mechanical Presence Switch
Token	=AC	// Do NOT change this line
Offset	=140
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Spin Up Device
Token	=AD	// Do NOT change this line
Offset	=146
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Spin Up Time
Token	=AE	// Do NOT change this line
Offset	=14C
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=AF	// Do NOT change this line
Offset	=152
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	= SATA HDD Unlock
Token	=B0	// Do NOT change this line
Offset	=16B
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= SATA Led locate
Token	=B1	// Do NOT change this line
Offset	=16C
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID 0
Token	=B2	// Do NOT change this line
Offset	=165
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID 1
Token	=B3	// Do NOT change this line
Offset	=166
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID 10
Token	=B4	// Do NOT change this line
Offset	=167
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID 5
Token	=B5	// Do NOT change this line
Offset	=168
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Intel Rapid Recovery Technology
Token	=B6	// Do NOT change this line
Offset	=169
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID Option ROM  UI banner
Token	=B7	// Do NOT change this line
Offset	=16A
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= IRRT Only on ESATA
Token	=B8	// Do NOT change this line
Offset	=16D
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Smart Response Technology
Token	=B9	// Do NOT change this line
Offset	=16E
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID OROM prompt delay
Token	=BA	// Do NOT change this line
Offset	=170
Width	=01
BIOS Default =[00]2 Seconds 
Options	=*[00]2 Seconds	// Move "*" to the desired Option
         [01]4 Seconds
         [02]6 Seconds
         [03]8 Seconds

Setup Question	= sSATA Controller
Token	=BB	// Do NOT change this line
Offset	=177
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= sSATA Mode Selection
Token	=BC	// Do NOT change this line
Offset	=178
Width	=01
BIOS Default =[01]AHCI 
Options	=[00]IDE	// Move "*" to the desired Option
         *[01]AHCI
         [02]RAID

Setup Question	= SATA test mode
Token	=BD	// Do NOT change this line
Offset	=1BB
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= sSATA RSTe Boot Info
Token	=BE	// Do NOT change this line
Offset	=179
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= sSATA AHCI LPM
Token	=C0	// Do NOT change this line
Offset	=15E0
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= sSATA Aggressive Link Power Mgmt
Token	=C1	// Do NOT change this line
Offset	=1BA
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Alternate Device ID on RAID
Token	=C2	// Do NOT change this line
Offset	=1B9
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= Load EFI Driver for RAID
Token	=C3	// Do NOT change this line
Offset	=1B7
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	=   Port 0
Token	=C4	// Do NOT change this line
Offset	=17A
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Hot Plug
Token	=C5	// Do NOT change this line
Offset	=180
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=C6	// Do NOT change this line
Offset	=19B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Mechanical Presence Switch
Token	=C7	// Do NOT change this line
Offset	=186
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Spin Up Device
Token	=C8	// Do NOT change this line
Offset	=189
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Spin Up Time
Token	=C9	// Do NOT change this line
Offset	=18F
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   sSATA Rx Setting
Token	=CA	// Do NOT change this line
Offset	=195
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   Port 1
Token	=CB	// Do NOT change this line
Offset	=17B
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Hot Plug
Token	=CC	// Do NOT change this line
Offset	=181
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=CD	// Do NOT change this line
Offset	=19C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Mechanical Presence Switch
Token	=CE	// Do NOT change this line
Offset	=187
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Spin Up Device
Token	=CF	// Do NOT change this line
Offset	=18A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Spin Up Time
Token	=D0	// Do NOT change this line
Offset	=190
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   sSATA Rx Setting
Token	=D1	// Do NOT change this line
Offset	=196
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   Port 2
Token	=D2	// Do NOT change this line
Offset	=17C
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Hot Plug
Token	=D3	// Do NOT change this line
Offset	=182
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=D4	// Do NOT change this line
Offset	=19D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Mechanical Presence Switch
Token	=D5	// Do NOT change this line
Offset	=188
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Spin Up Device
Token	=D6	// Do NOT change this line
Offset	=18B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Spin Up Time
Token	=D7	// Do NOT change this line
Offset	=191
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   sSATA Rx Setting
Token	=D8	// Do NOT change this line
Offset	=197
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   Port 3
Token	=D9	// Do NOT change this line
Offset	=17D
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Hot Plug
Token	=DA	// Do NOT change this line
Offset	=183
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=DB	// Do NOT change this line
Offset	=19E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Device
Token	=DC	// Do NOT change this line
Offset	=18C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Spin Up Time
Token	=DD	// Do NOT change this line
Offset	=192
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   sSATA Rx Setting
Token	=DE	// Do NOT change this line
Offset	=198
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	= SATA HDD Unlock
Token	=DF	// Do NOT change this line
Offset	=1B3
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= SATA Led locate
Token	=E0	// Do NOT change this line
Offset	=1B4
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID 0
Token	=E1	// Do NOT change this line
Offset	=1AD
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID 1
Token	=E2	// Do NOT change this line
Offset	=1AE
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID 10
Token	=E3	// Do NOT change this line
Offset	=1AF
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID 5
Token	=E4	// Do NOT change this line
Offset	=1B0
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Intel Rapid Recovery Technology
Token	=E5	// Do NOT change this line
Offset	=1B1
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID Option ROM  UI banner
Token	=E6	// Do NOT change this line
Offset	=1B2
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= IRRT Only on ESATA
Token	=E7	// Do NOT change this line
Offset	=1B5
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Smart Response Technology
Token	=E8	// Do NOT change this line
Offset	=1B6
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= RAID OROM prompt delay
Token	=E9	// Do NOT change this line
Offset	=1B8
Width	=01
BIOS Default =[00]2 Seconds 
Options	=*[00]2 Seconds	// Move "*" to the desired Option
         [01]4 Seconds
         [02]6 Seconds
         [03]8 Seconds

Setup Question	= PCH Internal LAN
Token	=EA	// Do NOT change this line
Offset	=E1
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	=   Wake on LAN
Token	=EB	// Do NOT change this line
Offset	=E4
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	=   SLP_LAN# Low on DC Power
Token	=EC	// Do NOT change this line
Offset	=E5
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= PXE ROM
Token	=ED	// Do NOT change this line
Offset	=E6
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= EFI Network
Token	=EE	// Do NOT change this line
Offset	=E7
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

// Setup Question	= PCI-E ASPM Support (Global)
// Token	=EF	// Do NOT change this line
// Offset	=2A2
// Width	=01
// BIOS Default =[02]L1 Only 
// Options	=[00]Disable	// Move "*" to the desired Option
//         *[02]L1 Only

Setup Question	= PCI Express Port Config 1
Token	=2001	// Do NOT change this line
Offset	=1D0
Width	=01
BIOS Default =[00] 
Options	=*[00]	// Move "*" to the desired Option
         [01]Disabled
         [02]Enabled
         [03]Auto

Setup Question	= PCI Express Port Config 2
Token	=2002	// Do NOT change this line
Offset	=1D1
Width	=01
BIOS Default =[00] 
Options	=*[00]	// Move "*" to the desired Option
         [01]Disabled
         [02]Enabled
         [03]Auto

Setup Question	= Subtractive Decode
Token	=2003	// Do NOT change this line
Offset	=1CE
Width	=01
BIOS Default =[00]Enabled 
Options	=*[00]Enabled	// Move "*" to the desired Option
         [01]Disabled

Setup Question	= Gbe PCH
Token	=2004	// Do NOT change this line
Offset	=1CF
Width	=01
BIOS Default =[FF]None PCI Express Root Port 
Options	=[00]PCI Express Root Port 1	// Move "*" to the desired Option
         [01]PCI Express Root Port 2
         [02]PCI Express Root Port 3
         [03]PCI Express Root Port 4
         [04]PCI Express Root Port 5
         [05]PCI Express Root Port 6
         [06]PCI Express Root Port 7
         [07]PCI Express Root Port 8
         [08]PCI Express Root Port 9
         [09]PCI Express Root Port 10
         *[FF]None PCI Express Root Port

Setup Question	= PCIE Clock Gating
Token	=F0	// Do NOT change this line
Offset	=1CC
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= PCH DMI ASPM
Token	=F1	// Do NOT change this line
Offset	=1CD
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= DMI Link Extended Synch Control
Token	=F2	// Do NOT change this line
Offset	=1D2
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Stop and Scream
Token	=F3	// Do NOT change this line
Offset	=1D3
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Expanded SPI TPM Transaction Length Enable
Token	=F4	// Do NOT change this line
Offset	=1D4
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= Subtractive Decode
Token	=F5	// Do NOT change this line
Offset	=1D5
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Subtractive Decode Port#
Token	=F6	// Do NOT change this line
Offset	=1D6
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= PCIe-USB Glitch W/A
Token	=F7	// Do NOT change this line
Offset	=1D7
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCIe Root Port Function Swapping
Token	=F8	// Do NOT change this line
Offset	=1D8
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCI Express Root Port 1
Token	=101	// Do NOT change this line
Offset	=1D9
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= PCH-PCIE ASPM
Token	=102	// Do NOT change this line
Offset	=1E1
Width	=01
BIOS Default =[00]Disable ASPM 
Options	=*[00]Disable ASPM	// Move "*" to the desired Option
         [03]ASPM L0sL1

Setup Question	= L1 Substates
Token	=103	// Do NOT change this line
Offset	=299
Width	=01
BIOS Default =[03]L1.1 & L1.2 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]L1.1
         [02]L1.2
         *[03]L1.1 & L1.2

Setup Question	=   URR
Token	=104	// Do NOT change this line
Offset	=1E9
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   FER
Token	=105	// Do NOT change this line
Offset	=1F1
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   NFER
Token	=106	// Do NOT change this line
Offset	=1F9
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CER
Token	=107	// Do NOT change this line
Offset	=201
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CTO
Token	=108	// Do NOT change this line
Offset	=209
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SEFE
Token	=109	// Do NOT change this line
Offset	=221
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SENFE
Token	=10A	// Do NOT change this line
Offset	=229
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SECE
Token	=10B	// Do NOT change this line
Offset	=231
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   PME SCI
Token	=10C	// Do NOT change this line
Offset	=239
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Hot Plug
Token	=10D	// Do NOT change this line
Offset	=241
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCIe Speed
Token	=10E	// Do NOT change this line
Offset	=249
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen1
         [02]Gen2

Setup Question	=   PME Interrupt
Token	=10F	// Do NOT change this line
Offset	=211
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Extra Bus Reserved
Token	=110	// Do NOT change this line
Offset	=259
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Reseved Memory
Token	=111	// Do NOT change this line
Offset	=261
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Prefetchable Memory
Token	=112	// Do NOT change this line
Offset	=279
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Reserved I/O
Token	=113	// Do NOT change this line
Offset	=291
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= PCI Express Root Port 2
Token	=114	// Do NOT change this line
Offset	=1DA
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= PCH-PCIE ASPM
Token	=115	// Do NOT change this line
Offset	=1E2
Width	=01
BIOS Default =[00]Disable ASPM 
Options	=*[00]Disable ASPM	// Move "*" to the desired Option
         [03]ASPM L0sL1

Setup Question	= L1 Substates
Token	=116	// Do NOT change this line
Offset	=29A
Width	=01
BIOS Default =[03]L1.1 & L1.2 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]L1.1
         [02]L1.2
         *[03]L1.1 & L1.2

Setup Question	=   URR
Token	=117	// Do NOT change this line
Offset	=1EA
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   FER
Token	=118	// Do NOT change this line
Offset	=1F2
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   NFER
Token	=119	// Do NOT change this line
Offset	=1FA
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CER
Token	=11A	// Do NOT change this line
Offset	=202
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CTO
Token	=11B	// Do NOT change this line
Offset	=20A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SEFE
Token	=11C	// Do NOT change this line
Offset	=222
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SENFE
Token	=11D	// Do NOT change this line
Offset	=22A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SECE
Token	=11E	// Do NOT change this line
Offset	=232
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   PME SCI
Token	=11F	// Do NOT change this line
Offset	=23A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Hot Plug
Token	=120	// Do NOT change this line
Offset	=242
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCIe Speed
Token	=121	// Do NOT change this line
Offset	=24A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen1
         [02]Gen2

Setup Question	=   PME Interrupt
Token	=122	// Do NOT change this line
Offset	=212
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   MSI
Token	=123	// Do NOT change this line
Offset	=21A
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Extra Bus Reserved
Token	=124	// Do NOT change this line
Offset	=25A
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Reseved Memory
Token	=125	// Do NOT change this line
Offset	=263
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Prefetchable Memory
Token	=126	// Do NOT change this line
Offset	=27B
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Reserved I/O
Token	=127	// Do NOT change this line
Offset	=292
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= PCH-PCIE ASPM
Token	=128	// Do NOT change this line
Offset	=1E3
Width	=01
BIOS Default =[00]Disable ASPM 
Options	=*[00]Disable ASPM	// Move "*" to the desired Option
         [03]ASPM L0sL1

Setup Question	= L1 Substates
Token	=129	// Do NOT change this line
Offset	=29B
Width	=01
BIOS Default =[03]L1.1 & L1.2 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]L1.1
         [02]L1.2
         *[03]L1.1 & L1.2

Setup Question	=   URR
Token	=12A	// Do NOT change this line
Offset	=1EB
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   FER
Token	=12B	// Do NOT change this line
Offset	=1F3
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   NFER
Token	=12C	// Do NOT change this line
Offset	=1FB
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CER
Token	=12D	// Do NOT change this line
Offset	=203
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CTO
Token	=12E	// Do NOT change this line
Offset	=20B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SEFE
Token	=12F	// Do NOT change this line
Offset	=223
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SENFE
Token	=130	// Do NOT change this line
Offset	=22B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SECE
Token	=131	// Do NOT change this line
Offset	=233
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   PME SCI
Token	=132	// Do NOT change this line
Offset	=23B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Hot Plug
Token	=133	// Do NOT change this line
Offset	=243
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCIe Speed
Token	=134	// Do NOT change this line
Offset	=24B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen1
         [02]Gen2

Setup Question	=   PME Interrupt
Token	=135	// Do NOT change this line
Offset	=213
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   MSI
Token	=136	// Do NOT change this line
Offset	=21B
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Extra Bus Reserved
Token	=137	// Do NOT change this line
Offset	=25B
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Reseved Memory
Token	=138	// Do NOT change this line
Offset	=265
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Prefetchable Memory
Token	=139	// Do NOT change this line
Offset	=27D
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Reserved I/O
Token	=13A	// Do NOT change this line
Offset	=293
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= PCI Express Root Port 4
Token	=13B	// Do NOT change this line
Offset	=1DC
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= PCH-PCIE ASPM
Token	=13C	// Do NOT change this line
Offset	=1E4
Width	=01
BIOS Default =[00]Disable ASPM 
Options	=*[00]Disable ASPM	// Move "*" to the desired Option
         [03]ASPM L0sL1

Setup Question	= L1 Substates
Token	=13D	// Do NOT change this line
Offset	=29C
Width	=01
BIOS Default =[03]L1.1 & L1.2 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]L1.1
         [02]L1.2
         *[03]L1.1 & L1.2

Setup Question	=   URR
Token	=13E	// Do NOT change this line
Offset	=1EC
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   FER
Token	=13F	// Do NOT change this line
Offset	=1F4
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   NFER
Token	=140	// Do NOT change this line
Offset	=1FC
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CER
Token	=141	// Do NOT change this line
Offset	=204
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CTO
Token	=142	// Do NOT change this line
Offset	=20C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SEFE
Token	=143	// Do NOT change this line
Offset	=224
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SENFE
Token	=144	// Do NOT change this line
Offset	=22C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SECE
Token	=145	// Do NOT change this line
Offset	=234
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   PME SCI
Token	=146	// Do NOT change this line
Offset	=23C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Hot Plug
Token	=147	// Do NOT change this line
Offset	=244
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCIe Speed
Token	=148	// Do NOT change this line
Offset	=24C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen1
         [02]Gen2

Setup Question	=   PME Interrupt
Token	=149	// Do NOT change this line
Offset	=214
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   MSI
Token	=14A	// Do NOT change this line
Offset	=21C
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Extra Bus Reserved
Token	=14B	// Do NOT change this line
Offset	=25C
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Reseved Memory
Token	=14C	// Do NOT change this line
Offset	=267
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Prefetchable Memory
Token	=14D	// Do NOT change this line
Offset	=27F
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Reserved I/O
Token	=14E	// Do NOT change this line
Offset	=294
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= PCI Express Root Port 5
Token	=14F	// Do NOT change this line
Offset	=1DD
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= PCH-PCIE ASPM
Token	=150	// Do NOT change this line
Offset	=1E5
Width	=01
BIOS Default =[00]Disable ASPM 
Options	=*[00]Disable ASPM	// Move "*" to the desired Option
         [03]ASPM L0sL1

Setup Question	= L1 Substates
Token	=151	// Do NOT change this line
Offset	=29D
Width	=01
BIOS Default =[03]L1.1 & L1.2 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]L1.1
         [02]L1.2
         *[03]L1.1 & L1.2

Setup Question	=   URR
Token	=152	// Do NOT change this line
Offset	=1ED
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   FER
Token	=153	// Do NOT change this line
Offset	=1F5
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   NFER
Token	=154	// Do NOT change this line
Offset	=1FD
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CER
Token	=155	// Do NOT change this line
Offset	=205
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CTO
Token	=156	// Do NOT change this line
Offset	=20D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SEFE
Token	=157	// Do NOT change this line
Offset	=225
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SENFE
Token	=158	// Do NOT change this line
Offset	=22D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SECE
Token	=159	// Do NOT change this line
Offset	=235
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   PME SCI
Token	=15A	// Do NOT change this line
Offset	=23D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Hot Plug
Token	=15B	// Do NOT change this line
Offset	=245
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCIe Speed
Token	=15C	// Do NOT change this line
Offset	=24D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen1
         [02]Gen2

Setup Question	=   PME Interrupt
Token	=15D	// Do NOT change this line
Offset	=215
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   MSI
Token	=15E	// Do NOT change this line
Offset	=21D
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Extra Bus Reserved
Token	=15F	// Do NOT change this line
Offset	=25D
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Reseved Memory
Token	=160	// Do NOT change this line
Offset	=269
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Prefetchable Memory
Token	=161	// Do NOT change this line
Offset	=281
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Reserved I/O
Token	=162	// Do NOT change this line
Offset	=295
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= PCI Express Root Port 6
Token	=163	// Do NOT change this line
Offset	=1DE
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= PCH-PCIE ASPM
Token	=164	// Do NOT change this line
Offset	=1E6
Width	=01
BIOS Default =[00]Disable ASPM 
Options	=*[00]Disable ASPM	// Move "*" to the desired Option
         [03]ASPM L0sL1

Setup Question	= L1 Substates
Token	=165	// Do NOT change this line
Offset	=29E
Width	=01
BIOS Default =[03]L1.1 & L1.2 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]L1.1
         [02]L1.2
         *[03]L1.1 & L1.2

Setup Question	=   URR
Token	=166	// Do NOT change this line
Offset	=1EE
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   FER
Token	=167	// Do NOT change this line
Offset	=1F6
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   NFER
Token	=168	// Do NOT change this line
Offset	=1FE
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CER
Token	=169	// Do NOT change this line
Offset	=206
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CTO
Token	=16A	// Do NOT change this line
Offset	=20E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SEFE
Token	=16B	// Do NOT change this line
Offset	=226
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SENFE
Token	=16C	// Do NOT change this line
Offset	=22E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SECE
Token	=16D	// Do NOT change this line
Offset	=236
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   PME SCI
Token	=16E	// Do NOT change this line
Offset	=23E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Hot Plug
Token	=16F	// Do NOT change this line
Offset	=246
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCIe Speed
Token	=170	// Do NOT change this line
Offset	=24E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen1
         [02]Gen2

Setup Question	=   PME Interrupt
Token	=171	// Do NOT change this line
Offset	=216
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   MSI
Token	=172	// Do NOT change this line
Offset	=21E
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Extra Bus Reserved
Token	=173	// Do NOT change this line
Offset	=25E
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Reseved Memory
Token	=174	// Do NOT change this line
Offset	=26B
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Prefetchable Memory
Token	=175	// Do NOT change this line
Offset	=283
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Reserved I/O
Token	=176	// Do NOT change this line
Offset	=296
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= PCI Express Root Port 7
Token	=177	// Do NOT change this line
Offset	=1DF
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= PCH-PCIE ASPM
Token	=178	// Do NOT change this line
Offset	=1E7
Width	=01
BIOS Default =[00]Disable ASPM 
Options	=*[00]Disable ASPM	// Move "*" to the desired Option
         [03]ASPM L0sL1

Setup Question	= L1 Substates
Token	=179	// Do NOT change this line
Offset	=29F
Width	=01
BIOS Default =[03]L1.1 & L1.2 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]L1.1
         [02]L1.2
         *[03]L1.1 & L1.2

Setup Question	=   URR
Token	=17A	// Do NOT change this line
Offset	=1EF
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   FER
Token	=17B	// Do NOT change this line
Offset	=1F7
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   NFER
Token	=17C	// Do NOT change this line
Offset	=1FF
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CER
Token	=17D	// Do NOT change this line
Offset	=207
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CTO
Token	=17E	// Do NOT change this line
Offset	=20F
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SEFE
Token	=17F	// Do NOT change this line
Offset	=227
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SENFE
Token	=180	// Do NOT change this line
Offset	=22F
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SECE
Token	=181	// Do NOT change this line
Offset	=237
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   PME SCI
Token	=182	// Do NOT change this line
Offset	=23F
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Hot Plug
Token	=183	// Do NOT change this line
Offset	=247
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCIe Speed
Token	=184	// Do NOT change this line
Offset	=24F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen1
         [02]Gen2

Setup Question	=   PME Interrupt
Token	=185	// Do NOT change this line
Offset	=217
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   MSI
Token	=186	// Do NOT change this line
Offset	=21F
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Extra Bus Reserved
Token	=187	// Do NOT change this line
Offset	=25F
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Reseved Memory
Token	=188	// Do NOT change this line
Offset	=26D
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Prefetchable Memory
Token	=189	// Do NOT change this line
Offset	=285
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Reserved I/O
Token	=18A	// Do NOT change this line
Offset	=297
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= PCI Express Root Port 8
Token	=18B	// Do NOT change this line
Offset	=1E0
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= PCH-PCIE ASPM
Token	=18C	// Do NOT change this line
Offset	=1E8
Width	=01
BIOS Default =[00]Disable ASPM 
Options	=*[00]Disable ASPM	// Move "*" to the desired Option
         [03]ASPM L0sL1

Setup Question	= L1 Substates
Token	=18D	// Do NOT change this line
Offset	=2A0
Width	=01
BIOS Default =[03]L1.1 & L1.2 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]L1.1
         [02]L1.2
         *[03]L1.1 & L1.2

Setup Question	=   URR
Token	=18E	// Do NOT change this line
Offset	=1F0
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   FER
Token	=18F	// Do NOT change this line
Offset	=1F8
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   NFER
Token	=190	// Do NOT change this line
Offset	=200
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CER
Token	=191	// Do NOT change this line
Offset	=208
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   CTO
Token	=192	// Do NOT change this line
Offset	=210
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SEFE
Token	=193	// Do NOT change this line
Offset	=228
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SENFE
Token	=194	// Do NOT change this line
Offset	=230
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   SECE
Token	=195	// Do NOT change this line
Offset	=238
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   PME SCI
Token	=196	// Do NOT change this line
Offset	=240
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Hot Plug
Token	=197	// Do NOT change this line
Offset	=248
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCIe Speed
Token	=198	// Do NOT change this line
Offset	=250
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen1
         [02]Gen2

Setup Question	=   PME Interrupt
Token	=199	// Do NOT change this line
Offset	=218
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   MSI
Token	=19A	// Do NOT change this line
Offset	=220
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Extra Bus Reserved
Token	=19B	// Do NOT change this line
Offset	=260
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Reseved Memory
Token	=19C	// Do NOT change this line
Offset	=26F
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Prefetchable Memory
Token	=19D	// Do NOT change this line
Offset	=287
Width	=02
BIOS Default =<10> 
Value	=<10>

Setup Question	= Reserved I/O
Token	=19E	// Do NOT change this line
Offset	=298
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= GPIO Lockdown
Token	=19F	// Do NOT change this line
Offset	=EC
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= RTC Lock
Token	=1A0	// Do NOT change this line
Offset	=ED
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= BIOS Lock
Token	=1A1	// Do NOT change this line
Offset	=EE
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Host Flash Lock-Down
Token	=1A2	// Do NOT change this line
Offset	=F0
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Gbe Flash Lock-Down
Token	=1A3	// Do NOT change this line
Offset	=F1
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=  PCH Thermal Device
Token	=1A4	// Do NOT change this line
Offset	=1C3
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled
         [02]Auto

Setup Question	= Alert Enable Lock
Token	=1A5	// Do NOT change this line
Offset	=1C4
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=  PCH Alert
Token	=1A6	// Do NOT change this line
Offset	=1C5
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=  DIMM Alert
Token	=1A7	// Do NOT change this line
Offset	=1C6
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= MMCFG Base
Token	=1A8	// Do NOT change this line
Offset	=FAA
Width	=04
BIOS Default =[00]2G 
Options	=*[00]2G	// Move "*" to the desired Option
         [01]1G
         [02]3G

Setup Question	= MMIOHBase
Token	=1A9	// Do NOT change this line
Offset	=FBA
Width	=04
BIOS Default =[06]2T 
Options	=[00]56T	// Move "*" to the desired Option
         [01]40T
         [02]24T
         [03]16T
         [04]12T
         [05]4T
         *[06]2T
         [07]1T

Setup Question	= MMIO High Size
Token	=1AA	// Do NOT change this line
Offset	=FBE
Width	=04
BIOS Default =[03]1024G 
Options	=[00]256G	// Move "*" to the desired Option
         [01]128G
         [02]512G
         *[03]1024G

Setup Question	= Isoc Mode
Token	=1AB	// Do NOT change this line
Offset	=FC2
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= MeSeg Mode
Token	=1AC	// Do NOT change this line
Offset	=FC3
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= Numa
Token	=1AD	// Do NOT change this line
Offset	=FC4
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Link Speed Mode
Token	=1B0	// Do NOT change this line
Offset	=1058
Width	=01
BIOS Default =[01]Fast 
Options	=[00]Slow	// Move "*" to the desired Option
         *[01]Fast

Setup Question	= Link Frequency Select
Token	=1B1	// Do NOT change this line
Offset	=1059
Width	=01
BIOS Default =[06]Auto 
Options	=[01]6.4GB/s	// Move "*" to the desired Option
         [03]8.0GB/s
         [05]9.6GB/s
         *[06]Auto

Setup Question	= Degrade Precedence
Token	=1B3	// Do NOT change this line
Offset	=1056
Width	=01
BIOS Default =[00]Topology Precedence 
Options	=*[00]Topology Precedence	// Move "*" to the desired Option
         [01]Feature Precedence

// Setup Question	= Link Speed Mode
// Token	=1B4	// Do NOT change this line
// Offset	=1058
// Width	=01
// BIOS Default =[01]Fast 
// Options	=[00]Slow	// Move "*" to the desired Option
//         *[01]Fast

// Setup Question	= Link Frequency Select
// Token	=1B5	// Do NOT change this line
// Offset	=1059
// Width	=01
// BIOS Default =[06]Auto 
// Options	=[01]6.4GB/s	// Move "*" to the desired Option
//         [03]8.0GB/s
//         [05]9.6GB/s
//         *[06]Auto

Setup Question	= Link L0p Enable
Token	=1B6	// Do NOT change this line
Offset	=105A
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Link L1 Enable
Token	=1B7	// Do NOT change this line
Offset	=105B
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Periodic Retrain Interval
Token	=1B8	// Do NOT change this line
Offset	=105C
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Link Credit Reduce
Token	=1B9	// Do NOT change this line
Offset	=1062
Width	=01
BIOS Default =[02]Use Per Link Setting 
Options	=[00]no	// Move "*" to the desired Option
         [01]yes
         *[02]Use Per Link Setting

Setup Question	= Link Width Selection
Token	=1BA	// Do NOT change this line
Offset	=1063
Width	=01
BIOS Default =[0B]Auto 
Options	=[00]Q3Q2Q1Q0	// Move "*" to the desired Option
         [01]Q1Q0
         [02]Q2Q0
         [03]Q3Q0
         [04]Q2Q1
         [05]Q3Q1
         [06]Q3Q2
         [07]Q0
         [08]Q1
         [09]Q2
         [0A]Q3
         *[0B]Auto
         [0C]Use Per Link Setting

Setup Question	= QpiAdVNACreditArbThreshold
Token	=1BB	// Do NOT change this line
Offset	=1064
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= CRC Mode
Token	=1BC	// Do NOT change this line
Offset	=1065
Width	=01
BIOS Default =[00]8 Bit CRC 
Options	=*[00]8 Bit CRC	// Move "*" to the desired Option
         [01]16 Bit rolling CRC

Setup Question	= QPI Load Board for Failed Links
Token	=1BD	// Do NOT change this line
Offset	=105D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Legacy VGA Socket
Token	=1BE	// Do NOT change this line
Offset	=104D
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= MMIO P2P Disable
Token	=1BF	// Do NOT change this line
Offset	=104E
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= E2E Parity Enable
Token	=1C0	// Do NOT change this line
Offset	=1054
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= COD Enable
Token	=1C1	// Do NOT change this line
Offset	=1052
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= Early Snoop
Token	=1C2	// Do NOT change this line
Offset	=1055
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= Home Dir Snoop with IVT- Style OSB Enable
Token	=1C3	// Do NOT change this line
Offset	=1693
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= CPU SKU Type Mismatch check
Token	=1C4	// Do NOT change this line
Offset	=106B
Width	=01
BIOS Default =[01]yes 
Options	=[00]no	// Move "*" to the desired Option
         *[01]yes

Setup Question	= QPI Debug Print Level
Token	=1C5	// Do NOT change this line
Offset	=1050
Width	=01
BIOS Default =[0F]All 
Options	=[00]Fatal	// Move "*" to the desired Option
         [01]Warning
         [02]Summary
         [03]Detail
         *[0F]All

Setup Question	= Resource Auto Adjust
Token	=1C6	// Do NOT change this line
Offset	=FD4
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= IB PECI
Token	=1C7	// Do NOT change this line
Offset	=1057
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Bus Resources Allocation Ratio
Token	=1CE	// Do NOT change this line
Offset	=1041
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= IO Resources Allocation Ratio
Token	=1CF	// Do NOT change this line
Offset	=1045
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= MMIOL Resources Allocation Ratio
Token	=1D0	// Do NOT change this line
Offset	=1049
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= IIO Disable
Token	=1D1	// Do NOT change this line
Offset	=105E
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]Disable Ports and IIO without memory hotplug
         [02]Disable Ports Only with memory hotplug

Setup Question	= Socket IO Alignment (Hex)
Token	=1D2	// Do NOT change this line
Offset	=FF9
Width	=01
BIOS Default =0 
Value	=0

Setup Question	= Socket IO Length (Hex)
Token	=1D3	// Do NOT change this line
Offset	=FFD
Width	=08
BIOS Default =2000 
Value	=2000

Setup Question	= Socket Alignment (Hex)
Token	=1D4	// Do NOT change this line
Offset	=101D
Width	=01
BIOS Default =0 
Value	=0

Setup Question	= Socket Length (Hex)
Token	=1D5	// Do NOT change this line
Offset	=1021
Width	=08
BIOS Default =4000000 
Value	=4000000

Setup Question	= Bus Resources Allocation Ratio
Token	=1D8	// Do NOT change this line
Offset	=1042
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= IO Resources Allocation Ratio
Token	=1D9	// Do NOT change this line
Offset	=1046
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= MMIOL Resources Allocation Ratio
Token	=1DA	// Do NOT change this line
Offset	=104A
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= IIO Disable
Token	=1DB	// Do NOT change this line
Offset	=105F
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]Disable Ports and IIO without memory hotplug
         [02]Disable Ports Only with memory hotplug

Setup Question	= Socket IO Alignment (Hex)
Token	=1DC	// Do NOT change this line
Offset	=FFA
Width	=01
BIOS Default =0 
Value	=0

Setup Question	= Socket IO Length (Hex)
Token	=1DD	// Do NOT change this line
Offset	=1005
Width	=08
BIOS Default =2000 
Value	=2000

Setup Question	= Socket Alignment (Hex)
Token	=1DE	// Do NOT change this line
Offset	=101E
Width	=01
BIOS Default =0 
Value	=0

Setup Question	= Socket Length (Hex)
Token	=1DF	// Do NOT change this line
Offset	=1029
Width	=08
BIOS Default =4000000 
Value	=4000000

Setup Question	= Bus Resources Allocation Ratio
Token	=1E2	// Do NOT change this line
Offset	=1043
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= IO Resources Allocation Ratio
Token	=1E3	// Do NOT change this line
Offset	=1047
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= MMIOL Resources Allocation Ratio
Token	=1E4	// Do NOT change this line
Offset	=104B
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= IIO Disable
Token	=1E5	// Do NOT change this line
Offset	=1060
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]Disable Ports and IIO without memory hotplug
         [02]Disable Ports Only with memory hotplug

Setup Question	= Socket IO Alignment (Hex)
Token	=1E6	// Do NOT change this line
Offset	=FFB
Width	=01
BIOS Default =0 
Value	=0

Setup Question	= Socket IO Length (Hex)
Token	=1E7	// Do NOT change this line
Offset	=100D
Width	=08
BIOS Default =2000 
Value	=2000

Setup Question	= Socket Alignment (Hex)
Token	=1E8	// Do NOT change this line
Offset	=101F
Width	=01
BIOS Default =0 
Value	=0

Setup Question	= Socket Length (Hex)
Token	=1E9	// Do NOT change this line
Offset	=1031
Width	=08
BIOS Default =4000000 
Value	=4000000

Setup Question	= Bus Resources Allocation Ratio
Token	=1EC	// Do NOT change this line
Offset	=1044
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= IO Resources Allocation Ratio
Token	=1ED	// Do NOT change this line
Offset	=1048
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= MMIOL Resources Allocation Ratio
Token	=1EE	// Do NOT change this line
Offset	=104C
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= IIO Disable
Token	=1EF	// Do NOT change this line
Offset	=1061
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]Disable Ports and IIO without memory hotplug
         [02]Disable Ports Only with memory hotplug

Setup Question	= Socket IO Alignment (Hex)
Token	=1F0	// Do NOT change this line
Offset	=FFC
Width	=01
BIOS Default =0 
Value	=0

Setup Question	= Socket IO Length (Hex)
Token	=1F1	// Do NOT change this line
Offset	=1015
Width	=08
BIOS Default =2000 
Value	=2000

Setup Question	= Socket Alignment (Hex)
Token	=1F2	// Do NOT change this line
Offset	=1020
Width	=01
BIOS Default =0 
Value	=0

Setup Question	= Socket Length (Hex)
Token	=1F3	// Do NOT change this line
Offset	=1039
Width	=08
BIOS Default =4000000 
Value	=4000000

Setup Question	= Link Disable
Token	=1F4	// Do NOT change this line
Offset	=106D
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Link Credit Reduce
Token	=1F5	// Do NOT change this line
Offset	=106E
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Current QPI Link Speed
Token	=1F6	// Do NOT change this line
Offset	=106F
Width	=01
BIOS Default =[06]Auto 
Options	=[01]6.4GB/s	// Move "*" to the desired Option
         [02]7.2GB/s
         [03]8.0GB/s
         *[06]Auto

Setup Question	= Probe Type
Token	=1F7	// Do NOT change this line
Offset	=1070
Width	=01
BIOS Default =[00]NotPresent 
Options	=*[00]NotPresent	// Move "*" to the desired Option
         [01]MidBus
         [02]InterPoser

Setup Question	= Link Width Selection
Token	=1F8	// Do NOT change this line
Offset	=1071
Width	=01
BIOS Default =[0B]Auto 
Options	=[00]Q3Q2Q1Q0	// Move "*" to the desired Option
         [01]Q1Q0
         [02]Q2Q0
         [03]Q3Q0
         [04]Q2Q1
         [05]Q3Q1
         [06]Q3Q2
         [07]Q0
         [08]Q1
         [09]Q2
         [0A]Q3
         *[0B]Auto

Setup Question	= Link Disable
Token	=1F9	// Do NOT change this line
Offset	=1072
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Link Credit Reduce
Token	=1FA	// Do NOT change this line
Offset	=1073
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Current QPI Link Speed
Token	=1FB	// Do NOT change this line
Offset	=1074
Width	=01
BIOS Default =[06]Auto 
Options	=[01]6.4GB/s	// Move "*" to the desired Option
         [02]7.2GB/s
         [03]8.0GB/s
         *[06]Auto

Setup Question	= Probe Type
Token	=1FC	// Do NOT change this line
Offset	=1075
Width	=01
BIOS Default =[00]NotPresent 
Options	=*[00]NotPresent	// Move "*" to the desired Option
         [01]MidBus
         [02]InterPoser

Setup Question	= Link Width Selection
Token	=1FD	// Do NOT change this line
Offset	=1076
Width	=01
BIOS Default =[0B]Auto 
Options	=[00]Q3Q2Q1Q0	// Move "*" to the desired Option
         [01]Q1Q0
         [02]Q2Q0
         [03]Q3Q0
         [04]Q2Q1
         [05]Q3Q1
         [06]Q3Q2
         [07]Q0
         [08]Q1
         [09]Q2
         [0A]Q3
         *[0B]Auto

Setup Question	= Link Disable
Token	=1FE	// Do NOT change this line
Offset	=1077
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Link Credit Reduce
Token	=1FF	// Do NOT change this line
Offset	=1078
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Current QPI Link Speed
Token	=200	// Do NOT change this line
Offset	=1079
Width	=01
BIOS Default =[06]Auto 
Options	=[01]6.4GB/s	// Move "*" to the desired Option
         [02]7.2GB/s
         [03]8.0GB/s
         *[06]Auto

Setup Question	= Probe Type
Token	=201	// Do NOT change this line
Offset	=107A
Width	=01
BIOS Default =[00]NotPresent 
Options	=*[00]NotPresent	// Move "*" to the desired Option
         [01]MidBus
         [02]InterPoser

Setup Question	= Link Width Selection
Token	=202	// Do NOT change this line
Offset	=107B
Width	=01
BIOS Default =[0B]Auto 
Options	=[00]Q3Q2Q1Q0	// Move "*" to the desired Option
         [01]Q1Q0
         [02]Q2Q0
         [03]Q3Q0
         [04]Q2Q1
         [05]Q3Q1
         [06]Q3Q2
         [07]Q0
         [08]Q1
         [09]Q2
         [0A]Q3
         *[0B]Auto

Setup Question	= Link Disable
Token	=203	// Do NOT change this line
Offset	=107C
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Link Credit Reduce
Token	=204	// Do NOT change this line
Offset	=107D
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Current QPI Link Speed
Token	=205	// Do NOT change this line
Offset	=107E
Width	=01
BIOS Default =[06]Auto 
Options	=[01]6.4GB/s	// Move "*" to the desired Option
         [02]7.2GB/s
         [03]8.0GB/s
         *[06]Auto

Setup Question	= Probe Type
Token	=206	// Do NOT change this line
Offset	=107F
Width	=01
BIOS Default =[00]NotPresent 
Options	=*[00]NotPresent	// Move "*" to the desired Option
         [01]MidBus
         [02]InterPoser

Setup Question	= Link Width Selection
Token	=207	// Do NOT change this line
Offset	=1080
Width	=01
BIOS Default =[0B]Auto 
Options	=[00]Q3Q2Q1Q0	// Move "*" to the desired Option
         [01]Q1Q0
         [02]Q2Q0
         [03]Q3Q0
         [04]Q2Q1
         [05]Q3Q1
         [06]Q3Q2
         [07]Q0
         [08]Q1
         [09]Q2
         [0A]Q3
         *[0B]Auto

Setup Question	= Link Disable
Token	=208	// Do NOT change this line
Offset	=1081
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Link Credit Reduce
Token	=209	// Do NOT change this line
Offset	=1082
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Current QPI Link Speed
Token	=20A	// Do NOT change this line
Offset	=1083
Width	=01
BIOS Default =[06]Auto 
Options	=[01]6.4GB/s	// Move "*" to the desired Option
         [02]7.2GB/s
         [03]8.0GB/s
         *[06]Auto

Setup Question	= Probe Type
Token	=20B	// Do NOT change this line
Offset	=1084
Width	=01
BIOS Default =[00]NotPresent 
Options	=*[00]NotPresent	// Move "*" to the desired Option
         [01]MidBus
         [02]InterPoser

Setup Question	= Link Width Selection
Token	=20C	// Do NOT change this line
Offset	=1085
Width	=01
BIOS Default =[0B]Auto 
Options	=[00]Q3Q2Q1Q0	// Move "*" to the desired Option
         [01]Q1Q0
         [02]Q2Q0
         [03]Q3Q0
         [04]Q2Q1
         [05]Q3Q1
         [06]Q3Q2
         [07]Q0
         [08]Q1
         [09]Q2
         [0A]Q3
         *[0B]Auto

Setup Question	= Link Disable
Token	=20D	// Do NOT change this line
Offset	=1086
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Link Credit Reduce
Token	=20E	// Do NOT change this line
Offset	=1087
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Current QPI Link Speed
Token	=20F	// Do NOT change this line
Offset	=1088
Width	=01
BIOS Default =[06]Auto 
Options	=[01]6.4GB/s	// Move "*" to the desired Option
         [02]7.2GB/s
         [03]8.0GB/s
         *[06]Auto

Setup Question	= Probe Type
Token	=210	// Do NOT change this line
Offset	=1089
Width	=01
BIOS Default =[00]NotPresent 
Options	=*[00]NotPresent	// Move "*" to the desired Option
         [01]MidBus
         [02]InterPoser

Setup Question	= Link Width Selection
Token	=211	// Do NOT change this line
Offset	=108A
Width	=01
BIOS Default =[0B]Auto 
Options	=[00]Q3Q2Q1Q0	// Move "*" to the desired Option
         [01]Q1Q0
         [02]Q2Q0
         [03]Q3Q0
         [04]Q2Q1
         [05]Q3Q1
         [06]Q3Q2
         [07]Q0
         [08]Q1
         [09]Q2
         [0A]Q3
         *[0B]Auto

Setup Question	= Link Disable
Token	=212	// Do NOT change this line
Offset	=108B
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Link Credit Reduce
Token	=213	// Do NOT change this line
Offset	=108C
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Current QPI Link Speed
Token	=214	// Do NOT change this line
Offset	=108D
Width	=01
BIOS Default =[06]Auto 
Options	=[01]6.4GB/s	// Move "*" to the desired Option
         [02]7.2GB/s
         [03]8.0GB/s
         *[06]Auto

Setup Question	= Probe Type
Token	=215	// Do NOT change this line
Offset	=108E
Width	=01
BIOS Default =[00]NotPresent 
Options	=*[00]NotPresent	// Move "*" to the desired Option
         [01]MidBus
         [02]InterPoser

Setup Question	= Link Width Selection
Token	=216	// Do NOT change this line
Offset	=108F
Width	=01
BIOS Default =[0B]Auto 
Options	=[00]Q3Q2Q1Q0	// Move "*" to the desired Option
         [01]Q1Q0
         [02]Q2Q0
         [03]Q3Q0
         [04]Q2Q1
         [05]Q3Q1
         [06]Q3Q2
         [07]Q0
         [08]Q1
         [09]Q2
         [0A]Q3
         *[0B]Auto

Setup Question	= Link Disable
Token	=217	// Do NOT change this line
Offset	=1090
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Link Credit Reduce
Token	=218	// Do NOT change this line
Offset	=1091
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Current QPI Link Speed
Token	=219	// Do NOT change this line
Offset	=1092
Width	=01
BIOS Default =[06]Auto 
Options	=[01]6.4GB/s	// Move "*" to the desired Option
         [02]7.2GB/s
         [03]8.0GB/s
         *[06]Auto

Setup Question	= Probe Type
Token	=21A	// Do NOT change this line
Offset	=1093
Width	=01
BIOS Default =[00]NotPresent 
Options	=*[00]NotPresent	// Move "*" to the desired Option
         [01]MidBus
         [02]InterPoser

Setup Question	= Link Width Selection
Token	=21B	// Do NOT change this line
Offset	=1094
Width	=01
BIOS Default =[0B]Auto 
Options	=[00]Q3Q2Q1Q0	// Move "*" to the desired Option
         [01]Q1Q0
         [02]Q2Q0
         [03]Q3Q0
         [04]Q2Q1
         [05]Q3Q1
         [06]Q3Q2
         [07]Q0
         [08]Q1
         [09]Q2
         [0A]Q3
         *[0B]Auto

Setup Question	= IIO PCIe Link on phase
Token	=21C	// Do NOT change this line
Offset	=1658
Width	=01
BIOS Default =[00]Post chipset init 
Options	=[01]Before memory chipset init	// Move "*" to the desired Option
         *[00]Post chipset init

Setup Question	= PCIe Train by BIOS
Token	=21D	// Do NOT change this line
Offset	=C5F
Width	=01
BIOS Default =[01]yes 
Options	=[00]no	// Move "*" to the desired Option
         *[01]yes

Setup Question	= PCIe Hot Plug
Token	=21E	// Do NOT change this line
Offset	=F90
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable
         [02]Auto
         [03]MANUAL

Setup Question	= PCIe ACPI Hot Plug
Token	=21F	// Do NOT change this line
Offset	=F91
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable
         [02]Per-Port

Setup Question	= MultiCast Enable
Token	=220	// Do NOT change this line
Offset	=C60
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	=   MC BaseAddress Range
Token	=221	// Do NOT change this line
Offset	=C61
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01](null)

Setup Question	=   MC Index Position
Token	=222	// Do NOT change this line
Offset	=C62
Width	=01
BIOS Default =[0C]12 
Options	=*[0C]12	// Move "*" to the desired Option
         [14]20

Setup Question	=   MC Num Group
Token	=223	// Do NOT change this line
Offset	=C63
Width	=01
BIOS Default =[08]8 
Options	=[01]1	// Move "*" to the desired Option
         *[08]8
         [20]32
         [40]64

Setup Question	= EV DFX Features
Token	=224	// Do NOT change this line
Offset	=C64
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= TX EQ WA
Token	=232	// Do NOT change this line
Offset	=F89
Width	=01
BIOS Default =[01]Enable 
Options	=*[01]Enable	// Move "*" to the desired Option
         [00]Disable

Setup Question	= WA 4167453
Token	=233	// Do NOT change this line
Offset	=F88
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMI Vc1 Control
Token	=234	// Do NOT change this line
Offset	=F85
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= DMI Vcp Control
Token	=235	// Do NOT change this line
Offset	=F86
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= DMI Vcm Control
Token	=236	// Do NOT change this line
Offset	=F87
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= VC0 No-Snoop Configuration
Token	=237	// Do NOT change this line
Offset	=F8A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Max Read Comp Comb Size
Token	=238	// Do NOT change this line
Offset	=F8B
Width	=01
BIOS Default =[00]Minimum 
Options	=*[00]Minimum	// Move "*" to the desired Option
         [01]Maximum

Setup Question	= Problematic port
Token	=239	// Do NOT change this line
Offset	=F8C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]NP-NP problematic
         [02]P-P problematic

Setup Question	= DMI Allocating Write Flows
Token	=23A	// Do NOT change this line
Offset	=F8D
Width	=01
BIOS Default =[01]Allocating 
Options	=*[01]Auto	// Move "*" to the desired Option
         [00]Non-Allocating
         *[01]Allocating

Setup Question	= PCIe Allocating Write Flows
Token	=23B	// Do NOT change this line
Offset	=F8E
Width	=01
BIOS Default =[01]Allocating 
Options	=*[01]Auto	// Move "*" to the desired Option
         [00]Non-Allocating
         *[01]Allocating

Setup Question	= Gen3 Phase3 Loop Count
Token	=23C	// Do NOT change this line
Offset	=F8F
Width	=01
BIOS Default =[02]16 
Options	=[00]1	// Move "*" to the desired Option
         [01]4
         *[02]16
         [03]256

Setup Question	= Map PCIe ports to slot#
Token	=23D	// Do NOT change this line
Offset	=F92
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]MANUAL

Setup Question	= Skip Halt On DMI Degradation
Token	=23E	// Do NOT change this line
Offset	=F93
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Power down unused ports
Token	=23F	// Do NOT change this line
Offset	=BF7
Width	=01
BIOS Default =[02]yes 
Options	=[00]no	// Move "*" to the desired Option
         *[02]yes

Setup Question	= SLD WA Revision
Token	=240	// Do NOT change this line
Offset	=F94
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option

Setup Question	= Rx Clock WA
Token	=241	// Do NOT change this line
Offset	=F95
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= CDR Hang-Up Detector (C0 Only)
Token	=242	// Do NOT change this line
Offset	=F96
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= CTOC Pre-calibration
Token	=243	// Do NOT change this line
Offset	=F97
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= CTOC FPLA Patch
Token	=244	// Do NOT change this line
Offset	=F98
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= PME2ACK Timeout
Token	=245	// Do NOT change this line
Offset	=F99
Width	=01
BIOS Default =[00]1 ms 
Options	=*[00]1 ms	// Move "*" to the desired Option
         [01]10 ms
         [02]50 ms
         [03]Test Mode

Setup Question	= MCTP
Token	=246	// Do NOT change this line
Offset	=1053
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Hide PCU Func 3
Token	=247	// Do NOT change this line
Offset	=C5C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EN1K
Token	=248	// Do NOT change this line
Offset	=C5D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Dual CV IO Flow
Token	=249	// Do NOT change this line
Offset	=C5E
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= ASC response selection
Token	=24A	// Do NOT change this line
Offset	=F9B
Width	=01
BIOS Default =[00]TSWTHR0 
Options	=*[00]TSWTHR0	// Move "*" to the desired Option
         [01]TSWTHR1

Setup Question	= PCIE Coherent Read Partial
Token	=24B	// Do NOT change this line
Offset	=55F
Width	=01
BIOS Default =[00]PCIRdCur Setting 
Options	=*[00]PCIRdCur Setting	// Move "*" to the desired Option
         [01]CRd Setting
         [02]DRd Setting
         [03]RFO Setting

Setup Question	= PCIE Coherent Read Full
Token	=24C	// Do NOT change this line
Offset	=560
Width	=01
BIOS Default =[00]PCIRdCur Setting 
Options	=*[00]PCIRdCur Setting	// Move "*" to the desired Option
         [01]CRd Setting
         [02]DRd Setting
         [03]RFO Setting

Setup Question	= PCI-E Completion Timeout (Global)
Token	=24D	// Do NOT change this line
Offset	=555
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= PCI-E Global Timeout Value
Token	=24E	// Do NOT change this line
Offset	=556
Width	=01
BIOS Default =[09]260ms to 900ms 
Options	=[00]50 s to 10ms	// Move "*" to the desired Option
         [05]16ms to 55ms
         [06]65ms to 210ms
         *[09]260ms to 900ms
         [0A]1s to 3.5s
         [0D]4s to 13s
         [0E]17s to 64s

Setup Question	= PCI-E ASPM (Global)
Token	=24F	// Do NOT change this line
Offset	=561
Width	=01
BIOS Default =[02]L1 Only 
Options	=[00]Disable	// Move "*" to the desired Option
         *[02]L1 Only

Setup Question	= CTLE 1A
Token	=250	// Do NOT change this line
Offset	=8AA
Width	=01
BIOS Default =[02]2 
Options	=[00]0	// Move "*" to the desired Option
         [01]1
         *[02]2
         [03]3
         [04]4
         [05]5
         [06]6
         [07]7
         [08]8
         [09]9
         [0A]A
         [0B]B
         [0C]C
         [0D]D
         [0E]E
         [0F]F
         [10]10
         [11]11
         [12]12
         [13]13
         [14]14
         [15]15
         [16]16
         [17]17
         [18]18
         [19]19
         [1A]1A
         [1B]1B
         [1C]1C
         [1D]1D
         [1E]1E
         [1F]1F

Setup Question	= CTLE 2A
Token	=251	// Do NOT change this line
Offset	=8AC
Width	=01
BIOS Default =[02]2 
Options	=[00]0	// Move "*" to the desired Option
         [01]1
         *[02]2
         [03]3
         [04]4
         [05]5
         [06]6
         [07]7
         [08]8
         [09]9
         [0A]A
         [0B]B
         [0C]C
         [0D]D
         [0E]E
         [0F]F
         [10]10
         [11]11
         [12]12
         [13]13
         [14]14
         [15]15
         [16]16
         [17]17
         [18]18
         [19]19
         [1A]1A
         [1B]1B
         [1C]1C
         [1D]1D
         [1E]1E
         [1F]1F

Setup Question	= CTLE 3C
Token	=252	// Do NOT change this line
Offset	=8B3
Width	=01
BIOS Default =[02]2 
Options	=[00]0	// Move "*" to the desired Option
         [01]1
         *[02]2
         [03]3
         [04]4
         [05]5
         [06]6
         [07]7
         [08]8
         [09]9
         [0A]A
         [0B]B
         [0C]C
         [0D]D
         [0E]E
         [0F]F
         [10]10
         [11]11
         [12]12
         [13]13
         [14]14
         [15]15
         [16]16
         [17]17
         [18]18
         [19]19
         [1A]1A
         [1B]1B
         [1C]1C
         [1D]1D
         [1E]1E
         [1F]1F

Setup Question	= PCIE Stop & Scream Support
Token	=253	// Do NOT change this line
Offset	=562
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Snoop Response Hold Off
Token	=254	// Do NOT change this line
Offset	=563
Width	=01
BIOS Default =6 
Value	=6

Setup Question	= IOU2 (IIO PCIe Port 1)
Token	=255	// Do NOT change this line
Offset	=551
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4	// Move "*" to the desired Option
         [01]x8
         *[FF]Auto

Setup Question	= IOU0 (IIO PCIe Port 2)
Token	=256	// Do NOT change this line
Offset	=549
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4x4x4	// Move "*" to the desired Option
         [01]x4x4x8
         [02]x8x4x4
         [03]x8x8
         [04]x16
         *[FF]Auto

Setup Question	= IOU1 (IIO PCIe Port 3)
Token	=257	// Do NOT change this line
Offset	=54D
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4x4x4	// Move "*" to the desired Option
         [01]x4x4x8
         [02]x8x4x4
         [03]x8x8
         [04]x16
         *[FF]Auto

Setup Question	= PCI-E Completion Timeout
Token	=258	// Do NOT change this line
Offset	=557
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= PCI-E Completion Timeout Value
Token	=259	// Do NOT change this line
Offset	=55B
Width	=01
BIOS Default =[09]260ms to 900ms 
Options	=[00]50 s to 10ms	// Move "*" to the desired Option
         [05]16ms to 55ms
         [06]65ms to 210ms
         *[09]260ms to 900ms
         [0A]1s to 3.5s
         [0D]4s to 13s
         [0E]17s to 64s

Setup Question	= No PCIe port active ECO
Token	=25A	// Do NOT change this line
Offset	=FA5
Width	=01
BIOS Default =[01]PCU Squelch exit ignore option 
Options	=*[01]PCU Squelch exit ignore option	// Move "*" to the desired Option
         [02]Reset the SQ FLOP by CSR option

Setup Question	= IOU0 Non-Posted Prefetch
Token	=267	// Do NOT change this line
Offset	=163F
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= IOU1 Non-Posted Prefetch
Token	=268	// Do NOT change this line
Offset	=1643
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= IOU2 Non-Posted Prefetch
Token	=269	// Do NOT change this line
Offset	=1647
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= IOU2 (IIO PCIe Port 1)
Token	=26A	// Do NOT change this line
Offset	=552
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4	// Move "*" to the desired Option
         [01]x8
         *[FF]Auto

Setup Question	= IOU0 (IIO PCIe Port 2)
Token	=26B	// Do NOT change this line
Offset	=54A
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4x4x4	// Move "*" to the desired Option
         [01]x4x4x8
         [02]x8x4x4
         [03]x8x8
         [04]x16
         *[FF]Auto

Setup Question	= IOU1 (IIO PCIe Port 3)
Token	=26C	// Do NOT change this line
Offset	=54E
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4x4x4	// Move "*" to the desired Option
         [01]x4x4x8
         [02]x8x4x4
         [03]x8x8
         [04]x16
         *[FF]Auto

Setup Question	= PCI-E Completion Timeout
Token	=26D	// Do NOT change this line
Offset	=558
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= PCI-E Completion Timeout Value
Token	=26E	// Do NOT change this line
Offset	=55C
Width	=01
BIOS Default =[09]260ms to 900ms 
Options	=[00]50 s to 10ms	// Move "*" to the desired Option
         [05]16ms to 55ms
         [06]65ms to 210ms
         *[09]260ms to 900ms
         [0A]1s to 3.5s
         [0D]4s to 13s
         [0E]17s to 64s

Setup Question	= No PCIe port active ECO
Token	=26F	// Do NOT change this line
Offset	=FA6
Width	=01
BIOS Default =[01]PCU Squelch exit ignore option 
Options	=*[01]PCU Squelch exit ignore option	// Move "*" to the desired Option
         [02]Reset the SQ FLOP by CSR option

Setup Question	= IOU0 Non-Posted Prefetch
Token	=27B	// Do NOT change this line
Offset	=1640
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= IOU1 Non-Posted Prefetch
Token	=27C	// Do NOT change this line
Offset	=1644
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= IOU2 Non-Posted Prefetch
Token	=27D	// Do NOT change this line
Offset	=1648
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= IOU2 (IIO PCIe Port 1)
Token	=27E	// Do NOT change this line
Offset	=553
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4	// Move "*" to the desired Option
         [01]x8
         *[FF]Auto

Setup Question	= IOU0 (IIO PCIe Port 2)
Token	=27F	// Do NOT change this line
Offset	=54B
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4x4x4	// Move "*" to the desired Option
         [01]x4x4x8
         [02]x8x4x4
         [03]x8x8
         [04]x16
         *[FF]Auto

Setup Question	= IOU1 (IIO PCIe Port 3)
Token	=280	// Do NOT change this line
Offset	=54F
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4x4x4	// Move "*" to the desired Option
         [01]x4x4x8
         [02]x8x4x4
         [03]x8x8
         [04]x16
         *[FF]Auto

Setup Question	= PCI-E Completion Timeout
Token	=281	// Do NOT change this line
Offset	=559
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= PCI-E Completion Timeout Value
Token	=282	// Do NOT change this line
Offset	=55D
Width	=01
BIOS Default =[09]260ms to 900ms 
Options	=[00]50 s to 10ms	// Move "*" to the desired Option
         [05]16ms to 55ms
         [06]65ms to 210ms
         *[09]260ms to 900ms
         [0A]1s to 3.5s
         [0D]4s to 13s
         [0E]17s to 64s

Setup Question	= No PCIe port active ECO
Token	=283	// Do NOT change this line
Offset	=FA7
Width	=01
BIOS Default =[01]PCU Squelch exit ignore option 
Options	=*[01]PCU Squelch exit ignore option	// Move "*" to the desired Option
         [02]Reset the SQ FLOP by CSR option

Setup Question	= IOU0 Non-Posted Prefetch
Token	=28F	// Do NOT change this line
Offset	=1641
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= IOU1 Non-Posted Prefetch
Token	=290	// Do NOT change this line
Offset	=1645
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= IOU2 Non-Posted Prefetch
Token	=291	// Do NOT change this line
Offset	=1649
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= IOU2 (IIO PCIe Port 1)
Token	=292	// Do NOT change this line
Offset	=554
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4	// Move "*" to the desired Option
         [01]x8
         *[FF]Auto

Setup Question	= IOU0 (IIO PCIe Port 2)
Token	=293	// Do NOT change this line
Offset	=54C
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4x4x4	// Move "*" to the desired Option
         [01]x4x4x8
         [02]x8x4x4
         [03]x8x8
         [04]x16
         *[FF]Auto

Setup Question	= IOU1 (IIO PCIe Port 3)
Token	=294	// Do NOT change this line
Offset	=550
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4x4x4	// Move "*" to the desired Option
         [01]x4x4x8
         [02]x8x4x4
         [03]x8x8
         [04]x16
         *[FF]Auto

Setup Question	= PCI-E Completion Timeout
Token	=295	// Do NOT change this line
Offset	=55A
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= PCI-E Completion Timeout Value
Token	=296	// Do NOT change this line
Offset	=55E
Width	=01
BIOS Default =[09]260ms to 900ms 
Options	=[00]50 s to 10ms	// Move "*" to the desired Option
         [05]16ms to 55ms
         [06]65ms to 210ms
         *[09]260ms to 900ms
         [0A]1s to 3.5s
         [0D]4s to 13s
         [0E]17s to 64s

Setup Question	= No PCIe port active ECO
Token	=297	// Do NOT change this line
Offset	=FA8
Width	=01
BIOS Default =[01]PCU Squelch exit ignore option 
Options	=*[01]PCU Squelch exit ignore option	// Move "*" to the desired Option
         [02]Reset the SQ FLOP by CSR option

Setup Question	= IOU0 Non-Posted Prefetch
Token	=2A3	// Do NOT change this line
Offset	=1642
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= IOU1 Non-Posted Prefetch
Token	=2A4	// Do NOT change this line
Offset	=1646
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= IOU2 Non-Posted Prefetch
Token	=2A5	// Do NOT change this line
Offset	=164A
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= TXT DPR memory setting
Token	=2A6	// Do NOT change this line
Offset	=30A
Width	=01
BIOS Default =[03]3M DPR 
Options	=[01]1M DPR	// Move "*" to the desired Option
         *[03]3M DPR
         [40]64M DPR
         [80]128M DPR
         [FF]255M DPR

Setup Question	= IIO IOAPIC
Token	=2A7	// Do NOT change this line
Offset	=1188
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IOAPIC
Token	=2A8	// Do NOT change this line
Offset	=1189
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IOAPIC
Token	=2A9	// Do NOT change this line
Offset	=118A
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IOAPIC
Token	=2AA	// Do NOT change this line
Offset	=118B
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= VTd Azalea VCp Optimizations
Token	=2AB	// Do NOT change this line
Offset	=301
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= VT-d
Token	=2AC	// Do NOT change this line
Offset	=302
Width	=01
BIOS Default =[01]Enable 
Options	=*[01]Enable	// Move "*" to the desired Option
         [00]Disable

Setup Question	= ACS Control
Token	=2AD	// Do NOT change this line
Offset	=1673
Width	=01
BIOS Default =[01]Enable 
Options	=*[01]Enable	// Move "*" to the desired Option
         [00]Disable

Setup Question	= Interrupt Remapping
Token	=2AE	// Do NOT change this line
Offset	=303
Width	=01
BIOS Default =[01]Enable 
Options	=*[01]Enable	// Move "*" to the desired Option
         [00]Disable

Setup Question	= Coherency Support (Non-Isoch)
Token	=2AF	// Do NOT change this line
Offset	=305
Width	=01
BIOS Default =[01]Enable 
Options	=*[01]Enable	// Move "*" to the desired Option
         [00]Disable

Setup Question	= Coherency Support (Isoch)
Token	=2B0	// Do NOT change this line
Offset	=306
Width	=01
BIOS Default =[01]Enable 
Options	=*[01]Enable	// Move "*" to the desired Option
         [00]Disable

Setup Question	= Enable IOAT
Token	=2BD	// Do NOT change this line
Offset	=BAC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2BE	// Do NOT change this line
Offset	=BAD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Disable TPH
Token	=2BF	// Do NOT change this line
Offset	=BF3
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Relaxed Ordering
Token	=2C0	// Do NOT change this line
Offset	=BF4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Apply BDX CBDMA ECO
Token	=2C1	// Do NOT change this line
Offset	=1680
Width	=01
BIOS Default =[00]no 
Options	=[01]yes	// Move "*" to the desired Option
         *[00]no

Setup Question	= DCA
Token	=2C2	// Do NOT change this line
Offset	=BAE
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= DMA
Token	=2C3	// Do NOT change this line
Offset	=BB2
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2C4	// Do NOT change this line
Offset	=BD2
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2C5	// Do NOT change this line
Offset	=BB3
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2C6	// Do NOT change this line
Offset	=BD3
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2C7	// Do NOT change this line
Offset	=BB4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2C8	// Do NOT change this line
Offset	=BD4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2C9	// Do NOT change this line
Offset	=BB5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2CA	// Do NOT change this line
Offset	=BD5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2CB	// Do NOT change this line
Offset	=BB6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2CC	// Do NOT change this line
Offset	=BD6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2CD	// Do NOT change this line
Offset	=BB7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2CE	// Do NOT change this line
Offset	=BD7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2CF	// Do NOT change this line
Offset	=BB8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2D0	// Do NOT change this line
Offset	=BD8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2D1	// Do NOT change this line
Offset	=BB9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2D2	// Do NOT change this line
Offset	=BD9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DCA
Token	=2D3	// Do NOT change this line
Offset	=BAF
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= DMA
Token	=2D4	// Do NOT change this line
Offset	=BBA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2D5	// Do NOT change this line
Offset	=BDA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2D6	// Do NOT change this line
Offset	=BBB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2D7	// Do NOT change this line
Offset	=BDB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2D8	// Do NOT change this line
Offset	=BBC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2D9	// Do NOT change this line
Offset	=BDC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2DA	// Do NOT change this line
Offset	=BBD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2DB	// Do NOT change this line
Offset	=BDD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2DC	// Do NOT change this line
Offset	=BBE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2DD	// Do NOT change this line
Offset	=BDE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2DE	// Do NOT change this line
Offset	=BBF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2DF	// Do NOT change this line
Offset	=BDF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2E0	// Do NOT change this line
Offset	=BC0
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2E1	// Do NOT change this line
Offset	=BE0
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2E2	// Do NOT change this line
Offset	=BC1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2E3	// Do NOT change this line
Offset	=BE1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DCA
Token	=2E4	// Do NOT change this line
Offset	=BB0
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= DMA
Token	=2E5	// Do NOT change this line
Offset	=BC2
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2E6	// Do NOT change this line
Offset	=BE2
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2E7	// Do NOT change this line
Offset	=BC3
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2E8	// Do NOT change this line
Offset	=BE3
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2E9	// Do NOT change this line
Offset	=BC4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2EA	// Do NOT change this line
Offset	=BE4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2EB	// Do NOT change this line
Offset	=BC5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2EC	// Do NOT change this line
Offset	=BE5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2ED	// Do NOT change this line
Offset	=BC6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2EE	// Do NOT change this line
Offset	=BE6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2EF	// Do NOT change this line
Offset	=BC7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2F0	// Do NOT change this line
Offset	=BE7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2F1	// Do NOT change this line
Offset	=BC8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2F2	// Do NOT change this line
Offset	=BE8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2F3	// Do NOT change this line
Offset	=BC9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2F4	// Do NOT change this line
Offset	=BE9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DCA
Token	=2F5	// Do NOT change this line
Offset	=BB1
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= DMA
Token	=2F6	// Do NOT change this line
Offset	=BCA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2F7	// Do NOT change this line
Offset	=BEA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2F8	// Do NOT change this line
Offset	=BCB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2F9	// Do NOT change this line
Offset	=BEB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2FA	// Do NOT change this line
Offset	=BCC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2FB	// Do NOT change this line
Offset	=BEC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2FC	// Do NOT change this line
Offset	=BCD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2FD	// Do NOT change this line
Offset	=BED
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=2FE	// Do NOT change this line
Offset	=BCE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=2FF	// Do NOT change this line
Offset	=BEE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=300	// Do NOT change this line
Offset	=BCF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=301	// Do NOT change this line
Offset	=BEF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=302	// Do NOT change this line
Offset	=BD0
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=303	// Do NOT change this line
Offset	=BF0
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= DMA
Token	=304	// Do NOT change this line
Offset	=BD1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= No Snoop
Token	=305	// Do NOT change this line
Offset	=BF1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Support PCIe SSD cache
Token	=306	// Do NOT change this line
Offset	=1653
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Link Speed
Token	=307	// Do NOT change this line
Offset	=825
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)

Setup Question	= Override Max Link Width
Token	=308	// Do NOT change this line
Offset	=1613
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=309	// Do NOT change this line
Offset	=87D
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=30A	// Do NOT change this line
Offset	=5BD
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=30B	// Do NOT change this line
Offset	=5E9
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=30C	// Do NOT change this line
Offset	=615
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=30D	// Do NOT change this line
Offset	=641
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=30E	// Do NOT change this line
Offset	=591
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=30F	// Do NOT change this line
Offset	=66D
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=310	// Do NOT change this line
Offset	=699
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=311	// Do NOT change this line
Offset	=6C5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=312	// Do NOT change this line
Offset	=6F1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=313	// Do NOT change this line
Offset	=851
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=314	// Do NOT change this line
Offset	=8D5
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= Fatal Err Over
Token	=315	// Do NOT change this line
Offset	=901
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=316	// Do NOT change this line
Offset	=92D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=317	// Do NOT change this line
Offset	=959
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=318	// Do NOT change this line
Offset	=985
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=319	// Do NOT change this line
Offset	=9B1
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=31A	// Do NOT change this line
Offset	=A09
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=31B	// Do NOT change this line
Offset	=A35
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=31C	// Do NOT change this line
Offset	=AA3
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PCI-E Port
Token	=31E	// Do NOT change this line
Offset	=74A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=31F	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=320	// Do NOT change this line
Offset	=414
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=321	// Do NOT change this line
Offset	=566
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Mezzanize Card Speed
Token	=322	// Do NOT change this line
Offset	=826
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=323	// Do NOT change this line
Offset	=1614
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=324	// Do NOT change this line
Offset	=87E
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=325	// Do NOT change this line
Offset	=5BE
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=326	// Do NOT change this line
Offset	=5EA
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=327	// Do NOT change this line
Offset	=616
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=328	// Do NOT change this line
Offset	=642
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=329	// Do NOT change this line
Offset	=592
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=32A	// Do NOT change this line
Offset	=66E
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=32B	// Do NOT change this line
Offset	=69A
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=32C	// Do NOT change this line
Offset	=6C6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=32D	// Do NOT change this line
Offset	=6F2
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=32E	// Do NOT change this line
Offset	=852
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=32F	// Do NOT change this line
Offset	=8D6
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=330	// Do NOT change this line
Offset	=902
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=331	// Do NOT change this line
Offset	=92E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=332	// Do NOT change this line
Offset	=95A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=333	// Do NOT change this line
Offset	=986
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=334	// Do NOT change this line
Offset	=9B2
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=335	// Do NOT change this line
Offset	=A0A
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=336	// Do NOT change this line
Offset	=A36
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=337	// Do NOT change this line
Offset	=AA4
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=338	// Do NOT change this line
Offset	=AE6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=339	// Do NOT change this line
Offset	=B12
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=33A	// Do NOT change this line
Offset	=CF2
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=33B	// Do NOT change this line
Offset	=D1E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=33C	// Do NOT change this line
Offset	=D76
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=33D	// Do NOT change this line
Offset	=DCE
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=33E	// Do NOT change this line
Offset	=DFA
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=33F	// Do NOT change this line
Offset	=E26
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=340	// Do NOT change this line
Offset	=DA2
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=341	// Do NOT change this line
Offset	=E52
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=342	// Do NOT change this line
Offset	=E7E
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=343	// Do NOT change this line
Offset	=EAA
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=344	// Do NOT change this line
Offset	=D4A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=345	// Do NOT change this line
Offset	=ED6
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=346	// Do NOT change this line
Offset	=F02
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=347	// Do NOT change this line
Offset	=F2E
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=348	// Do NOT change this line
Offset	=F5A
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=349	// Do NOT change this line
Offset	=BF9
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=34B	// Do NOT change this line
Offset	=15E8
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=34C	// Do NOT change this line
Offset	=74B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=34D	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=34E	// Do NOT change this line
Offset	=415
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=34F	// Do NOT change this line
Offset	=567
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=350	// Do NOT change this line
Offset	=827
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=351	// Do NOT change this line
Offset	=1615
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=352	// Do NOT change this line
Offset	=87F
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=353	// Do NOT change this line
Offset	=5BF
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=354	// Do NOT change this line
Offset	=5EB
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=355	// Do NOT change this line
Offset	=617
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=356	// Do NOT change this line
Offset	=643
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=357	// Do NOT change this line
Offset	=593
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=358	// Do NOT change this line
Offset	=66F
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=359	// Do NOT change this line
Offset	=69B
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=35A	// Do NOT change this line
Offset	=6C7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=35B	// Do NOT change this line
Offset	=6F3
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=35C	// Do NOT change this line
Offset	=853
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=35D	// Do NOT change this line
Offset	=8D7
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=35E	// Do NOT change this line
Offset	=903
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=35F	// Do NOT change this line
Offset	=92F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=360	// Do NOT change this line
Offset	=95B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=361	// Do NOT change this line
Offset	=987
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=362	// Do NOT change this line
Offset	=9B3
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=363	// Do NOT change this line
Offset	=A0B
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=364	// Do NOT change this line
Offset	=A37
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=365	// Do NOT change this line
Offset	=AA5
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=366	// Do NOT change this line
Offset	=AE7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=367	// Do NOT change this line
Offset	=B13
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=368	// Do NOT change this line
Offset	=CF3
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=369	// Do NOT change this line
Offset	=D1F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=36A	// Do NOT change this line
Offset	=D77
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=36B	// Do NOT change this line
Offset	=DCF
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=36C	// Do NOT change this line
Offset	=DFB
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=36D	// Do NOT change this line
Offset	=E27
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=36E	// Do NOT change this line
Offset	=DA3
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=36F	// Do NOT change this line
Offset	=E53
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=370	// Do NOT change this line
Offset	=E7F
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=371	// Do NOT change this line
Offset	=EAB
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=372	// Do NOT change this line
Offset	=D4B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=373	// Do NOT change this line
Offset	=ED7
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=374	// Do NOT change this line
Offset	=F03
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=375	// Do NOT change this line
Offset	=F2F
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=376	// Do NOT change this line
Offset	=F5B
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=377	// Do NOT change this line
Offset	=BFA
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=379	// Do NOT change this line
Offset	=15E9
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=37A	// Do NOT change this line
Offset	=74C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=37B	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=37C	// Do NOT change this line
Offset	=416
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=37D	// Do NOT change this line
Offset	=568
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= PCIE 1 and 2 UpStream Link Speed
Token	=37E	// Do NOT change this line
Offset	=828
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=37F	// Do NOT change this line
Offset	=1616
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=380	// Do NOT change this line
Offset	=880
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=381	// Do NOT change this line
Offset	=5C0
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=382	// Do NOT change this line
Offset	=5EC
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=383	// Do NOT change this line
Offset	=618
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=384	// Do NOT change this line
Offset	=644
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=385	// Do NOT change this line
Offset	=594
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=386	// Do NOT change this line
Offset	=670
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=387	// Do NOT change this line
Offset	=69C
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=388	// Do NOT change this line
Offset	=6C8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=389	// Do NOT change this line
Offset	=6F4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=38A	// Do NOT change this line
Offset	=854
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=38B	// Do NOT change this line
Offset	=8D8
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=38C	// Do NOT change this line
Offset	=904
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=38D	// Do NOT change this line
Offset	=930
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=38E	// Do NOT change this line
Offset	=95C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=38F	// Do NOT change this line
Offset	=988
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=390	// Do NOT change this line
Offset	=9B4
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=391	// Do NOT change this line
Offset	=A0C
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=392	// Do NOT change this line
Offset	=A38
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=393	// Do NOT change this line
Offset	=AA6
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=394	// Do NOT change this line
Offset	=AE8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=395	// Do NOT change this line
Offset	=B14
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=396	// Do NOT change this line
Offset	=CF4
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=397	// Do NOT change this line
Offset	=D20
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=398	// Do NOT change this line
Offset	=D78
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=399	// Do NOT change this line
Offset	=DD0
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=39A	// Do NOT change this line
Offset	=DFC
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=39B	// Do NOT change this line
Offset	=E28
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=39C	// Do NOT change this line
Offset	=DA4
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=39D	// Do NOT change this line
Offset	=E54
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=39E	// Do NOT change this line
Offset	=E80
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=39F	// Do NOT change this line
Offset	=EAC
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=3A0	// Do NOT change this line
Offset	=D4C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=3A1	// Do NOT change this line
Offset	=ED8
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=3A2	// Do NOT change this line
Offset	=F04
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=3A3	// Do NOT change this line
Offset	=F30
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=3A4	// Do NOT change this line
Offset	=F5C
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=3A5	// Do NOT change this line
Offset	=BFB
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=3A7	// Do NOT change this line
Offset	=15EA
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=3A8	// Do NOT change this line
Offset	=74D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=3A9	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=3AA	// Do NOT change this line
Offset	=417
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=3AB	// Do NOT change this line
Offset	=569
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=3AC	// Do NOT change this line
Offset	=829
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=3AD	// Do NOT change this line
Offset	=1617
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=3AE	// Do NOT change this line
Offset	=881
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=3AF	// Do NOT change this line
Offset	=5C1
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=3B0	// Do NOT change this line
Offset	=5ED
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=3B1	// Do NOT change this line
Offset	=619
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=3B2	// Do NOT change this line
Offset	=645
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=3B3	// Do NOT change this line
Offset	=595
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=3B4	// Do NOT change this line
Offset	=671
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=3B5	// Do NOT change this line
Offset	=69D
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=3B6	// Do NOT change this line
Offset	=6C9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=3B7	// Do NOT change this line
Offset	=6F5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=3B8	// Do NOT change this line
Offset	=855
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=3B9	// Do NOT change this line
Offset	=8D9
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=3BA	// Do NOT change this line
Offset	=905
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=3BB	// Do NOT change this line
Offset	=931
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=3BC	// Do NOT change this line
Offset	=95D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=3BD	// Do NOT change this line
Offset	=989
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=3BE	// Do NOT change this line
Offset	=9B5
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=3BF	// Do NOT change this line
Offset	=A0D
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=3C0	// Do NOT change this line
Offset	=A39
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=3C1	// Do NOT change this line
Offset	=AA7
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=3C2	// Do NOT change this line
Offset	=AE9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=3C3	// Do NOT change this line
Offset	=B15
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=3C4	// Do NOT change this line
Offset	=CF5
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=3C5	// Do NOT change this line
Offset	=D21
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=3C6	// Do NOT change this line
Offset	=D79
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=3C7	// Do NOT change this line
Offset	=DD1
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=3C8	// Do NOT change this line
Offset	=DFD
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=3C9	// Do NOT change this line
Offset	=E29
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=3CA	// Do NOT change this line
Offset	=DA5
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=3CB	// Do NOT change this line
Offset	=E55
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=3CC	// Do NOT change this line
Offset	=E81
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=3CD	// Do NOT change this line
Offset	=EAD
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=3CE	// Do NOT change this line
Offset	=D4D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=3CF	// Do NOT change this line
Offset	=ED9
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=3D0	// Do NOT change this line
Offset	=F05
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=3D1	// Do NOT change this line
Offset	=F31
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=3D2	// Do NOT change this line
Offset	=F5D
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=3D3	// Do NOT change this line
Offset	=BFC
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=3D5	// Do NOT change this line
Offset	=15EB
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=3D6	// Do NOT change this line
Offset	=74E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=3D7	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=3D8	// Do NOT change this line
Offset	=418
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=3D9	// Do NOT change this line
Offset	=56A
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=3DA	// Do NOT change this line
Offset	=82A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=3DB	// Do NOT change this line
Offset	=1618
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=3DC	// Do NOT change this line
Offset	=882
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=3DD	// Do NOT change this line
Offset	=5C2
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=3DE	// Do NOT change this line
Offset	=5EE
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=3DF	// Do NOT change this line
Offset	=61A
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=3E0	// Do NOT change this line
Offset	=646
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=3E1	// Do NOT change this line
Offset	=596
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=3E2	// Do NOT change this line
Offset	=672
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=3E3	// Do NOT change this line
Offset	=69E
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=3E4	// Do NOT change this line
Offset	=6CA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=3E5	// Do NOT change this line
Offset	=6F6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=3E6	// Do NOT change this line
Offset	=856
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=3E7	// Do NOT change this line
Offset	=8DA
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=3E8	// Do NOT change this line
Offset	=906
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=3E9	// Do NOT change this line
Offset	=932
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=3EA	// Do NOT change this line
Offset	=95E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=3EB	// Do NOT change this line
Offset	=98A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=3EC	// Do NOT change this line
Offset	=9B6
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=3ED	// Do NOT change this line
Offset	=A0E
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=3EE	// Do NOT change this line
Offset	=A3A
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=3EF	// Do NOT change this line
Offset	=AA8
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=3F0	// Do NOT change this line
Offset	=AEA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=3F1	// Do NOT change this line
Offset	=B16
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=3F2	// Do NOT change this line
Offset	=CF6
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=3F3	// Do NOT change this line
Offset	=D22
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=3F4	// Do NOT change this line
Offset	=D7A
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=3F5	// Do NOT change this line
Offset	=DD2
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=3F6	// Do NOT change this line
Offset	=DFE
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=3F7	// Do NOT change this line
Offset	=E2A
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=3F8	// Do NOT change this line
Offset	=DA6
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=3F9	// Do NOT change this line
Offset	=E56
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=3FA	// Do NOT change this line
Offset	=E82
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=3FB	// Do NOT change this line
Offset	=EAE
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=3FC	// Do NOT change this line
Offset	=D4E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=3FD	// Do NOT change this line
Offset	=EDA
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=3FE	// Do NOT change this line
Offset	=F06
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=3FF	// Do NOT change this line
Offset	=F32
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=400	// Do NOT change this line
Offset	=F5E
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=401	// Do NOT change this line
Offset	=BFD
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=403	// Do NOT change this line
Offset	=15EC
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=404	// Do NOT change this line
Offset	=74F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=405	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=406	// Do NOT change this line
Offset	=419
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=407	// Do NOT change this line
Offset	=56B
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=408	// Do NOT change this line
Offset	=82B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=409	// Do NOT change this line
Offset	=1619
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=40A	// Do NOT change this line
Offset	=883
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=40B	// Do NOT change this line
Offset	=5C3
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=40C	// Do NOT change this line
Offset	=5EF
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=40D	// Do NOT change this line
Offset	=61B
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=40E	// Do NOT change this line
Offset	=647
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=40F	// Do NOT change this line
Offset	=597
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=410	// Do NOT change this line
Offset	=673
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=411	// Do NOT change this line
Offset	=69F
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=412	// Do NOT change this line
Offset	=6CB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=413	// Do NOT change this line
Offset	=6F7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=414	// Do NOT change this line
Offset	=857
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=415	// Do NOT change this line
Offset	=8DB
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=416	// Do NOT change this line
Offset	=907
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=417	// Do NOT change this line
Offset	=933
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=418	// Do NOT change this line
Offset	=95F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=419	// Do NOT change this line
Offset	=98B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=41A	// Do NOT change this line
Offset	=9B7
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=41B	// Do NOT change this line
Offset	=A0F
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=41C	// Do NOT change this line
Offset	=A3B
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=41D	// Do NOT change this line
Offset	=AA9
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=41E	// Do NOT change this line
Offset	=AEB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=41F	// Do NOT change this line
Offset	=B17
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=420	// Do NOT change this line
Offset	=CF7
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=421	// Do NOT change this line
Offset	=D23
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=422	// Do NOT change this line
Offset	=D7B
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=423	// Do NOT change this line
Offset	=DD3
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=424	// Do NOT change this line
Offset	=DFF
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=425	// Do NOT change this line
Offset	=E2B
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=426	// Do NOT change this line
Offset	=DA7
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=427	// Do NOT change this line
Offset	=E57
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=428	// Do NOT change this line
Offset	=E83
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=429	// Do NOT change this line
Offset	=EAF
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=42A	// Do NOT change this line
Offset	=D4F
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=42B	// Do NOT change this line
Offset	=EDB
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=42C	// Do NOT change this line
Offset	=F07
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=42D	// Do NOT change this line
Offset	=F33
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=42E	// Do NOT change this line
Offset	=F5F
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=42F	// Do NOT change this line
Offset	=BFE
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=431	// Do NOT change this line
Offset	=15ED
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=432	// Do NOT change this line
Offset	=750
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=433	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=434	// Do NOT change this line
Offset	=41A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=435	// Do NOT change this line
Offset	=56C
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= PCIE 3 and 4 UpStream Link Speed
Token	=436	// Do NOT change this line
Offset	=82C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=437	// Do NOT change this line
Offset	=161A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=438	// Do NOT change this line
Offset	=884
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=439	// Do NOT change this line
Offset	=5C4
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=43A	// Do NOT change this line
Offset	=5F0
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=43B	// Do NOT change this line
Offset	=61C
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=43C	// Do NOT change this line
Offset	=648
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=43D	// Do NOT change this line
Offset	=598
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=43E	// Do NOT change this line
Offset	=674
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=43F	// Do NOT change this line
Offset	=6A0
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=440	// Do NOT change this line
Offset	=6CC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=441	// Do NOT change this line
Offset	=6F8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=442	// Do NOT change this line
Offset	=858
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=443	// Do NOT change this line
Offset	=8DC
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=444	// Do NOT change this line
Offset	=908
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=445	// Do NOT change this line
Offset	=934
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=446	// Do NOT change this line
Offset	=960
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=447	// Do NOT change this line
Offset	=98C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=448	// Do NOT change this line
Offset	=9B8
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=449	// Do NOT change this line
Offset	=A10
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=44A	// Do NOT change this line
Offset	=A3C
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=44B	// Do NOT change this line
Offset	=AAA
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=44C	// Do NOT change this line
Offset	=AEC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=44D	// Do NOT change this line
Offset	=B18
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=44E	// Do NOT change this line
Offset	=CF8
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=44F	// Do NOT change this line
Offset	=D24
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=450	// Do NOT change this line
Offset	=D7C
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=451	// Do NOT change this line
Offset	=DD4
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=452	// Do NOT change this line
Offset	=E00
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=453	// Do NOT change this line
Offset	=E2C
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=454	// Do NOT change this line
Offset	=DA8
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=455	// Do NOT change this line
Offset	=E58
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=456	// Do NOT change this line
Offset	=E84
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=457	// Do NOT change this line
Offset	=EB0
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=458	// Do NOT change this line
Offset	=D50
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=459	// Do NOT change this line
Offset	=EDC
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=45A	// Do NOT change this line
Offset	=F08
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=45B	// Do NOT change this line
Offset	=F34
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=45C	// Do NOT change this line
Offset	=F60
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Non-Transparent Bridge PCIe Port Definition
Token	=45D	// Do NOT change this line
Offset	=CBD
Width	=01
BIOS Default =[03]Auto 
Options	=[00]Transparent Bridge	// Move "*" to the desired Option
         [01]NTB to NTB
         [02]NTB to RP
         *[03]Auto

Setup Question	= Enable NTB BARs
Token	=45E	// Do NOT change this line
Offset	=CC1
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Enable SPLIT BARs
Token	=45F	// Do NOT change this line
Offset	=CC5
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Primary BAR 23 Size
Token	=460	// Do NOT change this line
Offset	=CC9
Width	=01
BIOS Default =<22> 
Value	=<22>

Setup Question	= Primary BAR 4 Size
Token	=461	// Do NOT change this line
Offset	=CD1
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Primary BAR 5 Size
Token	=462	// Do NOT change this line
Offset	=CD5
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Primary BAR 45 Size
Token	=463	// Do NOT change this line
Offset	=CCD
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 23 Size
Token	=464	// Do NOT change this line
Offset	=CD9
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 4 Size
Token	=465	// Do NOT change this line
Offset	=CE1
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 5 Size
Token	=466	// Do NOT change this line
Offset	=CE5
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 45 Size
Token	=467	// Do NOT change this line
Offset	=CDD
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 0/1 Prefetchable
Token	=468	// Do NOT change this line
Offset	=CE9
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Crosslink control Override
Token	=469	// Do NOT change this line
Offset	=CED
Width	=01
BIOS Default =[01]Auto 
Options	=*[01]Auto	// Move "*" to the desired Option
         [02]DSD/USP
         [03]USD/DSP

Setup Question	= Hide Port?
Token	=46A	// Do NOT change this line
Offset	=BFF
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=46C	// Do NOT change this line
Offset	=15EE
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=46D	// Do NOT change this line
Offset	=751
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=46E	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=46F	// Do NOT change this line
Offset	=41B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=470	// Do NOT change this line
Offset	=56D
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=471	// Do NOT change this line
Offset	=82D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=472	// Do NOT change this line
Offset	=161B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=473	// Do NOT change this line
Offset	=885
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=474	// Do NOT change this line
Offset	=5C5
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=475	// Do NOT change this line
Offset	=5F1
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=476	// Do NOT change this line
Offset	=61D
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=477	// Do NOT change this line
Offset	=649
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=478	// Do NOT change this line
Offset	=599
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=479	// Do NOT change this line
Offset	=675
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=47A	// Do NOT change this line
Offset	=6A1
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=47B	// Do NOT change this line
Offset	=6CD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=47C	// Do NOT change this line
Offset	=6F9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=47D	// Do NOT change this line
Offset	=859
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=47E	// Do NOT change this line
Offset	=8DD
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=47F	// Do NOT change this line
Offset	=909
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=480	// Do NOT change this line
Offset	=935
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=481	// Do NOT change this line
Offset	=961
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=482	// Do NOT change this line
Offset	=98D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=483	// Do NOT change this line
Offset	=9B9
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=484	// Do NOT change this line
Offset	=A11
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=485	// Do NOT change this line
Offset	=A3D
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=486	// Do NOT change this line
Offset	=AAB
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=487	// Do NOT change this line
Offset	=AED
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=488	// Do NOT change this line
Offset	=B19
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=489	// Do NOT change this line
Offset	=CF9
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=48A	// Do NOT change this line
Offset	=D25
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=48B	// Do NOT change this line
Offset	=D7D
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=48C	// Do NOT change this line
Offset	=DD5
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=48D	// Do NOT change this line
Offset	=E01
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=48E	// Do NOT change this line
Offset	=E2D
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=48F	// Do NOT change this line
Offset	=DA9
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=490	// Do NOT change this line
Offset	=E59
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=491	// Do NOT change this line
Offset	=E85
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=492	// Do NOT change this line
Offset	=EB1
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=493	// Do NOT change this line
Offset	=D51
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=494	// Do NOT change this line
Offset	=EDD
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=495	// Do NOT change this line
Offset	=F09
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=496	// Do NOT change this line
Offset	=F35
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=497	// Do NOT change this line
Offset	=F61
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=498	// Do NOT change this line
Offset	=C00
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=49A	// Do NOT change this line
Offset	=15EF
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=49B	// Do NOT change this line
Offset	=752
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=49C	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=49D	// Do NOT change this line
Offset	=41C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=49E	// Do NOT change this line
Offset	=56E
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=49F	// Do NOT change this line
Offset	=82E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=4A0	// Do NOT change this line
Offset	=161C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=4A1	// Do NOT change this line
Offset	=886
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=4A2	// Do NOT change this line
Offset	=5C6
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=4A3	// Do NOT change this line
Offset	=5F2
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=4A4	// Do NOT change this line
Offset	=61E
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=4A5	// Do NOT change this line
Offset	=64A
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=4A6	// Do NOT change this line
Offset	=59A
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=4A7	// Do NOT change this line
Offset	=676
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=4A8	// Do NOT change this line
Offset	=6A2
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=4A9	// Do NOT change this line
Offset	=6CE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=4AA	// Do NOT change this line
Offset	=6FA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=4AB	// Do NOT change this line
Offset	=85A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=4AC	// Do NOT change this line
Offset	=8DE
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=4AD	// Do NOT change this line
Offset	=90A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=4AE	// Do NOT change this line
Offset	=936
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=4AF	// Do NOT change this line
Offset	=962
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=4B0	// Do NOT change this line
Offset	=98E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=4B1	// Do NOT change this line
Offset	=9BA
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=4B2	// Do NOT change this line
Offset	=A12
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=4B3	// Do NOT change this line
Offset	=A3E
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=4B4	// Do NOT change this line
Offset	=AAC
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=4B5	// Do NOT change this line
Offset	=AEE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=4B6	// Do NOT change this line
Offset	=B1A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=4B7	// Do NOT change this line
Offset	=CFA
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=4B8	// Do NOT change this line
Offset	=D26
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=4B9	// Do NOT change this line
Offset	=D7E
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=4BA	// Do NOT change this line
Offset	=DD6
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=4BB	// Do NOT change this line
Offset	=E02
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=4BC	// Do NOT change this line
Offset	=E2E
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=4BD	// Do NOT change this line
Offset	=DAA
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=4BE	// Do NOT change this line
Offset	=E5A
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=4BF	// Do NOT change this line
Offset	=E86
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=4C0	// Do NOT change this line
Offset	=EB2
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=4C1	// Do NOT change this line
Offset	=D52
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=4C2	// Do NOT change this line
Offset	=EDE
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=4C3	// Do NOT change this line
Offset	=F0A
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=4C4	// Do NOT change this line
Offset	=F36
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=4C5	// Do NOT change this line
Offset	=F62
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=4C6	// Do NOT change this line
Offset	=C01
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=4C8	// Do NOT change this line
Offset	=15F0
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=4C9	// Do NOT change this line
Offset	=753
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=4CA	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=4CB	// Do NOT change this line
Offset	=41D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=4CC	// Do NOT change this line
Offset	=56F
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=4CD	// Do NOT change this line
Offset	=82F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=4CE	// Do NOT change this line
Offset	=161D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=4CF	// Do NOT change this line
Offset	=887
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=4D0	// Do NOT change this line
Offset	=5C7
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=4D1	// Do NOT change this line
Offset	=5F3
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=4D2	// Do NOT change this line
Offset	=61F
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=4D3	// Do NOT change this line
Offset	=64B
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=4D4	// Do NOT change this line
Offset	=59B
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=4D5	// Do NOT change this line
Offset	=677
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=4D6	// Do NOT change this line
Offset	=6A3
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=4D7	// Do NOT change this line
Offset	=6CF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=4D8	// Do NOT change this line
Offset	=6FB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=4D9	// Do NOT change this line
Offset	=85B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=4DA	// Do NOT change this line
Offset	=8DF
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=4DB	// Do NOT change this line
Offset	=90B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=4DC	// Do NOT change this line
Offset	=937
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=4DD	// Do NOT change this line
Offset	=963
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=4DE	// Do NOT change this line
Offset	=98F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=4DF	// Do NOT change this line
Offset	=9BB
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=4E0	// Do NOT change this line
Offset	=A13
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=4E1	// Do NOT change this line
Offset	=A3F
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=4E2	// Do NOT change this line
Offset	=AAD
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=4E3	// Do NOT change this line
Offset	=AEF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=4E4	// Do NOT change this line
Offset	=B1B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=4E5	// Do NOT change this line
Offset	=CFB
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=4E6	// Do NOT change this line
Offset	=D27
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=4E7	// Do NOT change this line
Offset	=D7F
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=4E8	// Do NOT change this line
Offset	=DD7
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=4E9	// Do NOT change this line
Offset	=E03
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=4EA	// Do NOT change this line
Offset	=E2F
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=4EB	// Do NOT change this line
Offset	=DAB
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=4EC	// Do NOT change this line
Offset	=E5B
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=4ED	// Do NOT change this line
Offset	=E87
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=4EE	// Do NOT change this line
Offset	=EB3
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=4EF	// Do NOT change this line
Offset	=D53
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=4F0	// Do NOT change this line
Offset	=EDF
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=4F1	// Do NOT change this line
Offset	=F0B
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=4F2	// Do NOT change this line
Offset	=F37
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=4F3	// Do NOT change this line
Offset	=F63
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=4F4	// Do NOT change this line
Offset	=C02
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=4F6	// Do NOT change this line
Offset	=15F1
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=4F7	// Do NOT change this line
Offset	=754
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=4F8	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=4F9	// Do NOT change this line
Offset	=41E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=4FA	// Do NOT change this line
Offset	=570
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=4FB	// Do NOT change this line
Offset	=830
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)

Setup Question	= Override Max Link Width
Token	=4FC	// Do NOT change this line
Offset	=161E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=4FD	// Do NOT change this line
Offset	=888
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=4FE	// Do NOT change this line
Offset	=5C8
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=4FF	// Do NOT change this line
Offset	=5F4
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=500	// Do NOT change this line
Offset	=620
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=501	// Do NOT change this line
Offset	=64C
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=502	// Do NOT change this line
Offset	=59C
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=503	// Do NOT change this line
Offset	=678
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=504	// Do NOT change this line
Offset	=6A4
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=505	// Do NOT change this line
Offset	=6D0
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=506	// Do NOT change this line
Offset	=6FC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=507	// Do NOT change this line
Offset	=85C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=508	// Do NOT change this line
Offset	=8E0
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=509	// Do NOT change this line
Offset	=90C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=50A	// Do NOT change this line
Offset	=938
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=50B	// Do NOT change this line
Offset	=964
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=50C	// Do NOT change this line
Offset	=990
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=50D	// Do NOT change this line
Offset	=9BC
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=50E	// Do NOT change this line
Offset	=A14
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=50F	// Do NOT change this line
Offset	=A40
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=510	// Do NOT change this line
Offset	=AAE
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=511	// Do NOT change this line
Offset	=AF0
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=512	// Do NOT change this line
Offset	=B1C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=513	// Do NOT change this line
Offset	=CFC
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=514	// Do NOT change this line
Offset	=D28
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=515	// Do NOT change this line
Offset	=D80
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=516	// Do NOT change this line
Offset	=DD8
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=517	// Do NOT change this line
Offset	=E04
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=518	// Do NOT change this line
Offset	=E30
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=519	// Do NOT change this line
Offset	=DAC
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=51A	// Do NOT change this line
Offset	=E5C
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=51B	// Do NOT change this line
Offset	=E88
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=51C	// Do NOT change this line
Offset	=EB4
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=51D	// Do NOT change this line
Offset	=D54
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=51E	// Do NOT change this line
Offset	=EE0
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=51F	// Do NOT change this line
Offset	=F0C
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=520	// Do NOT change this line
Offset	=F38
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=521	// Do NOT change this line
Offset	=F64
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=522	// Do NOT change this line
Offset	=C03
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=524	// Do NOT change this line
Offset	=15F2
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=525	// Do NOT change this line
Offset	=755
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=526	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=527	// Do NOT change this line
Offset	=41F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=528	// Do NOT change this line
Offset	=571
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=529	// Do NOT change this line
Offset	=831
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=52A	// Do NOT change this line
Offset	=161F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=52B	// Do NOT change this line
Offset	=889
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=52C	// Do NOT change this line
Offset	=5C9
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=52D	// Do NOT change this line
Offset	=5F5
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=52E	// Do NOT change this line
Offset	=621
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=52F	// Do NOT change this line
Offset	=64D
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=530	// Do NOT change this line
Offset	=59D
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=531	// Do NOT change this line
Offset	=679
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=532	// Do NOT change this line
Offset	=6A5
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=533	// Do NOT change this line
Offset	=6D1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=534	// Do NOT change this line
Offset	=6FD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=535	// Do NOT change this line
Offset	=85D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=536	// Do NOT change this line
Offset	=8E1
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=537	// Do NOT change this line
Offset	=90D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=538	// Do NOT change this line
Offset	=939
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=539	// Do NOT change this line
Offset	=965
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=53A	// Do NOT change this line
Offset	=991
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=53B	// Do NOT change this line
Offset	=9BD
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=53C	// Do NOT change this line
Offset	=A15
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=53D	// Do NOT change this line
Offset	=A41
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=53E	// Do NOT change this line
Offset	=AAF
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=53F	// Do NOT change this line
Offset	=AF1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=540	// Do NOT change this line
Offset	=B1D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=541	// Do NOT change this line
Offset	=CFD
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=542	// Do NOT change this line
Offset	=D29
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=543	// Do NOT change this line
Offset	=D81
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=544	// Do NOT change this line
Offset	=DD9
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=545	// Do NOT change this line
Offset	=E05
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=546	// Do NOT change this line
Offset	=E31
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=547	// Do NOT change this line
Offset	=DAD
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=548	// Do NOT change this line
Offset	=E5D
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=549	// Do NOT change this line
Offset	=E89
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=54A	// Do NOT change this line
Offset	=EB5
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=54B	// Do NOT change this line
Offset	=D55
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=54C	// Do NOT change this line
Offset	=EE1
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=54D	// Do NOT change this line
Offset	=F0D
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=54E	// Do NOT change this line
Offset	=F39
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=54F	// Do NOT change this line
Offset	=F65
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=550	// Do NOT change this line
Offset	=C04
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=552	// Do NOT change this line
Offset	=15F3
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=553	// Do NOT change this line
Offset	=756
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=554	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=555	// Do NOT change this line
Offset	=420
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=556	// Do NOT change this line
Offset	=572
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=557	// Do NOT change this line
Offset	=832
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=558	// Do NOT change this line
Offset	=1620
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=559	// Do NOT change this line
Offset	=88A
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=55A	// Do NOT change this line
Offset	=5CA
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=55B	// Do NOT change this line
Offset	=5F6
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=55C	// Do NOT change this line
Offset	=622
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=55D	// Do NOT change this line
Offset	=64E
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=55E	// Do NOT change this line
Offset	=59E
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=55F	// Do NOT change this line
Offset	=67A
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=560	// Do NOT change this line
Offset	=6A6
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=561	// Do NOT change this line
Offset	=6D2
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=562	// Do NOT change this line
Offset	=6FE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=563	// Do NOT change this line
Offset	=85E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=564	// Do NOT change this line
Offset	=8E2
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=565	// Do NOT change this line
Offset	=90E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=566	// Do NOT change this line
Offset	=93A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=567	// Do NOT change this line
Offset	=966
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=568	// Do NOT change this line
Offset	=992
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=569	// Do NOT change this line
Offset	=9BE
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=56A	// Do NOT change this line
Offset	=A16
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=56B	// Do NOT change this line
Offset	=A42
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=56C	// Do NOT change this line
Offset	=AB0
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=56D	// Do NOT change this line
Offset	=AF2
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=56E	// Do NOT change this line
Offset	=B1E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=56F	// Do NOT change this line
Offset	=CFE
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=570	// Do NOT change this line
Offset	=D2A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=571	// Do NOT change this line
Offset	=D82
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=572	// Do NOT change this line
Offset	=DDA
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=573	// Do NOT change this line
Offset	=E06
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=574	// Do NOT change this line
Offset	=E32
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=575	// Do NOT change this line
Offset	=DAE
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=576	// Do NOT change this line
Offset	=E5E
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=577	// Do NOT change this line
Offset	=E8A
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=578	// Do NOT change this line
Offset	=EB6
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=579	// Do NOT change this line
Offset	=D56
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=57A	// Do NOT change this line
Offset	=EE2
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=57B	// Do NOT change this line
Offset	=F0E
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=57C	// Do NOT change this line
Offset	=F3A
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=57D	// Do NOT change this line
Offset	=F66
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=57E	// Do NOT change this line
Offset	=C05
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=580	// Do NOT change this line
Offset	=15F4
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=581	// Do NOT change this line
Offset	=757
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=582	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=583	// Do NOT change this line
Offset	=421
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=584	// Do NOT change this line
Offset	=573
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= PCIE 5 and 6 UpStream Link Speed
Token	=585	// Do NOT change this line
Offset	=833
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=586	// Do NOT change this line
Offset	=1621
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=587	// Do NOT change this line
Offset	=88B
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=588	// Do NOT change this line
Offset	=5CB
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=589	// Do NOT change this line
Offset	=5F7
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=58A	// Do NOT change this line
Offset	=623
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=58B	// Do NOT change this line
Offset	=64F
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=58C	// Do NOT change this line
Offset	=59F
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=58D	// Do NOT change this line
Offset	=67B
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=58E	// Do NOT change this line
Offset	=6A7
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=58F	// Do NOT change this line
Offset	=6D3
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=590	// Do NOT change this line
Offset	=6FF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=591	// Do NOT change this line
Offset	=85F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=592	// Do NOT change this line
Offset	=8E3
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=593	// Do NOT change this line
Offset	=90F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=594	// Do NOT change this line
Offset	=93B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=595	// Do NOT change this line
Offset	=967
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=596	// Do NOT change this line
Offset	=993
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=597	// Do NOT change this line
Offset	=9BF
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=598	// Do NOT change this line
Offset	=A17
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=599	// Do NOT change this line
Offset	=A43
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=59A	// Do NOT change this line
Offset	=AB1
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=59B	// Do NOT change this line
Offset	=AF3
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=59C	// Do NOT change this line
Offset	=B1F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=59D	// Do NOT change this line
Offset	=CFF
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=59E	// Do NOT change this line
Offset	=D2B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=59F	// Do NOT change this line
Offset	=D83
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=5A0	// Do NOT change this line
Offset	=DDB
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=5A1	// Do NOT change this line
Offset	=E07
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=5A2	// Do NOT change this line
Offset	=E33
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=5A3	// Do NOT change this line
Offset	=DAF
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=5A4	// Do NOT change this line
Offset	=E5F
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=5A5	// Do NOT change this line
Offset	=E8B
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=5A6	// Do NOT change this line
Offset	=EB7
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=5A7	// Do NOT change this line
Offset	=D57
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=5A8	// Do NOT change this line
Offset	=EE3
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=5A9	// Do NOT change this line
Offset	=F0F
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=5AA	// Do NOT change this line
Offset	=F3B
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=5AB	// Do NOT change this line
Offset	=F67
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=5AC	// Do NOT change this line
Offset	=C06
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=5AE	// Do NOT change this line
Offset	=15F5
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=5AF	// Do NOT change this line
Offset	=758
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=5B0	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=5B1	// Do NOT change this line
Offset	=422
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=5B2	// Do NOT change this line
Offset	=574
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=5B3	// Do NOT change this line
Offset	=834
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=5B4	// Do NOT change this line
Offset	=1622
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=5B5	// Do NOT change this line
Offset	=88C
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=5B6	// Do NOT change this line
Offset	=5CC
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=5B7	// Do NOT change this line
Offset	=5F8
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=5B8	// Do NOT change this line
Offset	=624
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=5B9	// Do NOT change this line
Offset	=650
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=5BA	// Do NOT change this line
Offset	=5A0
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=5BB	// Do NOT change this line
Offset	=67C
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=5BC	// Do NOT change this line
Offset	=6A8
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=5BD	// Do NOT change this line
Offset	=6D4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=5BE	// Do NOT change this line
Offset	=700
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=5BF	// Do NOT change this line
Offset	=860
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=5C0	// Do NOT change this line
Offset	=8E4
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=5C1	// Do NOT change this line
Offset	=910
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=5C2	// Do NOT change this line
Offset	=93C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=5C3	// Do NOT change this line
Offset	=968
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=5C4	// Do NOT change this line
Offset	=994
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=5C5	// Do NOT change this line
Offset	=9C0
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=5C6	// Do NOT change this line
Offset	=A18
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=5C7	// Do NOT change this line
Offset	=A44
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=5C8	// Do NOT change this line
Offset	=AB2
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=5C9	// Do NOT change this line
Offset	=AF4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=5CA	// Do NOT change this line
Offset	=B20
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=5CB	// Do NOT change this line
Offset	=D00
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=5CC	// Do NOT change this line
Offset	=D2C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=5CD	// Do NOT change this line
Offset	=D84
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=5CE	// Do NOT change this line
Offset	=DDC
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=5CF	// Do NOT change this line
Offset	=E08
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=5D0	// Do NOT change this line
Offset	=E34
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=5D1	// Do NOT change this line
Offset	=DB0
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=5D2	// Do NOT change this line
Offset	=E60
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=5D3	// Do NOT change this line
Offset	=E8C
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=5D4	// Do NOT change this line
Offset	=EB8
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=5D5	// Do NOT change this line
Offset	=D58
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=5D6	// Do NOT change this line
Offset	=EE4
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=5D7	// Do NOT change this line
Offset	=F10
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=5D8	// Do NOT change this line
Offset	=F3C
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=5D9	// Do NOT change this line
Offset	=F68
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=5DA	// Do NOT change this line
Offset	=C07
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=5DC	// Do NOT change this line
Offset	=15F6
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=5DD	// Do NOT change this line
Offset	=759
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=5DE	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=5DF	// Do NOT change this line
Offset	=423
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=5E0	// Do NOT change this line
Offset	=575
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=5E1	// Do NOT change this line
Offset	=835
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=5E2	// Do NOT change this line
Offset	=1623
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=5E3	// Do NOT change this line
Offset	=88D
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=5E4	// Do NOT change this line
Offset	=5CD
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=5E5	// Do NOT change this line
Offset	=5F9
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=5E6	// Do NOT change this line
Offset	=625
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=5E7	// Do NOT change this line
Offset	=651
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=5E8	// Do NOT change this line
Offset	=5A1
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=5E9	// Do NOT change this line
Offset	=67D
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=5EA	// Do NOT change this line
Offset	=6A9
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=5EB	// Do NOT change this line
Offset	=6D5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=5EC	// Do NOT change this line
Offset	=701
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=5ED	// Do NOT change this line
Offset	=861
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=5EE	// Do NOT change this line
Offset	=8E5
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=5EF	// Do NOT change this line
Offset	=911
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=5F0	// Do NOT change this line
Offset	=93D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=5F1	// Do NOT change this line
Offset	=969
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=5F2	// Do NOT change this line
Offset	=995
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=5F3	// Do NOT change this line
Offset	=9C1
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=5F4	// Do NOT change this line
Offset	=A19
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=5F5	// Do NOT change this line
Offset	=A45
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=5F6	// Do NOT change this line
Offset	=AB3
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=5F7	// Do NOT change this line
Offset	=AF5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=5F8	// Do NOT change this line
Offset	=B21
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=5F9	// Do NOT change this line
Offset	=D01
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=5FA	// Do NOT change this line
Offset	=D2D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=5FB	// Do NOT change this line
Offset	=D85
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=5FC	// Do NOT change this line
Offset	=DDD
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=5FD	// Do NOT change this line
Offset	=E09
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=5FE	// Do NOT change this line
Offset	=E35
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=5FF	// Do NOT change this line
Offset	=DB1
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=600	// Do NOT change this line
Offset	=E61
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=601	// Do NOT change this line
Offset	=E8D
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=602	// Do NOT change this line
Offset	=EB9
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=603	// Do NOT change this line
Offset	=D59
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=604	// Do NOT change this line
Offset	=EE5
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=605	// Do NOT change this line
Offset	=F11
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=606	// Do NOT change this line
Offset	=F3D
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=607	// Do NOT change this line
Offset	=F69
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=608	// Do NOT change this line
Offset	=C08
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=60A	// Do NOT change this line
Offset	=15F7
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=60B	// Do NOT change this line
Offset	=75A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=60C	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=60D	// Do NOT change this line
Offset	=424
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=60E	// Do NOT change this line
Offset	=576
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=60F	// Do NOT change this line
Offset	=836
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=610	// Do NOT change this line
Offset	=1624
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=611	// Do NOT change this line
Offset	=88E
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=612	// Do NOT change this line
Offset	=5CE
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=613	// Do NOT change this line
Offset	=5FA
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=614	// Do NOT change this line
Offset	=626
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=615	// Do NOT change this line
Offset	=652
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=616	// Do NOT change this line
Offset	=5A2
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=617	// Do NOT change this line
Offset	=67E
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=618	// Do NOT change this line
Offset	=6AA
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=619	// Do NOT change this line
Offset	=6D6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=61A	// Do NOT change this line
Offset	=702
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=61B	// Do NOT change this line
Offset	=862
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=61C	// Do NOT change this line
Offset	=8E6
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=61D	// Do NOT change this line
Offset	=912
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=61E	// Do NOT change this line
Offset	=93E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=61F	// Do NOT change this line
Offset	=96A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=620	// Do NOT change this line
Offset	=996
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=621	// Do NOT change this line
Offset	=9C2
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=622	// Do NOT change this line
Offset	=A1A
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=623	// Do NOT change this line
Offset	=A46
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=624	// Do NOT change this line
Offset	=AB4
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=625	// Do NOT change this line
Offset	=AF6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=626	// Do NOT change this line
Offset	=B22
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=627	// Do NOT change this line
Offset	=D02
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=628	// Do NOT change this line
Offset	=D2E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=629	// Do NOT change this line
Offset	=D86
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=62A	// Do NOT change this line
Offset	=DDE
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=62B	// Do NOT change this line
Offset	=E0A
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=62C	// Do NOT change this line
Offset	=E36
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=62D	// Do NOT change this line
Offset	=DB2
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=62E	// Do NOT change this line
Offset	=E62
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=62F	// Do NOT change this line
Offset	=E8E
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=630	// Do NOT change this line
Offset	=EBA
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=631	// Do NOT change this line
Offset	=D5A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=632	// Do NOT change this line
Offset	=EE6
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=633	// Do NOT change this line
Offset	=F12
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=634	// Do NOT change this line
Offset	=F3E
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=635	// Do NOT change this line
Offset	=F6A
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=636	// Do NOT change this line
Offset	=C09
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=638	// Do NOT change this line
Offset	=15F8
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=639	// Do NOT change this line
Offset	=75B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=63A	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=63B	// Do NOT change this line
Offset	=425
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=63C	// Do NOT change this line
Offset	=577
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= PCIE 7 and 8 UpStream Link Speed
Token	=63D	// Do NOT change this line
Offset	=837
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=63E	// Do NOT change this line
Offset	=1625
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=63F	// Do NOT change this line
Offset	=88F
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=640	// Do NOT change this line
Offset	=5CF
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=641	// Do NOT change this line
Offset	=5FB
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=642	// Do NOT change this line
Offset	=627
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=643	// Do NOT change this line
Offset	=653
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=644	// Do NOT change this line
Offset	=5A3
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=645	// Do NOT change this line
Offset	=67F
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=646	// Do NOT change this line
Offset	=6AB
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=647	// Do NOT change this line
Offset	=6D7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=648	// Do NOT change this line
Offset	=703
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=649	// Do NOT change this line
Offset	=863
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=64A	// Do NOT change this line
Offset	=8E7
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=64B	// Do NOT change this line
Offset	=913
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=64C	// Do NOT change this line
Offset	=93F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=64D	// Do NOT change this line
Offset	=96B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=64E	// Do NOT change this line
Offset	=997
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=64F	// Do NOT change this line
Offset	=9C3
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=650	// Do NOT change this line
Offset	=A1B
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=651	// Do NOT change this line
Offset	=A47
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=652	// Do NOT change this line
Offset	=AB5
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=653	// Do NOT change this line
Offset	=AF7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=654	// Do NOT change this line
Offset	=B23
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=655	// Do NOT change this line
Offset	=D03
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=656	// Do NOT change this line
Offset	=D2F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=657	// Do NOT change this line
Offset	=D87
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=658	// Do NOT change this line
Offset	=DDF
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=659	// Do NOT change this line
Offset	=E0B
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=65A	// Do NOT change this line
Offset	=E37
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=65B	// Do NOT change this line
Offset	=DB3
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=65C	// Do NOT change this line
Offset	=E63
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=65D	// Do NOT change this line
Offset	=E8F
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=65E	// Do NOT change this line
Offset	=EBB
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=65F	// Do NOT change this line
Offset	=D5B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=660	// Do NOT change this line
Offset	=EE7
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=661	// Do NOT change this line
Offset	=F13
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=662	// Do NOT change this line
Offset	=F3F
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=663	// Do NOT change this line
Offset	=F6B
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Non-Transparent Bridge PCIe Port Definition
Token	=664	// Do NOT change this line
Offset	=CBE
Width	=01
BIOS Default =[03]Auto 
Options	=[00]Transparent Bridge	// Move "*" to the desired Option
         [01]NTB to NTB
         [02]NTB to RP
         *[03]Auto

Setup Question	= Enable NTB BARs
Token	=665	// Do NOT change this line
Offset	=CC2
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Enable SPLIT BARs
Token	=666	// Do NOT change this line
Offset	=CC6
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Primary BAR 23 Size
Token	=667	// Do NOT change this line
Offset	=CCA
Width	=01
BIOS Default =<22> 
Value	=<22>

Setup Question	= Primary BAR 4 Size
Token	=668	// Do NOT change this line
Offset	=CD2
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Primary BAR 5 Size
Token	=669	// Do NOT change this line
Offset	=CD6
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Primary BAR 45 Size
Token	=66A	// Do NOT change this line
Offset	=CCE
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 23 Size
Token	=66B	// Do NOT change this line
Offset	=CDA
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 4 Size
Token	=66C	// Do NOT change this line
Offset	=CE2
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 5 Size
Token	=66D	// Do NOT change this line
Offset	=CE6
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 45 Size
Token	=66E	// Do NOT change this line
Offset	=CDE
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 0/1 Prefetchable
Token	=66F	// Do NOT change this line
Offset	=CEA
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Crosslink control Override
Token	=670	// Do NOT change this line
Offset	=CEE
Width	=01
BIOS Default =[01]Auto 
Options	=*[01]Auto	// Move "*" to the desired Option
         [02]DSD/USP
         [03]USD/DSP

Setup Question	= Hide Port?
Token	=671	// Do NOT change this line
Offset	=C0A
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=673	// Do NOT change this line
Offset	=15F9
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=674	// Do NOT change this line
Offset	=75C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=675	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=676	// Do NOT change this line
Offset	=426
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=677	// Do NOT change this line
Offset	=578
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=678	// Do NOT change this line
Offset	=838
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=679	// Do NOT change this line
Offset	=1626
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=67A	// Do NOT change this line
Offset	=890
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=67B	// Do NOT change this line
Offset	=5D0
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=67C	// Do NOT change this line
Offset	=5FC
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=67D	// Do NOT change this line
Offset	=628
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=67E	// Do NOT change this line
Offset	=654
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=67F	// Do NOT change this line
Offset	=5A4
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=680	// Do NOT change this line
Offset	=680
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=681	// Do NOT change this line
Offset	=6AC
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=682	// Do NOT change this line
Offset	=6D8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=683	// Do NOT change this line
Offset	=704
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=684	// Do NOT change this line
Offset	=864
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=685	// Do NOT change this line
Offset	=8E8
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=686	// Do NOT change this line
Offset	=914
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=687	// Do NOT change this line
Offset	=940
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=688	// Do NOT change this line
Offset	=96C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=689	// Do NOT change this line
Offset	=998
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=68A	// Do NOT change this line
Offset	=9C4
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=68B	// Do NOT change this line
Offset	=A1C
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=68C	// Do NOT change this line
Offset	=A48
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=68D	// Do NOT change this line
Offset	=AB6
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=68E	// Do NOT change this line
Offset	=AF8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=68F	// Do NOT change this line
Offset	=B24
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=690	// Do NOT change this line
Offset	=D04
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=691	// Do NOT change this line
Offset	=D30
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=692	// Do NOT change this line
Offset	=D88
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=693	// Do NOT change this line
Offset	=DE0
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=694	// Do NOT change this line
Offset	=E0C
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=695	// Do NOT change this line
Offset	=E38
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=696	// Do NOT change this line
Offset	=DB4
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=697	// Do NOT change this line
Offset	=E64
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=698	// Do NOT change this line
Offset	=E90
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=699	// Do NOT change this line
Offset	=EBC
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=69A	// Do NOT change this line
Offset	=D5C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=69B	// Do NOT change this line
Offset	=EE8
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=69C	// Do NOT change this line
Offset	=F14
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=69D	// Do NOT change this line
Offset	=F40
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=69E	// Do NOT change this line
Offset	=F6C
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=69F	// Do NOT change this line
Offset	=C0B
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=6A1	// Do NOT change this line
Offset	=15FA
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=6A2	// Do NOT change this line
Offset	=75D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=6A3	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=6A4	// Do NOT change this line
Offset	=427
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=6A5	// Do NOT change this line
Offset	=579
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=6A6	// Do NOT change this line
Offset	=839
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=6A7	// Do NOT change this line
Offset	=1627
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=6A8	// Do NOT change this line
Offset	=891
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=6A9	// Do NOT change this line
Offset	=5D1
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=6AA	// Do NOT change this line
Offset	=5FD
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=6AB	// Do NOT change this line
Offset	=629
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=6AC	// Do NOT change this line
Offset	=655
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=6AD	// Do NOT change this line
Offset	=5A5
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=6AE	// Do NOT change this line
Offset	=681
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=6AF	// Do NOT change this line
Offset	=6AD
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=6B0	// Do NOT change this line
Offset	=6D9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=6B1	// Do NOT change this line
Offset	=705
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=6B2	// Do NOT change this line
Offset	=865
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=6B3	// Do NOT change this line
Offset	=8E9
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=6B4	// Do NOT change this line
Offset	=915
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=6B5	// Do NOT change this line
Offset	=941
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=6B6	// Do NOT change this line
Offset	=96D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=6B7	// Do NOT change this line
Offset	=999
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=6B8	// Do NOT change this line
Offset	=9C5
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=6B9	// Do NOT change this line
Offset	=A1D
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=6BA	// Do NOT change this line
Offset	=A49
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=6BB	// Do NOT change this line
Offset	=AB7
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=6BC	// Do NOT change this line
Offset	=AF9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=6BD	// Do NOT change this line
Offset	=B25
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=6BE	// Do NOT change this line
Offset	=D05
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=6BF	// Do NOT change this line
Offset	=D31
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=6C0	// Do NOT change this line
Offset	=D89
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=6C1	// Do NOT change this line
Offset	=DE1
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=6C2	// Do NOT change this line
Offset	=E0D
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=6C3	// Do NOT change this line
Offset	=E39
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=6C4	// Do NOT change this line
Offset	=DB5
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=6C5	// Do NOT change this line
Offset	=E65
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=6C6	// Do NOT change this line
Offset	=E91
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=6C7	// Do NOT change this line
Offset	=EBD
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=6C8	// Do NOT change this line
Offset	=D5D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=6C9	// Do NOT change this line
Offset	=EE9
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=6CA	// Do NOT change this line
Offset	=F15
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=6CB	// Do NOT change this line
Offset	=F41
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=6CC	// Do NOT change this line
Offset	=F6D
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=6CD	// Do NOT change this line
Offset	=C0C
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=6CF	// Do NOT change this line
Offset	=15FB
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=6D0	// Do NOT change this line
Offset	=75E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=6D1	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=6D2	// Do NOT change this line
Offset	=428
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=6D3	// Do NOT change this line
Offset	=57A
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=6D4	// Do NOT change this line
Offset	=83A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=6D5	// Do NOT change this line
Offset	=1628
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=6D6	// Do NOT change this line
Offset	=892
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=6D7	// Do NOT change this line
Offset	=5D2
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=6D8	// Do NOT change this line
Offset	=5FE
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=6D9	// Do NOT change this line
Offset	=62A
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=6DA	// Do NOT change this line
Offset	=656
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=6DB	// Do NOT change this line
Offset	=5A6
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=6DC	// Do NOT change this line
Offset	=682
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=6DD	// Do NOT change this line
Offset	=6AE
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=6DE	// Do NOT change this line
Offset	=6DA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=6DF	// Do NOT change this line
Offset	=706
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=6E0	// Do NOT change this line
Offset	=866
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=6E1	// Do NOT change this line
Offset	=8EA
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=6E2	// Do NOT change this line
Offset	=916
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=6E3	// Do NOT change this line
Offset	=942
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=6E4	// Do NOT change this line
Offset	=96E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=6E5	// Do NOT change this line
Offset	=99A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=6E6	// Do NOT change this line
Offset	=9C6
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=6E7	// Do NOT change this line
Offset	=A1E
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=6E8	// Do NOT change this line
Offset	=A4A
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=6E9	// Do NOT change this line
Offset	=AB8
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=6EA	// Do NOT change this line
Offset	=AFA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=6EB	// Do NOT change this line
Offset	=B26
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=6EC	// Do NOT change this line
Offset	=D06
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=6ED	// Do NOT change this line
Offset	=D32
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=6EE	// Do NOT change this line
Offset	=D8A
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=6EF	// Do NOT change this line
Offset	=DE2
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=6F0	// Do NOT change this line
Offset	=E0E
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=6F1	// Do NOT change this line
Offset	=E3A
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=6F2	// Do NOT change this line
Offset	=DB6
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=6F3	// Do NOT change this line
Offset	=E66
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=6F4	// Do NOT change this line
Offset	=E92
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=6F5	// Do NOT change this line
Offset	=EBE
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=6F6	// Do NOT change this line
Offset	=D5E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=6F7	// Do NOT change this line
Offset	=EEA
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=6F8	// Do NOT change this line
Offset	=F16
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=6F9	// Do NOT change this line
Offset	=F42
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=6FA	// Do NOT change this line
Offset	=F6E
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=6FB	// Do NOT change this line
Offset	=C0D
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=6FD	// Do NOT change this line
Offset	=15FC
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=6FE	// Do NOT change this line
Offset	=75F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=6FF	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=700	// Do NOT change this line
Offset	=429
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=701	// Do NOT change this line
Offset	=57B
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=702	// Do NOT change this line
Offset	=83B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)

Setup Question	= Override Max Link Width
Token	=703	// Do NOT change this line
Offset	=1629
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=704	// Do NOT change this line
Offset	=893
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=705	// Do NOT change this line
Offset	=5D3
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=706	// Do NOT change this line
Offset	=5FF
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=707	// Do NOT change this line
Offset	=62B
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=708	// Do NOT change this line
Offset	=657
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=709	// Do NOT change this line
Offset	=5A7
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=70A	// Do NOT change this line
Offset	=683
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=70B	// Do NOT change this line
Offset	=6AF
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=70C	// Do NOT change this line
Offset	=6DB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=70D	// Do NOT change this line
Offset	=707
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=70E	// Do NOT change this line
Offset	=867
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=70F	// Do NOT change this line
Offset	=8EB
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=710	// Do NOT change this line
Offset	=917
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=711	// Do NOT change this line
Offset	=943
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=712	// Do NOT change this line
Offset	=96F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=713	// Do NOT change this line
Offset	=99B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=714	// Do NOT change this line
Offset	=9C7
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=715	// Do NOT change this line
Offset	=A1F
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=716	// Do NOT change this line
Offset	=A4B
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=717	// Do NOT change this line
Offset	=AB9
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=718	// Do NOT change this line
Offset	=AFB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=719	// Do NOT change this line
Offset	=B27
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=71A	// Do NOT change this line
Offset	=D07
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=71B	// Do NOT change this line
Offset	=D33
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=71C	// Do NOT change this line
Offset	=D8B
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=71D	// Do NOT change this line
Offset	=DE3
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=71E	// Do NOT change this line
Offset	=E0F
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=71F	// Do NOT change this line
Offset	=E3B
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=720	// Do NOT change this line
Offset	=DB7
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=721	// Do NOT change this line
Offset	=E67
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=722	// Do NOT change this line
Offset	=E93
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=723	// Do NOT change this line
Offset	=EBF
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=724	// Do NOT change this line
Offset	=D5F
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=725	// Do NOT change this line
Offset	=EEB
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=726	// Do NOT change this line
Offset	=F17
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=727	// Do NOT change this line
Offset	=F43
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=728	// Do NOT change this line
Offset	=F6F
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=729	// Do NOT change this line
Offset	=C0E
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=72B	// Do NOT change this line
Offset	=15FD
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=72C	// Do NOT change this line
Offset	=760
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=72D	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=72E	// Do NOT change this line
Offset	=42A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=72F	// Do NOT change this line
Offset	=57C
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=730	// Do NOT change this line
Offset	=83C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=731	// Do NOT change this line
Offset	=162A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=732	// Do NOT change this line
Offset	=894
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=733	// Do NOT change this line
Offset	=5D4
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=734	// Do NOT change this line
Offset	=600
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=735	// Do NOT change this line
Offset	=62C
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=736	// Do NOT change this line
Offset	=658
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=737	// Do NOT change this line
Offset	=5A8
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=738	// Do NOT change this line
Offset	=684
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=739	// Do NOT change this line
Offset	=6B0
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=73A	// Do NOT change this line
Offset	=6DC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=73B	// Do NOT change this line
Offset	=708
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=73C	// Do NOT change this line
Offset	=868
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=73D	// Do NOT change this line
Offset	=8EC
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=73E	// Do NOT change this line
Offset	=918
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=73F	// Do NOT change this line
Offset	=944
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=740	// Do NOT change this line
Offset	=970
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=741	// Do NOT change this line
Offset	=99C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=742	// Do NOT change this line
Offset	=9C8
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=743	// Do NOT change this line
Offset	=A20
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=744	// Do NOT change this line
Offset	=A4C
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=745	// Do NOT change this line
Offset	=ABA
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=746	// Do NOT change this line
Offset	=AFC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=747	// Do NOT change this line
Offset	=B28
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=748	// Do NOT change this line
Offset	=D08
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=749	// Do NOT change this line
Offset	=D34
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=74A	// Do NOT change this line
Offset	=D8C
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=74B	// Do NOT change this line
Offset	=DE4
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=74C	// Do NOT change this line
Offset	=E10
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=74D	// Do NOT change this line
Offset	=E3C
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=74E	// Do NOT change this line
Offset	=DB8
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=74F	// Do NOT change this line
Offset	=E68
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=750	// Do NOT change this line
Offset	=E94
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=751	// Do NOT change this line
Offset	=EC0
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=752	// Do NOT change this line
Offset	=D60
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=753	// Do NOT change this line
Offset	=EEC
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=754	// Do NOT change this line
Offset	=F18
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=755	// Do NOT change this line
Offset	=F44
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=756	// Do NOT change this line
Offset	=F70
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=757	// Do NOT change this line
Offset	=C0F
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=759	// Do NOT change this line
Offset	=15FE
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=75A	// Do NOT change this line
Offset	=761
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=75B	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=75C	// Do NOT change this line
Offset	=42B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=75D	// Do NOT change this line
Offset	=57D
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=75E	// Do NOT change this line
Offset	=83D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=75F	// Do NOT change this line
Offset	=162B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=760	// Do NOT change this line
Offset	=895
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=761	// Do NOT change this line
Offset	=5D5
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=762	// Do NOT change this line
Offset	=601
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=763	// Do NOT change this line
Offset	=62D
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=764	// Do NOT change this line
Offset	=659
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=765	// Do NOT change this line
Offset	=5A9
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=766	// Do NOT change this line
Offset	=685
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=767	// Do NOT change this line
Offset	=6B1
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=768	// Do NOT change this line
Offset	=6DD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=769	// Do NOT change this line
Offset	=709
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=76A	// Do NOT change this line
Offset	=869
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=76B	// Do NOT change this line
Offset	=8ED
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=76C	// Do NOT change this line
Offset	=919
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=76D	// Do NOT change this line
Offset	=945
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=76E	// Do NOT change this line
Offset	=971
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=76F	// Do NOT change this line
Offset	=99D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=770	// Do NOT change this line
Offset	=9C9
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=771	// Do NOT change this line
Offset	=A21
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=772	// Do NOT change this line
Offset	=A4D
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=773	// Do NOT change this line
Offset	=ABB
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=774	// Do NOT change this line
Offset	=AFD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=775	// Do NOT change this line
Offset	=B29
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=776	// Do NOT change this line
Offset	=D09
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=777	// Do NOT change this line
Offset	=D35
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=778	// Do NOT change this line
Offset	=D8D
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=779	// Do NOT change this line
Offset	=DE5
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=77A	// Do NOT change this line
Offset	=E11
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=77B	// Do NOT change this line
Offset	=E3D
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=77C	// Do NOT change this line
Offset	=DB9
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=77D	// Do NOT change this line
Offset	=E69
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=77E	// Do NOT change this line
Offset	=E95
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=77F	// Do NOT change this line
Offset	=EC1
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=780	// Do NOT change this line
Offset	=D61
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=781	// Do NOT change this line
Offset	=EED
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=782	// Do NOT change this line
Offset	=F19
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=783	// Do NOT change this line
Offset	=F45
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=784	// Do NOT change this line
Offset	=F71
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=785	// Do NOT change this line
Offset	=C10
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=787	// Do NOT change this line
Offset	=15FF
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=788	// Do NOT change this line
Offset	=762
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=789	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=78A	// Do NOT change this line
Offset	=42C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=78B	// Do NOT change this line
Offset	=57E
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=78C	// Do NOT change this line
Offset	=83E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=78D	// Do NOT change this line
Offset	=162C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=78E	// Do NOT change this line
Offset	=896
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=78F	// Do NOT change this line
Offset	=5D6
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=790	// Do NOT change this line
Offset	=602
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=791	// Do NOT change this line
Offset	=62E
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=792	// Do NOT change this line
Offset	=65A
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=793	// Do NOT change this line
Offset	=5AA
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=794	// Do NOT change this line
Offset	=686
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=795	// Do NOT change this line
Offset	=6B2
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=796	// Do NOT change this line
Offset	=6DE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=797	// Do NOT change this line
Offset	=70A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=798	// Do NOT change this line
Offset	=86A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=799	// Do NOT change this line
Offset	=8EE
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=79A	// Do NOT change this line
Offset	=91A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=79B	// Do NOT change this line
Offset	=946
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=79C	// Do NOT change this line
Offset	=972
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=79D	// Do NOT change this line
Offset	=99E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=79E	// Do NOT change this line
Offset	=9CA
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=79F	// Do NOT change this line
Offset	=A22
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=7A0	// Do NOT change this line
Offset	=A4E
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=7A1	// Do NOT change this line
Offset	=ABC
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=7A2	// Do NOT change this line
Offset	=AFE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=7A3	// Do NOT change this line
Offset	=B2A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=7A4	// Do NOT change this line
Offset	=D0A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=7A5	// Do NOT change this line
Offset	=D36
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=7A6	// Do NOT change this line
Offset	=D8E
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=7A7	// Do NOT change this line
Offset	=DE6
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=7A8	// Do NOT change this line
Offset	=E12
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=7A9	// Do NOT change this line
Offset	=E3E
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=7AA	// Do NOT change this line
Offset	=DBA
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=7AB	// Do NOT change this line
Offset	=E6A
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=7AC	// Do NOT change this line
Offset	=E96
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=7AD	// Do NOT change this line
Offset	=EC2
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=7AE	// Do NOT change this line
Offset	=D62
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=7AF	// Do NOT change this line
Offset	=EEE
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=7B0	// Do NOT change this line
Offset	=F1A
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=7B1	// Do NOT change this line
Offset	=F46
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=7B2	// Do NOT change this line
Offset	=F72
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=7B3	// Do NOT change this line
Offset	=C11
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=7B5	// Do NOT change this line
Offset	=1600
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=7B6	// Do NOT change this line
Offset	=763
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=7B7	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=7B8	// Do NOT change this line
Offset	=42D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=7B9	// Do NOT change this line
Offset	=57F
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=7BA	// Do NOT change this line
Offset	=83F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=7BB	// Do NOT change this line
Offset	=162D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=7BC	// Do NOT change this line
Offset	=897
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=7BD	// Do NOT change this line
Offset	=5D7
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=7BE	// Do NOT change this line
Offset	=603
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=7BF	// Do NOT change this line
Offset	=62F
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=7C0	// Do NOT change this line
Offset	=65B
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=7C1	// Do NOT change this line
Offset	=5AB
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=7C2	// Do NOT change this line
Offset	=687
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=7C3	// Do NOT change this line
Offset	=6B3
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=7C4	// Do NOT change this line
Offset	=6DF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=7C5	// Do NOT change this line
Offset	=70B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=7C6	// Do NOT change this line
Offset	=86B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=7C7	// Do NOT change this line
Offset	=8EF
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=7C8	// Do NOT change this line
Offset	=91B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=7C9	// Do NOT change this line
Offset	=947
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=7CA	// Do NOT change this line
Offset	=973
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=7CB	// Do NOT change this line
Offset	=99F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=7CC	// Do NOT change this line
Offset	=9CB
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=7CD	// Do NOT change this line
Offset	=A23
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=7CE	// Do NOT change this line
Offset	=A4F
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=7CF	// Do NOT change this line
Offset	=ABD
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=7D0	// Do NOT change this line
Offset	=AFF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=7D1	// Do NOT change this line
Offset	=B2B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=7D2	// Do NOT change this line
Offset	=D0B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=7D3	// Do NOT change this line
Offset	=D37
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=7D4	// Do NOT change this line
Offset	=D8F
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=7D5	// Do NOT change this line
Offset	=DE7
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=7D6	// Do NOT change this line
Offset	=E13
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=7D7	// Do NOT change this line
Offset	=E3F
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=7D8	// Do NOT change this line
Offset	=DBB
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=7D9	// Do NOT change this line
Offset	=E6B
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=7DA	// Do NOT change this line
Offset	=E97
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=7DB	// Do NOT change this line
Offset	=EC3
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=7DC	// Do NOT change this line
Offset	=D63
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=7DD	// Do NOT change this line
Offset	=EEF
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=7DE	// Do NOT change this line
Offset	=F1B
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=7DF	// Do NOT change this line
Offset	=F47
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=7E0	// Do NOT change this line
Offset	=F73
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=7E1	// Do NOT change this line
Offset	=C12
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=7E3	// Do NOT change this line
Offset	=1601
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=7E4	// Do NOT change this line
Offset	=764
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=7E5	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=7E6	// Do NOT change this line
Offset	=42E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=7E7	// Do NOT change this line
Offset	=580
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=7E8	// Do NOT change this line
Offset	=840
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=7E9	// Do NOT change this line
Offset	=162E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=7EA	// Do NOT change this line
Offset	=898
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=7EB	// Do NOT change this line
Offset	=5D8
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=7EC	// Do NOT change this line
Offset	=604
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=7ED	// Do NOT change this line
Offset	=630
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=7EE	// Do NOT change this line
Offset	=65C
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=7EF	// Do NOT change this line
Offset	=5AC
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=7F0	// Do NOT change this line
Offset	=688
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=7F1	// Do NOT change this line
Offset	=6B4
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=7F2	// Do NOT change this line
Offset	=6E0
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=7F3	// Do NOT change this line
Offset	=70C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=7F4	// Do NOT change this line
Offset	=86C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=7F5	// Do NOT change this line
Offset	=8F0
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=7F6	// Do NOT change this line
Offset	=91C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=7F7	// Do NOT change this line
Offset	=948
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=7F8	// Do NOT change this line
Offset	=974
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=7F9	// Do NOT change this line
Offset	=9A0
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=7FA	// Do NOT change this line
Offset	=9CC
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=7FB	// Do NOT change this line
Offset	=A24
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=7FC	// Do NOT change this line
Offset	=A50
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=7FD	// Do NOT change this line
Offset	=ABE
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=7FE	// Do NOT change this line
Offset	=B00
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=7FF	// Do NOT change this line
Offset	=B2C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=800	// Do NOT change this line
Offset	=D0C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=801	// Do NOT change this line
Offset	=D38
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=802	// Do NOT change this line
Offset	=D90
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=803	// Do NOT change this line
Offset	=DE8
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=804	// Do NOT change this line
Offset	=E14
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=805	// Do NOT change this line
Offset	=E40
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=806	// Do NOT change this line
Offset	=DBC
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=807	// Do NOT change this line
Offset	=E6C
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=808	// Do NOT change this line
Offset	=E98
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=809	// Do NOT change this line
Offset	=EC4
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=80A	// Do NOT change this line
Offset	=D64
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=80B	// Do NOT change this line
Offset	=EF0
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=80C	// Do NOT change this line
Offset	=F1C
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=80D	// Do NOT change this line
Offset	=F48
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=80E	// Do NOT change this line
Offset	=F74
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=80F	// Do NOT change this line
Offset	=C13
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=811	// Do NOT change this line
Offset	=1602
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=812	// Do NOT change this line
Offset	=765
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=813	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=814	// Do NOT change this line
Offset	=42F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=815	// Do NOT change this line
Offset	=581
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=816	// Do NOT change this line
Offset	=841
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=817	// Do NOT change this line
Offset	=162F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=818	// Do NOT change this line
Offset	=899
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=819	// Do NOT change this line
Offset	=5D9
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=81A	// Do NOT change this line
Offset	=605
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=81B	// Do NOT change this line
Offset	=631
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=81C	// Do NOT change this line
Offset	=65D
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=81D	// Do NOT change this line
Offset	=5AD
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=81E	// Do NOT change this line
Offset	=689
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=81F	// Do NOT change this line
Offset	=6B5
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=820	// Do NOT change this line
Offset	=6E1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=821	// Do NOT change this line
Offset	=70D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=822	// Do NOT change this line
Offset	=86D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=823	// Do NOT change this line
Offset	=8F1
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=824	// Do NOT change this line
Offset	=91D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=825	// Do NOT change this line
Offset	=949
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=826	// Do NOT change this line
Offset	=975
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=827	// Do NOT change this line
Offset	=9A1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=828	// Do NOT change this line
Offset	=9CD
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=829	// Do NOT change this line
Offset	=A25
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=82A	// Do NOT change this line
Offset	=A51
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=82B	// Do NOT change this line
Offset	=ABF
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=82C	// Do NOT change this line
Offset	=B01
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=82D	// Do NOT change this line
Offset	=B2D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=82E	// Do NOT change this line
Offset	=D0D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=82F	// Do NOT change this line
Offset	=D39
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=830	// Do NOT change this line
Offset	=D91
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=831	// Do NOT change this line
Offset	=DE9
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=832	// Do NOT change this line
Offset	=E15
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=833	// Do NOT change this line
Offset	=E41
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=834	// Do NOT change this line
Offset	=DBD
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=835	// Do NOT change this line
Offset	=E6D
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=836	// Do NOT change this line
Offset	=E99
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=837	// Do NOT change this line
Offset	=EC5
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=838	// Do NOT change this line
Offset	=D65
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=839	// Do NOT change this line
Offset	=EF1
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=83A	// Do NOT change this line
Offset	=F1D
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=83B	// Do NOT change this line
Offset	=F49
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=83C	// Do NOT change this line
Offset	=F75
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=83D	// Do NOT change this line
Offset	=C14
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=83F	// Do NOT change this line
Offset	=1603
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=840	// Do NOT change this line
Offset	=766
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=841	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=842	// Do NOT change this line
Offset	=430
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=843	// Do NOT change this line
Offset	=582
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=844	// Do NOT change this line
Offset	=842
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=845	// Do NOT change this line
Offset	=1630
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=846	// Do NOT change this line
Offset	=89A
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=847	// Do NOT change this line
Offset	=5DA
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=848	// Do NOT change this line
Offset	=606
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=849	// Do NOT change this line
Offset	=632
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=84A	// Do NOT change this line
Offset	=65E
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=84B	// Do NOT change this line
Offset	=5AE
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=84C	// Do NOT change this line
Offset	=68A
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=84D	// Do NOT change this line
Offset	=6B6
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=84E	// Do NOT change this line
Offset	=6E2
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=84F	// Do NOT change this line
Offset	=70E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=850	// Do NOT change this line
Offset	=86E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=851	// Do NOT change this line
Offset	=8F2
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=852	// Do NOT change this line
Offset	=91E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=853	// Do NOT change this line
Offset	=94A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=854	// Do NOT change this line
Offset	=976
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=855	// Do NOT change this line
Offset	=9A2
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=856	// Do NOT change this line
Offset	=9CE
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=857	// Do NOT change this line
Offset	=A26
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=858	// Do NOT change this line
Offset	=A52
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=859	// Do NOT change this line
Offset	=AC0
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=85A	// Do NOT change this line
Offset	=B02
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=85B	// Do NOT change this line
Offset	=B2E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=85C	// Do NOT change this line
Offset	=D0E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=85D	// Do NOT change this line
Offset	=D3A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=85E	// Do NOT change this line
Offset	=D92
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=85F	// Do NOT change this line
Offset	=DEA
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=860	// Do NOT change this line
Offset	=E16
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=861	// Do NOT change this line
Offset	=E42
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=862	// Do NOT change this line
Offset	=DBE
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=863	// Do NOT change this line
Offset	=E6E
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=864	// Do NOT change this line
Offset	=E9A
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=865	// Do NOT change this line
Offset	=EC6
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=866	// Do NOT change this line
Offset	=D66
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=867	// Do NOT change this line
Offset	=EF2
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=868	// Do NOT change this line
Offset	=F1E
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=869	// Do NOT change this line
Offset	=F4A
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=86A	// Do NOT change this line
Offset	=F76
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Non-Transparent Bridge PCIe Port Definition
Token	=86B	// Do NOT change this line
Offset	=CBF
Width	=01
BIOS Default =[03]Auto 
Options	=[00]Transparent Bridge	// Move "*" to the desired Option
         [01]NTB to NTB
         [02]NTB to RP
         *[03]Auto

Setup Question	= Enable NTB BARs
Token	=86C	// Do NOT change this line
Offset	=CC3
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Enable SPLIT BARs
Token	=86D	// Do NOT change this line
Offset	=CC7
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Primary BAR 23 Size
Token	=86E	// Do NOT change this line
Offset	=CCB
Width	=01
BIOS Default =<22> 
Value	=<22>

Setup Question	= Primary BAR 4 Size
Token	=86F	// Do NOT change this line
Offset	=CD3
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Primary BAR 5 Size
Token	=870	// Do NOT change this line
Offset	=CD7
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Primary BAR 45 Size
Token	=871	// Do NOT change this line
Offset	=CCF
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 23 Size
Token	=872	// Do NOT change this line
Offset	=CDB
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 4 Size
Token	=873	// Do NOT change this line
Offset	=CE3
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 5 Size
Token	=874	// Do NOT change this line
Offset	=CE7
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 45 Size
Token	=875	// Do NOT change this line
Offset	=CDF
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 0/1 Prefetchable
Token	=876	// Do NOT change this line
Offset	=CEB
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Crosslink control Override
Token	=877	// Do NOT change this line
Offset	=CEF
Width	=01
BIOS Default =[01]Auto 
Options	=*[01]Auto	// Move "*" to the desired Option
         [02]DSD/USP
         [03]USD/DSP

Setup Question	= Hide Port?
Token	=878	// Do NOT change this line
Offset	=C15
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=87A	// Do NOT change this line
Offset	=1604
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=87B	// Do NOT change this line
Offset	=767
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=87C	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=87D	// Do NOT change this line
Offset	=431
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=87E	// Do NOT change this line
Offset	=583
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=87F	// Do NOT change this line
Offset	=843
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=880	// Do NOT change this line
Offset	=1631
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=881	// Do NOT change this line
Offset	=89B
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=882	// Do NOT change this line
Offset	=5DB
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=883	// Do NOT change this line
Offset	=607
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=884	// Do NOT change this line
Offset	=633
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=885	// Do NOT change this line
Offset	=65F
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=886	// Do NOT change this line
Offset	=5AF
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=887	// Do NOT change this line
Offset	=68B
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=888	// Do NOT change this line
Offset	=6B7
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=889	// Do NOT change this line
Offset	=6E3
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=88A	// Do NOT change this line
Offset	=70F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=88B	// Do NOT change this line
Offset	=86F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=88C	// Do NOT change this line
Offset	=8F3
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=88D	// Do NOT change this line
Offset	=91F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=88E	// Do NOT change this line
Offset	=94B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=88F	// Do NOT change this line
Offset	=977
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=890	// Do NOT change this line
Offset	=9A3
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=891	// Do NOT change this line
Offset	=9CF
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=892	// Do NOT change this line
Offset	=A27
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=893	// Do NOT change this line
Offset	=A53
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=894	// Do NOT change this line
Offset	=AC1
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=895	// Do NOT change this line
Offset	=B03
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=896	// Do NOT change this line
Offset	=B2F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=897	// Do NOT change this line
Offset	=D0F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=898	// Do NOT change this line
Offset	=D3B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=899	// Do NOT change this line
Offset	=D93
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=89A	// Do NOT change this line
Offset	=DEB
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=89B	// Do NOT change this line
Offset	=E17
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=89C	// Do NOT change this line
Offset	=E43
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=89D	// Do NOT change this line
Offset	=DBF
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=89E	// Do NOT change this line
Offset	=E6F
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=89F	// Do NOT change this line
Offset	=E9B
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=8A0	// Do NOT change this line
Offset	=EC7
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=8A1	// Do NOT change this line
Offset	=D67
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=8A2	// Do NOT change this line
Offset	=EF3
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=8A3	// Do NOT change this line
Offset	=F1F
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=8A4	// Do NOT change this line
Offset	=F4B
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=8A5	// Do NOT change this line
Offset	=F77
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=8A6	// Do NOT change this line
Offset	=C16
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=8A8	// Do NOT change this line
Offset	=1605
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=8A9	// Do NOT change this line
Offset	=768
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=8AA	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=8AB	// Do NOT change this line
Offset	=432
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=8AC	// Do NOT change this line
Offset	=584
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=8AD	// Do NOT change this line
Offset	=844
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=8AE	// Do NOT change this line
Offset	=1632
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=8AF	// Do NOT change this line
Offset	=89C
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=8B0	// Do NOT change this line
Offset	=5DC
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=8B1	// Do NOT change this line
Offset	=608
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=8B2	// Do NOT change this line
Offset	=634
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=8B3	// Do NOT change this line
Offset	=660
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=8B4	// Do NOT change this line
Offset	=5B0
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=8B5	// Do NOT change this line
Offset	=68C
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=8B6	// Do NOT change this line
Offset	=6B8
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=8B7	// Do NOT change this line
Offset	=6E4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=8B8	// Do NOT change this line
Offset	=710
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=8B9	// Do NOT change this line
Offset	=870
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=8BA	// Do NOT change this line
Offset	=8F4
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=8BB	// Do NOT change this line
Offset	=920
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=8BC	// Do NOT change this line
Offset	=94C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=8BD	// Do NOT change this line
Offset	=978
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=8BE	// Do NOT change this line
Offset	=9A4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=8BF	// Do NOT change this line
Offset	=9D0
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=8C0	// Do NOT change this line
Offset	=A28
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=8C1	// Do NOT change this line
Offset	=A54
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=8C2	// Do NOT change this line
Offset	=AC2
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=8C3	// Do NOT change this line
Offset	=B04
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=8C4	// Do NOT change this line
Offset	=B30
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=8C5	// Do NOT change this line
Offset	=D10
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=8C6	// Do NOT change this line
Offset	=D3C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=8C7	// Do NOT change this line
Offset	=D94
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=8C8	// Do NOT change this line
Offset	=DEC
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=8C9	// Do NOT change this line
Offset	=E18
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=8CA	// Do NOT change this line
Offset	=E44
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=8CB	// Do NOT change this line
Offset	=DC0
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=8CC	// Do NOT change this line
Offset	=E70
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=8CD	// Do NOT change this line
Offset	=E9C
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=8CE	// Do NOT change this line
Offset	=EC8
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=8CF	// Do NOT change this line
Offset	=D68
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=8D0	// Do NOT change this line
Offset	=EF4
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=8D1	// Do NOT change this line
Offset	=F20
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=8D2	// Do NOT change this line
Offset	=F4C
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=8D3	// Do NOT change this line
Offset	=F78
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=8D4	// Do NOT change this line
Offset	=C17
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=8D6	// Do NOT change this line
Offset	=1606
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=8D7	// Do NOT change this line
Offset	=769
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=8D8	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=8D9	// Do NOT change this line
Offset	=433
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=8DA	// Do NOT change this line
Offset	=585
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=8DB	// Do NOT change this line
Offset	=845
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=8DC	// Do NOT change this line
Offset	=1633
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=8DD	// Do NOT change this line
Offset	=89D
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=8DE	// Do NOT change this line
Offset	=5DD
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=8DF	// Do NOT change this line
Offset	=609
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=8E0	// Do NOT change this line
Offset	=635
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=8E1	// Do NOT change this line
Offset	=661
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=8E2	// Do NOT change this line
Offset	=5B1
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=8E3	// Do NOT change this line
Offset	=68D
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=8E4	// Do NOT change this line
Offset	=6B9
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=8E5	// Do NOT change this line
Offset	=6E5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=8E6	// Do NOT change this line
Offset	=711
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=8E7	// Do NOT change this line
Offset	=871
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=8E8	// Do NOT change this line
Offset	=8F5
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=8E9	// Do NOT change this line
Offset	=921
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=8EA	// Do NOT change this line
Offset	=94D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=8EB	// Do NOT change this line
Offset	=979
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=8EC	// Do NOT change this line
Offset	=9A5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=8ED	// Do NOT change this line
Offset	=9D1
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=8EE	// Do NOT change this line
Offset	=A29
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=8EF	// Do NOT change this line
Offset	=A55
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=8F0	// Do NOT change this line
Offset	=AC3
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=8F1	// Do NOT change this line
Offset	=B05
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=8F2	// Do NOT change this line
Offset	=B31
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=8F3	// Do NOT change this line
Offset	=D11
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=8F4	// Do NOT change this line
Offset	=D3D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=8F5	// Do NOT change this line
Offset	=D95
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=8F6	// Do NOT change this line
Offset	=DED
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=8F7	// Do NOT change this line
Offset	=E19
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=8F8	// Do NOT change this line
Offset	=E45
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=8F9	// Do NOT change this line
Offset	=DC1
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=8FA	// Do NOT change this line
Offset	=E71
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=8FB	// Do NOT change this line
Offset	=E9D
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=8FC	// Do NOT change this line
Offset	=EC9
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=8FD	// Do NOT change this line
Offset	=D69
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=8FE	// Do NOT change this line
Offset	=EF5
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=8FF	// Do NOT change this line
Offset	=F21
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=900	// Do NOT change this line
Offset	=F4D
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=901	// Do NOT change this line
Offset	=F79
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=902	// Do NOT change this line
Offset	=C18
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=904	// Do NOT change this line
Offset	=1607
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=905	// Do NOT change this line
Offset	=76A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=906	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=907	// Do NOT change this line
Offset	=434
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=908	// Do NOT change this line
Offset	=586
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=909	// Do NOT change this line
Offset	=846
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)

Setup Question	= Override Max Link Width
Token	=90A	// Do NOT change this line
Offset	=1634
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=90B	// Do NOT change this line
Offset	=89E
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=90C	// Do NOT change this line
Offset	=5DE
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=90D	// Do NOT change this line
Offset	=60A
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=90E	// Do NOT change this line
Offset	=636
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=90F	// Do NOT change this line
Offset	=662
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=910	// Do NOT change this line
Offset	=5B2
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=911	// Do NOT change this line
Offset	=68E
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=912	// Do NOT change this line
Offset	=6BA
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=913	// Do NOT change this line
Offset	=6E6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=914	// Do NOT change this line
Offset	=712
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=915	// Do NOT change this line
Offset	=872
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=916	// Do NOT change this line
Offset	=8F6
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=917	// Do NOT change this line
Offset	=922
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=918	// Do NOT change this line
Offset	=94E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=919	// Do NOT change this line
Offset	=97A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=91A	// Do NOT change this line
Offset	=9A6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=91B	// Do NOT change this line
Offset	=9D2
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=91C	// Do NOT change this line
Offset	=A2A
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=91D	// Do NOT change this line
Offset	=A56
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=91E	// Do NOT change this line
Offset	=AC4
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=91F	// Do NOT change this line
Offset	=B06
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=920	// Do NOT change this line
Offset	=B32
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=921	// Do NOT change this line
Offset	=D12
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=922	// Do NOT change this line
Offset	=D3E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=923	// Do NOT change this line
Offset	=D96
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=924	// Do NOT change this line
Offset	=DEE
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=925	// Do NOT change this line
Offset	=E1A
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=926	// Do NOT change this line
Offset	=E46
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=927	// Do NOT change this line
Offset	=DC2
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=928	// Do NOT change this line
Offset	=E72
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=929	// Do NOT change this line
Offset	=E9E
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=92A	// Do NOT change this line
Offset	=ECA
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=92B	// Do NOT change this line
Offset	=D6A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=92C	// Do NOT change this line
Offset	=EF6
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=92D	// Do NOT change this line
Offset	=F22
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=92E	// Do NOT change this line
Offset	=F4E
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=92F	// Do NOT change this line
Offset	=F7A
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=930	// Do NOT change this line
Offset	=C19
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=932	// Do NOT change this line
Offset	=1608
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=933	// Do NOT change this line
Offset	=76B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=934	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=935	// Do NOT change this line
Offset	=435
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=936	// Do NOT change this line
Offset	=587
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=937	// Do NOT change this line
Offset	=847
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=938	// Do NOT change this line
Offset	=1635
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=939	// Do NOT change this line
Offset	=89F
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=93A	// Do NOT change this line
Offset	=5DF
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=93B	// Do NOT change this line
Offset	=60B
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=93C	// Do NOT change this line
Offset	=637
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=93D	// Do NOT change this line
Offset	=663
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=93E	// Do NOT change this line
Offset	=5B3
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=93F	// Do NOT change this line
Offset	=68F
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=940	// Do NOT change this line
Offset	=6BB
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=941	// Do NOT change this line
Offset	=6E7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=942	// Do NOT change this line
Offset	=713
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=943	// Do NOT change this line
Offset	=873
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=944	// Do NOT change this line
Offset	=8F7
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=945	// Do NOT change this line
Offset	=923
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=946	// Do NOT change this line
Offset	=94F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=947	// Do NOT change this line
Offset	=97B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=948	// Do NOT change this line
Offset	=9A7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=949	// Do NOT change this line
Offset	=9D3
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=94A	// Do NOT change this line
Offset	=A2B
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=94B	// Do NOT change this line
Offset	=A57
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=94C	// Do NOT change this line
Offset	=AC5
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=94D	// Do NOT change this line
Offset	=B07
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=94E	// Do NOT change this line
Offset	=B33
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=94F	// Do NOT change this line
Offset	=D13
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=950	// Do NOT change this line
Offset	=D3F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=951	// Do NOT change this line
Offset	=D97
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=952	// Do NOT change this line
Offset	=DEF
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=953	// Do NOT change this line
Offset	=E1B
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=954	// Do NOT change this line
Offset	=E47
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=955	// Do NOT change this line
Offset	=DC3
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=956	// Do NOT change this line
Offset	=E73
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=957	// Do NOT change this line
Offset	=E9F
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=958	// Do NOT change this line
Offset	=ECB
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=959	// Do NOT change this line
Offset	=D6B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=95A	// Do NOT change this line
Offset	=EF7
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=95B	// Do NOT change this line
Offset	=F23
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=95C	// Do NOT change this line
Offset	=F4F
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=95D	// Do NOT change this line
Offset	=F7B
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=95E	// Do NOT change this line
Offset	=C1A
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=960	// Do NOT change this line
Offset	=1609
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=961	// Do NOT change this line
Offset	=76C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=962	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=963	// Do NOT change this line
Offset	=436
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=964	// Do NOT change this line
Offset	=588
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=965	// Do NOT change this line
Offset	=848
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=966	// Do NOT change this line
Offset	=1636
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=967	// Do NOT change this line
Offset	=8A0
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=968	// Do NOT change this line
Offset	=5E0
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=969	// Do NOT change this line
Offset	=60C
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=96A	// Do NOT change this line
Offset	=638
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=96B	// Do NOT change this line
Offset	=664
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=96C	// Do NOT change this line
Offset	=5B4
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=96D	// Do NOT change this line
Offset	=690
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=96E	// Do NOT change this line
Offset	=6BC
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=96F	// Do NOT change this line
Offset	=6E8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=970	// Do NOT change this line
Offset	=714
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=971	// Do NOT change this line
Offset	=874
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=972	// Do NOT change this line
Offset	=8F8
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=973	// Do NOT change this line
Offset	=924
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=974	// Do NOT change this line
Offset	=950
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=975	// Do NOT change this line
Offset	=97C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=976	// Do NOT change this line
Offset	=9A8
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=977	// Do NOT change this line
Offset	=9D4
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=978	// Do NOT change this line
Offset	=A2C
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=979	// Do NOT change this line
Offset	=A58
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=97A	// Do NOT change this line
Offset	=AC6
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=97B	// Do NOT change this line
Offset	=B08
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=97C	// Do NOT change this line
Offset	=B34
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=97D	// Do NOT change this line
Offset	=D14
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=97E	// Do NOT change this line
Offset	=D40
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=97F	// Do NOT change this line
Offset	=D98
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=980	// Do NOT change this line
Offset	=DF0
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=981	// Do NOT change this line
Offset	=E1C
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=982	// Do NOT change this line
Offset	=E48
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=983	// Do NOT change this line
Offset	=DC4
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=984	// Do NOT change this line
Offset	=E74
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=985	// Do NOT change this line
Offset	=EA0
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=986	// Do NOT change this line
Offset	=ECC
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=987	// Do NOT change this line
Offset	=D6C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=988	// Do NOT change this line
Offset	=EF8
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=989	// Do NOT change this line
Offset	=F24
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=98A	// Do NOT change this line
Offset	=F50
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=98B	// Do NOT change this line
Offset	=F7C
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=98C	// Do NOT change this line
Offset	=C1B
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=98E	// Do NOT change this line
Offset	=160A
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=98F	// Do NOT change this line
Offset	=76D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=990	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=991	// Do NOT change this line
Offset	=437
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=992	// Do NOT change this line
Offset	=589
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=993	// Do NOT change this line
Offset	=849
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=994	// Do NOT change this line
Offset	=1637
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=995	// Do NOT change this line
Offset	=8A1
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=996	// Do NOT change this line
Offset	=5E1
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=997	// Do NOT change this line
Offset	=60D
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=998	// Do NOT change this line
Offset	=639
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=999	// Do NOT change this line
Offset	=665
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=99A	// Do NOT change this line
Offset	=5B5
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=99B	// Do NOT change this line
Offset	=691
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=99C	// Do NOT change this line
Offset	=6BD
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=99D	// Do NOT change this line
Offset	=6E9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=99E	// Do NOT change this line
Offset	=715
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=99F	// Do NOT change this line
Offset	=875
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=9A0	// Do NOT change this line
Offset	=8F9
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=9A1	// Do NOT change this line
Offset	=925
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=9A2	// Do NOT change this line
Offset	=951
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=9A3	// Do NOT change this line
Offset	=97D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=9A4	// Do NOT change this line
Offset	=9A9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=9A5	// Do NOT change this line
Offset	=9D5
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=9A6	// Do NOT change this line
Offset	=A2D
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=9A7	// Do NOT change this line
Offset	=A59
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=9A8	// Do NOT change this line
Offset	=AC7
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=9A9	// Do NOT change this line
Offset	=B09
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=9AA	// Do NOT change this line
Offset	=B35
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=9AB	// Do NOT change this line
Offset	=D15
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=9AC	// Do NOT change this line
Offset	=D41
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=9AD	// Do NOT change this line
Offset	=D99
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=9AE	// Do NOT change this line
Offset	=DF1
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=9AF	// Do NOT change this line
Offset	=E1D
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=9B0	// Do NOT change this line
Offset	=E49
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=9B1	// Do NOT change this line
Offset	=DC5
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=9B2	// Do NOT change this line
Offset	=E75
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=9B3	// Do NOT change this line
Offset	=EA1
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=9B4	// Do NOT change this line
Offset	=ECD
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=9B5	// Do NOT change this line
Offset	=D6D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=9B6	// Do NOT change this line
Offset	=EF9
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=9B7	// Do NOT change this line
Offset	=F25
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=9B8	// Do NOT change this line
Offset	=F51
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=9B9	// Do NOT change this line
Offset	=F7D
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=9BA	// Do NOT change this line
Offset	=C1C
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=9BC	// Do NOT change this line
Offset	=160B
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=9BD	// Do NOT change this line
Offset	=76E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=9BE	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=9BF	// Do NOT change this line
Offset	=438
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=9C0	// Do NOT change this line
Offset	=58A
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=9C1	// Do NOT change this line
Offset	=84A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=9C2	// Do NOT change this line
Offset	=1638
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=9C3	// Do NOT change this line
Offset	=8A2
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=9C4	// Do NOT change this line
Offset	=5E2
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=9C5	// Do NOT change this line
Offset	=60E
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=9C6	// Do NOT change this line
Offset	=63A
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=9C7	// Do NOT change this line
Offset	=666
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=9C8	// Do NOT change this line
Offset	=5B6
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=9C9	// Do NOT change this line
Offset	=692
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=9CA	// Do NOT change this line
Offset	=6BE
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=9CB	// Do NOT change this line
Offset	=6EA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=9CC	// Do NOT change this line
Offset	=716
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=9CD	// Do NOT change this line
Offset	=876
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=9CE	// Do NOT change this line
Offset	=8FA
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=9CF	// Do NOT change this line
Offset	=926
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=9D0	// Do NOT change this line
Offset	=952
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=9D1	// Do NOT change this line
Offset	=97E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=9D2	// Do NOT change this line
Offset	=9AA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=9D3	// Do NOT change this line
Offset	=9D6
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=9D4	// Do NOT change this line
Offset	=A2E
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=9D5	// Do NOT change this line
Offset	=A5A
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=9D6	// Do NOT change this line
Offset	=AC8
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=9D7	// Do NOT change this line
Offset	=B0A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=9D8	// Do NOT change this line
Offset	=B36
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=9D9	// Do NOT change this line
Offset	=D16
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=9DA	// Do NOT change this line
Offset	=D42
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=9DB	// Do NOT change this line
Offset	=D9A
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=9DC	// Do NOT change this line
Offset	=DF2
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=9DD	// Do NOT change this line
Offset	=E1E
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=9DE	// Do NOT change this line
Offset	=E4A
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=9DF	// Do NOT change this line
Offset	=DC6
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=9E0	// Do NOT change this line
Offset	=E76
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=9E1	// Do NOT change this line
Offset	=EA2
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=9E2	// Do NOT change this line
Offset	=ECE
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=9E3	// Do NOT change this line
Offset	=D6E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=9E4	// Do NOT change this line
Offset	=EFA
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=9E5	// Do NOT change this line
Offset	=F26
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=9E6	// Do NOT change this line
Offset	=F52
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=9E7	// Do NOT change this line
Offset	=F7E
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=9E8	// Do NOT change this line
Offset	=C1D
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=9EA	// Do NOT change this line
Offset	=160C
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=9EB	// Do NOT change this line
Offset	=76F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=9EC	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=9ED	// Do NOT change this line
Offset	=439
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=9EE	// Do NOT change this line
Offset	=58B
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=9EF	// Do NOT change this line
Offset	=84B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=9F0	// Do NOT change this line
Offset	=1639
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=9F1	// Do NOT change this line
Offset	=8A3
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=9F2	// Do NOT change this line
Offset	=5E3
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=9F3	// Do NOT change this line
Offset	=60F
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=9F4	// Do NOT change this line
Offset	=63B
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=9F5	// Do NOT change this line
Offset	=667
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=9F6	// Do NOT change this line
Offset	=5B7
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=9F7	// Do NOT change this line
Offset	=693
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=9F8	// Do NOT change this line
Offset	=6BF
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=9F9	// Do NOT change this line
Offset	=6EB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=9FA	// Do NOT change this line
Offset	=717
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=9FB	// Do NOT change this line
Offset	=877
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=9FC	// Do NOT change this line
Offset	=8FB
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=9FD	// Do NOT change this line
Offset	=927
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=9FE	// Do NOT change this line
Offset	=953
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=9FF	// Do NOT change this line
Offset	=97F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=A00	// Do NOT change this line
Offset	=9AB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=A01	// Do NOT change this line
Offset	=9D7
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=A02	// Do NOT change this line
Offset	=A2F
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=A03	// Do NOT change this line
Offset	=A5B
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=A04	// Do NOT change this line
Offset	=AC9
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=A05	// Do NOT change this line
Offset	=B0B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=A06	// Do NOT change this line
Offset	=B37
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=A07	// Do NOT change this line
Offset	=D17
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=A08	// Do NOT change this line
Offset	=D43
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=A09	// Do NOT change this line
Offset	=D9B
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=A0A	// Do NOT change this line
Offset	=DF3
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=A0B	// Do NOT change this line
Offset	=E1F
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=A0C	// Do NOT change this line
Offset	=E4B
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=A0D	// Do NOT change this line
Offset	=DC7
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=A0E	// Do NOT change this line
Offset	=E77
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=A0F	// Do NOT change this line
Offset	=EA3
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=A10	// Do NOT change this line
Offset	=ECF
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=A11	// Do NOT change this line
Offset	=D6F
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=A12	// Do NOT change this line
Offset	=EFB
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=A13	// Do NOT change this line
Offset	=F27
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=A14	// Do NOT change this line
Offset	=F53
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=A15	// Do NOT change this line
Offset	=F7F
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=A16	// Do NOT change this line
Offset	=C1E
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=A18	// Do NOT change this line
Offset	=160D
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=A19	// Do NOT change this line
Offset	=770
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=A1A	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=A1B	// Do NOT change this line
Offset	=43A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=A1C	// Do NOT change this line
Offset	=58C
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=A1D	// Do NOT change this line
Offset	=84C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=A1E	// Do NOT change this line
Offset	=163A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=A1F	// Do NOT change this line
Offset	=8A4
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=A20	// Do NOT change this line
Offset	=5E4
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=A21	// Do NOT change this line
Offset	=610
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=A22	// Do NOT change this line
Offset	=63C
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=A23	// Do NOT change this line
Offset	=668
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=A24	// Do NOT change this line
Offset	=5B8
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=A25	// Do NOT change this line
Offset	=694
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=A26	// Do NOT change this line
Offset	=6C0
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=A27	// Do NOT change this line
Offset	=6EC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=A28	// Do NOT change this line
Offset	=718
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=A29	// Do NOT change this line
Offset	=878
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=A2A	// Do NOT change this line
Offset	=8FC
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=A2B	// Do NOT change this line
Offset	=928
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=A2C	// Do NOT change this line
Offset	=954
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=A2D	// Do NOT change this line
Offset	=980
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=A2E	// Do NOT change this line
Offset	=9AC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=A2F	// Do NOT change this line
Offset	=9D8
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=A30	// Do NOT change this line
Offset	=A30
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=A31	// Do NOT change this line
Offset	=A5C
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=A32	// Do NOT change this line
Offset	=ACA
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=A33	// Do NOT change this line
Offset	=B0C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=A34	// Do NOT change this line
Offset	=B38
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=A35	// Do NOT change this line
Offset	=D18
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=A36	// Do NOT change this line
Offset	=D44
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=A37	// Do NOT change this line
Offset	=D9C
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=A38	// Do NOT change this line
Offset	=DF4
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=A39	// Do NOT change this line
Offset	=E20
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=A3A	// Do NOT change this line
Offset	=E4C
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=A3B	// Do NOT change this line
Offset	=DC8
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=A3C	// Do NOT change this line
Offset	=E78
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=A3D	// Do NOT change this line
Offset	=EA4
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=A3E	// Do NOT change this line
Offset	=ED0
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=A3F	// Do NOT change this line
Offset	=D70
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=A40	// Do NOT change this line
Offset	=EFC
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=A41	// Do NOT change this line
Offset	=F28
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=A42	// Do NOT change this line
Offset	=F54
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=A43	// Do NOT change this line
Offset	=F80
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=A44	// Do NOT change this line
Offset	=C1F
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=A46	// Do NOT change this line
Offset	=160E
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=A47	// Do NOT change this line
Offset	=771
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=A48	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=A49	// Do NOT change this line
Offset	=43B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=A4A	// Do NOT change this line
Offset	=58D
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=A4B	// Do NOT change this line
Offset	=84D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=A4C	// Do NOT change this line
Offset	=163B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=A4D	// Do NOT change this line
Offset	=8A5
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=A4E	// Do NOT change this line
Offset	=5E5
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=A4F	// Do NOT change this line
Offset	=611
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=A50	// Do NOT change this line
Offset	=63D
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=A51	// Do NOT change this line
Offset	=669
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=A52	// Do NOT change this line
Offset	=5B9
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=A53	// Do NOT change this line
Offset	=695
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=A54	// Do NOT change this line
Offset	=6C1
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=A55	// Do NOT change this line
Offset	=6ED
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=A56	// Do NOT change this line
Offset	=719
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=A57	// Do NOT change this line
Offset	=879
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=A58	// Do NOT change this line
Offset	=8FD
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=A59	// Do NOT change this line
Offset	=929
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=A5A	// Do NOT change this line
Offset	=955
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=A5B	// Do NOT change this line
Offset	=981
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=A5C	// Do NOT change this line
Offset	=9AD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=A5D	// Do NOT change this line
Offset	=9D9
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=A5E	// Do NOT change this line
Offset	=A31
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=A5F	// Do NOT change this line
Offset	=A5D
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=A60	// Do NOT change this line
Offset	=ACB
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=A61	// Do NOT change this line
Offset	=B0D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=A62	// Do NOT change this line
Offset	=B39
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=A63	// Do NOT change this line
Offset	=D19
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=A64	// Do NOT change this line
Offset	=D45
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=A65	// Do NOT change this line
Offset	=D9D
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=A66	// Do NOT change this line
Offset	=DF5
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=A67	// Do NOT change this line
Offset	=E21
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=A68	// Do NOT change this line
Offset	=E4D
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=A69	// Do NOT change this line
Offset	=DC9
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=A6A	// Do NOT change this line
Offset	=E79
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=A6B	// Do NOT change this line
Offset	=EA5
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=A6C	// Do NOT change this line
Offset	=ED1
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=A6D	// Do NOT change this line
Offset	=D71
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=A6E	// Do NOT change this line
Offset	=EFD
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=A6F	// Do NOT change this line
Offset	=F29
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=A70	// Do NOT change this line
Offset	=F55
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=A71	// Do NOT change this line
Offset	=F81
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Non-Transparent Bridge PCIe Port Definition
Token	=A72	// Do NOT change this line
Offset	=CC0
Width	=01
BIOS Default =[03]Auto 
Options	=[00]Transparent Bridge	// Move "*" to the desired Option
         [01]NTB to NTB
         [02]NTB to RP
         *[03]Auto

Setup Question	= Enable NTB BARs
Token	=A73	// Do NOT change this line
Offset	=CC4
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Enable SPLIT BARs
Token	=A74	// Do NOT change this line
Offset	=CC8
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Primary BAR 23 Size
Token	=A75	// Do NOT change this line
Offset	=CCC
Width	=01
BIOS Default =<22> 
Value	=<22>

Setup Question	= Primary BAR 4 Size
Token	=A76	// Do NOT change this line
Offset	=CD4
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Primary BAR 5 Size
Token	=A77	// Do NOT change this line
Offset	=CD8
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Primary BAR 45 Size
Token	=A78	// Do NOT change this line
Offset	=CD0
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 23 Size
Token	=A79	// Do NOT change this line
Offset	=CDC
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 4 Size
Token	=A7A	// Do NOT change this line
Offset	=CE4
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 5 Size
Token	=A7B	// Do NOT change this line
Offset	=CE8
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 45 Size
Token	=A7C	// Do NOT change this line
Offset	=CE0
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Secondary BAR 0/1 Prefetchable
Token	=A7D	// Do NOT change this line
Offset	=CEC
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Crosslink control Override
Token	=A7E	// Do NOT change this line
Offset	=CF0
Width	=01
BIOS Default =[01]Auto 
Options	=*[01]Auto	// Move "*" to the desired Option
         [02]DSD/USP
         [03]USD/DSP

Setup Question	= Hide Port?
Token	=A7F	// Do NOT change this line
Offset	=C20
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=A81	// Do NOT change this line
Offset	=160F
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=A82	// Do NOT change this line
Offset	=772
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=A83	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=A84	// Do NOT change this line
Offset	=43C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=A85	// Do NOT change this line
Offset	=58E
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=A86	// Do NOT change this line
Offset	=84E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=A87	// Do NOT change this line
Offset	=163C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=A88	// Do NOT change this line
Offset	=8A6
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=A89	// Do NOT change this line
Offset	=5E6
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=A8A	// Do NOT change this line
Offset	=612
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=A8B	// Do NOT change this line
Offset	=63E
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=A8C	// Do NOT change this line
Offset	=66A
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=A8D	// Do NOT change this line
Offset	=5BA
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=A8E	// Do NOT change this line
Offset	=696
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=A8F	// Do NOT change this line
Offset	=6C2
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=A90	// Do NOT change this line
Offset	=6EE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=A91	// Do NOT change this line
Offset	=71A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=A92	// Do NOT change this line
Offset	=87A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=A93	// Do NOT change this line
Offset	=8FE
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=A94	// Do NOT change this line
Offset	=92A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=A95	// Do NOT change this line
Offset	=956
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=A96	// Do NOT change this line
Offset	=982
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=A97	// Do NOT change this line
Offset	=9AE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=A98	// Do NOT change this line
Offset	=9DA
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=A99	// Do NOT change this line
Offset	=A32
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=A9A	// Do NOT change this line
Offset	=A5E
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=A9B	// Do NOT change this line
Offset	=ACC
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=A9C	// Do NOT change this line
Offset	=B0E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=A9D	// Do NOT change this line
Offset	=B3A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=A9E	// Do NOT change this line
Offset	=D1A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=A9F	// Do NOT change this line
Offset	=D46
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=AA0	// Do NOT change this line
Offset	=D9E
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=AA1	// Do NOT change this line
Offset	=DF6
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=AA2	// Do NOT change this line
Offset	=E22
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=AA3	// Do NOT change this line
Offset	=E4E
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=AA4	// Do NOT change this line
Offset	=DCA
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=AA5	// Do NOT change this line
Offset	=E7A
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=AA6	// Do NOT change this line
Offset	=EA6
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=AA7	// Do NOT change this line
Offset	=ED2
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=AA8	// Do NOT change this line
Offset	=D72
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=AA9	// Do NOT change this line
Offset	=EFE
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=AAA	// Do NOT change this line
Offset	=F2A
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=AAB	// Do NOT change this line
Offset	=F56
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=AAC	// Do NOT change this line
Offset	=F82
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=AAD	// Do NOT change this line
Offset	=C21
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=AAF	// Do NOT change this line
Offset	=1610
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=AB0	// Do NOT change this line
Offset	=773
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=AB1	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=AB2	// Do NOT change this line
Offset	=43D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=AB3	// Do NOT change this line
Offset	=58F
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=AB4	// Do NOT change this line
Offset	=84F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=AB5	// Do NOT change this line
Offset	=163D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=AB6	// Do NOT change this line
Offset	=8A7
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=AB7	// Do NOT change this line
Offset	=5E7
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=AB8	// Do NOT change this line
Offset	=613
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=AB9	// Do NOT change this line
Offset	=63F
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=ABA	// Do NOT change this line
Offset	=66B
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=ABB	// Do NOT change this line
Offset	=5BB
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=ABC	// Do NOT change this line
Offset	=697
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=ABD	// Do NOT change this line
Offset	=6C3
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=ABE	// Do NOT change this line
Offset	=6EF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=ABF	// Do NOT change this line
Offset	=71B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=AC0	// Do NOT change this line
Offset	=87B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=AC1	// Do NOT change this line
Offset	=8FF
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=AC2	// Do NOT change this line
Offset	=92B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=AC3	// Do NOT change this line
Offset	=957
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=AC4	// Do NOT change this line
Offset	=983
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=AC5	// Do NOT change this line
Offset	=9AF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=AC6	// Do NOT change this line
Offset	=9DB
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=AC7	// Do NOT change this line
Offset	=A33
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=AC8	// Do NOT change this line
Offset	=A5F
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=AC9	// Do NOT change this line
Offset	=ACD
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=ACA	// Do NOT change this line
Offset	=B0F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=ACB	// Do NOT change this line
Offset	=B3B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=ACC	// Do NOT change this line
Offset	=D1B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=ACD	// Do NOT change this line
Offset	=D47
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=ACE	// Do NOT change this line
Offset	=D9F
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=ACF	// Do NOT change this line
Offset	=DF7
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=AD0	// Do NOT change this line
Offset	=E23
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=AD1	// Do NOT change this line
Offset	=E4F
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=AD2	// Do NOT change this line
Offset	=DCB
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=AD3	// Do NOT change this line
Offset	=E7B
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=AD4	// Do NOT change this line
Offset	=EA7
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=AD5	// Do NOT change this line
Offset	=ED3
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=AD6	// Do NOT change this line
Offset	=D73
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=AD7	// Do NOT change this line
Offset	=EFF
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=AD8	// Do NOT change this line
Offset	=F2B
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=AD9	// Do NOT change this line
Offset	=F57
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=ADA	// Do NOT change this line
Offset	=F83
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=ADB	// Do NOT change this line
Offset	=C22
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=ADD	// Do NOT change this line
Offset	=1611
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= PCI-E Port
Token	=ADE	// Do NOT change this line
Offset	=774
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         [02]Disable

// Setup Question	= Support PCIe SSD cache
// Token	=ADF	// Do NOT change this line
// Offset	=1653
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

Setup Question	= Hot Plug Capable
Token	=AE0	// Do NOT change this line
Offset	=43E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Port Link
Token	=AE1	// Do NOT change this line
Offset	=590
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Link Speed
Token	=AE2	// Do NOT change this line
Offset	=850
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen 1 (2.5 GT/s)
         [02]Gen 2 (5 GT/s)
         [03]Gen 3 (8 GT/s)

Setup Question	= Override Max Link Width
Token	=AE3	// Do NOT change this line
Offset	=163E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]x1
         [02]x2
         [03]x4
         [04]x8
         [05]x16

Setup Question	= PCI-E Port DeEmphasis
Token	=AE4	// Do NOT change this line
Offset	=8A8
Width	=01
BIOS Default =[00]-6.0 dB 
Options	=*[00]-6.0 dB	// Move "*" to the desired Option
         [01]-3.5 dB

Setup Question	= PCI-E Port Clocking
Token	=AE5	// Do NOT change this line
Offset	=5E8
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Slot Clock Source
Token	=AE6	// Do NOT change this line
Offset	=614
Width	=01
BIOS Default =[01]Common 
Options	=[00]Distinct	// Move "*" to the desired Option
         *[01]Common

Setup Question	= PCI-E Port Max Payload Size
Token	=AE7	// Do NOT change this line
Offset	=640
Width	=01
BIOS Default =[02]Auto 
Options	=[00]128B	// Move "*" to the desired Option
         [01]256B
         *[02]Auto

Setup Question	= PCI-E Port D-state
Token	=AE8	// Do NOT change this line
Offset	=66C
Width	=01
BIOS Default =[00]D0 
Options	=*[00]D0	// Move "*" to the desired Option
         [01]D3Hot

Setup Question	= PCI-E ASPM
Token	=AE9	// Do NOT change this line
Offset	=5BC
Width	=01
BIOS Default =[00]Disable 
Options	=[07]Auto	// Move "*" to the desired Option
         *[00]Disable
         [02]L1 Only

Setup Question	= PCI-E Port L0s Exit Latency
Token	=AEA	// Do NOT change this line
Offset	=698
Width	=01
BIOS Default =[03]4uS - 8uS 
Options	=*[03]4uS - 8uS	// Move "*" to the desired Option

Setup Question	= PCI-E Port L1 Exit Latency
Token	=AEB	// Do NOT change this line
Offset	=6C4
Width	=01
BIOS Default =[04]8uS - 16uS 
Options	=[00]<1uS	// Move "*" to the desired Option
         [01]1uS - 2uS
         [02]2uS - 4uS
         [03]4uS - 8uS
         *[04]8uS - 16uS
         [05]16uS - 32uS
         [06]32uS - 64uS
         [07]>64uS

Setup Question	= MSI
Token	=AEC	// Do NOT change this line
Offset	=6F0
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCI-E Extended Sync
Token	=AED	// Do NOT change this line
Offset	=71C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Compliance Mode
Token	=AEE	// Do NOT change this line
Offset	=87C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EOI
Token	=AEF	// Do NOT change this line
Offset	=900
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option
         [00]Enable

Setup Question	= Fatal Err Over
Token	=AF0	// Do NOT change this line
Offset	=92C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Fatal Err Over
Token	=AF1	// Do NOT change this line
Offset	=958
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Corr Err Over
Token	=AF2	// Do NOT change this line
Offset	=984
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= ACPI PME Interrupt
Token	=AF3	// Do NOT change this line
Offset	=9B0
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= L0s Support
Token	=AF4	// Do NOT change this line
Offset	=9DC
Width	=01
BIOS Default =[01]Disable 
Options	=*[01]Disable	// Move "*" to the desired Option

Setup Question	= P2P Memory Write
Token	=AF5	// Do NOT change this line
Offset	=A34
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= P2P Memory Read
Token	=AF6	// Do NOT change this line
Offset	=A60
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= PME to ACK
Token	=AF7	// Do NOT change this line
Offset	=ACE
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= HotPlug ACPI Mode
Token	=AF8	// Do NOT change this line
Offset	=B10
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PM ACPI Mode
Token	=AF9	// Do NOT change this line
Offset	=B3C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Gen3 Eq Mode
Token	=AFA	// Do NOT change this line
Offset	=D1C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable Phase 0,1,2,3
         [02]Disable Phase 0,1,2,3
         [04]Enable Phase 1 Only
         [05]Enable Phase 0,1 Only
         [0C]Advanced
         [0E]Enable MMM Offset West
         [0F]Alt Short Channel

Setup Question	= Gen3 Spec Mode
Token	=AFB	// Do NOT change this line
Offset	=D48
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]0.70 July
         [02]0.70 Sept
         [03]0.71 Sept

Setup Question	= Gen3 Phase2 Mode
Token	=AFC	// Do NOT change this line
Offset	=DA0
Width	=01
BIOS Default =[00]Hardware Adaptive 
Options	=*[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual

Setup Question	= Ph2 TxEq Precursor
Token	=AFD	// Do NOT change this line
Offset	=DF8
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph2 TxEq Cursor
Token	=AFE	// Do NOT change this line
Offset	=E24
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph2 TxEq Postcursor
Token	=AFF	// Do NOT change this line
Offset	=E50
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Phase3 Mode
Token	=B00	// Do NOT change this line
Offset	=DCC
Width	=01
BIOS Default =[0B]Mid @ Max Boost (HW Ovrd) 
Options	=[00]Hardware Adaptive	// Move "*" to the desired Option
         [02]Manual
         [0A]Mid @ Max Boost (SW Ovrd)
         *[0B]Mid @ Max Boost (HW Ovrd)
         [0C]Mid @ Max Boost (HW Ovrd Adapt)
         [0D]Mid @ Max Boost (Bypass)

Setup Question	= Ph3 TxEq Precursor
Token	=B01	// Do NOT change this line
Offset	=E7C
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Ph3 TxEq Cursor
Token	=B02	// Do NOT change this line
Offset	=EA8
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= Ph3 TxEq Postcursor
Token	=B03	// Do NOT change this line
Offset	=ED4
Width	=01
BIOS Default =<11> 
Value	=<11>

Setup Question	= Gen3 Linkup Flow
Token	=B04	// Do NOT change this line
Offset	=D74
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Gen1->Gen3
         [02]Gen1->Gen2->Gen3

Setup Question	= Gen3 Retrain Type
Token	=B05	// Do NOT change this line
Offset	=F00
Width	=01
BIOS Default =[04]Skip 
Options	=[01]SBR	// Move "*" to the desired Option
         [02]Link Disable
         [03]Phy Reset
         *[04]Skip

Setup Question	= Gen3 DN Tx Preset
Token	=B06	// Do NOT change this line
Offset	=F2C
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Gen3 DN Rx Preset Hint
Token	=B07	// Do NOT change this line
Offset	=F58
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 ( -6.0 dB)
         [01]P1 ( -7.0 dB)
         [02]P2 ( -8.0 dB)
         [03]P3 ( -9.0 dB)
         [04]P4 (-10.0 dB)
         [05]P5 (-11.0 dB)
         [06]P6 (-12.0 dB)

Setup Question	= Gen3 UP Tx Preset
Token	=B08	// Do NOT change this line
Offset	=F84
Width	=01
BIOS Default =[FF]Auto 
Options	=*[FF]Auto	// Move "*" to the desired Option
         [00]P0 (-6.0/0.0 dB)
         [01]P1 (-3.5/0.0 dB)
         [02]P2 (-4.5/0.0 dB)
         [03]P3 (-2.5/0.0 dB)
         [04]P4 ( 0.0/0.0 dB)
         [05]P5 ( 0.0/2.0 dB)
         [06]P6 ( 0.0/2.5 dB)
         [07]P7 (-6.0/3.5 dB)
         [08]P8 (-3.5/3.5 dB)
         [09]P9 ( 0.0/3.5 dB)

Setup Question	= Hide Port?
Token	=B09	// Do NOT change this line
Offset	=C23
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Pcie Ecrc
Token	=B0B	// Do NOT change this line
Offset	=1612
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= System Errors
Token	=B0C	// Do NOT change this line
Offset	=2BC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= McBankErrorInjectionSupport 
Token	=B0D	// Do NOT change this line
Offset	=2CC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= S/W Error Injection Support 
Token	=B0E	// Do NOT change this line
Offset	=2D5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Clear McBankErrors 
Token	=B0F	// Do NOT change this line
Offset	=2CD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= System Poison 
Token	=B10	// Do NOT change this line
Offset	=2BE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= IIO Error Enable
Token	=B11	// Do NOT change this line
Offset	=2C0
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= PCH Error Enable
Token	=B12	// Do NOT change this line
Offset	=2BF
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= EMCA Logging Support
Token	=B13	// Do NOT change this line
Offset	=2C1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Ignore OS EMCA Opt-in
Token	=B14	// Do NOT change this line
Offset	=2C3
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EMCA CMCI-SMI Morphing
Token	=B15	// Do NOT change this line
Offset	=2C2
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= EMCA MCE-SMI Morphing
Token	=B16	// Do NOT change this line
Offset	=2C4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= UBOX UMC TO SMI ENABLE
Token	=B17	// Do NOT change this line
Offset	=2C5
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Enable Cloaking
Token	=B18	// Do NOT change this line
Offset	=1667
Width	=01
BIOS Default =[00]Disable 
Options	=[01]Enable	// Move "*" to the desired Option
         *[00]Disable

Setup Question	= SMI QPI Lane Failover 
Token	=B1F	// Do NOT change this line
Offset	=2D0
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Error pin Programming for IIO
Token	=B20	// Do NOT change this line
Offset	=2D6
Width	=01
BIOS Default =[01]SMI 
Options	=[00]None	// Move "*" to the desired Option
         *[01]SMI

Setup Question	= IIO IRP0 protocol parity error
Token	=B21	// Do NOT change this line
Offset	=2D7
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP0 protocol qt overflow underflow error
Token	=B22	// Do NOT change this line
Offset	=2D8
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP0 protocol rcvd unexprsp
Token	=B23	// Do NOT change this line
Offset	=2D9
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP0 csr acc 32b unaligned
Token	=B24	// Do NOT change this line
Offset	=2DA
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP0 wrcache uncecc error
Token	=B25	// Do NOT change this line
Offset	=2DB
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP0 protocol rcvd poison error
Token	=B26	// Do NOT change this line
Offset	=2DC
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP0 wrcache correcc error
Token	=B27	// Do NOT change this line
Offset	=2DD
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP1 protocol parity error
Token	=B28	// Do NOT change this line
Offset	=2DE
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP1 protocol qt overflow underflow error
Token	=B29	// Do NOT change this line
Offset	=2DF
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP1 protocol rcvd unexprsp
Token	=B2A	// Do NOT change this line
Offset	=2E0
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP1 csr acc 32b unaligned
Token	=B2B	// Do NOT change this line
Offset	=2E1
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP1 wrcache uncecc error
Token	=B2C	// Do NOT change this line
Offset	=2E2
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP1 protocol rcvd poison error
Token	=B2D	// Do NOT change this line
Offset	=2E3
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= IIO IRP1 wrcache correcc error
Token	=B2E	// Do NOT change this line
Offset	=2E4
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= PCI-Ex Error Enable
Token	=B2F	// Do NOT change this line
Offset	=2E8
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Corrected Error Enable 
Token	=B30	// Do NOT change this line
Offset	=2E7
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Uncorrected Error Enable 
Token	=B31	// Do NOT change this line
Offset	=2E6
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Fatal Error Enable
Token	=B32	// Do NOT change this line
Offset	=2E5
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= PCIe Correctable error threshold
Token	=B33	// Do NOT change this line
Offset	=2EB
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Enable SERR propagation
Token	=B34	// Do NOT change this line
Offset	=2E9
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Enable PERR propagation
Token	=B35	// Do NOT change this line
Offset	=2EA
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= WHEA Error Injection 5.0 Extension
Token	=B36	// Do NOT change this line
Offset	=2C7
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= WHEA FFM Logging
Token	=B37	// Do NOT change this line
Offset	=2C9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Whea UEFI Revision
Token	=B38	// Do NOT change this line
Offset	=2C8
Width	=01
BIOS Default =[00]UEFI 2.2 
Options	=*[00]UEFI 2.2	// Move "*" to the desired Option
         [01]UEFI 2.3.1

Setup Question	= WHEA PCIe Error Injection
Token	=B39	// Do NOT change this line
Offset	=2CA
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= WHEA PCIe EInj Action Table
Token	=B3A	// Do NOT change this line
Offset	=2CB
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Memory corrected Error enbaling
Token	=B3B	// Do NOT change this line
Offset	=2D1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Spare interrupt 
Token	=B3C	// Do NOT change this line
Offset	=2D2
Width	=01
BIOS Default =[00]SMI  
Options	=*[00]SMI 	// Move "*" to the desired Option
         [01]CMCI
         [02]Error Pin

Setup Question	= Mirror FailOver Smi
Token	=B3D	// Do NOT change this line
Offset	=2D4
Width	=01
BIOS Default =[01]SMI  
Options	=*[01]SMI 	// Move "*" to the desired Option
         [00]CMCI

Setup Question	= Enforce POR
Token	=B3E	// Do NOT change this line
Offset	=117B
Width	=01
BIOS Default =[03]Auto 
Options	=*[03]Auto	// Move "*" to the desired Option
         [02]Disabled

Setup Question	= PPR Type
Token	=B3F	// Do NOT change this line
Offset	=1691
Width	=01
BIOS Default =[00]PPR Disabled 
Options	=[01]Hard PPR	// Move "*" to the desired Option
         [02]Soft PPR
         *[00]PPR Disabled

Setup Question	= PPR Error Injection test
Token	=B40	// Do NOT change this line
Offset	=1692
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= DRAM Frequency
Token	=B41	// Do NOT change this line
Offset	=112C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [05]1333
         [07]1600
         [09]1866
         [0B]2133
         [0D]2400
         [0F]

// Setup Question	= DRAM Frequency
// Token	=B42	// Do NOT change this line
// Offset	=112C
// Width	=01
// BIOS Default =[00]Auto 
// Options	=*[00]Auto	// Move "*" to the desired Option
//         [01]800
//         [02]1000
//         [03]1067
//         [04]1200
//         [05]1333
//         [06]1400
//         [07]1600
//         [08]1800
//         [09]1866
//         [0A]2000
//         [0B]2133
//         [0C]2200
//         [0D]2400
//         [0E]2600
//         [0F]
//         [10]Reserved
//         [11]Reserved
//         [12]Reserved
//         [13]Reserved

Setup Question	= DDR3 Voltage Level
Token	=B43	// Do NOT change this line
Offset	=10EA
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Force to 1.50V
         [02]Force to 1.35V

Setup Question	= MRC Promote Warnings
Token	=B44	// Do NOT change this line
Offset	=1151
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Promote Warnings
Token	=B45	// Do NOT change this line
Offset	=1152
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Halt on mem Training Error
Token	=B46	// Do NOT change this line
Offset	=110A
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Multi-Threaded MRC
Token	=B47	// Do NOT change this line
Offset	=1150
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= ECC Support
Token	=B48	// Do NOT change this line
Offset	=10E3
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Enforce Timeout
Token	=B49	// Do NOT change this line
Offset	=167A
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Enhanced Log Parsing
Token	=B4A	// Do NOT change this line
Offset	=1184
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= BSSA Module Loader
Token	=B4B	// Do NOT change this line
Offset	=165C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enable
         *[00]Disable

Setup Question	= Backside RMT
Token	=B4C	// Do NOT change this line
Offset	=167B
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Rank Multiplication
Token	=B4D	// Do NOT change this line
Offset	=112E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= LRDIMM Module Delay
Token	=B4E	// Do NOT change this line
Offset	=112F
Width	=01
BIOS Default =[00]Auto 
Options	=[01]Disabled	// Move "*" to the desired Option
         *[00]Auto

Setup Question	= MemTest
Token	=B4F	// Do NOT change this line
Offset	=10D3
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= MemTestLoops
Token	=B50	// Do NOT change this line
Offset	=10D4
Width	=02
BIOS Default =<1> 
Value	=<1>

Setup Question	= Dram Maintenance Test
Token	=B51	// Do NOT change this line
Offset	=10D6
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= Dram Maintenance Test Direction
Token	=B52	// Do NOT change this line
Offset	=10D7
Width	=01
BIOS Default =[00]UP Direction 
Options	=*[00]UP Direction	// Move "*" to the desired Option
         [01]DOWN Direction

Setup Question	= Dram Maintenance Test Invertion
Token	=B53	// Do NOT change this line
Offset	=10D8
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Dram Maintenance Test Repetitions
Token	=B54	// Do NOT change this line
Offset	=10D9
Width	=04
BIOS Default =<3> 
Value	=<3>

Setup Question	= Dram Maintenance Test Interation on Row
Token	=B55	// Do NOT change this line
Offset	=10DD
Width	=04
BIOS Default =<1> 
Value	=<1>

Setup Question	= Dram Maintenance Swizzle enabling
Token	=B56	// Do NOT change this line
Offset	=10E1
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= Dram Maintenance Refresh enabling during test
Token	=B57	// Do NOT change this line
Offset	=10E2
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Memory Type
Token	=B58	// Do NOT change this line
Offset	=10D2
Width	=01
BIOS Default =[02]UDIMMs and RDIMMs 
Options	=[00]RDIMMs only	// Move "*" to the desired Option
         [01]UDIMMs only
         *[02]UDIMMs and RDIMMs

Setup Question	= CECC WA CH Mask
Token	=B59	// Do NOT change this line
Offset	=1661
Width	=01
BIOS Default =<10> 
Value	=<10>

Setup Question	= Rank Margin Tool
Token	=B5A	// Do NOT change this line
Offset	=116F
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= RMT Pattern Length
Token	=B5B	// Do NOT change this line
Offset	=1132
Width	=04
BIOS Default =<32767> 
Value	=<32767>

Setup Question	= CMD Pattern Length
Token	=B5C	// Do NOT change this line
Offset	=167C
Width	=04
BIOS Default =<0> 
Value	=<0>

Setup Question	= Per Bit Margin
Token	=B5D	// Do NOT change this line
Offset	=1182
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Training Result Offset Config
Token	=B5E	// Do NOT change this line
Offset	=169F
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Auto	// Move "*" to the desired Option
         *[00]Disabled
         [01]Enabled

Setup Question	= Offset TxDq Timing
Token	=B5F	// Do NOT change this line
Offset	=16A0
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Offset TxVref
Token	=B60	// Do NOT change this line
Offset	=16A4
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Offset RxDq Timing
Token	=B61	// Do NOT change this line
Offset	=16A2
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Offset RxVref
Token	=B62	// Do NOT change this line
Offset	=16A6
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Offset CMD Timing
Token	=B63	// Do NOT change this line
Offset	=16A8
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Offset CMDVref
Token	=B64	// Do NOT change this line
Offset	=16AA
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Offset CTLAll
Token	=B65	// Do NOT change this line
Offset	=16AC
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Attempt Fast Boot
Token	=B66	// Do NOT change this line
Offset	=10EC
Width	=01
BIOS Default =[00]Disable 
Options	=[02]Auto	// Move "*" to the desired Option
         *[00]Disable
         [01]Enable

Setup Question	= Attempt Fast Cold Boot
Token	=B67	// Do NOT change this line
Offset	=10ED
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= MemTest On Fast Boot
Token	=B68	// Do NOT change this line
Offset	=10EB
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= RMT On Cold Fast Boot
Token	=B69	// Do NOT change this line
Offset	=168F
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= BDAT
Token	=B6A	// Do NOT change this line
Offset	=10EE
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= Data Scrambling
Token	=B6B	// Do NOT change this line
Offset	=10EF
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= Allow SBE during training
Token	=B6C	// Do NOT change this line
Offset	=10F0
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= WR CRC feature Control
Token	=B6D	// Do NOT change this line
Offset	=1660
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= Platform type input for SPD page selection.
Token	=B6E	// Do NOT change this line
Offset	=16B0
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= CECC WA Control
Token	=B6F	// Do NOT change this line
Offset	=1662
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= CAP ERR FLOW feature Control
Token	=B70	// Do NOT change this line
Offset	=1663
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= Scrambling Seed Low
Token	=B71	// Do NOT change this line
Offset	=10F1
Width	=02
BIOS Default =<41003> 
Value	=<41003>

Setup Question	= Scrambling Seed High
Token	=B72	// Do NOT change this line
Offset	=10F3
Width	=02
BIOS Default =<54165> 
Value	=<54165>

Setup Question	= Enable ADR
Token	=B73	// Do NOT change this line
Offset	=116D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Hardware Triggered ADR

Setup Question	= Adr data save mode
Token	=B74	// Do NOT change this line
Offset	=165F
Width	=01
BIOS Default =[03]NVDIMMs 
Options	=[01]Batterybacked DIMMs	// Move "*" to the desired Option
         [02]Copy to flash
         *[03]NVDIMMs

Setup Question	= Check PCH_PM_STS
Token	=B75	// Do NOT change this line
Offset	=113A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Check PlatformDetectADR
Token	=B76	// Do NOT change this line
Offset	=113B
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Erase-Arm NVDIMMs
Token	=B77	// Do NOT change this line
Offset	=113C
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Restore NVDIMMs
Token	=B78	// Do NOT change this line
Offset	=113D
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Interleave NVDIMMs
Token	=B79	// Do NOT change this line
Offset	=113E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Custom Refresh Enable
Token	=B7A	// Do NOT change this line
Offset	=10FD
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Custom Refresh Rate
Token	=B7B	// Do NOT change this line
Offset	=10FE
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Refresh Options
Token	=B7C	// Do NOT change this line
Offset	=10FC
Width	=01
BIOS Default =[00]Acc Self Refr 
Options	=*[00]Acc Self Refr	// Move "*" to the desired Option
         [01]2x Refresh

Setup Question	= MC BGF threshold
Token	=B7D	// Do NOT change this line
Offset	=1103
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= DLL Reset Test
Token	=B7E	// Do NOT change this line
Offset	=1104
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= MC ODT Mode
Token	=B7F	// Do NOT change this line
Offset	=110F
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [01]100 Ohms
         [00]50 Ohms

Setup Question	= Opp read during WMM
Token	=B80	// Do NOT change this line
Offset	=1153
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= Normal Operation Duration
Token	=B81	// Do NOT change this line
Offset	=1154
Width	=02
BIOS Default =<1024> 
Value	=<1024>

Setup Question	= Number of Sparing Transaction
Token	=B82	// Do NOT change this line
Offset	=1156
Width	=02
BIOS Default =<4> 
Value	=<4>

Setup Question	= PSMI Support
Token	=B83	// Do NOT change this line
Offset	=1158
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= C/A Parity Enable
Token	=B84	// Do NOT change this line
Offset	=1178
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= SMB Clock Frequency
Token	=B85	// Do NOT change this line
Offset	=1179
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]400 Khz
         [01]1 Mhz

Setup Question	= RAS Mode
Token	=B8C	// Do NOT change this line
Offset	=121B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Mirror
         [02]Lockstep Mode

Setup Question	= Memory Rank Sparing
Token	=B8D	// Do NOT change this line
Offset	=1171
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Memory Power Savings Mode
Token	=B8E	// Do NOT change this line
Offset	=114B
Width	=01
BIOS Default =[00]Disabled 
Options	=[05]Auto	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= DIMM Rank Enable Mask
Token	=B90	// Do NOT change this line
Offset	=1170
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Socket 0 Channel 0 Rank Enable BitMask
Token	=B91	// Do NOT change this line
Offset	=1159
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 0 Channel 1 Rank Enable BitMask
Token	=B92	// Do NOT change this line
Offset	=115A
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 0 Channel 2 Rank Enable BitMask
Token	=B93	// Do NOT change this line
Offset	=115B
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 0 Channel 3 Rank Enable BitMask
Token	=B94	// Do NOT change this line
Offset	=115C
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 1 Channel 0 Rank Enable BitMask
Token	=B95	// Do NOT change this line
Offset	=115D
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 1 Channel 1 Rank Enable BitMask
Token	=B96	// Do NOT change this line
Offset	=115E
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 1 Channel 2 Rank Enable BitMask
Token	=B97	// Do NOT change this line
Offset	=115F
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 1 Channel 3 Rank Enable BitMask
Token	=B98	// Do NOT change this line
Offset	=1160
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 2 Channel 0 Rank Enable BitMask
Token	=B99	// Do NOT change this line
Offset	=1161
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 2 Channel 1 Rank Enable BitMask
Token	=B9A	// Do NOT change this line
Offset	=1162
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 2 Channel 2 Rank Enable BitMask
Token	=B9B	// Do NOT change this line
Offset	=1163
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 2 Channel 3 Rank Enable BitMask
Token	=B9C	// Do NOT change this line
Offset	=1164
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 3 Channel 0 Rank Enable BitMask
Token	=B9D	// Do NOT change this line
Offset	=1165
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 3 Channel 1 Rank Enable BitMask
Token	=B9E	// Do NOT change this line
Offset	=1166
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 3 Channel 2 Rank Enable BitMask
Token	=B9F	// Do NOT change this line
Offset	=1167
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Socket 3 Channel 3 Rank Enable BitMask
Token	=BA0	// Do NOT change this line
Offset	=1168
Width	=01
BIOS Default =<255> 
Value	=<255>

Setup Question	= Page Policy
Token	=BA1	// Do NOT change this line
Offset	=10A0
Width	=01
BIOS Default =[03]Auto 
Options	=*[03]Auto	// Move "*" to the desired Option
         [01]Closed
         [00]Open
         [02]Adaptive

Setup Question	= RX Ctle Training
Token	=BA2	// Do NOT change this line
Offset	=165A
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Tx Eq Calibration
Token	=BA3	// Do NOT change this line
Offset	=1116
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= iMode Training
Token	=BA4	// Do NOT change this line
Offset	=1117
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Early CMD Training
Token	=BA5	// Do NOT change this line
Offset	=1114
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Early CTL Training
Token	=BA6	// Do NOT change this line
Offset	=1115
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Advanced Clk Training
Token	=BA7	// Do NOT change this line
Offset	=1110
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= CMD Normalization
Token	=BA8	// Do NOT change this line
Offset	=1111
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Round Trip Latency
Token	=BA9	// Do NOT change this line
Offset	=1118
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Duty Cycle Training
Token	=BAA	// Do NOT change this line
Offset	=1119
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Advanced Strobe Centering
Token	=BAB	// Do NOT change this line
Offset	=1112
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Per Bit Deskew
Token	=BAC	// Do NOT change this line
Offset	=117A
Width	=01
BIOS Default =[00]Disable 
Options	=[02]Auto	// Move "*" to the desired Option
         *[00]Disable
         [01]Enable

Setup Question	= Read Vref Centering
Token	=BAD	// Do NOT change this line
Offset	=1107
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Turnaround Time Optimization
Token	=BAE	// Do NOT change this line
Offset	=117D
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= PDA
Token	=BAF	// Do NOT change this line
Offset	=117C
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Write Vref Centering
Token	=BB0	// Do NOT change this line
Offset	=1108
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Command Vref Centering
Token	=BB1	// Do NOT change this line
Offset	=1659
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= LRDIMM Backside Vref Centering
Token	=BB2	// Do NOT change this line
Offset	=165B
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= LRDIMM Write Vref Training
Token	=BB3	// Do NOT change this line
Offset	=1676
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= LRDIMM Read Vref Training
Token	=BB4	// Do NOT change this line
Offset	=1677
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= LRDIMM RX DQ Centering Training
Token	=BB5	// Do NOT change this line
Offset	=1678
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= LRDIMM TX DQ Centering Training
Token	=BB6	// Do NOT change this line
Offset	=1679
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	= Set Throttling Mode
Token	=BB7	// Do NOT change this line
Offset	=110C
Width	=01
BIOS Default =[02]CLTT 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]OLTT
         *[02]CLTT

Setup Question	= OLTT Peak BW %
Token	=BB8	// Do NOT change this line
Offset	=110D
Width	=01
BIOS Default =<50> 
Value	=<50>

Setup Question	= Phase Shedding
Token	=BB9	// Do NOT change this line
Offset	=116E
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

// Setup Question	= Memory Power Savings Mode
// Token	=BBA	// Do NOT change this line
// Offset	=114B
// Width	=01
// BIOS Default =[00]Disabled 
// Options	=[05]Auto	// Move "*" to the desired Option
//         *[00]Disabled
//         [01]Slow
//         [02]Fast
//         [03]APD On
//         [04]User Defined

// Setup Question	= Memory Power Savings Mode
// Token	=BBB	// Do NOT change this line
// Offset	=114B
// Width	=01
// BIOS Default =[00]Disabled 
// Options	=[05]Auto	// Move "*" to the desired Option
//         *[00]Disabled
//         [03]APD On
//         [04]User Defined
//         [01]Reserved
//         [02]Reserved

Setup Question	= MDLL Off
Token	=BBD	// Do NOT change this line
Offset	=116B
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= MEMHOT Throttling Mode
Token	=BBE	// Do NOT change this line
Offset	=116C
Width	=01
BIOS Default =[02]Input-only 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Output-only
         *[02]Input-only

Setup Question	= Mem Electrical Throttling
Token	=BBF	// Do NOT change this line
Offset	=114C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled
         [02]Auto

Setup Question	= CK in SR
Token	=BC0	// Do NOT change this line
Offset	=10E8
Width	=01
BIOS Default =[04]Auto 
Options	=*[04]Auto	// Move "*" to the desired Option
         [00]Driven
         [01]Tri-State
         [02]Pulled Low
         [03]Pulled High

Setup Question	= CKE Throttling
Token	=BC1	// Do NOT change this line
Offset	=10E7
Width	=01
BIOS Default =[06]Auto 
Options	=*[06]Auto	// Move "*" to the desired Option
         [00]Off
         [01]APD On
         [02]PPDF On
         [03]PPDS On
         [04]APD On, PPDF On
         [05]APD On, PPDS On

// Setup Question	= CKE Throttling
// Token	=BC2	// Do NOT change this line
// Offset	=10E7
// Width	=01
// BIOS Default =[06]Auto 
// Options	=*[06]Auto	// Move "*" to the desired Option
//         [00]Off
//         [01]APD On
//         [02]Reserved
//         [03]Reserved
//         [04]Reserved
//         [05]Reserved

Setup Question	= Opportunistic SR
Token	=BC3	// Do NOT change this line
Offset	=10E9
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= DIMM profile
Token	=BC4	// Do NOT change this line
Offset	=111B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]MANUAL

// Setup Question	= DIMM profile
// Token	=10B6	// Do NOT change this line
// Offset	=111B
// Width	=01
// BIOS Default =[00]Disabled 
// Options	=*[00]Disabled	// Move "*" to the desired Option
//         [01]MANUAL
//         [02]Profile 1

// Setup Question	= DIMM profile
// Token	=10B7	// Do NOT change this line
// Offset	=111B
// Width	=01
// BIOS Default =[00]Disabled 
// Options	=*[00]Disabled	// Move "*" to the desired Option
//         [01]MANUAL
//         [02]Profile 1
//         [03]Profile 2

// Setup Question	= DRAM Frequency
// Token	=BC5	// Do NOT change this line
// Offset	=112C
// Width	=01
// BIOS Default =[00]Auto 
// Options	=*[00]Auto	// Move "*" to the desired Option
//         [01]800
//         [02]1000
//         [03]1067
//         [04]1200
//         [05]1333
//         [06]1400
//         [07]1600
//         [08]1800
//         [09]1866
//         [0A]2000
//         [0B]2133
//         [0C]2200
//         [0D]2400
//         [0E]2600
//         [0F]
//         [10]2800
//         [11]2933
//         [12]3000
//         [13]3200

Setup Question	= Memory Voltage
Token	=BC6	// Do NOT change this line
Offset	=112D
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Command Timing
Token	=BC7	// Do NOT change this line
Offset	=1129
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]1N
         [02]2N
         [03]3N

Setup Question	= Refresh Rate
Token	=BC8	// Do NOT change this line
Offset	=112A
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= CAS Latency
Token	=BC9	// Do NOT change this line
Offset	=111C
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= tRP
Token	=BCA	// Do NOT change this line
Offset	=111D
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= tRCD
Token	=BCB	// Do NOT change this line
Offset	=111E
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= tRAS
Token	=BCC	// Do NOT change this line
Offset	=111F
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= tWR
Token	=BCD	// Do NOT change this line
Offset	=1120
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= tRFC
Token	=BCE	// Do NOT change this line
Offset	=1121
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= tRRD
Token	=BCF	// Do NOT change this line
Offset	=1123
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= tRTP
Token	=BD0	// Do NOT change this line
Offset	=1124
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= tWTR
Token	=BD1	// Do NOT change this line
Offset	=1125
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= tFAW
Token	=BD2	// Do NOT change this line
Offset	=1126
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= tRC
Token	=BD3	// Do NOT change this line
Offset	=1128
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= tCWL
Token	=BD4	// Do NOT change this line
Offset	=1127
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Socket Interleave Below 4GB
Token	=BD5	// Do NOT change this line
Offset	=10E4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Channel Interleaving
Token	=BD6	// Do NOT change this line
Offset	=10E5
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]1-way Interleave
         [02]2-way Interleave
         [03]3-way Interleave
         [04]4-way Interleave

Setup Question	= Rank Interleaving
Token	=BD7	// Do NOT change this line
Offset	=10E6
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]1-way Interleave
         [02]2-way Interleave
         [04]4-way Interleave
         [08]8-way Interleave

Setup Question	= IOT Memory Buffer Reservation
Token	=BD8	// Do NOT change this line
Offset	=117E
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= A7 Mode
Token	=BD9	// Do NOT change this line
Offset	=1169
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

// Setup Question	= RAS Mode
// Token	=BDA	// Do NOT change this line
// Offset	=121B
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Mirror
//         [02]Lockstep Mode

Setup Question	= Lockstep x4 DIMMs
Token	=BDB	// Do NOT change this line
Offset	=1177
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

// Setup Question	= Memory Rank Sparing
// Token	=BDC	// Do NOT change this line
// Offset	=1171
// Width	=01
// BIOS Default =[00]Disabled 
// Options	=*[00]Disabled	// Move "*" to the desired Option
//         [01]Enabled

Setup Question	= Multi Rank Sparing
Token	=BDD	// Do NOT change this line
Offset	=1172
Width	=01
BIOS Default =[04]Auto 
Options	=[01]One Rank	// Move "*" to the desired Option
         [02]Two Rank
         [03]Three Rank
         *[04]Auto

Setup Question	= Correctable Error Threshold
Token	=BDE	// Do NOT change this line
Offset	=10AC
Width	=02
BIOS Default =<255> 
Value	=<255>

Setup Question	= Leaky bucket low bit
Token	=BDF	// Do NOT change this line
Offset	=10AE
Width	=01
BIOS Default =<40> 
Value	=<40>

Setup Question	= Leaky bucket high bit
Token	=BE0	// Do NOT change this line
Offset	=10AF
Width	=01
BIOS Default =<41> 
Value	=<41>

Setup Question	= DRAM Maintenance
Token	=BE1	// Do NOT change this line
Offset	=10B0
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [01]MANUAL
         [00]Disable

Setup Question	= DRAM Maintenance Mode
Token	=BE2	// Do NOT change this line
Offset	=10B1
Width	=01
BIOS Default =[01]TRR Mode 
Options	=[00]pTRR Mode	// Move "*" to the desired Option
         *[01]TRR Mode

Setup Question	= TRR Mode
Token	=BE3	// Do NOT change this line
Offset	=10B2
Width	=01
BIOS Default =[01]TRR Mode B 
Options	=[00]TRR Mode A	// Move "*" to the desired Option
         *[01]TRR Mode B

Setup Question	= Patrol Scrub
Token	=BE4	// Do NOT change this line
Offset	=10A7
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Patrol Scrub Interval
Token	=BE5	// Do NOT change this line
Offset	=10A8
Width	=01
BIOS Default =<24> 
Value	=<24>

Setup Question	= Demand Scrub
Token	=BE6	// Do NOT change this line
Offset	=10A9
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Device Tagging
Token	=BE7	// Do NOT change this line
Offset	=10AA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Handle Hard Error Detection
Token	=BE8	// Do NOT change this line
Offset	=1668
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Threshold
Token	=BE9	// Do NOT change this line
Offset	=1669
Width	=04
BIOS Default =<1> 
Value	=<1>

Setup Question	= Duration
Token	=BEA	// Do NOT change this line
Offset	=166D
Width	=04
BIOS Default =<256> 
Value	=<256>

Setup Question	= Memory Power Management
Token	=BEB	// Do NOT change this line
Offset	=10A4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Intel Hyper Threading Technology
Token	=BEE	// Do NOT change this line
Offset	=71
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	= Intel Enhanced Debug
Token	=BEF	// Do NOT change this line
Offset	=89
Width	=01
BIOS Default =[01]4096K 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]4096K

Setup Question	= IED Trace memory
Token	=BF0	// Do NOT change this line
Offset	=8A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]4M
         [02]8M
         [03]16M
         [04]32M
         [05]64M
         [06]128M
         [07]256M
         [08]512M
         [09]1G

Setup Question	= TSEG Smram Size
Token	=BF1	// Do NOT change this line
Offset	=8B
Width	=01
BIOS Default =[04]64M 
Options	=[00]4M	// Move "*" to the desired Option
         [01]8M
         [02]16M
         [03]32M
         *[04]64M

Setup Question	= Check CPU BIST Result
Token	=BF2	// Do NOT change this line
Offset	=8E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= CPU Flex Ratio Override
Token	=BF3	// Do NOT change this line
Offset	=A4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= CPU Core Ratio
Token	=BF4	// Do NOT change this line
Offset	=A3
Width	=01
BIOS Default =<23> 
Value	=<23>

Setup Question	= 3StrikeTimer
Token	=BF5	// Do NOT change this line
Offset	=77
Width	=01
BIOS Default =[01]Enable 
Options	=*[01]Enable	// Move "*" to the desired Option
         [00]Disable

Setup Question	= Performance/Watt
Token	=BF6	// Do NOT change this line
Offset	=7F
Width	=01
BIOS Default =[00]Traditional 
Options	=*[00]Traditional	// Move "*" to the desired Option
         [04]Power Optimized

Setup Question	= Monitor/Mwait
Token	=BF7	// Do NOT change this line
Offset	=7D
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Fast String
Token	=BF8	// Do NOT change this line
Offset	=7C
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Machine Check
Token	=BF9	// Do NOT change this line
Offset	=7E
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Max CPUID Value Limit
Token	=BFA	// Do NOT change this line
Offset	=61
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= xTPR
Token	=BFB	// Do NOT change this line
Offset	=79
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

// Setup Question	= VT-d
// Token	=BFC	// Do NOT change this line
// Offset	=302
// Width	=01
// BIOS Default =[01]Enable 
// Options	=[00]Disable	// Move "*" to the desired Option
//         *[01]Enable

Setup Question	= No-Execute Memory Protection
Token	=BFD	// Do NOT change this line
Offset	=62
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Enable Intel TXT Support
Token	=BFE	// Do NOT change this line
Offset	=72
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Intel Virtualization Technology
Token	=BFF	// Do NOT change this line
Offset	=73
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Enable SMX
Token	=C00	// Do NOT change this line
Offset	=74
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Lock Chipset
Token	=C01	// Do NOT change this line
Offset	=B3
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= MSR Lock Control
Token	=C02	// Do NOT change this line
Offset	=75
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= PPIN Control
Token	=C03	// Do NOT change this line
Offset	=B2
Width	=01
BIOS Default =[01]Unlock/Enable 
Options	=[00]Unlock/Disable	// Move "*" to the desired Option
         *[01]Unlock/Enable

Setup Question	= DEBUG INTERFACE
Token	=C04	// Do NOT change this line
Offset	=76
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Hardware Prefetcher
Token	=C05	// Do NOT change this line
Offset	=82
Width	=01
BIOS Default =[01]Enable 
Options	=*[01]Enable	// Move "*" to the desired Option
         [00]Disable

Setup Question	= Adjacent Cache Prefetch
Token	=C06	// Do NOT change this line
Offset	=83
Width	=01
BIOS Default =[01]Enable 
Options	=*[01]Enable	// Move "*" to the desired Option
         [00]Disable

Setup Question	= DCU Streamer Prefetcher
Token	=C07	// Do NOT change this line
Offset	=84
Width	=01
BIOS Default =[01]Enable 
Options	=*[01]Enable	// Move "*" to the desired Option
         [00]Disable

Setup Question	= DCU IP Prefetcher
Token	=C08	// Do NOT change this line
Offset	=85
Width	=01
BIOS Default =[01]Enable 
Options	=*[01]Enable	// Move "*" to the desired Option
         [00]Disable

Setup Question	= DCU Mode
Token	=C09	// Do NOT change this line
Offset	=86
Width	=01
BIOS Default =[00]32KB 8Way Without ECC 
Options	=*[00]32KB 8Way Without ECC	// Move "*" to the desired Option
         [01]16KB 4Way With ECC

Setup Question	= Bsp Selection
Token	=C0A	// Do NOT change this line
Offset	=88
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]Socket 0	// Move "*" to the desired Option
         [01]Socket 1
         *[FF]Auto

// Setup Question	= Bsp Selection
// Token	=C0B	// Do NOT change this line
// Offset	=88
// Width	=01
// BIOS Default =[FF]Auto 
// Options	=[00]Socket 0	// Move "*" to the desired Option
//         [01]Socket 1
//         [02]Socket 2
//         [03]Socket 3
//         *[FF]Auto

Setup Question	= UP Boot Selection
Token	=C0C	// Do NOT change this line
Offset	=A9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Socket 0
         [02]Socket 1

Setup Question	= Direct Cache Access (DCA)
Token	=C0D	// Do NOT change this line
Offset	=80
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= DCA Prefetch Delay
Token	=C0E	// Do NOT change this line
Offset	=81
Width	=01
BIOS Default =[04]32 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]8
         [02]16
         [03]24
         *[04]32
         [05]40
         [06]48
         [07]56
         [08]64
         [09]72
         [0A]80
         [0B]88
         [0C]96
         [0D]104
         [0E]112

Setup Question	= MTRR Default as uncacheable.
Token	=C0F	// Do NOT change this line
Offset	=AA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= X2APIC
Token	=C10	// Do NOT change this line
Offset	=87
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= X2APIC_OPT_OUT Flag
Token	=C11	// Do NOT change this line
Offset	=15DE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= AES-NI
Token	=C12	// Do NOT change this line
Offset	=B1
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= APIC Physical Mode
Token	=C13	// Do NOT change this line
Offset	=AE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Virtual Wire Mode
Token	=C14	// Do NOT change this line
Offset	=AF
Width	=01
BIOS Default =[00]Virtual Wire A 
Options	=*[00]Virtual Wire A	// Move "*" to the desired Option
         [01]Virtual Wire B

Setup Question	= Down Stream PECI
Token	=C15	// Do NOT change this line
Offset	=2BD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= IIO LLC Ways [19:0](Hex)
Token	=C16	// Do NOT change this line
Offset	=D0
Width	=04
BIOS Default =0 
Value	=0

Setup Question	= QLRU Config [63:32](Hex)
Token	=C17	// Do NOT change this line
Offset	=D8
Width	=04
BIOS Default =0 
Value	=0

Setup Question	= QLRU Config [31:0](Hex)
Token	=C18	// Do NOT change this line
Offset	=D4
Width	=04
BIOS Default =0 
Value	=0

Setup Question	= SMM Save State
Token	=C19	// Do NOT change this line
Offset	=14FC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Targeted Smi
Token	=C1A	// Do NOT change this line
Offset	=14FD
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Active Processor Cores
Token	=2850	// Do NOT change this line
Offset	=9F
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Core Disable Bitmap(Hex)
Token	=C1D	// Do NOT change this line
Offset	=8F
Width	=04
BIOS Default =0 
Value	=0

Setup Question	= IOT Cfg Cbo Bitmap(Hex)
Token	=C1E	// Do NOT change this line
Offset	=B8
Width	=04
BIOS Default =0 
Value	=0

Setup Question	=  OCLA Ways
Token	=C1F	// Do NOT change this line
Offset	=CC
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	=  OCLA Tor IDs
Token	=C20	// Do NOT change this line
Offset	=C8
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= Active Processor Cores
Token	=2851	// Do NOT change this line
Offset	=A0
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Core Disable Bitmap(Hex)
Token	=C21	// Do NOT change this line
Offset	=93
Width	=04
BIOS Default =0 
Value	=0

Setup Question	= IOT Cfg Cbo Bitmap(Hex)
Token	=C22	// Do NOT change this line
Offset	=BC
Width	=04
BIOS Default =0 
Value	=0

Setup Question	=  OCLA Ways
Token	=C23	// Do NOT change this line
Offset	=CD
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	=  OCLA Tor IDs
Token	=C24	// Do NOT change this line
Offset	=C9
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= Me FW Image Re-Flash
Token	=C25	// Do NOT change this line
Offset	=11FA
Width	=01
BIOS Default =[02]Enabled 
Options	=[00]Auto	// Move "*" to the desired Option
         [01]Disabled
         *[02]Enabled

Setup Question	= ME State
Token	=C26	// Do NOT change this line
Offset	=15E2
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Manageability App Enable
Token	=C27	// Do NOT change this line
Offset	=2B5
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Me FW Image Re-Flash
Token	=C29	// Do NOT change this line
Offset	=11FD
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Local FW Update
Token	=C2A	// Do NOT change this line
Offset	=11FE
Width	=01
BIOS Default =[00]Disabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Manageability State
Token	=C2B	// Do NOT change this line
Offset	=11FF
Width	=01
BIOS Default =[00]Disabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= IFR Update
Token	=C2C	// Do NOT change this line
Offset	=1200
Width	=01
BIOS Default =[00]Disabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= MDES Capability
Token	=C2D	// Do NOT change this line
Offset	=1202
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Intel SVT for PCH Capability
Token	=C2E	// Do NOT change this line
Offset	=1203
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= BIOS Hotkey Pressed
Token	=C2F	// Do NOT change this line
Offset	=120C
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Hide Un-Configure ME Confirmation Prompt
Token	=C30	// Do NOT change this line
Offset	=1208
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Un-Configure ME
Token	=C31	// Do NOT change this line
Offset	=1207
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= USB Configure
Token	=C32	// Do NOT change this line
Offset	=120A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PET Progress
Token	=C33	// Do NOT change this line
Offset	=1204
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Activate Remote Assistance Process
Token	=C34	// Do NOT change this line
Offset	=1205
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= AMT CIRA Timeout
Token	=C35	// Do NOT change this line
Offset	=1206
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= ASF
Token	=C36	// Do NOT change this line
Offset	=2AF
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= WatchDog
Token	=C37	// Do NOT change this line
Offset	=2B0
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=  BIOS Timer
Token	=C38	// Do NOT change this line
Offset	=2B3
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= OS WatchDog
Token	=C39	// Do NOT change this line
Offset	=1684
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=  OS Timer
Token	=C3A	// Do NOT change this line
Offset	=2B1
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= MEBx Debug Message Output
Token	=C3B	// Do NOT change this line
Offset	=1209
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= MEBx Selection Screen
Token	=C3C	// Do NOT change this line
Offset	=120B
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Non-UI Mode Resolution
Token	=C3E	// Do NOT change this line
Offset	=120D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]80x25
         [02]100x31

Setup Question	= UI Mode Resolution
Token	=C3F	// Do NOT change this line
Offset	=120E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]80x25
         [02]100x31

Setup Question	= Graphics Mode Resolution
Token	=C40	// Do NOT change this line
Offset	=120F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]640x480
         [02]800x600
         [03]1024x768

Setup Question	= ME Initialization Complete Timeout
Token	=C43	// Do NOT change this line
Offset	=11AC
Width	=01
BIOS Default =<2> 
Value	=<2>

Setup Question	= Custom HPET timer for SPS HECI Waiting
Token	=C44	// Do NOT change this line
Offset	=11AD
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= DRAM Init Done Enable
Token	=C45	// Do NOT change this line
Offset	=11B4
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	=   DRAM Init Done Timeout
Token	=C46	// Do NOT change this line
Offset	=11B5
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	=   DRAM Initialization Status
Token	=C47	// Do NOT change this line
Offset	=11B6
Width	=01
BIOS Default =[00]Auto - true status 
Options	=*[00]Auto - true status	// Move "*" to the desired Option
         [01]0 - Success
         [02]1 - No Memory in Channels
         [03]2 - Memory Init Error

Setup Question	= HMRFPO_LOCK Message
Token	=C49	// Do NOT change this line
Offset	=11B7
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= HMRFPO_ENABLE Message
Token	=C4A	// Do NOT change this line
Offset	=11B8
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= END_OF_POST Message
Token	=C4B	// Do NOT change this line
Offset	=11B9
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Global Reset Lock
Token	=C4C	// Do NOT change this line
Offset	=11BA
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= HECI-1 Enable
Token	=C4D	// Do NOT change this line
Offset	=11BB
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Enabled
         *[02]Auto

Setup Question	= HECI-2 Enable
Token	=C4E	// Do NOT change this line
Offset	=11BC
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Enabled
         *[02]Auto

Setup Question	= IDEr Enable
Token	=C4F	// Do NOT change this line
Offset	=11BD
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Enabled
         *[02]Auto

Setup Question	= KT Enable
Token	=C50	// Do NOT change this line
Offset	=11BE
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Enabled
         *[02]Auto

Setup Question	= Silicon View Technology
Token	=C51	// Do NOT change this line
Offset	=11BF
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= MPHY Send Table
Token	=C52	// Do NOT change this line
Offset	=11C1
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= MPHY Corrupt Endpoints
Token	=C53	// Do NOT change this line
Offset	=11C0
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Boot Mode Override
Token	=C54	// Do NOT change this line
Offset	=11C2
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	=   Boot Mode
Token	=C55	// Do NOT change this line
Offset	=11C3
Width	=01
BIOS Default =[00]Performance Optimized 
Options	=*[00]Performance Optimized	// Move "*" to the desired Option
         [01]Power Optimized

Setup Question	= Cores Disable Override
Token	=C56	// Do NOT change this line
Offset	=11C4
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	=   Cores To Disable
Token	=C57	// Do NOT change this line
Offset	=11C5
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Power Measurement Override
Token	=C58	// Do NOT change this line
Offset	=11C6
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	=   Power Measurement
Token	=C59	// Do NOT change this line
Offset	=11C7
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Hardware Change Override
Token	=C5A	// Do NOT change this line
Offset	=11C8
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	=   Hardware Changed
Token	=C5B	// Do NOT change this line
Offset	=11C9
Width	=01
BIOS Default =[00]no 
Options	=*[00]no	// Move "*" to the desired Option
         [01]yes

Setup Question	= Override ICC Clock Enables
Token	=C5C	// Do NOT change this line
Offset	=11D2
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= ICC/OC Watchdog Timer
Token	=C5D	// Do NOT change this line
Offset	=11D3
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= ICC Unused Clocks
Token	=C5E	// Do NOT change this line
Offset	=11D4
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= ICC Locks after EOP
Token	=C5F	// Do NOT change this line
Offset	=11F6
Width	=01
BIOS Default =[00]Default 
Options	=*[00]Default	// Move "*" to the desired Option
         [01]All Locked
         [02]All Unlocked
         [07]Custom

// Setup Question	= ICC Locks after EOP
// Token	=C60	// Do NOT change this line
// Offset	=11F6
// Width	=01
// BIOS Default =[00]Default 
// Options	=*[00]Default	// Move "*" to the desired Option
//         [01]All Locked
//         [02]All Unlocked

Setup Question	= ICC Profile
Token	=10B0	// Do NOT change this line
Offset	=11D6
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= ICC PLL Shutdown
Token	=C61	// Do NOT change this line
Offset	=11D9
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=     Clock Frequency
Token	=10B1	// Do NOT change this line
Offset	=11E0
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     Spread %
Token	=10B3	// Do NOT change this line
Offset	=11E5
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=     DMI/PEG Ratio
Token	=10B5	// Do NOT change this line
Offset	=11E8
Width	=01
BIOS Default =[00]5:5 
Options	=*[00]5:5	// Move "*" to the desired Option
         [01]5:4
         [02]5:3
         [03]5:2

Setup Question	=     Clock Frequency
Token	=10B2	// Do NOT change this line
Offset	=11E2
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     Spread %
Token	=10B4	// Do NOT change this line
Offset	=11E6
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= LOT26 Enable
Token	=C62	// Do NOT change this line
Offset	=121D
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= UFS
Token	=C63	// Do NOT change this line
Offset	=8D
Width	=01
BIOS Default =[00]Enabled 
Options	=*[00]Enabled	// Move "*" to the desired Option
         [01]Disabled

Setup Question	= Power Technology
Token	=2800	// Do NOT change this line
Offset	=1241
Width	=01
BIOS Default =[02]Custom 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Energy Efficient
         *[02]Custom

Setup Question	= CPU PM Tuning
Token	=C64	// Do NOT change this line
Offset	=1242
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]MANUAL

Setup Question	= Config TDP
Token	=C65	// Do NOT change this line
Offset	=14F6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Config TDP Level
Token	=C66	// Do NOT change this line
Offset	=14F7
Width	=01
BIOS Default =[00]Nominal 
Options	=*[00]Nominal	// Move "*" to the desired Option
         [01]Level 1
         [02]Level 2

Setup Question	= IOTG Setting
Token	=C67	// Do NOT change this line
Offset	=16AE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Uncore CLR Freq OVRD
Token	=C68	// Do NOT change this line
Offset	=1681
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]MANUAL

Setup Question	= Uncore Max CLR Freq
Token	=C69	// Do NOT change this line
Offset	=1674
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	= Intel SpeedStep Technology
Token	=C73	// Do NOT change this line
Offset	=63
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Intel Turbo Boost Technology
Token	=C74	// Do NOT change this line
Offset	=B4
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Package C State Support
Token	=C75	// Do NOT change this line
Offset	=6C
Width	=01
BIOS Default =[00]C0/C1 state 
Options	=*[00]C0/C1 state	// Move "*" to the desired Option
         [01]C2 state
         [02]C6(non Retention) state
         [03]C6(Retention) state

Setup Question	= CPU C3 State Support
Token	=C76	// Do NOT change this line
Offset	=6D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= CPU C6 State Support
Token	=C77	// Do NOT change this line
Offset	=6E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= CPU Thermal Throttling
Token	=C78	// Do NOT change this line
Offset	=12BE
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Enable CPU HWPM
Token	=C7A	// Do NOT change this line
Offset	=1665
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]HWPM NATIVE MODE
         [02]HWPM OOB MODE

Setup Question	= Enable CPU Autonomous Cstate
Token	=C7B	// Do NOT change this line
Offset	=1666
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

// Setup Question	= Intel SpeedStep Technology
// Token	=C7C	// Do NOT change this line
// Offset	=63
// Width	=01
// BIOS Default =[01]Enable 
// Options	=[00]Disable	// Move "*" to the desired Option
//         *[01]Enable

// Setup Question	= Intel Turbo Boost Technology
// Token	=C7D	// Do NOT change this line
// Offset	=B4
// Width	=01
// BIOS Default =[01]Enable 
// Options	=[00]Disable	// Move "*" to the desired Option
//         *[01]Enable

Setup Question	= P State Domain
Token	=C7E	// Do NOT change this line
Offset	=64
Width	=01
BIOS Default =[00]ALL 
Options	=*[00]ALL	// Move "*" to the desired Option
         [01]ONE

Setup Question	= P-state coordination
Token	=C7F	// Do NOT change this line
Offset	=65
Width	=01
BIOS Default =[00]HW_ALL 
Options	=*[00]HW_ALL	// Move "*" to the desired Option
         [01]SW_ALL
         [02]SW_ANY

Setup Question	= SPD
Token	=C80	// Do NOT change this line
Offset	=66
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PL2_SAFETY_NET_ENABLE
Token	=C81	// Do NOT change this line
Offset	=67
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Energy efficient P-state
Token	=C82	// Do NOT change this line
Offset	=12BF
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Boot performance mode
Token	=C83	// Do NOT change this line
Offset	=68
Width	=01
BIOS Default =[00]Max Performance 
Options	=*[00]Max Performance	// Move "*" to the desired Option
         [01]Max Efficient

Setup Question	=   Extreme Edition
Token	=C85	// Do NOT change this line
Offset	=12C2
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	=   Overclocking Lock
Token	=C86	// Do NOT change this line
Offset	=12C3
Width	=01
BIOS Default =[00]Enable 
Options	=[01]Disable	// Move "*" to the desired Option
         *[00]Enable

Setup Question	=     1-Core Ratio Limit
Token	=C87	// Do NOT change this line
Offset	=15AD
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     2-Core Ratio Limit
Token	=C88	// Do NOT change this line
Offset	=15AF
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     3-Core Ratio Limit
Token	=C89	// Do NOT change this line
Offset	=15B1
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     4-Core Ratio Limit
Token	=C8A	// Do NOT change this line
Offset	=15B3
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     5-Core Ratio Limit
Token	=C8B	// Do NOT change this line
Offset	=15B5
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     6-Core Ratio Limit
Token	=C8C	// Do NOT change this line
Offset	=15B7
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     7-Core Ratio Limit
Token	=C8D	// Do NOT change this line
Offset	=15B9
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     8-Core Ratio Limit
Token	=C8E	// Do NOT change this line
Offset	=15BB
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     9-Core Ratio Limit
Token	=C8F	// Do NOT change this line
Offset	=15BD
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     10-Core Ratio Limit
Token	=C90	// Do NOT change this line
Offset	=15BF
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     11-Core Ratio Limit
Token	=C91	// Do NOT change this line
Offset	=15C1
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     12-Core Ratio Limit
Token	=C92	// Do NOT change this line
Offset	=15C3
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     13-Core Ratio Limit
Token	=C93	// Do NOT change this line
Offset	=15C5
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     14-Core Ratio Limit
Token	=C94	// Do NOT change this line
Offset	=15C7
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     15-Core Ratio Limit
Token	=C95	// Do NOT change this line
Offset	=15C9
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     16-Core Ratio Limit
Token	=C96	// Do NOT change this line
Offset	=15CB
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     17-Core Ratio Limit
Token	=C97	// Do NOT change this line
Offset	=15CD
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     18-Core Ratio Limit
Token	=C98	// Do NOT change this line
Offset	=15CF
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     19-Core Ratio Limit
Token	=C99	// Do NOT change this line
Offset	=15D1
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     20-Core Ratio Limit
Token	=C9A	// Do NOT change this line
Offset	=15D3
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     21-Core Ratio Limit
Token	=C9B	// Do NOT change this line
Offset	=15D5
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     22-Core Ratio Limit
Token	=C9C	// Do NOT change this line
Offset	=15D7
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     23-Core Ratio Limit
Token	=C9D	// Do NOT change this line
Offset	=15D9
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=     24-Core Ratio Limit
Token	=C9E	// Do NOT change this line
Offset	=15DB
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= C2C3TT
Token	=C9F	// Do NOT change this line
Offset	=1280
Width	=04
BIOS Default =<0> 
Value	=<0>

Setup Question	= CPU C State
Token	=CA0	// Do NOT change this line
Offset	=69
Width	=01
BIOS Default =[00]Disable
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

// Setup Question	= Package C State Support
// Token	=CA1	// Do NOT change this line
// Offset	=6C
// Width	=01
// BIOS Default =[03]C6(Retention) state 
// Options	=[00]C0/C1 state	// Move "*" to the desired Option
//         [01]C2 state
//         [02]C6(non Retention) state
//         *[03]C6(Retention) state

// Setup Question	= CPU C3 State Support
// Token	=CA2	// Do NOT change this line
// Offset	=6D
// Width	=01
// BIOS Default =[00]Disable 
// Options	=*[00]Disable	// Move "*" to the desired Option
//         [01]Enable

// Setup Question	= CPU C6 State Support
// Token	=CA3	// Do NOT change this line
// Offset	=6E
// Width	=01
// BIOS Default =[01]Enable 
// Options	=[00]Disable	// Move "*" to the desired Option
//         *[01]Enable

Setup Question	= Enhanced Halt State (C1E)
Token	=CA4	// Do NOT change this line
Offset	=70
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disable
         [01]Enable

Setup Question	=   OS ACPI Cx
Token	=CA5	// Do NOT change this line
Offset	=AD
Width	=01
BIOS Default =[00]ACPI C2 
Options	=*[00]ACPI C2	// Move "*" to the desired Option
         [01]ACPI C3

Setup Question	= ACPI T-States
Token	=CA6	// Do NOT change this line
Offset	=AB
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= T-State Throttle 
Token	=CA7	// Do NOT change this line
Offset	=AC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]6.25%
         [02]12.5%
         [03]18.75%
         [04]25.0%
         [05]31.25%
         [06]37.5%
         [07]43.75%
         [08]50.0%
         [09]56.25%
         [0A]62.5%
         [0B]68.75%
         [0C]75.0%
         [0D]81.25%
         [0E]87.5%
         [0F]93.75%

Setup Question	= Bi-directional PROCHOT#
Token	=CA8	// Do NOT change this line
Offset	=128E
Width	=01
BIOS Default =[02]Bidirectional (normal input response) 
Options	=[00]Output-only	// Move "*" to the desired Option
         [01]Disable
         *[02]Bidirectional (normal input response)
         [03]Input-only

// Setup Question	= CPU Thermal Throttling
// Token	=CA9	// Do NOT change this line
// Offset	=12BE
// Width	=01
// BIOS Default =[01]Enabled 
// Options	=[00]Disable	// Move "*" to the desired Option
//         *[01]Enabled

Setup Question	= PROCHOT RESPONSE
Token	=CAA	// Do NOT change this line
Offset	=128F
Width	=01
BIOS Default =[00]Pn clamping 
Options	=*[00]Pn clamping	// Move "*" to the desired Option
         [01]Pm clamping

Setup Question	= Energy Performance Tuning
Token	=CB2	// Do NOT change this line
Offset	=1286
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Energy Performance BIAS setting.
Token	=CB3	// Do NOT change this line
Offset	=14F2
Width	=01
BIOS Default =[07]Balanced Performance 
Options	=[00]Performance	// Move "*" to the desired Option
         *[07]Balanced Performance
         [08]Balanced Power
         [0F]Power

Setup Question	= Power/Performance Switch
Token	=CB4	// Do NOT change this line
Offset	=1287
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Workload Configuration
Token	=CB5	// Do NOT change this line
Offset	=14F1
Width	=01
BIOS Default =[00]Balanced 
Options	=*[00]Balanced	// Move "*" to the desired Option
         [02]I/O sensitive

Setup Question	= Averaging Time Window
Token	=CB6	// Do NOT change this line
Offset	=14ED
Width	=02
BIOS Default =<23> 
Value	=<23>

Setup Question	= P0 TotalTimeThreshold Low
Token	=CB7	// Do NOT change this line
Offset	=14EF
Width	=01
BIOS Default =<35> 
Value	=<35>

Setup Question	= P0 TotalTimeThreshold High
Token	=CB8	// Do NOT change this line
Offset	=14F0
Width	=01
BIOS Default =<58> 
Value	=<58>

Setup Question	= PKG C-state Lat. Neg.
Token	=CB9	// Do NOT change this line
Offset	=1284
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= LTR Software Input
Token	=CBA	// Do NOT change this line
Offset	=1285
Width	=01
BIOS Default =[01]Ignore SW LTR input. 
Options	=[00]Take SW LTR input.	// Move "*" to the desired Option
         *[01]Ignore SW LTR input.

Setup Question	= SAPM Control
Token	=CBB	// Do NOT change this line
Offset	=1289
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= PHOLD_SR
Token	=CBC	// Do NOT change this line
Offset	=128A
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= PHOLD_CST_PREVENTION_INIT
Token	=CBD	// Do NOT change this line
Offset	=128B
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= FAST_Brk_Int_En
Token	=CBE	// Do NOT change this line
Offset	=128C
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= FAST_Brk_Snp_En
Token	=CBF	// Do NOT change this line
Offset	=128D
Width	=01
BIOS Default =[01]Disable 
Options	=[00]Enable	// Move "*" to the desired Option
         *[01]Disable

Setup Question	= Energy Efficient Turbo
Token	=CC0	// Do NOT change this line
Offset	=1290
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= PP0 Current_Cfg_Ctl Ovrd
Token	=CC1	// Do NOT change this line
Offset	=1292
Width	=01
BIOS Default =[01]MANUAL 
Options	=[00]Auto	// Move "*" to the desired Option
         *[01]MANUAL

Setup Question	= Current Config
Token	=CC2	// Do NOT change this line
Offset	=14F3
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Current Limitation
Token	=CC3	// Do NOT change this line
Offset	=1299
Width	=02
BIOS Default =<1080> 
Value	=<1080>

Setup Question	= PSI3 Threshold
Token	=CC5	// Do NOT change this line
Offset	=1294
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= PSI2 Threshold
Token	=CC6	// Do NOT change this line
Offset	=1296
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	= PSI1 Threshold
Token	=CC7	// Do NOT change this line
Offset	=1298
Width	=01
BIOS Default =<20> 
Value	=<20>

Setup Question	= Lock Indication
Token	=CC8	// Do NOT change this line
Offset	=1291
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PKGC_ENTRY_CRITERIA OVRD
Token	=CC9	// Do NOT change this line
Offset	=1220
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]MANUAL

Setup Question	= Snoop Latency Valid
Token	=CCE	// Do NOT change this line
Offset	=12B4
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Snoop Latency Override
Token	=CCF	// Do NOT change this line
Offset	=12B5
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Snoop Latency Multiplier
Token	=CD0	// Do NOT change this line
Offset	=12B6
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Snoop Latency Value
Token	=CD1	// Do NOT change this line
Offset	=12B7
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Non-Snoop Latency Valid
Token	=CD2	// Do NOT change this line
Offset	=12B9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Non-Snoop Latency Override
Token	=CD3	// Do NOT change this line
Offset	=12BA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= NonSnoop LatencyMultiplier
Token	=CD4	// Do NOT change this line
Offset	=12BB
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Non-Snoop Latency Value
Token	=CD5	// Do NOT change this line
Offset	=12BC
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= EEP_L_OVERRIDE
Token	=CD6	// Do NOT change this line
Offset	=12A8
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= EEP_L_OVERRIDE_ENABLE
Token	=CD7	// Do NOT change this line
Offset	=12A9
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= I_TURBO_OVERRIDE_ENABLE
Token	=CD8	// Do NOT change this line
Offset	=12AA
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= CST_DEMOTION_OVRD_ENABLE
Token	=CD9	// Do NOT change this line
Offset	=12AB
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= TURBO_DEMOTION_OVRD_ENABLE
Token	=CDA	// Do NOT change this line
Offset	=12AC
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= UNCORE_PERF_PLIMIT_OVRD_EN
Token	=CDB	// Do NOT change this line
Offset	=12AD
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= EET_OVERRIDE_ENABLE
Token	=CDC	// Do NOT change this line
Offset	=12AE
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= IO_BW_PLIMIT_OVRD_EN
Token	=CDD	// Do NOT change this line
Offset	=12AF
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= IOM_APM_OVERRIDE_ENABLE
Token	=CDE	// Do NOT change this line
Offset	=12B1
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= QPI_APM_OVERRIDE_ENABLE
Token	=CDF	// Do NOT change this line
Offset	=12B2
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= IIO_PKGC_CLK_GATE_DISABLE
Token	=CE0	// Do NOT change this line
Offset	=123D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= QPI01_PKGC_CLK_GATE_DISABL
Token	=CE1	// Do NOT change this line
Offset	=123C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= QPI2_PKGC_CLK_GATE_DISABLE
Token	=CE2	// Do NOT change this line
Offset	=123B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= FORCE_PPLL_OFF
Token	=CE3	// Do NOT change this line
Offset	=123E
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= MC1 PKGC CLK GATE DISABLE
Token	=CE4	// Do NOT change this line
Offset	=122F
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= MC0 PKGC CLK GATE DISABLE
Token	=CE5	// Do NOT change this line
Offset	=1230
Width	=01
BIOS Default =[00]Enable 
Options	=*[00]Enable	// Move "*" to the desired Option
         [01]Disable

Setup Question	= Non-Snoop Wakeup
Token	=CE6	// Do NOT change this line
Offset	=1232
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= PCIe PLL Shutdown En
Token	=CE7	// Do NOT change this line
Offset	=1238
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Mem PLLs Shutdown En
Token	=CE8	// Do NOT change this line
Offset	=1239
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]Enable
         *[02]Auto

Setup Question	= Perf_P_Limit_Threshold
Token	=CE9	// Do NOT change this line
Offset	=1222
Width	=01
BIOS Default =<15> 
Value	=<15>

Setup Question	= Perf_P_Limit_Clip
Token	=CEA	// Do NOT change this line
Offset	=1223
Width	=01
BIOS Default =<63> 
Value	=<63>

Setup Question	= Disable_PERF_P_Input
Token	=CEB	// Do NOT change this line
Offset	=1224
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= RESOLUTION_MODE
Token	=CEC	// Do NOT change this line
Offset	=1225
Width	=01
BIOS Default =[00]Maximum p-state 
Options	=*[00]Maximum p-state	// Move "*" to the desired Option
         [01]Max clip 
         [02]Threshold 
         [03]Average P-State 

Setup Question	= PERF_P_LIMIT_EN
Token	=CED	// Do NOT change this line
Offset	=1226
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Perf_Plimit_Differential
Token	=CEE	// Do NOT change this line
Offset	=1227
Width	=01
BIOS Default =<1> 
Value	=<1>

// Setup Question	= Perf_P_Limit_Threshold
// Token	=CEF	// Do NOT change this line
// Offset	=1222
// Width	=01
// BIOS Default =<15> 
// Value	=<15>

// Setup Question	= PERF_P_LIMIT_EN
// Token	=CF0	// Do NOT change this line
// Offset	=1226
// Width	=01
// BIOS Default =[01]Enable 
// Options	=[00]Disable	// Move "*" to the desired Option
//         *[01]Enable

Setup Question	= QPI_0_IN
Token	=CF1	// Do NOT change this line
Offset	=1247
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= CPU0 QPI_1_IN
Token	=CF2	// Do NOT change this line
Offset	=124B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= CPU0 QPI_2_IN
Token	=CF3	// Do NOT change this line
Offset	=124F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port0 PCIE_IN
Token	=CF4	// Do NOT change this line
Offset	=1253
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port1 PCIE_IN
Token	=CF5	// Do NOT change this line
Offset	=1257
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port2 PCIE_IN
Token	=CF6	// Do NOT change this line
Offset	=125B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port3 PCIE_IN
Token	=CF7	// Do NOT change this line
Offset	=125F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port4 PCIE_IN
Token	=CF8	// Do NOT change this line
Offset	=1263
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port5 PCIE_IN
Token	=CF9	// Do NOT change this line
Offset	=1267
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port6 PCIE_IN
Token	=CFA	// Do NOT change this line
Offset	=126B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port7 PCIE_IN
Token	=CFB	// Do NOT change this line
Offset	=126F
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port8 PCIE_IN
Token	=CFC	// Do NOT change this line
Offset	=1273
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port9 PCIE_IN
Token	=CFD	// Do NOT change this line
Offset	=1277
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port10 PCIE_IN
Token	=CFE	// Do NOT change this line
Offset	=127B
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= QPI_0_IN
Token	=CFF	// Do NOT change this line
Offset	=1248
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= CPU1 QPI_1_IN
Token	=D00	// Do NOT change this line
Offset	=124C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= CPU1 QPI_2_IN
Token	=D01	// Do NOT change this line
Offset	=1250
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port0 PCIE_IN
Token	=D02	// Do NOT change this line
Offset	=1254
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port1 PCIE_IN
Token	=D03	// Do NOT change this line
Offset	=1258
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port2 PCIE_IN
Token	=D04	// Do NOT change this line
Offset	=125C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port3 PCIE_IN
Token	=D05	// Do NOT change this line
Offset	=1260
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port4 PCIE_IN
Token	=D06	// Do NOT change this line
Offset	=1264
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port5 PCIE_IN
Token	=D07	// Do NOT change this line
Offset	=1268
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port6 PCIE_IN
Token	=D08	// Do NOT change this line
Offset	=126C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port7 PCIE_IN
Token	=D09	// Do NOT change this line
Offset	=1270
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port8 PCIE_IN
Token	=D0A	// Do NOT change this line
Offset	=1274
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port9 PCIE_IN
Token	=D0B	// Do NOT change this line
Offset	=1278
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port10 PCIE_IN
Token	=D0C	// Do NOT change this line
Offset	=127C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= QPI_0_IN
Token	=D0D	// Do NOT change this line
Offset	=1249
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= CPU2 QPI_1_IN
Token	=D0E	// Do NOT change this line
Offset	=124D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= CPU2 QPI_2_IN
Token	=D0F	// Do NOT change this line
Offset	=1251
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port0 PCIE_IN
Token	=D10	// Do NOT change this line
Offset	=1255
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port1 PCIE_IN
Token	=D11	// Do NOT change this line
Offset	=1259
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port2 PCIE_IN
Token	=D12	// Do NOT change this line
Offset	=125D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port3 PCIE_IN
Token	=D13	// Do NOT change this line
Offset	=1261
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port4 PCIE_IN
Token	=D14	// Do NOT change this line
Offset	=1265
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port5 PCIE_IN
Token	=D15	// Do NOT change this line
Offset	=1269
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port6 PCIE_IN
Token	=D16	// Do NOT change this line
Offset	=126D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port7 PCIE_IN
Token	=D17	// Do NOT change this line
Offset	=1271
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port8 PCIE_IN
Token	=D18	// Do NOT change this line
Offset	=1275
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port9 PCIE_IN
Token	=D19	// Do NOT change this line
Offset	=1279
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port10 PCIE_IN
Token	=D1A	// Do NOT change this line
Offset	=127D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= QPI_0_IN
Token	=D1B	// Do NOT change this line
Offset	=124A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= CPU3 QPI_1_IN
Token	=D1C	// Do NOT change this line
Offset	=124E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= CPU3 QPI_2_IN
Token	=D1D	// Do NOT change this line
Offset	=1252
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port0 PCIE_IN
Token	=D1E	// Do NOT change this line
Offset	=1256
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port1 PCIE_IN
Token	=D1F	// Do NOT change this line
Offset	=125A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port2 PCIE_IN
Token	=D20	// Do NOT change this line
Offset	=125E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port3 PCIE_IN
Token	=D21	// Do NOT change this line
Offset	=1262
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port4 PCIE_IN
Token	=D22	// Do NOT change this line
Offset	=1266
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port5 PCIE_IN
Token	=D23	// Do NOT change this line
Offset	=126A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port6 PCIE_IN
Token	=D24	// Do NOT change this line
Offset	=126E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port7 PCIE_IN
Token	=D25	// Do NOT change this line
Offset	=1272
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port8 PCIE_IN
Token	=D26	// Do NOT change this line
Offset	=1276
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port9 PCIE_IN
Token	=D27	// Do NOT change this line
Offset	=127A
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= PCIE Port10 PCIE_IN
Token	=D28	// Do NOT change this line
Offset	=127E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [02]IN_L1

Setup Question	= DRAM RAPL Baseline
Token	=D29	// Do NOT change this line
Offset	=1180
Width	=01
BIOS Default =[02]DRAM RAPL Mode 1 
Options	=[00]Disable	// Move "*" to the desired Option
         [01]DRAM RAPL Mode 0
         *[02]DRAM RAPL Mode 1

Setup Question	= Override BW_LIMIT_TF
Token	=D2A	// Do NOT change this line
Offset	=1181
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= DRAM RAPL Extended Range
Token	=D2B	// Do NOT change this line
Offset	=1183
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= FAST_RAPL_NSTRIKE_PL2_DUTY_CYCLE
Token	=D2C	// Do NOT change this line
Offset	=12A7
Width	=01
BIOS Default =<64> 
Value	=<64>

Setup Question	= Turbo Pwr Limit Lock
Token	=D2D	// Do NOT change this line
Offset	=12A6
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Long Pwr Limit Ovrd
Token	=D2E	// Do NOT change this line
Offset	=129E
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Long Duration Power Limit
Token	=D2F	// Do NOT change this line
Offset	=129C
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Long Duration Maintained
Token	=D30	// Do NOT change this line
Offset	=129F
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Pkg Clmp Lim1
Token	=D31	// Do NOT change this line
Offset	=12A1
Width	=01
BIOS Default =[01]Below P1 
Options	=[00]Bewtee P1/P0	// Move "*" to the desired Option
         *[01]Below P1

Setup Question	= Short Dur Pwr Limit En
Token	=D32	// Do NOT change this line
Offset	=12A2
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

Setup Question	= Short Duration Power Limit
Token	=D33	// Do NOT change this line
Offset	=12A3
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Pkg Clmp Lim2
Token	=D34	// Do NOT change this line
Offset	=12A5
Width	=01
BIOS Default =[01]Below P1 
Options	=[00]Bewtee P1/P0	// Move "*" to the desired Option
         *[01]Below P1

Setup Question	= OverClocking Feature
Token	=D35	// Do NOT change this line
Offset	=1505
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Filter Pll
Token	=D36	// Do NOT change this line
Offset	=1504
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Adjust Pll 
Token	=D37	// Do NOT change this line
Offset	=1687
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Change PllTrim Value
Token	=D38	// Do NOT change this line
Offset	=1688
Width	=04
BIOS Default =<0> 
Value	=<0>

Setup Question	= Change PLLTRIM Prefix
Token	=D39	// Do NOT change this line
Offset	=168C
Width	=01
BIOS Default =[00]+ 
Options	=*[00]+	// Move "*" to the desired Option
         [01]-

Setup Question	= TJ-Max offset
Token	=D3A	// Do NOT change this line
Offset	=168D
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= SfrTrim Optin
Token	=D3B	// Do NOT change this line
Offset	=169E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Core Max OC Ratio
Token	=D40	// Do NOT change this line
Offset	=1527
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Core Voltage Mode
Token	=D41	// Do NOT change this line
Offset	=1528
Width	=01
BIOS Default =[00]Adaptive 
Options	=*[00]Adaptive	// Move "*" to the desired Option
         [01]Override

Setup Question	= Core Voltage Override
Token	=D42	// Do NOT change this line
Offset	=1529
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Core Extra Turbo Voltage
Token	=D43	// Do NOT change this line
Offset	=152E
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Core Voltage Offset
Token	=D44	// Do NOT change this line
Offset	=152B
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Offset Prefix
Token	=D45	// Do NOT change this line
Offset	=152D
Width	=01
BIOS Default =[00]+ 
Options	=*[00]+	// Move "*" to the desired Option
         [01]-

Setup Question	= VCCU Voltage Offset
Token	=D46	// Do NOT change this line
Offset	=1698
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Offset Prefix
Token	=D47	// Do NOT change this line
Offset	=169A
Width	=01
BIOS Default =[00]+ 
Options	=*[00]+	// Move "*" to the desired Option
         [01]-

Setup Question	= AVX2 Negative Offset
Token	=D48	// Do NOT change this line
Offset	=169D
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= CLR Max OC Ratio
Token	=D49	// Do NOT change this line
Offset	=1562
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= CLR Min Ratio
Token	=D4A	// Do NOT change this line
Offset	=168E
Width	=01
BIOS Default =<12> 
Value	=<12>

Setup Question	= CLR Voltage Mode
Token	=D4B	// Do NOT change this line
Offset	=1563
Width	=01
BIOS Default =[00]Adaptive 
Options	=*[00]Adaptive	// Move "*" to the desired Option
         [01]Override

Setup Question	= CLR Voltage Override
Token	=D4C	// Do NOT change this line
Offset	=1564
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= CLR Extra Turbo Voltage
Token	=D4D	// Do NOT change this line
Offset	=1569
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= CLR Voltage Offset
Token	=D4E	// Do NOT change this line
Offset	=1566
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=   Offset Prefix
Token	=D4F	// Do NOT change this line
Offset	=1568
Width	=01
BIOS Default =[00]+ 
Options	=*[00]+	// Move "*" to the desired Option
         [01]-

Setup Question	= Uncore Voltage Offset
Token	=D50	// Do NOT change this line
Offset	=156B
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=   Offset Prefix
Token	=D51	// Do NOT change this line
Offset	=156D
Width	=01
BIOS Default =[00]+ 
Options	=*[00]+	// Move "*" to the desired Option
         [01]-

Setup Question	= VccIo Voltage Control
Token	=D52	// Do NOT change this line
Offset	=15AB
Width	=01
BIOS Default =[00]1.0590V 
Options	=*[00]1.0590V	// Move "*" to the desired Option
         [01]1.0697V
         [02]1.0801V
         [03]1.0905V
         [04]1.1005V
         [05]1.1110V
         [06]1.1216V
         [07]1.1322V
         [08]1.1421V
         [09]1.1527V
         [0A]1.1633V
         [0B]1.1737V
         [0C]1.1838V
         [0D]1.1938V
         [0E]1.2046V
         [0F]1.2149V
         [10]1.2254V
         [11]1.2360V
         [12]1.2464V
         [13]1.2569V
         [14]1.2672V
         [15]1.2775V
         [16]1.2879V
         [17]1.2984V
         [18]1.3083V
         [19]1.3190V
         [1A]1.3296V
         [1B]1.3398V
         [1C]1.3502V
         [1D]1.3605V
         [1E]1.3710V
         [1F]1.3813V
         [20]1.3917V
         [21]1.4021V
         [22]1.4126V
         [23]1.4218V
         [24]1.4322V
         [25]1.4427V
         [26]1.4530V
         [27]1.4645V
         [28]1.4736V
         [29]1.4843V
         [2A]1.4947V
         [2B]1.5052V
         [2C]1.5154V
         [2D]1.5259V
         [2E]1.5363V
         [2F]1.5468V
         [30]1.5572V
         [31]1.5678V
         [32]1.5783V
         [33]1.5886V
         [34]1.5988V
         [35]1.6093V
         [36]1.6200V
         [37]1.6302V
         [38]1.6390V
         [39]1.6496V
         [3A]1.6601V
         [3B]1.6706V
         [3C]1.6808V
         [3D]1.6912V
         [3E]1.7019V
         [3F]1.7125V

Setup Question	= SVID Support
Token	=D53	// Do NOT change this line
Offset	=1574
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= SVID Voltage Override
Token	=D54	// Do NOT change this line
Offset	=1575
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= CPU VCCin Voltage Level
Token	=D55	// Do NOT change this line
Offset	=15A9
Width	=02
BIOS Default =<359> 
Value	=<359>

Setup Question	= FIVR Faults
Token	=D56	// Do NOT change this line
Offset	=1577
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= FIVR Efficiency Management
Token	=D57	// Do NOT change this line
Offset	=1578
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Intel Ref.code setup hide
Token	=D58	// Do NOT change this line
Offset	=309
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D59	// Do NOT change this line
Offset	=30B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D5A	// Do NOT change this line
Offset	=30C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D5B	// Do NOT change this line
Offset	=30D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D5C	// Do NOT change this line
Offset	=30E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D5D	// Do NOT change this line
Offset	=30F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D5E	// Do NOT change this line
Offset	=310
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D5F	// Do NOT change this line
Offset	=311
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D60	// Do NOT change this line
Offset	=312
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D61	// Do NOT change this line
Offset	=313
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D62	// Do NOT change this line
Offset	=314
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D63	// Do NOT change this line
Offset	=315
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D64	// Do NOT change this line
Offset	=316
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D65	// Do NOT change this line
Offset	=317
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D66	// Do NOT change this line
Offset	=318
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D67	// Do NOT change this line
Offset	=319
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D68	// Do NOT change this line
Offset	=31A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D69	// Do NOT change this line
Offset	=31B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D6A	// Do NOT change this line
Offset	=31C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D6B	// Do NOT change this line
Offset	=31D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D6C	// Do NOT change this line
Offset	=31E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D6D	// Do NOT change this line
Offset	=31F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D6E	// Do NOT change this line
Offset	=320
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D6F	// Do NOT change this line
Offset	=321
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D70	// Do NOT change this line
Offset	=322
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D71	// Do NOT change this line
Offset	=323
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D72	// Do NOT change this line
Offset	=324
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D73	// Do NOT change this line
Offset	=325
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D74	// Do NOT change this line
Offset	=326
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D75	// Do NOT change this line
Offset	=327
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D76	// Do NOT change this line
Offset	=328
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D77	// Do NOT change this line
Offset	=329
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D78	// Do NOT change this line
Offset	=32A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D79	// Do NOT change this line
Offset	=32B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D7A	// Do NOT change this line
Offset	=32C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D7B	// Do NOT change this line
Offset	=32D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D7C	// Do NOT change this line
Offset	=32E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D7D	// Do NOT change this line
Offset	=32F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D7E	// Do NOT change this line
Offset	=330
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D7F	// Do NOT change this line
Offset	=331
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D80	// Do NOT change this line
Offset	=332
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D81	// Do NOT change this line
Offset	=333
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D82	// Do NOT change this line
Offset	=334
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D83	// Do NOT change this line
Offset	=335
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D84	// Do NOT change this line
Offset	=336
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D85	// Do NOT change this line
Offset	=337
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D86	// Do NOT change this line
Offset	=339
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D87	// Do NOT change this line
Offset	=33B
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D88	// Do NOT change this line
Offset	=33D
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D89	// Do NOT change this line
Offset	=33F
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D8A	// Do NOT change this line
Offset	=341
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D8B	// Do NOT change this line
Offset	=343
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D8C	// Do NOT change this line
Offset	=345
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D8D	// Do NOT change this line
Offset	=347
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D8E	// Do NOT change this line
Offset	=349
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D8F	// Do NOT change this line
Offset	=34B
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D90	// Do NOT change this line
Offset	=34D
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D91	// Do NOT change this line
Offset	=34F
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D92	// Do NOT change this line
Offset	=351
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D93	// Do NOT change this line
Offset	=353
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D94	// Do NOT change this line
Offset	=355
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D95	// Do NOT change this line
Offset	=357
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D96	// Do NOT change this line
Offset	=359
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D97	// Do NOT change this line
Offset	=35B
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D98	// Do NOT change this line
Offset	=35D
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D99	// Do NOT change this line
Offset	=35F
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D9A	// Do NOT change this line
Offset	=361
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D9B	// Do NOT change this line
Offset	=363
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D9C	// Do NOT change this line
Offset	=365
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D9D	// Do NOT change this line
Offset	=367
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D9E	// Do NOT change this line
Offset	=369
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=D9F	// Do NOT change this line
Offset	=36B
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DA0	// Do NOT change this line
Offset	=36D
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DA1	// Do NOT change this line
Offset	=36F
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DA2	// Do NOT change this line
Offset	=371
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DA3	// Do NOT change this line
Offset	=373
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DA4	// Do NOT change this line
Offset	=375
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DA5	// Do NOT change this line
Offset	=377
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DA6	// Do NOT change this line
Offset	=379
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DA7	// Do NOT change this line
Offset	=37B
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DA8	// Do NOT change this line
Offset	=37D
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DA9	// Do NOT change this line
Offset	=37F
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DAA	// Do NOT change this line
Offset	=381
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DAB	// Do NOT change this line
Offset	=383
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DAC	// Do NOT change this line
Offset	=385
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DAD	// Do NOT change this line
Offset	=387
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DAE	// Do NOT change this line
Offset	=389
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DAF	// Do NOT change this line
Offset	=38B
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DB0	// Do NOT change this line
Offset	=38D
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DB1	// Do NOT change this line
Offset	=38F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DB2	// Do NOT change this line
Offset	=390
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DB3	// Do NOT change this line
Offset	=391
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DB4	// Do NOT change this line
Offset	=392
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DB5	// Do NOT change this line
Offset	=393
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DB6	// Do NOT change this line
Offset	=394
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DB7	// Do NOT change this line
Offset	=395
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DB8	// Do NOT change this line
Offset	=396
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DB9	// Do NOT change this line
Offset	=397
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DBA	// Do NOT change this line
Offset	=398
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DBB	// Do NOT change this line
Offset	=399
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DBC	// Do NOT change this line
Offset	=39A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DBD	// Do NOT change this line
Offset	=39B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DBE	// Do NOT change this line
Offset	=39C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DBF	// Do NOT change this line
Offset	=39D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DC0	// Do NOT change this line
Offset	=39E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DC1	// Do NOT change this line
Offset	=39F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DC2	// Do NOT change this line
Offset	=3A0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DC3	// Do NOT change this line
Offset	=3A1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DC4	// Do NOT change this line
Offset	=3A2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DC5	// Do NOT change this line
Offset	=3A3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DC6	// Do NOT change this line
Offset	=3A4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DC7	// Do NOT change this line
Offset	=3A5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DC8	// Do NOT change this line
Offset	=3A6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DC9	// Do NOT change this line
Offset	=3A7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DCA	// Do NOT change this line
Offset	=3A8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DCB	// Do NOT change this line
Offset	=3A9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DCC	// Do NOT change this line
Offset	=3AA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DCD	// Do NOT change this line
Offset	=3AB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DCE	// Do NOT change this line
Offset	=3AC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DCF	// Do NOT change this line
Offset	=3AD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DD0	// Do NOT change this line
Offset	=3AE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DD1	// Do NOT change this line
Offset	=3AF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DD2	// Do NOT change this line
Offset	=3B0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DD3	// Do NOT change this line
Offset	=3B1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DD4	// Do NOT change this line
Offset	=3B2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DD5	// Do NOT change this line
Offset	=3B3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DD6	// Do NOT change this line
Offset	=3B4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DD7	// Do NOT change this line
Offset	=3B5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DD8	// Do NOT change this line
Offset	=3B6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DD9	// Do NOT change this line
Offset	=3B7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DDA	// Do NOT change this line
Offset	=3B8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DDB	// Do NOT change this line
Offset	=3B9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DDC	// Do NOT change this line
Offset	=3BA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=DDD	// Do NOT change this line
Offset	=413
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DDE	// Do NOT change this line
// Offset	=414
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DDF	// Do NOT change this line
// Offset	=415
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DE0	// Do NOT change this line
// Offset	=416
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DE1	// Do NOT change this line
// Offset	=417
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DE2	// Do NOT change this line
// Offset	=418
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DE3	// Do NOT change this line
// Offset	=419
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DE4	// Do NOT change this line
// Offset	=41A
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DE5	// Do NOT change this line
// Offset	=41B
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DE6	// Do NOT change this line
// Offset	=41C
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DE7	// Do NOT change this line
// Offset	=41D
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DE8	// Do NOT change this line
// Offset	=41E
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DE9	// Do NOT change this line
// Offset	=41F
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DEA	// Do NOT change this line
// Offset	=420
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DEB	// Do NOT change this line
// Offset	=421
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DEC	// Do NOT change this line
// Offset	=422
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DED	// Do NOT change this line
// Offset	=423
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DEE	// Do NOT change this line
// Offset	=424
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DEF	// Do NOT change this line
// Offset	=425
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DF0	// Do NOT change this line
// Offset	=426
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DF1	// Do NOT change this line
// Offset	=427
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DF2	// Do NOT change this line
// Offset	=428
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DF3	// Do NOT change this line
// Offset	=429
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DF4	// Do NOT change this line
// Offset	=42A
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DF5	// Do NOT change this line
// Offset	=42B
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DF6	// Do NOT change this line
// Offset	=42C
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DF7	// Do NOT change this line
// Offset	=42D
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DF8	// Do NOT change this line
// Offset	=42E
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DF9	// Do NOT change this line
// Offset	=42F
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DFA	// Do NOT change this line
// Offset	=430
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DFB	// Do NOT change this line
// Offset	=431
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DFC	// Do NOT change this line
// Offset	=432
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DFD	// Do NOT change this line
// Offset	=433
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DFE	// Do NOT change this line
// Offset	=434
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=DFF	// Do NOT change this line
// Offset	=435
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=E00	// Do NOT change this line
// Offset	=436
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=E01	// Do NOT change this line
// Offset	=437
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=E02	// Do NOT change this line
// Offset	=438
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=E03	// Do NOT change this line
// Offset	=439
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=E04	// Do NOT change this line
// Offset	=43A
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=E05	// Do NOT change this line
// Offset	=43B
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=E06	// Do NOT change this line
// Offset	=43C
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=E07	// Do NOT change this line
// Offset	=43D
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=E08	// Do NOT change this line
// Offset	=43E
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E09	// Do NOT change this line
Offset	=43F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E0A	// Do NOT change this line
Offset	=440
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E0B	// Do NOT change this line
Offset	=441
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E0C	// Do NOT change this line
Offset	=442
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E0D	// Do NOT change this line
Offset	=443
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E0E	// Do NOT change this line
Offset	=444
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E0F	// Do NOT change this line
Offset	=445
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E10	// Do NOT change this line
Offset	=446
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E11	// Do NOT change this line
Offset	=447
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E12	// Do NOT change this line
Offset	=448
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E13	// Do NOT change this line
Offset	=449
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E14	// Do NOT change this line
Offset	=44A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E15	// Do NOT change this line
Offset	=44B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E16	// Do NOT change this line
Offset	=44C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E17	// Do NOT change this line
Offset	=44D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E18	// Do NOT change this line
Offset	=44E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E19	// Do NOT change this line
Offset	=44F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E1A	// Do NOT change this line
Offset	=450
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E1B	// Do NOT change this line
Offset	=451
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E1C	// Do NOT change this line
Offset	=452
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E1D	// Do NOT change this line
Offset	=453
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E1E	// Do NOT change this line
Offset	=454
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E1F	// Do NOT change this line
Offset	=455
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E20	// Do NOT change this line
Offset	=456
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E21	// Do NOT change this line
Offset	=457
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E22	// Do NOT change this line
Offset	=458
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E23	// Do NOT change this line
Offset	=459
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E24	// Do NOT change this line
Offset	=45A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E25	// Do NOT change this line
Offset	=45B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E26	// Do NOT change this line
Offset	=45C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E27	// Do NOT change this line
Offset	=45D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E28	// Do NOT change this line
Offset	=45E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E29	// Do NOT change this line
Offset	=45F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E2A	// Do NOT change this line
Offset	=460
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E2B	// Do NOT change this line
Offset	=461
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E2C	// Do NOT change this line
Offset	=462
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E2D	// Do NOT change this line
Offset	=463
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E2E	// Do NOT change this line
Offset	=464
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E2F	// Do NOT change this line
Offset	=465
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E30	// Do NOT change this line
Offset	=466
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E31	// Do NOT change this line
Offset	=467
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E32	// Do NOT change this line
Offset	=468
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E33	// Do NOT change this line
Offset	=469
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E34	// Do NOT change this line
Offset	=46A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E35	// Do NOT change this line
Offset	=46B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E36	// Do NOT change this line
Offset	=46C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E37	// Do NOT change this line
Offset	=46D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E38	// Do NOT change this line
Offset	=46E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E39	// Do NOT change this line
Offset	=46F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E3A	// Do NOT change this line
Offset	=470
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E3B	// Do NOT change this line
Offset	=471
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E3C	// Do NOT change this line
Offset	=472
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E3D	// Do NOT change this line
Offset	=473
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E3E	// Do NOT change this line
Offset	=474
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E3F	// Do NOT change this line
Offset	=475
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E40	// Do NOT change this line
Offset	=476
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E41	// Do NOT change this line
Offset	=477
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E42	// Do NOT change this line
Offset	=478
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E43	// Do NOT change this line
Offset	=479
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E44	// Do NOT change this line
Offset	=47A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E45	// Do NOT change this line
Offset	=47B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E46	// Do NOT change this line
Offset	=47C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E47	// Do NOT change this line
Offset	=47D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E48	// Do NOT change this line
Offset	=47E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E49	// Do NOT change this line
Offset	=47F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E4A	// Do NOT change this line
Offset	=480
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E4B	// Do NOT change this line
Offset	=481
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E4C	// Do NOT change this line
Offset	=482
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E4D	// Do NOT change this line
Offset	=483
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E4E	// Do NOT change this line
Offset	=484
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E4F	// Do NOT change this line
Offset	=485
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E50	// Do NOT change this line
Offset	=486
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E51	// Do NOT change this line
Offset	=487
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E52	// Do NOT change this line
Offset	=488
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E53	// Do NOT change this line
Offset	=489
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E54	// Do NOT change this line
Offset	=48A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E55	// Do NOT change this line
Offset	=48B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E56	// Do NOT change this line
Offset	=48C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E57	// Do NOT change this line
Offset	=48D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E58	// Do NOT change this line
Offset	=48E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E59	// Do NOT change this line
Offset	=48F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E5A	// Do NOT change this line
Offset	=490
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E5B	// Do NOT change this line
Offset	=491
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E5C	// Do NOT change this line
Offset	=492
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E5D	// Do NOT change this line
Offset	=493
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E5E	// Do NOT change this line
Offset	=494
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E5F	// Do NOT change this line
Offset	=495
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E60	// Do NOT change this line
Offset	=496
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E61	// Do NOT change this line
Offset	=497
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E62	// Do NOT change this line
Offset	=498
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E63	// Do NOT change this line
Offset	=499
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E64	// Do NOT change this line
Offset	=49A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E65	// Do NOT change this line
Offset	=49B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E66	// Do NOT change this line
Offset	=49C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E67	// Do NOT change this line
Offset	=49D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E68	// Do NOT change this line
Offset	=49E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E69	// Do NOT change this line
Offset	=49F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E6A	// Do NOT change this line
Offset	=4A0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E6B	// Do NOT change this line
Offset	=4A1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E6C	// Do NOT change this line
Offset	=4A2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E6D	// Do NOT change this line
Offset	=4A3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E6E	// Do NOT change this line
Offset	=4A4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E6F	// Do NOT change this line
Offset	=4A5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E70	// Do NOT change this line
Offset	=4A6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E71	// Do NOT change this line
Offset	=4A7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E72	// Do NOT change this line
Offset	=4A8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E73	// Do NOT change this line
Offset	=4A9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E74	// Do NOT change this line
Offset	=4AA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E75	// Do NOT change this line
Offset	=4AB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E76	// Do NOT change this line
Offset	=4AC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E77	// Do NOT change this line
Offset	=4AD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E78	// Do NOT change this line
Offset	=4AE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E79	// Do NOT change this line
Offset	=4AF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E7A	// Do NOT change this line
Offset	=4B0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E7B	// Do NOT change this line
Offset	=4B1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E7C	// Do NOT change this line
Offset	=4B2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E7D	// Do NOT change this line
Offset	=4B3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E7E	// Do NOT change this line
Offset	=4B4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E7F	// Do NOT change this line
Offset	=4B5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E80	// Do NOT change this line
Offset	=4B6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E81	// Do NOT change this line
Offset	=4B7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E82	// Do NOT change this line
Offset	=4B8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E83	// Do NOT change this line
Offset	=4B9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E84	// Do NOT change this line
Offset	=4BA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E85	// Do NOT change this line
Offset	=4BB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E86	// Do NOT change this line
Offset	=4BC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E87	// Do NOT change this line
Offset	=4BD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E88	// Do NOT change this line
Offset	=4BE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E89	// Do NOT change this line
Offset	=4BF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E8A	// Do NOT change this line
Offset	=4C0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E8B	// Do NOT change this line
Offset	=4C1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E8C	// Do NOT change this line
Offset	=4C2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E8D	// Do NOT change this line
Offset	=4C3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E8E	// Do NOT change this line
Offset	=4C4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E8F	// Do NOT change this line
Offset	=4C5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E90	// Do NOT change this line
Offset	=4C6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E91	// Do NOT change this line
Offset	=4C7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E92	// Do NOT change this line
Offset	=4C8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E93	// Do NOT change this line
Offset	=4C9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E94	// Do NOT change this line
Offset	=4CA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E95	// Do NOT change this line
Offset	=4CB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E96	// Do NOT change this line
Offset	=4CC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E97	// Do NOT change this line
Offset	=4CD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E98	// Do NOT change this line
Offset	=4CE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E99	// Do NOT change this line
Offset	=4CF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E9A	// Do NOT change this line
Offset	=4D0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E9B	// Do NOT change this line
Offset	=4D1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E9C	// Do NOT change this line
Offset	=4D2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E9D	// Do NOT change this line
Offset	=4D3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E9E	// Do NOT change this line
Offset	=4D4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=E9F	// Do NOT change this line
Offset	=4D5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EA0	// Do NOT change this line
Offset	=4D6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EA1	// Do NOT change this line
Offset	=4D7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EA2	// Do NOT change this line
Offset	=4D8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EA3	// Do NOT change this line
Offset	=4D9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EA4	// Do NOT change this line
Offset	=4DA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EA5	// Do NOT change this line
Offset	=4DB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EA6	// Do NOT change this line
Offset	=4DC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EA7	// Do NOT change this line
Offset	=4DD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EA8	// Do NOT change this line
Offset	=4DE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EA9	// Do NOT change this line
Offset	=4DF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EAA	// Do NOT change this line
Offset	=4E0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EAB	// Do NOT change this line
Offset	=4E1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EAC	// Do NOT change this line
Offset	=4E2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EAD	// Do NOT change this line
Offset	=4E3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EAE	// Do NOT change this line
Offset	=4E4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EAF	// Do NOT change this line
Offset	=4E5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EB0	// Do NOT change this line
Offset	=4E6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EB1	// Do NOT change this line
Offset	=4E7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EB2	// Do NOT change this line
Offset	=4E8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EB3	// Do NOT change this line
Offset	=4E9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EB4	// Do NOT change this line
Offset	=4EA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EB5	// Do NOT change this line
Offset	=4EB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EB6	// Do NOT change this line
Offset	=4EC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EB7	// Do NOT change this line
Offset	=4ED
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EB8	// Do NOT change this line
Offset	=4EE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EB9	// Do NOT change this line
Offset	=4EF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EBA	// Do NOT change this line
Offset	=4F0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EBB	// Do NOT change this line
Offset	=4F1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EBC	// Do NOT change this line
Offset	=4F2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EBD	// Do NOT change this line
Offset	=4F3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EBE	// Do NOT change this line
Offset	=4F4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EBF	// Do NOT change this line
Offset	=4F5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EC0	// Do NOT change this line
Offset	=4F6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EC1	// Do NOT change this line
Offset	=4F7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EC2	// Do NOT change this line
Offset	=4F8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EC3	// Do NOT change this line
Offset	=4F9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EC4	// Do NOT change this line
Offset	=4FA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EC5	// Do NOT change this line
Offset	=4FB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EC6	// Do NOT change this line
Offset	=4FC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EC7	// Do NOT change this line
Offset	=4FD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EC8	// Do NOT change this line
Offset	=4FE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EC9	// Do NOT change this line
Offset	=4FF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ECA	// Do NOT change this line
Offset	=500
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ECB	// Do NOT change this line
Offset	=501
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ECC	// Do NOT change this line
Offset	=502
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ECD	// Do NOT change this line
Offset	=503
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ECE	// Do NOT change this line
Offset	=504
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ECF	// Do NOT change this line
Offset	=505
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ED0	// Do NOT change this line
Offset	=506
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ED1	// Do NOT change this line
Offset	=507
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ED2	// Do NOT change this line
Offset	=508
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ED3	// Do NOT change this line
Offset	=509
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ED4	// Do NOT change this line
Offset	=50A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ED5	// Do NOT change this line
Offset	=50B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ED6	// Do NOT change this line
Offset	=50C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ED7	// Do NOT change this line
Offset	=50D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ED8	// Do NOT change this line
Offset	=50E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=ED9	// Do NOT change this line
Offset	=50F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EDA	// Do NOT change this line
Offset	=510
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EDB	// Do NOT change this line
Offset	=511
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EDC	// Do NOT change this line
Offset	=512
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EDD	// Do NOT change this line
Offset	=513
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EDE	// Do NOT change this line
Offset	=514
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EDF	// Do NOT change this line
Offset	=515
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EE0	// Do NOT change this line
Offset	=516
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EE1	// Do NOT change this line
Offset	=517
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EE2	// Do NOT change this line
Offset	=518
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EE3	// Do NOT change this line
Offset	=519
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EE4	// Do NOT change this line
Offset	=51A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EE5	// Do NOT change this line
Offset	=51B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EE6	// Do NOT change this line
Offset	=51C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EE7	// Do NOT change this line
Offset	=51D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EE8	// Do NOT change this line
Offset	=51E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EE9	// Do NOT change this line
Offset	=51F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EEA	// Do NOT change this line
Offset	=520
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EEB	// Do NOT change this line
Offset	=521
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EEC	// Do NOT change this line
Offset	=522
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EED	// Do NOT change this line
Offset	=523
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EEE	// Do NOT change this line
Offset	=524
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EEF	// Do NOT change this line
Offset	=525
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EF0	// Do NOT change this line
Offset	=526
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EF1	// Do NOT change this line
Offset	=527
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EF2	// Do NOT change this line
Offset	=528
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EF3	// Do NOT change this line
Offset	=529
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EF4	// Do NOT change this line
Offset	=52A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EF5	// Do NOT change this line
Offset	=52B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EF6	// Do NOT change this line
Offset	=52C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EF7	// Do NOT change this line
Offset	=52D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EF8	// Do NOT change this line
Offset	=52E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EF9	// Do NOT change this line
Offset	=52F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EFA	// Do NOT change this line
Offset	=530
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EFB	// Do NOT change this line
Offset	=531
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EFC	// Do NOT change this line
Offset	=532
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EFD	// Do NOT change this line
Offset	=533
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EFE	// Do NOT change this line
Offset	=534
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=EFF	// Do NOT change this line
Offset	=535
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F00	// Do NOT change this line
Offset	=536
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F01	// Do NOT change this line
Offset	=537
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F02	// Do NOT change this line
Offset	=538
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F03	// Do NOT change this line
Offset	=539
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F04	// Do NOT change this line
Offset	=53A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F05	// Do NOT change this line
Offset	=53B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F06	// Do NOT change this line
Offset	=53C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F07	// Do NOT change this line
Offset	=53D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F08	// Do NOT change this line
Offset	=53E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F09	// Do NOT change this line
Offset	=53F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F0A	// Do NOT change this line
Offset	=540
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F0B	// Do NOT change this line
Offset	=541
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F0C	// Do NOT change this line
Offset	=542
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F0D	// Do NOT change this line
Offset	=543
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F0E	// Do NOT change this line
Offset	=544
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F0F	// Do NOT change this line
Offset	=545
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F10	// Do NOT change this line
Offset	=546
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F11	// Do NOT change this line
Offset	=564
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F12	// Do NOT change this line
// Offset	=66D
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F13	// Do NOT change this line
// Offset	=66E
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F14	// Do NOT change this line
// Offset	=66F
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F15	// Do NOT change this line
// Offset	=670
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F16	// Do NOT change this line
// Offset	=671
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F17	// Do NOT change this line
// Offset	=672
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F18	// Do NOT change this line
// Offset	=673
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F19	// Do NOT change this line
// Offset	=674
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F1A	// Do NOT change this line
// Offset	=675
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F1B	// Do NOT change this line
// Offset	=676
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F1C	// Do NOT change this line
// Offset	=677
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F1D	// Do NOT change this line
// Offset	=678
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F1E	// Do NOT change this line
// Offset	=679
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F1F	// Do NOT change this line
// Offset	=67A
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F20	// Do NOT change this line
// Offset	=67B
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F21	// Do NOT change this line
// Offset	=67C
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F22	// Do NOT change this line
// Offset	=67D
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F23	// Do NOT change this line
// Offset	=67E
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F24	// Do NOT change this line
// Offset	=67F
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F25	// Do NOT change this line
// Offset	=680
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F26	// Do NOT change this line
// Offset	=681
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F27	// Do NOT change this line
// Offset	=682
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F28	// Do NOT change this line
// Offset	=683
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F29	// Do NOT change this line
// Offset	=684
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F2A	// Do NOT change this line
// Offset	=685
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F2B	// Do NOT change this line
// Offset	=686
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F2C	// Do NOT change this line
// Offset	=687
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F2D	// Do NOT change this line
// Offset	=688
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F2E	// Do NOT change this line
// Offset	=689
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F2F	// Do NOT change this line
// Offset	=68A
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F30	// Do NOT change this line
// Offset	=68B
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F31	// Do NOT change this line
// Offset	=68C
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F32	// Do NOT change this line
// Offset	=68D
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F33	// Do NOT change this line
// Offset	=68E
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F34	// Do NOT change this line
// Offset	=68F
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F35	// Do NOT change this line
// Offset	=690
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F36	// Do NOT change this line
// Offset	=691
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F37	// Do NOT change this line
// Offset	=692
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F38	// Do NOT change this line
// Offset	=693
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F39	// Do NOT change this line
// Offset	=694
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F3A	// Do NOT change this line
// Offset	=695
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F3B	// Do NOT change this line
// Offset	=696
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F3C	// Do NOT change this line
// Offset	=697
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=F3D	// Do NOT change this line
// Offset	=698
// Width	=01
// BIOS Default =[03]Intel Ref.code setup hide Enable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[03]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F3E	// Do NOT change this line
Offset	=7A1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F3F	// Do NOT change this line
Offset	=7A2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F40	// Do NOT change this line
Offset	=7A3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F41	// Do NOT change this line
Offset	=7A4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F42	// Do NOT change this line
Offset	=7A5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F43	// Do NOT change this line
Offset	=7A6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F44	// Do NOT change this line
Offset	=7A7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F45	// Do NOT change this line
Offset	=7A8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F46	// Do NOT change this line
Offset	=7A9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F47	// Do NOT change this line
Offset	=7AA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F48	// Do NOT change this line
Offset	=7AB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F49	// Do NOT change this line
Offset	=7AC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F4A	// Do NOT change this line
Offset	=7AD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F4B	// Do NOT change this line
Offset	=7AE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F4C	// Do NOT change this line
Offset	=7AF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F4D	// Do NOT change this line
Offset	=7B0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F4E	// Do NOT change this line
Offset	=7B1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F4F	// Do NOT change this line
Offset	=7B2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F50	// Do NOT change this line
Offset	=7B3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F51	// Do NOT change this line
Offset	=7B4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F52	// Do NOT change this line
Offset	=7B5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F53	// Do NOT change this line
Offset	=7B6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F54	// Do NOT change this line
Offset	=7B7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F55	// Do NOT change this line
Offset	=7B8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F56	// Do NOT change this line
Offset	=7B9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F57	// Do NOT change this line
Offset	=7BA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F58	// Do NOT change this line
Offset	=7BB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F59	// Do NOT change this line
Offset	=7BC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F5A	// Do NOT change this line
Offset	=7BD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F5B	// Do NOT change this line
Offset	=7BE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F5C	// Do NOT change this line
Offset	=7BF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F5D	// Do NOT change this line
Offset	=7C0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F5E	// Do NOT change this line
Offset	=7C1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F5F	// Do NOT change this line
Offset	=7C2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F60	// Do NOT change this line
Offset	=7C3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F61	// Do NOT change this line
Offset	=7C4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F62	// Do NOT change this line
Offset	=7C5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F63	// Do NOT change this line
Offset	=7C6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F64	// Do NOT change this line
Offset	=7C7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F65	// Do NOT change this line
Offset	=7C8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F66	// Do NOT change this line
Offset	=7C9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F67	// Do NOT change this line
Offset	=7CA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F68	// Do NOT change this line
Offset	=7CB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F69	// Do NOT change this line
Offset	=7CC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F6A	// Do NOT change this line
Offset	=7CD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F6B	// Do NOT change this line
Offset	=7CE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F6C	// Do NOT change this line
Offset	=7CF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F6D	// Do NOT change this line
Offset	=7D0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F6E	// Do NOT change this line
Offset	=7D1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F6F	// Do NOT change this line
Offset	=7D2
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F70	// Do NOT change this line
Offset	=7D3
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F71	// Do NOT change this line
Offset	=7D4
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F72	// Do NOT change this line
Offset	=7D5
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F73	// Do NOT change this line
Offset	=7D6
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F74	// Do NOT change this line
Offset	=7D7
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F75	// Do NOT change this line
Offset	=7D8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F76	// Do NOT change this line
Offset	=7D9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F77	// Do NOT change this line
Offset	=7DA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F78	// Do NOT change this line
Offset	=7DB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F79	// Do NOT change this line
Offset	=7DC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F7A	// Do NOT change this line
Offset	=7DD
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F7B	// Do NOT change this line
Offset	=7DE
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F7C	// Do NOT change this line
Offset	=7DF
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F7D	// Do NOT change this line
Offset	=7E0
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F7E	// Do NOT change this line
Offset	=7E1
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F7F	// Do NOT change this line
Offset	=7E2
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F80	// Do NOT change this line
Offset	=7E3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F81	// Do NOT change this line
Offset	=7E4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F82	// Do NOT change this line
Offset	=7E5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F83	// Do NOT change this line
Offset	=7E6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F84	// Do NOT change this line
Offset	=7E7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F85	// Do NOT change this line
Offset	=7E8
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F86	// Do NOT change this line
Offset	=7E9
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F87	// Do NOT change this line
Offset	=7EA
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F88	// Do NOT change this line
Offset	=7EB
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F89	// Do NOT change this line
Offset	=7EC
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F8A	// Do NOT change this line
Offset	=7ED
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F8B	// Do NOT change this line
Offset	=7EE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F8C	// Do NOT change this line
Offset	=7EF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F8D	// Do NOT change this line
Offset	=7F0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F8E	// Do NOT change this line
Offset	=7F1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F8F	// Do NOT change this line
Offset	=7F2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F90	// Do NOT change this line
Offset	=7F3
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F91	// Do NOT change this line
Offset	=7F4
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F92	// Do NOT change this line
Offset	=7F5
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F93	// Do NOT change this line
Offset	=7F6
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F94	// Do NOT change this line
Offset	=7F7
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F95	// Do NOT change this line
Offset	=7F8
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F96	// Do NOT change this line
Offset	=7F9
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F97	// Do NOT change this line
Offset	=7FA
Width	=01
BIOS Default =[02]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[02]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F98	// Do NOT change this line
Offset	=7FB
Width	=01
BIOS Default =[03]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[03]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F99	// Do NOT change this line
Offset	=7FC
Width	=01
BIOS Default =[04]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[04]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F9A	// Do NOT change this line
Offset	=7FD
Width	=01
BIOS Default =[05]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[05]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F9B	// Do NOT change this line
Offset	=7FE
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F9C	// Do NOT change this line
Offset	=7FF
Width	=01
BIOS Default =[02]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[02]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F9D	// Do NOT change this line
Offset	=800
Width	=01
BIOS Default =[03]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[03]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F9E	// Do NOT change this line
Offset	=801
Width	=01
BIOS Default =[04]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[04]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=F9F	// Do NOT change this line
Offset	=802
Width	=01
BIOS Default =[05]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[05]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FA0	// Do NOT change this line
Offset	=803
Width	=01
BIOS Default =[06]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[06]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FA1	// Do NOT change this line
Offset	=804
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FA2	// Do NOT change this line
Offset	=805
Width	=01
BIOS Default =[02]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[02]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FA3	// Do NOT change this line
Offset	=806
Width	=01
BIOS Default =[03]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[03]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FA4	// Do NOT change this line
Offset	=807
Width	=01
BIOS Default =[04]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[04]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FA5	// Do NOT change this line
Offset	=808
Width	=01
BIOS Default =[05]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[05]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FA6	// Do NOT change this line
Offset	=809
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FA7	// Do NOT change this line
Offset	=80A
Width	=01
BIOS Default =[02]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[02]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FA8	// Do NOT change this line
Offset	=80B
Width	=01
BIOS Default =[03]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[03]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FA9	// Do NOT change this line
Offset	=80C
Width	=01
BIOS Default =[04]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[04]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FAA	// Do NOT change this line
Offset	=80D
Width	=01
BIOS Default =[05]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[05]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FAB	// Do NOT change this line
Offset	=80E
Width	=01
BIOS Default =[06]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[06]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FAC	// Do NOT change this line
Offset	=80F
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FAD	// Do NOT change this line
Offset	=810
Width	=01
BIOS Default =[02]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[02]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FAE	// Do NOT change this line
Offset	=811
Width	=01
BIOS Default =[03]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[03]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FAF	// Do NOT change this line
Offset	=812
Width	=01
BIOS Default =[04]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[04]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FB0	// Do NOT change this line
Offset	=813
Width	=01
BIOS Default =[05]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[05]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FB1	// Do NOT change this line
Offset	=814
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FB2	// Do NOT change this line
Offset	=815
Width	=01
BIOS Default =[02]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[02]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FB3	// Do NOT change this line
Offset	=816
Width	=01
BIOS Default =[03]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[03]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FB4	// Do NOT change this line
Offset	=817
Width	=01
BIOS Default =[04]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[04]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FB5	// Do NOT change this line
Offset	=818
Width	=01
BIOS Default =[05]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[05]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FB6	// Do NOT change this line
Offset	=819
Width	=01
BIOS Default =[06]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[06]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FB7	// Do NOT change this line
Offset	=81A
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FB8	// Do NOT change this line
Offset	=81B
Width	=01
BIOS Default =[02]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[02]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FB9	// Do NOT change this line
Offset	=81C
Width	=01
BIOS Default =[03]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[03]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FBA	// Do NOT change this line
Offset	=81D
Width	=01
BIOS Default =[04]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[04]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FBB	// Do NOT change this line
Offset	=81E
Width	=01
BIOS Default =[05]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[05]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FBC	// Do NOT change this line
Offset	=81F
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FBD	// Do NOT change this line
Offset	=820
Width	=01
BIOS Default =[02]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[02]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FBE	// Do NOT change this line
Offset	=821
Width	=01
BIOS Default =[03]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[03]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FBF	// Do NOT change this line
Offset	=822
Width	=01
BIOS Default =[04]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[04]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FC0	// Do NOT change this line
Offset	=823
Width	=01
BIOS Default =[05]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[05]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FC1	// Do NOT change this line
Offset	=824
Width	=01
BIOS Default =[06]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[06]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FC2	// Do NOT change this line
Offset	=B7F
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FC3	// Do NOT change this line
Offset	=B96
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FC4	// Do NOT change this line
Offset	=B97
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FC5	// Do NOT change this line
Offset	=B98
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FC6	// Do NOT change this line
Offset	=B99
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FC7	// Do NOT change this line
Offset	=B9A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FC8	// Do NOT change this line
Offset	=B9B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FC9	// Do NOT change this line
Offset	=B9C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FCA	// Do NOT change this line
Offset	=B9D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FCB	// Do NOT change this line
Offset	=B9E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FCC	// Do NOT change this line
Offset	=B9F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FCD	// Do NOT change this line
Offset	=BA0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FCE	// Do NOT change this line
Offset	=BA1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FCF	// Do NOT change this line
Offset	=BA2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FD0	// Do NOT change this line
Offset	=BA3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FD1	// Do NOT change this line
Offset	=BA4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FD2	// Do NOT change this line
Offset	=BA5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FD3	// Do NOT change this line
Offset	=BA6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FD4	// Do NOT change this line
Offset	=BA7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FD5	// Do NOT change this line
Offset	=BA8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FD6	// Do NOT change this line
Offset	=BA9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FD7	// Do NOT change this line
Offset	=BAA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FD8	// Do NOT change this line
Offset	=BAB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FD9	// Do NOT change this line
Offset	=BF2
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FDA	// Do NOT change this line
Offset	=C24
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FDB	// Do NOT change this line
Offset	=C25
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FDC	// Do NOT change this line
Offset	=C26
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FDD	// Do NOT change this line
Offset	=C27
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FDE	// Do NOT change this line
Offset	=C28
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FDF	// Do NOT change this line
Offset	=C29
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FE0	// Do NOT change this line
Offset	=C2A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FE1	// Do NOT change this line
Offset	=C2B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FE2	// Do NOT change this line
Offset	=C2C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FE3	// Do NOT change this line
Offset	=C2D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FE4	// Do NOT change this line
Offset	=C2E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FE5	// Do NOT change this line
Offset	=C2F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FE6	// Do NOT change this line
Offset	=C30
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FE7	// Do NOT change this line
Offset	=C31
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FE8	// Do NOT change this line
Offset	=C32
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FE9	// Do NOT change this line
Offset	=C33
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FEA	// Do NOT change this line
Offset	=C34
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FEB	// Do NOT change this line
Offset	=C35
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FEC	// Do NOT change this line
Offset	=C36
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FED	// Do NOT change this line
Offset	=C37
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FEE	// Do NOT change this line
Offset	=C38
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FEF	// Do NOT change this line
Offset	=C39
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FF0	// Do NOT change this line
Offset	=C3A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FF1	// Do NOT change this line
Offset	=C3B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FF2	// Do NOT change this line
Offset	=C3C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FF3	// Do NOT change this line
Offset	=C3D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FF4	// Do NOT change this line
Offset	=C3E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FF5	// Do NOT change this line
Offset	=C3F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FF6	// Do NOT change this line
Offset	=C40
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FF7	// Do NOT change this line
Offset	=C41
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FF8	// Do NOT change this line
Offset	=C42
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FF9	// Do NOT change this line
Offset	=C43
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FFA	// Do NOT change this line
Offset	=C44
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FFB	// Do NOT change this line
Offset	=C45
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FFC	// Do NOT change this line
Offset	=C46
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FFD	// Do NOT change this line
Offset	=C47
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FFE	// Do NOT change this line
Offset	=C48
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=FFF	// Do NOT change this line
Offset	=C49
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1000	// Do NOT change this line
Offset	=C4A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1001	// Do NOT change this line
Offset	=C4B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1002	// Do NOT change this line
Offset	=C4C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1003	// Do NOT change this line
Offset	=C4D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1004	// Do NOT change this line
Offset	=C4E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1005	// Do NOT change this line
Offset	=C4F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1006	// Do NOT change this line
Offset	=C50
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1007	// Do NOT change this line
Offset	=C51
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1008	// Do NOT change this line
Offset	=C52
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1009	// Do NOT change this line
Offset	=C53
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=100A	// Do NOT change this line
Offset	=C54
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=100B	// Do NOT change this line
Offset	=C55
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=100C	// Do NOT change this line
Offset	=C56
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=100D	// Do NOT change this line
Offset	=C57
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=100E	// Do NOT change this line
Offset	=C58
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=100F	// Do NOT change this line
Offset	=C59
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1010	// Do NOT change this line
Offset	=C5A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1011	// Do NOT change this line
Offset	=C5B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1012	// Do NOT change this line
Offset	=F9A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1013	// Do NOT change this line
Offset	=FA4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable
         [02]Auto

Setup Question	= Intel Ref.code setup hide
Token	=1014	// Do NOT change this line
Offset	=109A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1015	// Do NOT change this line
Offset	=109B
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1016	// Do NOT change this line
Offset	=109F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1017	// Do NOT change this line
Offset	=10A1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1018	// Do NOT change this line
Offset	=10A2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1019	// Do NOT change this line
Offset	=10A3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=101A	// Do NOT change this line
Offset	=10A5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=101B	// Do NOT change this line
Offset	=10AB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=101C	// Do NOT change this line
Offset	=10B4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=101D	// Do NOT change this line
Offset	=10B5
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=101E	// Do NOT change this line
Offset	=10B6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=101F	// Do NOT change this line
Offset	=10B7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1020	// Do NOT change this line
Offset	=10B8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1021	// Do NOT change this line
Offset	=10B9
Width	=01
BIOS Default =[06]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[06]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1022	// Do NOT change this line
Offset	=10BA
Width	=01
BIOS Default =[46]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[46]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1023	// Do NOT change this line
Offset	=10BB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1024	// Do NOT change this line
Offset	=10BC
Width	=02
BIOS Default =[1F4]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[1F4]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1025	// Do NOT change this line
Offset	=10BE
Width	=02
BIOS Default =[5DC]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[5DC]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1026	// Do NOT change this line
Offset	=10C0
Width	=02
BIOS Default =[190]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[190]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1027	// Do NOT change this line
Offset	=10CA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1028	// Do NOT change this line
Offset	=10CB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1029	// Do NOT change this line
Offset	=10CC
Width	=01
BIOS Default =[06]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[06]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=102A	// Do NOT change this line
Offset	=10CD
Width	=01
BIOS Default =[46]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[46]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=102B	// Do NOT change this line
Offset	=10CE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=102C	// Do NOT change this line
Offset	=10CF
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=102D	// Do NOT change this line
Offset	=10D0
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=102E	// Do NOT change this line
Offset	=10D1
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=102F	// Do NOT change this line
Offset	=1131
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1030	// Do NOT change this line
Offset	=1140
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1031	// Do NOT change this line
Offset	=1141
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1032	// Do NOT change this line
Offset	=1142
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1033	// Do NOT change this line
Offset	=1143
Width	=01
BIOS Default =[10]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[10]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1034	// Do NOT change this line
Offset	=1145
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1035	// Do NOT change this line
Offset	=1146
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1036	// Do NOT change this line
Offset	=1147
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1037	// Do NOT change this line
Offset	=1148
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1038	// Do NOT change this line
Offset	=1149
Width	=01
BIOS Default =[04]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[04]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1039	// Do NOT change this line
Offset	=114A
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=103A	// Do NOT change this line
Offset	=114D
Width	=02
BIOS Default =[200]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[200]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=103B	// Do NOT change this line
Offset	=114F
Width	=01
BIOS Default =[40]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[40]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=103C	// Do NOT change this line
Offset	=1185
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=103D	// Do NOT change this line
Offset	=1186
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=103E	// Do NOT change this line
Offset	=1187
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=103F	// Do NOT change this line
Offset	=118C
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1040	// Do NOT change this line
Offset	=5E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1041	// Do NOT change this line
// Offset	=170
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1042	// Do NOT change this line
// Offset	=153
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1043	// Do NOT change this line
// Offset	=154
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1044	// Do NOT change this line
// Offset	=155
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1045	// Do NOT change this line
// Offset	=156
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1046	// Do NOT change this line
// Offset	=157
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1047	// Do NOT change this line
// Offset	=158
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1048	// Do NOT change this line
// Offset	=E2
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1049	// Do NOT change this line
Offset	=F6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=104A	// Do NOT change this line
Offset	=219
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=104B	// Do NOT change this line
Offset	=251
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=104C	// Do NOT change this line
Offset	=252
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=104D	// Do NOT change this line
Offset	=253
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=104E	// Do NOT change this line
Offset	=254
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=104F	// Do NOT change this line
Offset	=255
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1050	// Do NOT change this line
Offset	=256
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1051	// Do NOT change this line
Offset	=257
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1052	// Do NOT change this line
Offset	=258
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1053	// Do NOT change this line
Offset	=2A6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1054	// Do NOT change this line
Offset	=2A7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1055	// Do NOT change this line
Offset	=2A8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1056	// Do NOT change this line
Offset	=2A9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1057	// Do NOT change this line
Offset	=2AA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1058	// Do NOT change this line
Offset	=2AD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1059	// Do NOT change this line
Offset	=2AE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=105A	// Do NOT change this line
Offset	=174
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=105B	// Do NOT change this line
Offset	=175
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=105C	// Do NOT change this line
Offset	=176
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=105D	// Do NOT change this line
Offset	=1BC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=105E	// Do NOT change this line
Offset	=1BD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=105F	// Do NOT change this line
Offset	=1BE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1060	// Do NOT change this line
Offset	=2AB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1061	// Do NOT change this line
Offset	=2AC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1062	// Do NOT change this line
Offset	=14FE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1063	// Do NOT change this line
// Offset	=11BF
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1064	// Do NOT change this line
Offset	=11CF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1065	// Do NOT change this line
Offset	=11FB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1066	// Do NOT change this line
Offset	=11FC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1067	// Do NOT change this line
// Offset	=11FD
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1068	// Do NOT change this line
// Offset	=11FE
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1069	// Do NOT change this line
// Offset	=11FF
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=106A	// Do NOT change this line
// Offset	=1200
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=106B	// Do NOT change this line
Offset	=1201
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=106C	// Do NOT change this line
// Offset	=1202
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=106D	// Do NOT change this line
// Offset	=1203
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=106E	// Do NOT change this line
Offset	=3BB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=106F	// Do NOT change this line
Offset	=3BC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1070	// Do NOT change this line
Offset	=3BD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1071	// Do NOT change this line
Offset	=3BE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1072	// Do NOT change this line
Offset	=3BF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1073	// Do NOT change this line
Offset	=3C0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1074	// Do NOT change this line
Offset	=3C1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1075	// Do NOT change this line
Offset	=3C2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1076	// Do NOT change this line
Offset	=3C3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1077	// Do NOT change this line
Offset	=3C4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1078	// Do NOT change this line
Offset	=3C5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1079	// Do NOT change this line
Offset	=3C6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=107A	// Do NOT change this line
Offset	=3C7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=107B	// Do NOT change this line
Offset	=3C8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=107C	// Do NOT change this line
Offset	=3C9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=107D	// Do NOT change this line
Offset	=3CA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=107E	// Do NOT change this line
Offset	=3CB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=107F	// Do NOT change this line
Offset	=3CC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1080	// Do NOT change this line
Offset	=3CD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1081	// Do NOT change this line
Offset	=3CE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1082	// Do NOT change this line
Offset	=3CF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1083	// Do NOT change this line
Offset	=3D0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1084	// Do NOT change this line
Offset	=3D1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1085	// Do NOT change this line
Offset	=3D2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1086	// Do NOT change this line
Offset	=3D3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1087	// Do NOT change this line
Offset	=3D4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1088	// Do NOT change this line
Offset	=3D5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1089	// Do NOT change this line
Offset	=3D6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=108A	// Do NOT change this line
Offset	=3D7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=108B	// Do NOT change this line
Offset	=3D8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=108C	// Do NOT change this line
Offset	=3D9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=108D	// Do NOT change this line
Offset	=3DA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=108E	// Do NOT change this line
Offset	=3DB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=108F	// Do NOT change this line
Offset	=3DC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1090	// Do NOT change this line
Offset	=3DD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1091	// Do NOT change this line
Offset	=3DE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1092	// Do NOT change this line
Offset	=3DF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1093	// Do NOT change this line
Offset	=3E0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1094	// Do NOT change this line
Offset	=3E1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1095	// Do NOT change this line
Offset	=3E2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1096	// Do NOT change this line
Offset	=3E3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1097	// Do NOT change this line
Offset	=3E4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1098	// Do NOT change this line
Offset	=3E5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1099	// Do NOT change this line
Offset	=3E6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=109A	// Do NOT change this line
Offset	=3E7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=109B	// Do NOT change this line
Offset	=3E8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=109C	// Do NOT change this line
Offset	=3E9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=109D	// Do NOT change this line
Offset	=3EA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=109E	// Do NOT change this line
Offset	=3EB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=109F	// Do NOT change this line
Offset	=3EC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10A0	// Do NOT change this line
Offset	=3ED
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10A1	// Do NOT change this line
Offset	=3EE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10A2	// Do NOT change this line
Offset	=3EF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10A3	// Do NOT change this line
Offset	=3F0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10A4	// Do NOT change this line
Offset	=3F1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10A5	// Do NOT change this line
Offset	=3F2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10A6	// Do NOT change this line
Offset	=3F3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10A7	// Do NOT change this line
Offset	=3F4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10A8	// Do NOT change this line
Offset	=3F5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10A9	// Do NOT change this line
Offset	=3F6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10AA	// Do NOT change this line
Offset	=3F7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10AB	// Do NOT change this line
Offset	=3F8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10AC	// Do NOT change this line
Offset	=3F9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10AD	// Do NOT change this line
Offset	=3FA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10AE	// Do NOT change this line
Offset	=3FB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10AF	// Do NOT change this line
Offset	=3FC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10B8	// Do NOT change this line
Offset	=3FD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10B9	// Do NOT change this line
Offset	=3FE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10BA	// Do NOT change this line
Offset	=3FF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10BB	// Do NOT change this line
Offset	=400
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10BC	// Do NOT change this line
Offset	=401
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10BD	// Do NOT change this line
Offset	=402
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10BE	// Do NOT change this line
Offset	=403
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10BF	// Do NOT change this line
Offset	=404
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10C0	// Do NOT change this line
Offset	=405
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10C1	// Do NOT change this line
Offset	=406
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10C2	// Do NOT change this line
Offset	=407
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10C3	// Do NOT change this line
Offset	=408
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10C4	// Do NOT change this line
Offset	=409
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10C5	// Do NOT change this line
Offset	=40A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10C6	// Do NOT change this line
Offset	=40B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10C7	// Do NOT change this line
Offset	=40C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10C8	// Do NOT change this line
Offset	=40D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10C9	// Do NOT change this line
Offset	=40E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10CA	// Do NOT change this line
Offset	=40F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10CB	// Do NOT change this line
Offset	=410
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10CC	// Do NOT change this line
Offset	=411
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10CD	// Do NOT change this line
Offset	=412
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= MMIO Low Base
Token	=10CE	// Do NOT change this line
Offset	=FB2
Width	=04
BIOS Default =[00](null) 
Options	=*[00](null)	// Move "*" to the desired Option
         [01](null)
         [02](null)

Setup Question	= MMIO Low Size
Token	=10CF	// Do NOT change this line
Offset	=FB6
Width	=04
BIOS Default =[00](null) 
Options	=*[00](null)	// Move "*" to the desired Option
         [01](null)
         [02](null)

Setup Question	= Intel Ref.code setup hide
Token	=10D0	// Do NOT change this line
Offset	=1098
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10D1	// Do NOT change this line
Offset	=1099
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10D2	// Do NOT change this line
Offset	=1173
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10D3	// Do NOT change this line
Offset	=1174
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10D4	// Do NOT change this line
Offset	=1175
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10D5	// Do NOT change this line
Offset	=1176
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=10D6	// Do NOT change this line
// Offset	=117A
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10D7	// Do NOT change this line
Offset	=41
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10D8	// Do NOT change this line
Offset	=42
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10D9	// Do NOT change this line
Offset	=43
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10DA	// Do NOT change this line
Offset	=44
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10DB	// Do NOT change this line
Offset	=47
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10DC	// Do NOT change this line
Offset	=48
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10DD	// Do NOT change this line
Offset	=49
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10DE	// Do NOT change this line
Offset	=4D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10DF	// Do NOT change this line
Offset	=50
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10E0	// Do NOT change this line
Offset	=52
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10E1	// Do NOT change this line
Offset	=53
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10E2	// Do NOT change this line
Offset	=5F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10E3	// Do NOT change this line
Offset	=60
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10E4	// Do NOT change this line
Offset	=6A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10E5	// Do NOT change this line
Offset	=7A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10E6	// Do NOT change this line
Offset	=8C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=10E7	// Do NOT change this line
// Offset	=8D
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=10E8	// Do NOT change this line
// Offset	=8E
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10E9	// Do NOT change this line
Offset	=B0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10EA	// Do NOT change this line
Offset	=B5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10EB	// Do NOT change this line
Offset	=B6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10EC	// Do NOT change this line
Offset	=B7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10ED	// Do NOT change this line
Offset	=DC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10EE	// Do NOT change this line
Offset	=DD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10EF	// Do NOT change this line
Offset	=15C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10F0	// Do NOT change this line
Offset	=15D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10F1	// Do NOT change this line
Offset	=15E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=10F2	// Do NOT change this line
// Offset	=19B
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=10F3	// Do NOT change this line
// Offset	=19C
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=10F4	// Do NOT change this line
// Offset	=19D
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=10F5	// Do NOT change this line
// Offset	=19E
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10F6	// Do NOT change this line
Offset	=1A1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10F7	// Do NOT change this line
Offset	=1A2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10F8	// Do NOT change this line
Offset	=1A3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10F9	// Do NOT change this line
Offset	=1A4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10FA	// Do NOT change this line
Offset	=1BF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10FB	// Do NOT change this line
Offset	=1C0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=10FC	// Do NOT change this line
Offset	=2A1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=10FD	// Do NOT change this line
// Offset	=2B0
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=10FE	// Do NOT change this line
// Offset	=2B1
// Width	=02
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=10FF	// Do NOT change this line
// Offset	=2B3
// Width	=02
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1100	// Do NOT change this line
Offset	=2B6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1101	// Do NOT change this line
Offset	=2B7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1102	// Do NOT change this line
Offset	=2B8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1103	// Do NOT change this line
Offset	=2B9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1104	// Do NOT change this line
Offset	=2BA
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1105	// Do NOT change this line
Offset	=2CE
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1106	// Do NOT change this line
// Offset	=2CE
// Width	=02
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1107	// Do NOT change this line
Offset	=2EC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1108	// Do NOT change this line
Offset	=2ED
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1109	// Do NOT change this line
Offset	=2F5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=110A	// Do NOT change this line
Offset	=118E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=110B	// Do NOT change this line
Offset	=118F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=110C	// Do NOT change this line
Offset	=1190
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=110D	// Do NOT change this line
Offset	=1191
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=110E	// Do NOT change this line
Offset	=1192
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=110F	// Do NOT change this line
Offset	=1193
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1110	// Do NOT change this line
Offset	=1194
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1111	// Do NOT change this line
Offset	=1195
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1112	// Do NOT change this line
// Offset	=1195
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1113	// Do NOT change this line
Offset	=1196
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1114	// Do NOT change this line
Offset	=1197
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1115	// Do NOT change this line
Offset	=1198
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1116	// Do NOT change this line
Offset	=1199
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1117	// Do NOT change this line
Offset	=119A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1118	// Do NOT change this line
Offset	=119B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1119	// Do NOT change this line
Offset	=119C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=111A	// Do NOT change this line
Offset	=119D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=111B	// Do NOT change this line
Offset	=119E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=111C	// Do NOT change this line
Offset	=1218
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=111D	// Do NOT change this line
// Offset	=1218
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=111E	// Do NOT change this line
Offset	=1219
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=111F	// Do NOT change this line
Offset	=121A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1120	// Do NOT change this line
Offset	=121C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1121	// Do NOT change this line
Offset	=1221
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1122	// Do NOT change this line
Offset	=1229
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1123	// Do NOT change this line
Offset	=1243
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1124	// Do NOT change this line
Offset	=1244
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1125	// Do NOT change this line
Offset	=1245
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1126	// Do NOT change this line
Offset	=1246
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

// Setup Question	= Intel Ref.code setup hide
// Token	=1127	// Do NOT change this line
// Offset	=1250
// Width	=01
// BIOS Default =[00]Intel Ref.code setup hide Disable 
// Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
//         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1128	// Do NOT change this line
Offset	=127F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1129	// Do NOT change this line
Offset	=1288
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=112A	// Do NOT change this line
Offset	=129B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=112B	// Do NOT change this line
Offset	=12B3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=112C	// Do NOT change this line
Offset	=12C6
Width	=02
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=112D	// Do NOT change this line
Offset	=FC5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=112E	// Do NOT change this line
Offset	=FC6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=112F	// Do NOT change this line
Offset	=FC7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1130	// Do NOT change this line
Offset	=FC8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1131	// Do NOT change this line
Offset	=FC9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1132	// Do NOT change this line
Offset	=FCA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1133	// Do NOT change this line
Offset	=FCB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1134	// Do NOT change this line
Offset	=FCC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1135	// Do NOT change this line
Offset	=FCD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1136	// Do NOT change this line
Offset	=FCE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1137	// Do NOT change this line
Offset	=FCF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1138	// Do NOT change this line
Offset	=FD0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1139	// Do NOT change this line
Offset	=FD1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=113A	// Do NOT change this line
Offset	=FD2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=113B	// Do NOT change this line
Offset	=FD3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=113C	// Do NOT change this line
Offset	=FD5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=113D	// Do NOT change this line
Offset	=FD6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=113E	// Do NOT change this line
Offset	=FD7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=113F	// Do NOT change this line
Offset	=FD8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1140	// Do NOT change this line
Offset	=FD9
Width	=08
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1141	// Do NOT change this line
Offset	=FE1
Width	=08
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1142	// Do NOT change this line
Offset	=FE9
Width	=08
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1143	// Do NOT change this line
Offset	=FF1
Width	=08
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1144	// Do NOT change this line
Offset	=104F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1145	// Do NOT change this line
Offset	=1051
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1146	// Do NOT change this line
Offset	=1069
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1147	// Do NOT change this line
Offset	=106A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1148	// Do NOT change this line
Offset	=106C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1149	// Do NOT change this line
Offset	=1095
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=114A	// Do NOT change this line
Offset	=304
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=114B	// Do NOT change this line
Offset	=547
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=114C	// Do NOT change this line
Offset	=548
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=114D	// Do NOT change this line
Offset	=71D
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=114E	// Do NOT change this line
Offset	=71E
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=114F	// Do NOT change this line
Offset	=71F
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1150	// Do NOT change this line
Offset	=720
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1151	// Do NOT change this line
Offset	=721
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1152	// Do NOT change this line
Offset	=722
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1153	// Do NOT change this line
Offset	=723
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1154	// Do NOT change this line
Offset	=724
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1155	// Do NOT change this line
Offset	=725
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1156	// Do NOT change this line
Offset	=726
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1157	// Do NOT change this line
Offset	=727
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1158	// Do NOT change this line
Offset	=728
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1159	// Do NOT change this line
Offset	=729
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=115A	// Do NOT change this line
Offset	=72A
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=115B	// Do NOT change this line
Offset	=72B
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=115C	// Do NOT change this line
Offset	=72C
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=115D	// Do NOT change this line
Offset	=72D
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=115E	// Do NOT change this line
Offset	=72E
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=115F	// Do NOT change this line
Offset	=72F
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1160	// Do NOT change this line
Offset	=730
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1161	// Do NOT change this line
Offset	=731
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1162	// Do NOT change this line
Offset	=732
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1163	// Do NOT change this line
Offset	=733
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1164	// Do NOT change this line
Offset	=734
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1165	// Do NOT change this line
Offset	=735
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1166	// Do NOT change this line
Offset	=736
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1167	// Do NOT change this line
Offset	=737
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1168	// Do NOT change this line
Offset	=738
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1169	// Do NOT change this line
Offset	=739
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=116A	// Do NOT change this line
Offset	=73A
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=116B	// Do NOT change this line
Offset	=73B
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=116C	// Do NOT change this line
Offset	=73C
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=116D	// Do NOT change this line
Offset	=73D
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=116E	// Do NOT change this line
Offset	=73E
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=116F	// Do NOT change this line
Offset	=73F
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1170	// Do NOT change this line
Offset	=740
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1171	// Do NOT change this line
Offset	=741
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1172	// Do NOT change this line
Offset	=742
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1173	// Do NOT change this line
Offset	=743
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1174	// Do NOT change this line
Offset	=744
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1175	// Do NOT change this line
Offset	=745
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1176	// Do NOT change this line
Offset	=746
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1177	// Do NOT change this line
Offset	=747
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1178	// Do NOT change this line
Offset	=748
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1179	// Do NOT change this line
Offset	=775
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=117A	// Do NOT change this line
Offset	=776
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=117B	// Do NOT change this line
Offset	=777
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=117C	// Do NOT change this line
Offset	=778
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=117D	// Do NOT change this line
Offset	=779
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=117E	// Do NOT change this line
Offset	=77A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=117F	// Do NOT change this line
Offset	=77B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1180	// Do NOT change this line
Offset	=77C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1181	// Do NOT change this line
Offset	=77D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1182	// Do NOT change this line
Offset	=77E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1183	// Do NOT change this line
Offset	=77F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1184	// Do NOT change this line
Offset	=780
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1185	// Do NOT change this line
Offset	=781
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1186	// Do NOT change this line
Offset	=782
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1187	// Do NOT change this line
Offset	=783
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1188	// Do NOT change this line
Offset	=784
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1189	// Do NOT change this line
Offset	=785
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=118A	// Do NOT change this line
Offset	=786
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=118B	// Do NOT change this line
Offset	=787
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=118C	// Do NOT change this line
Offset	=788
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=118D	// Do NOT change this line
Offset	=789
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=118E	// Do NOT change this line
Offset	=78A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=118F	// Do NOT change this line
Offset	=78B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1190	// Do NOT change this line
Offset	=78C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1191	// Do NOT change this line
Offset	=78D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1192	// Do NOT change this line
Offset	=78E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1193	// Do NOT change this line
Offset	=78F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1194	// Do NOT change this line
Offset	=790
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1195	// Do NOT change this line
Offset	=791
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1196	// Do NOT change this line
Offset	=792
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1197	// Do NOT change this line
Offset	=793
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1198	// Do NOT change this line
Offset	=794
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1199	// Do NOT change this line
Offset	=795
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=119A	// Do NOT change this line
Offset	=796
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=119B	// Do NOT change this line
Offset	=797
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=119C	// Do NOT change this line
Offset	=798
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=119D	// Do NOT change this line
Offset	=799
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=119E	// Do NOT change this line
Offset	=79A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=119F	// Do NOT change this line
Offset	=79B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11A0	// Do NOT change this line
Offset	=79C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11A1	// Do NOT change this line
Offset	=79D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11A2	// Do NOT change this line
Offset	=79E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11A3	// Do NOT change this line
Offset	=79F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11A4	// Do NOT change this line
Offset	=7A0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11A5	// Do NOT change this line
Offset	=9DD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11A6	// Do NOT change this line
Offset	=9DE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11A7	// Do NOT change this line
Offset	=9DF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11A8	// Do NOT change this line
Offset	=9E0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11A9	// Do NOT change this line
Offset	=9E1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11AA	// Do NOT change this line
Offset	=9E2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11AB	// Do NOT change this line
Offset	=9E3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11AC	// Do NOT change this line
Offset	=9E4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11AD	// Do NOT change this line
Offset	=9E5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11AE	// Do NOT change this line
Offset	=9E6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11AF	// Do NOT change this line
Offset	=9E7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11B0	// Do NOT change this line
Offset	=9E8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11B1	// Do NOT change this line
Offset	=9E9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11B2	// Do NOT change this line
Offset	=9EA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11B3	// Do NOT change this line
Offset	=9EB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11B4	// Do NOT change this line
Offset	=9EC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11B5	// Do NOT change this line
Offset	=9ED
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11B6	// Do NOT change this line
Offset	=9EE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11B7	// Do NOT change this line
Offset	=9EF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11B8	// Do NOT change this line
Offset	=9F0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11B9	// Do NOT change this line
Offset	=9F1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11BA	// Do NOT change this line
Offset	=9F2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11BB	// Do NOT change this line
Offset	=9F3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11BC	// Do NOT change this line
Offset	=9F4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11BD	// Do NOT change this line
Offset	=9F5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11BE	// Do NOT change this line
Offset	=9F6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11BF	// Do NOT change this line
Offset	=9F7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11C0	// Do NOT change this line
Offset	=9F8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11C1	// Do NOT change this line
Offset	=9F9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11C2	// Do NOT change this line
Offset	=9FA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11C3	// Do NOT change this line
Offset	=9FB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11C4	// Do NOT change this line
Offset	=9FC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11C5	// Do NOT change this line
Offset	=9FD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11C6	// Do NOT change this line
Offset	=9FE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11C7	// Do NOT change this line
Offset	=9FF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11C8	// Do NOT change this line
Offset	=A00
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11C9	// Do NOT change this line
Offset	=A01
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11CA	// Do NOT change this line
Offset	=A02
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11CB	// Do NOT change this line
Offset	=A03
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11CC	// Do NOT change this line
Offset	=A04
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11CD	// Do NOT change this line
Offset	=A05
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11CE	// Do NOT change this line
Offset	=A06
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11CF	// Do NOT change this line
Offset	=A07
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11D0	// Do NOT change this line
Offset	=A08
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11D1	// Do NOT change this line
Offset	=A61
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11D2	// Do NOT change this line
Offset	=A62
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11D3	// Do NOT change this line
Offset	=A63
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11D4	// Do NOT change this line
Offset	=A64
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11D5	// Do NOT change this line
Offset	=A65
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11D6	// Do NOT change this line
Offset	=A66
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11D7	// Do NOT change this line
Offset	=A67
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11D8	// Do NOT change this line
Offset	=A68
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11D9	// Do NOT change this line
Offset	=A69
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11DA	// Do NOT change this line
Offset	=A6A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11DB	// Do NOT change this line
Offset	=A6B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11DC	// Do NOT change this line
Offset	=A6C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11DD	// Do NOT change this line
Offset	=A6D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11DE	// Do NOT change this line
Offset	=A6E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11DF	// Do NOT change this line
Offset	=A6F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11E0	// Do NOT change this line
Offset	=A70
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11E1	// Do NOT change this line
Offset	=A71
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11E2	// Do NOT change this line
Offset	=A72
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11E3	// Do NOT change this line
Offset	=A73
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11E4	// Do NOT change this line
Offset	=A74
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11E5	// Do NOT change this line
Offset	=A75
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11E6	// Do NOT change this line
Offset	=A76
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11E7	// Do NOT change this line
Offset	=A77
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11E8	// Do NOT change this line
Offset	=A78
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11E9	// Do NOT change this line
Offset	=A79
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11EA	// Do NOT change this line
Offset	=A7A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11EB	// Do NOT change this line
Offset	=A7B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11EC	// Do NOT change this line
Offset	=A7C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11ED	// Do NOT change this line
Offset	=A7D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11EE	// Do NOT change this line
Offset	=A7E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11EF	// Do NOT change this line
Offset	=A7F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11F0	// Do NOT change this line
Offset	=A80
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11F1	// Do NOT change this line
Offset	=A81
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11F2	// Do NOT change this line
Offset	=A82
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11F3	// Do NOT change this line
Offset	=A83
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11F4	// Do NOT change this line
Offset	=A84
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11F5	// Do NOT change this line
Offset	=A85
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11F6	// Do NOT change this line
Offset	=A86
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11F7	// Do NOT change this line
Offset	=A87
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11F8	// Do NOT change this line
Offset	=A88
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11F9	// Do NOT change this line
Offset	=A89
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11FA	// Do NOT change this line
Offset	=A8A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11FB	// Do NOT change this line
Offset	=A8B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11FC	// Do NOT change this line
Offset	=A8C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11FD	// Do NOT change this line
Offset	=A8D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11FE	// Do NOT change this line
Offset	=A8E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=11FF	// Do NOT change this line
Offset	=A8F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1200	// Do NOT change this line
Offset	=A90
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1201	// Do NOT change this line
Offset	=A91
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1202	// Do NOT change this line
Offset	=A92
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1203	// Do NOT change this line
Offset	=A93
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1204	// Do NOT change this line
Offset	=A94
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1205	// Do NOT change this line
Offset	=A95
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1206	// Do NOT change this line
Offset	=A96
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1207	// Do NOT change this line
Offset	=A97
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1208	// Do NOT change this line
Offset	=A98
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1209	// Do NOT change this line
Offset	=A99
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=120A	// Do NOT change this line
Offset	=A9A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=120B	// Do NOT change this line
Offset	=A9B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=120C	// Do NOT change this line
Offset	=A9C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=120D	// Do NOT change this line
Offset	=A9D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=120E	// Do NOT change this line
Offset	=A9E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=120F	// Do NOT change this line
Offset	=A9F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1210	// Do NOT change this line
Offset	=AA0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1211	// Do NOT change this line
Offset	=AA1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1212	// Do NOT change this line
Offset	=AA2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1213	// Do NOT change this line
Offset	=ACF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1214	// Do NOT change this line
Offset	=AD0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1215	// Do NOT change this line
Offset	=AD1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1216	// Do NOT change this line
Offset	=AD2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1217	// Do NOT change this line
Offset	=AD3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1218	// Do NOT change this line
Offset	=AD4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1219	// Do NOT change this line
Offset	=AD5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=121A	// Do NOT change this line
Offset	=AD6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=121B	// Do NOT change this line
Offset	=AD7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=121C	// Do NOT change this line
Offset	=AD8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=121D	// Do NOT change this line
Offset	=AD9
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=121E	// Do NOT change this line
Offset	=ADA
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=121F	// Do NOT change this line
Offset	=ADB
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1220	// Do NOT change this line
Offset	=ADC
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1221	// Do NOT change this line
Offset	=ADD
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1222	// Do NOT change this line
Offset	=ADE
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1223	// Do NOT change this line
Offset	=ADF
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1224	// Do NOT change this line
Offset	=AE0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1225	// Do NOT change this line
Offset	=AE1
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1226	// Do NOT change this line
Offset	=AE2
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1227	// Do NOT change this line
Offset	=AE3
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1228	// Do NOT change this line
Offset	=AE4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1229	// Do NOT change this line
Offset	=B3D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=122A	// Do NOT change this line
Offset	=B3E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=122B	// Do NOT change this line
Offset	=B3F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=122C	// Do NOT change this line
Offset	=B40
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=122D	// Do NOT change this line
Offset	=B41
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=122E	// Do NOT change this line
Offset	=B42
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=122F	// Do NOT change this line
Offset	=B43
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1230	// Do NOT change this line
Offset	=B44
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1231	// Do NOT change this line
Offset	=B45
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1232	// Do NOT change this line
Offset	=B46
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1233	// Do NOT change this line
Offset	=B47
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1234	// Do NOT change this line
Offset	=B48
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1235	// Do NOT change this line
Offset	=B49
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1236	// Do NOT change this line
Offset	=B4A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1237	// Do NOT change this line
Offset	=B4B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1238	// Do NOT change this line
Offset	=B4C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1239	// Do NOT change this line
Offset	=B4D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=123A	// Do NOT change this line
Offset	=B4E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=123B	// Do NOT change this line
Offset	=B4F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=123C	// Do NOT change this line
Offset	=B50
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=123D	// Do NOT change this line
Offset	=B51
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=123E	// Do NOT change this line
Offset	=B52
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=123F	// Do NOT change this line
Offset	=B53
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1240	// Do NOT change this line
Offset	=B54
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1241	// Do NOT change this line
Offset	=B55
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1242	// Do NOT change this line
Offset	=B56
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1243	// Do NOT change this line
Offset	=B57
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1244	// Do NOT change this line
Offset	=B58
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1245	// Do NOT change this line
Offset	=B59
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1246	// Do NOT change this line
Offset	=B5A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1247	// Do NOT change this line
Offset	=B5B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1248	// Do NOT change this line
Offset	=B5C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1249	// Do NOT change this line
Offset	=B5D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=124A	// Do NOT change this line
Offset	=B5E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=124B	// Do NOT change this line
Offset	=B5F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=124C	// Do NOT change this line
Offset	=B60
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=124D	// Do NOT change this line
Offset	=B61
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=124E	// Do NOT change this line
Offset	=B62
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=124F	// Do NOT change this line
Offset	=B63
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1250	// Do NOT change this line
Offset	=B64
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1251	// Do NOT change this line
Offset	=B65
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1252	// Do NOT change this line
Offset	=B66
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1253	// Do NOT change this line
Offset	=B67
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1254	// Do NOT change this line
Offset	=B68
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1255	// Do NOT change this line
Offset	=B69
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1256	// Do NOT change this line
Offset	=B6A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1257	// Do NOT change this line
Offset	=B6B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1258	// Do NOT change this line
Offset	=B6C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1259	// Do NOT change this line
Offset	=B6D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=125A	// Do NOT change this line
Offset	=B6E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=125B	// Do NOT change this line
Offset	=B6F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=125C	// Do NOT change this line
Offset	=B70
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=125D	// Do NOT change this line
Offset	=B71
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=125E	// Do NOT change this line
Offset	=B72
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=125F	// Do NOT change this line
Offset	=B73
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1260	// Do NOT change this line
Offset	=B74
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1261	// Do NOT change this line
Offset	=B75
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1262	// Do NOT change this line
Offset	=B76
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1263	// Do NOT change this line
Offset	=B77
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1264	// Do NOT change this line
Offset	=B78
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1265	// Do NOT change this line
Offset	=B79
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1266	// Do NOT change this line
Offset	=B7A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1267	// Do NOT change this line
Offset	=B7B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1268	// Do NOT change this line
Offset	=B7C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1269	// Do NOT change this line
Offset	=B7D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=126A	// Do NOT change this line
Offset	=B7E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=126B	// Do NOT change this line
Offset	=B81
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=126C	// Do NOT change this line
Offset	=B82
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=126D	// Do NOT change this line
Offset	=B83
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=126E	// Do NOT change this line
Offset	=B84
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=126F	// Do NOT change this line
Offset	=B85
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1270	// Do NOT change this line
Offset	=B86
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1271	// Do NOT change this line
Offset	=B87
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1272	// Do NOT change this line
Offset	=B88
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1273	// Do NOT change this line
Offset	=B89
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1274	// Do NOT change this line
Offset	=B8A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1275	// Do NOT change this line
Offset	=B8B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1276	// Do NOT change this line
Offset	=B8C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1277	// Do NOT change this line
Offset	=B8D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1278	// Do NOT change this line
Offset	=B8E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1279	// Do NOT change this line
Offset	=B8F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=127A	// Do NOT change this line
Offset	=B90
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=127B	// Do NOT change this line
Offset	=B91
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=127C	// Do NOT change this line
Offset	=B92
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=127D	// Do NOT change this line
Offset	=B93
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=127E	// Do NOT change this line
Offset	=B94
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=127F	// Do NOT change this line
Offset	=B95
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1280	// Do NOT change this line
Offset	=BF5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1281	// Do NOT change this line
Offset	=BF6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1282	// Do NOT change this line
Offset	=C65
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1283	// Do NOT change this line
Offset	=C66
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1284	// Do NOT change this line
Offset	=C67
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1285	// Do NOT change this line
Offset	=C68
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1286	// Do NOT change this line
Offset	=C69
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1287	// Do NOT change this line
Offset	=C6A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1288	// Do NOT change this line
Offset	=C6B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1289	// Do NOT change this line
Offset	=C6C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=128A	// Do NOT change this line
Offset	=C6D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=128B	// Do NOT change this line
Offset	=C6E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=128C	// Do NOT change this line
Offset	=C6F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=128D	// Do NOT change this line
Offset	=C70
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=128E	// Do NOT change this line
Offset	=C71
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=128F	// Do NOT change this line
Offset	=C72
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1290	// Do NOT change this line
Offset	=C73
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1291	// Do NOT change this line
Offset	=C74
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1292	// Do NOT change this line
Offset	=C75
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1293	// Do NOT change this line
Offset	=C76
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1294	// Do NOT change this line
Offset	=C77
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1295	// Do NOT change this line
Offset	=C78
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1296	// Do NOT change this line
Offset	=C79
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1297	// Do NOT change this line
Offset	=C7A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1298	// Do NOT change this line
Offset	=C7B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=1299	// Do NOT change this line
Offset	=C7C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=129A	// Do NOT change this line
Offset	=C7D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=129B	// Do NOT change this line
Offset	=C7E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=129C	// Do NOT change this line
Offset	=C7F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=129D	// Do NOT change this line
Offset	=C80
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=129E	// Do NOT change this line
Offset	=C81
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=129F	// Do NOT change this line
Offset	=C82
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12A0	// Do NOT change this line
Offset	=C83
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12A1	// Do NOT change this line
Offset	=C84
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12A2	// Do NOT change this line
Offset	=C85
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12A3	// Do NOT change this line
Offset	=C86
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12A4	// Do NOT change this line
Offset	=C87
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12A5	// Do NOT change this line
Offset	=C88
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12A6	// Do NOT change this line
Offset	=C89
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12A7	// Do NOT change this line
Offset	=C8A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12A8	// Do NOT change this line
Offset	=C8B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12A9	// Do NOT change this line
Offset	=C8C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12AA	// Do NOT change this line
Offset	=C8D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12AB	// Do NOT change this line
Offset	=C8E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12AC	// Do NOT change this line
Offset	=C8F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12AD	// Do NOT change this line
Offset	=C90
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12AE	// Do NOT change this line
Offset	=1097
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12AF	// Do NOT change this line
Offset	=10B3
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12B0	// Do NOT change this line
Offset	=10C2
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12B1	// Do NOT change this line
Offset	=10C3
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12B2	// Do NOT change this line
Offset	=10C4
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12B3	// Do NOT change this line
Offset	=10C5
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12B4	// Do NOT change this line
Offset	=10C6
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12B5	// Do NOT change this line
Offset	=10C7
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12B6	// Do NOT change this line
Offset	=10C8
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12B7	// Do NOT change this line
Offset	=10C9
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12B8	// Do NOT change this line
Offset	=10F5
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12B9	// Do NOT change this line
Offset	=10F6
Width	=02
BIOS Default =[10]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[10]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12BA	// Do NOT change this line
Offset	=10F8
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12BB	// Do NOT change this line
Offset	=10F9
Width	=02
BIOS Default =[10]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[10]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12BC	// Do NOT change this line
Offset	=10FB
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12BD	// Do NOT change this line
Offset	=10FF
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12BE	// Do NOT change this line
Offset	=1100
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12BF	// Do NOT change this line
Offset	=1102
Width	=01
BIOS Default =[16]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[16]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12C0	// Do NOT change this line
Offset	=1105
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12C1	// Do NOT change this line
Offset	=1106
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12C2	// Do NOT change this line
Offset	=1109
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12C3	// Do NOT change this line
Offset	=110B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12C4	// Do NOT change this line
Offset	=1113
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12C5	// Do NOT change this line
Offset	=1136
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12C6	// Do NOT change this line
Offset	=1137
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12C7	// Do NOT change this line
Offset	=1138
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12C8	// Do NOT change this line
Offset	=1139
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12C9	// Do NOT change this line
Offset	=113F
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12CA	// Do NOT change this line
Offset	=116A
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12CB	// Do NOT change this line
Offset	=4E
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12CC	// Do NOT change this line
Offset	=5C
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12CD	// Do NOT change this line
Offset	=7B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12CE	// Do NOT change this line
Offset	=A7
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12CF	// Do NOT change this line
Offset	=122B
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12D0	// Do NOT change this line
Offset	=122D
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12D1	// Do NOT change this line
Offset	=1240
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12D2	// Do NOT change this line
Offset	=12C0
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12D3	// Do NOT change this line
Offset	=10A6
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Publish SRAT
Token	=12D4	// Do NOT change this line
Offset	=109E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Intel Ref.code setup hide
Token	=12D5	// Do NOT change this line
Offset	=2F4
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= SRAT Memory Hot Plug
Token	=12D6	// Do NOT change this line
Offset	=109C
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= SRAT CPU Hot Plug
Token	=12D7	// Do NOT change this line
Offset	=109D
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= SLIT One Hop Value
Token	=12D8	// Do NOT change this line
Offset	=1096
Width	=01
BIOS Default =<21> 
Value	=<21>

Setup Question	= EFI INT10 workaround
Token	=12D9	// Do NOT change this line
Offset	=51
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disable	// Move "*" to the desired Option
         [01]Enable

Setup Question	= Perf_P_Limit_Clip
Token	=12DA	// Do NOT change this line
Offset	=1228
Width	=01
BIOS Default =<31> 
Value	=<31>

Setup Question	= Intel Ref.code setup hide
Token	=12DB	// Do NOT change this line
Offset	=308
Width	=01
BIOS Default =[00]Intel Ref.code setup hide Disable 
Options	=*[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         [01]Intel Ref.code setup hide Enable

Setup Question	= Intel Ref.code setup hide
Token	=12DC	// Do NOT change this line
Offset	=307
Width	=01
BIOS Default =[01]Intel Ref.code setup hide Enable 
Options	=[00]Intel Ref.code setup hide Disable	// Move "*" to the desired Option
         *[01]Intel Ref.code setup hide Enable

Setup Question	= Periodic RCOMP Type
Token	=12DD	// Do NOT change this line
Offset	=1130
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]PCode Controlled
         [01]Hardware Controlled

Setup Question	= Smbios Event Log
Token	=02	// Do NOT change this line
Offset	=20
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Erase Event Log
Token	=03	// Do NOT change this line
Offset	=22
Width	=01
BIOS Default =[00]No 
Options	=*[00]No	// Move "*" to the desired Option
         [01]Yes, Next reset
         [02]Yes, Every reset

Setup Question	= When Log is Full
Token	=04	// Do NOT change this line
Offset	=21
Width	=01
BIOS Default =[00]Do Nothing 
Options	=*[00]Do Nothing	// Move "*" to the desired Option
         [01]Erase Immediately

Setup Question	= Log System Boot Event
Token	=05	// Do NOT change this line
Offset	=23
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= MECI
Token	=06	// Do NOT change this line
Offset	=26
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= METW
Token	=07	// Do NOT change this line
Offset	=25
Width	=01
BIOS Default =<60> 
Value	=<60>

Setup Question	= Log OEM Codes
Token	=08	// Do NOT change this line
Offset	=24
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Convert OEM Codes
Token	=09	// Do NOT change this line
Offset	=27
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= BMC Support
Token	=01	// Do NOT change this line
Offset	=00
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= Wait For BMC
Token	=02	// Do NOT change this line
Offset	=01
Width	=01
BIOS Default =[00]Disabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= FRB-2 Timer
Token	=03	// Do NOT change this line
Offset	=08
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= FRB-2 Timer timeout
Token	=04	// Do NOT change this line
Offset	=09
Width	=02
BIOS Default =[168]6 minutes 
Options	=[B4]3 minutes	// Move "*" to the desired Option
         [F0]4 minutes
         [12C]5 minutes
         *[168]6 minutes

Setup Question	= FRB-2 Timer Policy
Token	=05	// Do NOT change this line
Offset	=0B
Width	=01
BIOS Default =[00]Do Nothing 
Options	=*[00]Do Nothing	// Move "*" to the desired Option
         [01]Reset
         [02]Power Down
         [03]Power Cycle

Setup Question	= OS Watchdog Timer
Token	=06	// Do NOT change this line
Offset	=0C
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= OS Wtd Timer Timeout
Token	=07	// Do NOT change this line
Offset	=0D
Width	=02
BIOS Default =[258]10 minutes 
Options	=[12C]5 minutes	// Move "*" to the desired Option
         *[258]10 minutes
         [384]15 minutes
         [4B0]20 minutes

Setup Question	= OS Wtd Timer Policy
Token	=08	// Do NOT change this line
Offset	=0F
Width	=01
BIOS Default =[01]Reset 
Options	=[00]Do Nothing	// Move "*" to the desired Option
         *[01]Reset
         [02]Power Down
         [03]Power Cycle

Setup Question	= Serial Mux
Token	=09	// Do NOT change this line
Offset	=13
Width	=01
BIOS Default =[00]Disabled 
Options	=[01]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= SEL Components
Token	=0B	// Do NOT change this line
Offset	=02
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Erase SEL
Token	=0C	// Do NOT change this line
Offset	=03
Width	=01
BIOS Default =[00]No 
Options	=*[00]No	// Move "*" to the desired Option
         [01]Yes, On next reset
         [02]Yes, On every reset

Setup Question	= When SEL is Full
Token	=0D	// Do NOT change this line
Offset	=04
Width	=01
BIOS Default =[00]Do Nothing 
Options	=*[00]Do Nothing	// Move "*" to the desired Option
         [01]Erase Immediately

Setup Question	= Log EFI Status Codes
Token	=0E	// Do NOT change this line
Offset	=05
Width	=01
BIOS Default =[01]Both 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Both
         [02]Error code
         [03]Progress code

Setup Question	= Erase Log
Token	=0F	// Do NOT change this line
Offset	=11
Width	=01
BIOS Default =[01]Yes, On every reset 
Options	=*[01]Yes, On every reset	// Move "*" to the desired Option
         [00]No

Setup Question	= When log is full
Token	=10	// Do NOT change this line
Offset	=12
Width	=01
BIOS Default =[01]Clear Log 
Options	=*[01]Clear Log	// Move "*" to the desired Option
         [00]Do not log any more

Setup Question	= Manual setting IPMI LAN
Token	=808	// Do NOT change this line
Offset	=14
Width	=01
BIOS Default =[02]No 
Options	=[01]Yes	// Move "*" to the desired Option
         *[02]No

Setup Question	= Configuration address source
Token	=11	// Do NOT change this line
Offset	=15
Width	=01
BIOS Default =[02]DHCP 
Options	=[01]Static	// Move "*" to the desired Option
         *[02]DHCP

Setup Question	= Station IP address
Token	=809	// Do NOT change this line
Offset	=16
Width	=1E
Value	="192.168.35.36"

Setup Question	= Current subnet mask
Token	=80A	// Do NOT change this line
Offset	=34
Width	=1E
Value	="255.255.255.0"

Setup Question	= Current router IP address
Token	=80B	// Do NOT change this line
Offset	=52
Width	=1E
Value	="0.0.0.0"

Setup Question	= Manual setting IPMI LAN
Token	=80C	// Do NOT change this line
Offset	=70
Width	=01
BIOS Default =[02]No 
Options	=[01]Yes	// Move "*" to the desired Option
         *[02]No

Setup Question	= Configuration address source
Token	=12	// Do NOT change this line
Offset	=71
Width	=01
BIOS Default =[02]DHCP 
Options	=[01]Static	// Move "*" to the desired Option
         *[02]DHCP

Setup Question	= Station IP address
Token	=80D	// Do NOT change this line
Offset	=72
Width	=1E
Value	="0.0.0.0"

Setup Question	= Current subnet mask
Token	=80E	// Do NOT change this line
Offset	=90
Width	=1E
Value	="0.0.0.0"

Setup Question	= Current router IP address
Token	=80F	// Do NOT change this line
Offset	=AE
Width	=1E
Value	="0.0.0.0"

Setup Question	= System Language
Token	=07	// Do NOT change this line
Offset	=00
Width	=02
Options	=*[00]en-US

Setup Question	=   Security Device Support
Token	=1F	// Do NOT change this line
Offset	=06
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

// Setup Question	=   Security Device Support
// Token	=20	// Do NOT change this line
// Offset	=06
// Width	=01
// BIOS Default =[01]Enable 
// Options	=[00]Disable	// Move "*" to the desired Option
//         *[01]Enable

Setup Question	=   TPM State
Token	=21	// Do NOT change this line
Offset	=01
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Pending operation
Token	=22	// Do NOT change this line
Offset	=02
Width	=01
BIOS Default =[00]None 
Options	=*[00]None	// Move "*" to the desired Option
         [05]TPM Clear

Setup Question	=   Security Device Support
Token	=23	// Do NOT change this line
Offset	=08
Width	=01
BIOS Default =[01]Enable 
Options	=[00]Disable	// Move "*" to the desired Option
         *[01]Enable

// Setup Question	=   TCM State
// Token	=24	// Do NOT change this line
// Offset	=01
// Width	=01
// BIOS Default =[00]Disabled 
// Options	=*[00]Disabled	// Move "*" to the desired Option
//         [01]Enabled

// Setup Question	= Pending operation
// Token	=25	// Do NOT change this line
// Offset	=02
// Width	=01
// BIOS Default =[00]None 
// Options	=*[00]None	// Move "*" to the desired Option
//         [05]TPM Clear

Setup Question	=   Device Select
Token	=26	// Do NOT change this line
Offset	=14
Width	=01
BIOS Default =[02]Auto 
Options	=[00]TPM 1.2	// Move "*" to the desired Option
         [01]TPM 2.0
         *[02]Auto

Setup Question	=   TPM Enabled Status:
Token	=27	// Do NOT change this line
Offset	=03
Width	=01
BIOS Default =[01]Disabled 
Options	=*[01]Disabled	// Move "*" to the desired Option
         [00]Enabled

Setup Question	=   TPM Active Status:
Token	=28	// Do NOT change this line
Offset	=04
Width	=01
BIOS Default =[01]Deactivated 
Options	=*[01]Deactivated	// Move "*" to the desired Option
         [00]Activated

Setup Question	=   TPM Owner Status:
Token	=29	// Do NOT change this line
Offset	=05
Width	=01
BIOS Default =[00]Unowned 
Options	=[01]Owned	// Move "*" to the desired Option
         *[00]Unowned

// Setup Question	=   TCM Enabled Status:
// Token	=2A	// Do NOT change this line
// Offset	=03
// Width	=01
// BIOS Default =[01]Disabled 
// Options	=*[01]Disabled	// Move "*" to the desired Option
//         [00]Enabled

// Setup Question	=   TCM Active Status:
// Token	=2B	// Do NOT change this line
// Offset	=04
// Width	=01
// BIOS Default =[01]Deactivated 
// Options	=*[01]Deactivated	// Move "*" to the desired Option
//         [00]Activated

// Setup Question	=   TCM Owner Status:
// Token	=2C	// Do NOT change this line
// Offset	=05
// Width	=01
// BIOS Default =[00]Unowned 
// Options	=[01]Owned	// Move "*" to the desired Option
//         *[00]Unowned

// Setup Question	=   Security Device Support
// Token	=2D	// Do NOT change this line
// Offset	=06
// Width	=01
// BIOS Default =[01]Enable 
// Options	=[00]Disable	// Move "*" to the desired Option
//         *[01]Enable

// Setup Question	=   TPM State
// Token	=2E	// Do NOT change this line
// Offset	=01
// Width	=01
// BIOS Default =[00]Disabled 
// Options	=*[00]Disabled	// Move "*" to the desired Option
//         [01]Enabled

// Setup Question	=   Pending operation
// Token	=2F	// Do NOT change this line
// Offset	=02
// Width	=01
// BIOS Default =[00]None 
// Options	=*[00]None	// Move "*" to the desired Option
//         [01]TPM Clear

Setup Question	=   Platform Hierarchy
Token	=30	// Do NOT change this line
Offset	=10
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Storage Hierarchy
Token	=31	// Do NOT change this line
Offset	=11
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Endorsement Hierarchy
Token	=32	// Do NOT change this line
Offset	=12
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   HashPolicy
Token	=33	// Do NOT change this line
Offset	=0F
Width	=01
BIOS Default =[01]Sha-1 
Options	=*[01]Sha-1	// Move "*" to the desired Option
         [02]Sha-2

Setup Question	=   TPM 20 InterfaceType
Token	=34	// Do NOT change this line
Offset	=13
Width	=01
BIOS Default =[00]CRB 
Options	=*[00]CRB	// Move "*" to the desired Option
         [01]TIS

// Setup Question	=   Device Select
// Token	=35	// Do NOT change this line
// Offset	=14
// Width	=01
// BIOS Default =[02]Auto 
// Options	=[00]TPM 1.2	// Move "*" to the desired Option
//         [01]TPM 2.0
//         *[02]Auto

Setup Question	= Intel SpeedStep Technology
Token	=44	// Do NOT change this line
Offset	=63
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Intel Turbo Boost Technology
Token	=45	// Do NOT change this line
Offset	=B4
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=  {a1#Long Duration Power Limit
Token	=46	// Do NOT change this line
Offset	=129C
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#Long Duration Maintained
Token	=47	// Do NOT change this line
Offset	=129F
Width	=02
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]1s
         [02]2s
         [03]3s
         [04]4s
         [05]5s
         [06]6s
         [07]7s
         [08]8s
         [0A]10s
         [0C]12s
         [0E]14s
         [10]16s
         [14]20s
         [18]24s
         [1C]28s
         [20]32s
         [28]40s
         [30]48s
         [38]56s

Setup Question	=  {a1#Short Duration Power Limit
Token	=48	// Do NOT change this line
Offset	=12A3
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= Intel Hyper Threading Technology
Token	=49	// Do NOT change this line
Offset	=71
Width	=01
BIOS Default =[00]Enabled 
Options	=[01]Disabled	// Move "*" to the desired Option
         *[00]Enabled

Setup Question	= Active Processor Cores
Token	=4A	// Do NOT change this line
Offset	=9F
Width	=01
BIOS Default =[00]All 
Options	=*[00]All	// Move "*" to the desired Option
         [01]1

// Setup Question	= Active Processor Cores
// Token	=4B	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3

// Setup Question	= Active Processor Cores
// Token	=4C	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5

// Setup Question	= Active Processor Cores
// Token	=4D	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7

// Setup Question	= Active Processor Cores
// Token	=4E	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9

// Setup Question	= Active Processor Cores
// Token	=4F	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9
//         [0A]10
//         [0B]11

// Setup Question	= Active Processor Cores
// Token	=50	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9
//         [0A]10
//         [0B]11
//         [0C]12
//         [0D]13

// Setup Question	= Active Processor Cores
// Token	=51	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9
//         [0A]10
//         [0B]11
//         [0C]12
//         [0D]13
//         [0E]14
//         [0F]15

// Setup Question	= Active Processor Cores
// Token	=52	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9
//         [0A]10
//         [0B]11
//         [0C]12
//         [0D]13
//         [0E]14
//         [0F]15
//         [10]16
//         [11]17

// Setup Question	= Active Processor Cores
// Token	=53	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9
//         [0A]10
//         [0B]11
//         [0C]12
//         [0D]13
//         [0E]14
//         [0F]15
//         [10]16
//         [11]17
//         [12]18
//         [13]19

Setup Question	= No-Execute Memory Protection
Token	=54	// Do NOT change this line
Offset	=62
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Enable Intel TXT Support
Token	=55	// Do NOT change this line
Offset	=72
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Intel Virtualization Technology
Token	=56	// Do NOT change this line
Offset	=73
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Enable SMX
Token	=57	// Do NOT change this line
Offset	=74
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Hardware Prefetcher
Token	=58	// Do NOT change this line
Offset	=82
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Adjacent Cache Line Prefetch
Token	=59	// Do NOT change this line
Offset	=83
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

// Setup Question	= Intel Virtualization Technology
// Token	=5A	// Do NOT change this line
// Offset	=73
// Width	=01
// BIOS Default =[01]Enabled 
// Options	=[00]Disabled	// Move "*" to the desired Option
//         *[01]Enabled

Setup Question	= CPU Thermal Throttling
Token	=5B	// Do NOT change this line
Offset	=12BE
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= CPU C States Support
Token	=5C	// Do NOT change this line
Offset	=69
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Package C State Support
Token	=5D	// Do NOT change this line
Offset	=6C
Width	=01
BIOS Default =[00]C0/C1 state
Options	=*[00]C0/C1 state	// Move "*" to the desired Option
         [02]C6(non Retention) state
         [03]C6(Retention) state

Setup Question	= CPU C3 State Support
Token	=5E	// Do NOT change this line
Offset	=6D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= CPU C6 State Support
Token	=5F	// Do NOT change this line
Offset	=6E
Width	=01
BIOS Default =[00]Disable 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Enhanced Halt State(C1E)
Token	=60	// Do NOT change this line
Offset	=70
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= Enable CPU HWPM
Token	=61	// Do NOT change this line
Offset	=1665
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]HWPM NATIVE MODE
         [02]HWPM OOB MODE

Setup Question	= Enable CPU Autonomous Cstate
Token	=62	// Do NOT change this line
Offset	=1666
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Enforce POR
Token	=63	// Do NOT change this line
Offset	=117B
Width	=01
BIOS Default =[03]Auto 
Options	=*[03]Auto	// Move "*" to the desired Option
         [02]Disabled

Setup Question	= DRAM Frequency
Token	=64	// Do NOT change this line
Offset	=C4
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]DDR4-800
         [03]DDR4-1066
         [05]DDR4-1333
         [07]DDR4-1600
         [09]DDR4-1866
         [0B]DDR4-2133
         [0D]DDR4-2400
         [0F]

Setup Question	= ECC Support
Token	=65	// Do NOT change this line
Offset	=10E3
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= Enable ADR
Token	=66	// Do NOT change this line
Offset	=116D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Hardware Triggered ADR

Setup Question	= MRC Fast Boot
Token	=67	// Do NOT change this line
Offset	=10ED
Width	=01

Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Channel Interleaving
Token	=68	// Do NOT change this line
Offset	=10E5
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]1-way Interleave
         [02]2-way Interleave
         [03]3-way Interleave
         [04]4-way Interleave

Setup Question	= Rank Interleaving
Token	=69	// Do NOT change this line
Offset	=10E6
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]1-way Interleave
         [02]2-way Interleave
         [04]4-way Interleave
         [08]8-way Interleave

Setup Question	= Memory Power Savings Mode
Token	=6A	// Do NOT change this line
Offset	=114B
Width	=01
BIOS Default =[00]Disabled 
Options	=[05]Auto	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= Primary Graphics Adapter
Token	=6B	// Do NOT change this line
Offset	=117
Width	=01
BIOS Default =[00]Onboard 
Options	=*[00]Onboard	// Move "*" to the desired Option
         [01]PCI Express

Setup Question	= Onboard VGA
Token	=6C	// Do NOT change this line
Offset	=4B
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Enabled
         *[02]Auto

Setup Question	= VT-d
Token	=6D	// Do NOT change this line
Offset	=302
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= PCIE1 & PCIE3 Link Speed
Token	=6E	// Do NOT change this line
Offset	=82C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen1
         [02]Gen2
         [03]Gen3

Setup Question	= PCIE5 & PCIE7 Link Speed
Token	=6F	// Do NOT change this line
Offset	=828
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen1
         [02]Gen2
         [03]Gen3

Setup Question	= PCIE6 Link Speed
Token	=70	// Do NOT change this line
Offset	=826
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Gen1
         [02]Gen2
         [03]Gen3

Setup Question	= PCIE1 & PCIE3 Link Width
Token	=71	// Do NOT change this line
Offset	=54D
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4x4x4	// Move "*" to the desired Option
         [02]x4x4x8
         [01]x8x4x4
         [03]x8x8
         [04]x16
         *[FF]Auto

Setup Question	= PCIE5 & PCIE7 Link Width
Token	=72	// Do NOT change this line
Offset	=549
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4x4x4	// Move "*" to the desired Option
         [02]x4x4x8
         [01]x8x4x4
         [03]x8x8
         [04]x16
         *[FF]Auto

Setup Question	= PCIE6 Link Width
Token	=73	// Do NOT change this line
Offset	=551
Width	=01
BIOS Default =[FF]Auto 
Options	=[00]x4x4	// Move "*" to the desired Option
         [01]x8
         *[FF]Auto

Setup Question	= PCI-E ASPM Support 
Token	=74	// Do NOT change this line
Offset	=561
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [02]Enabled

Setup Question	= PCH PCI-E ASPM Support
Token	=75	// Do NOT change this line
Offset	=2A2
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [02]Enabled

Setup Question	= PCH DMI ASPM Support
Token	=76	// Do NOT change this line
Offset	=1CD
Width	=01
BIOS Default =[00]Disabled
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Onboard LAN1
Token	=77	// Do NOT change this line
Offset	=1D9
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= Onboard LAN2
Token	=78	// Do NOT change this line
Offset	=E1
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= ACS Control
Token	=79	// Do NOT change this line
Offset	=1673
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= Above 4G Decoding
Token	=7A	// Do NOT change this line
Offset	=76
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Enabled
         *[02]Auto

Setup Question	= SR-IOV Support
Token	=7B	// Do NOT change this line
Offset	=77
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= MMIO High Base
Token	=7C	// Do NOT change this line
Offset	=FBA
Width	=04
BIOS Default =[06]2T 
Options	=[00]56T	// Move "*" to the desired Option
         [01]40T
         [02]24T
         [03]16T
         [04]12T
         [05]4T
         *[06]2T
         [07]1T

Setup Question	= MMIO High Size
Token	=7D	// Do NOT change this line
Offset	=FBE
Width	=04
BIOS Default =[03]1024G 
Options	=[00]256G	// Move "*" to the desired Option
         [01]128G
         [02]512G
         *[03]1024G

Setup Question	= Restore on AC/Power Loss
Token	=7E	// Do NOT change this line
Offset	=4B
Width	=01
BIOS Default =[02]Last State 
Options	=[01]Power Off	// Move "*" to the desired Option
         [00]Power On
         *[02]Last State

Setup Question	= Onboard Debug Port LED
Token	=7F	// Do NOT change this line
Offset	=B2
Width	=01
BIOS Default =[02]Auto 
Options	=[00]Off	// Move "*" to the desired Option
         [01]On
         *[02]Auto

Setup Question	= WHEA Support
Token	=80	// Do NOT change this line
Offset	=2C6
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= System Error
Token	=81	// Do NOT change this line
Offset	=2BC
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= S/W Error Injection Support 
Token	=82	// Do NOT change this line
Offset	=2D5
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Memory Error
Token	=83	// Do NOT change this line
Offset	=2D1
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Correctable Error Threshold
Token	=84	// Do NOT change this line
Offset	=10AC
Width	=02
BIOS Default =<255> 
Value	=<255>

Setup Question	= PCIE Error
Token	=85	// Do NOT change this line
Offset	=2E8
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Corrected Error Enable 
Token	=86	// Do NOT change this line
Offset	=2E7
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Uncorrected Error Enable 
Token	=87	// Do NOT change this line
Offset	=2E6
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	=   Fatal Error Enable
Token	=88	// Do NOT change this line
Offset	=2E5
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Enable ACPI Auto Configuration
Token	=89	// Do NOT change this line
Offset	=17
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Enable Hibernation
Token	=8A	// Do NOT change this line
Offset	=1B
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= Suspend to RAM
Token	=8B	// Do NOT change this line
Offset	=18
Width	=02
BIOS Default =[02]Auto 
Options	=[00]Suspend Disabled	// Move "*" to the desired Option
         *[02]Auto

Setup Question	= Lock Legacy Resources
Token	=8C	// Do NOT change this line
Offset	=1A
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Hard Disk S.M.A.R.T 
Token	=8D	// Do NOT change this line
Offset	=1F
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Serial Port
Token	=90	// Do NOT change this line
Offset	=00
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= Change Settings
Token	=91	// Do NOT change this line
Offset	=01
Width	=01
BIOS Default =[02]3F8h/IRQ4 
Options	=*[02]3F8h/IRQ4	// Move "*" to the desired Option
         [04]3E8h/IRQ4

Setup Question	= Serial Port 2 Configuration
Token	=92	// Do NOT change this line
Offset	=00
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= Change Settings
Token	=93	// Do NOT change this line
Offset	=01
Width	=01
BIOS Default =[03]2F8h/IRQ3 
Options	=*[03]2F8h/IRQ3	// Move "*" to the desired Option
         [05]2E8h/IRQ3

Setup Question	= Serial Port Mode
Token	=94	// Do NOT change this line
Offset	=4C
Width	=01
BIOS Default =[00]COM 
Options	=*[00]COM	// Move "*" to the desired Option
         [01]SOL

Setup Question	= Console Redirection
Token	=95	// Do NOT change this line
Offset	=32
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= Console Redirection
Token	=97	// Do NOT change this line
Offset	=33
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Console Redirection
Token	=9A	// Do NOT change this line
Offset	=42
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Out-of-Band Mgmt Port
Token	=9C	// Do NOT change this line
Offset	=43
Width	=01
BIOS Default =[00]COM1 
Options	=*[00]COM1	// Move "*" to the desired Option
         [01]COM2

Setup Question	= Terminal Type
Token	=9D	// Do NOT change this line
Offset	=44
Width	=01
BIOS Default =[02]VT-UTF8 
Options	=[00]VT100	// Move "*" to the desired Option
         [01]VT100+
         *[02]VT-UTF8
         [03]ANSI

Setup Question	= Bits per second
Token	=9E	// Do NOT change this line
Offset	=45
Width	=01
BIOS Default =[07]115200 
Options	=[03]9600	// Move "*" to the desired Option
         [04]19200
         [06]57600
         *[07]115200

Setup Question	= Flow Control
Token	=9F	// Do NOT change this line
Offset	=46
Width	=01
BIOS Default =[00]None 
Options	=*[00]None	// Move "*" to the desired Option
         [01]Hardware RTS/CTS
         [02]Software Xon/Xoff

Setup Question	= Legacy Serial Redirection Port
Token	=A0	// Do NOT change this line
Offset	=4A
Width	=01
BIOS Default =[00]COM1 
Options	=*[00]COM1	// Move "*" to the desired Option
         [01]COM2

Setup Question	= Terminal Type
Token	=A1	// Do NOT change this line
Offset	=34
Width	=01
BIOS Default =[01]VT100+ 
Options	=[00]VT100	// Move "*" to the desired Option
         *[01]VT100+
         [02]VT-UTF8
         [03]ANSI

Setup Question	= Bits per second
Token	=A2	// Do NOT change this line
Offset	=28
Width	=01
BIOS Default =[07]115200 
Options	=[03]9600	// Move "*" to the desired Option
         [04]19200
         [05]38400
         [06]57600
         *[07]115200

Setup Question	= Data Bits
Token	=A3	// Do NOT change this line
Offset	=2A
Width	=01
BIOS Default =[08]8 
Options	=[07]7	// Move "*" to the desired Option
         *[08]8

Setup Question	= Parity
Token	=A4	// Do NOT change this line
Offset	=2C
Width	=01
BIOS Default =[01]None 
Options	=*[01]None	// Move "*" to the desired Option
         [02]Even
         [03]Odd
         [04]Mark
         [05]Space

Setup Question	= Stop Bits
Token	=A5	// Do NOT change this line
Offset	=2E
Width	=01
BIOS Default =[01]1 
Options	=*[01]1	// Move "*" to the desired Option
         [03]2

Setup Question	= Flow Control
Token	=A6	// Do NOT change this line
Offset	=30
Width	=01
BIOS Default =[00]None 
Options	=*[00]None	// Move "*" to the desired Option
         [01]Hardware RTS/CTS

Setup Question	= VT-UTF8 Combo Key Support
Token	=A7	// Do NOT change this line
Offset	=36
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= Recorder Mode
Token	=A8	// Do NOT change this line
Offset	=38
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Resolution 100x31
Token	=A9	// Do NOT change this line
Offset	=3A
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Legacy OS Redirection Resolution
Token	=AA	// Do NOT change this line
Offset	=3C
Width	=01
BIOS Default =[00]80x24 
Options	=*[00]80x24	// Move "*" to the desired Option
         [01]80x25

Setup Question	= Putty KeyPad
Token	=AB	// Do NOT change this line
Offset	=3E
Width	=01
BIOS Default =[01]VT100 
Options	=*[01]VT100	// Move "*" to the desired Option
         [02]LINUX
         [04]XTERMR6
         [08]SCO
         [10]ESCN
         [20]VT400

Setup Question	= Redirection After BIOS POST
Token	=AC	// Do NOT change this line
Offset	=40
Width	=01
BIOS Default =[00]Always Enable 
Options	=*[00]Always Enable	// Move "*" to the desired Option
         [01]BootLoader

Setup Question	= Terminal Type
Token	=AD	// Do NOT change this line
Offset	=35
Width	=01
BIOS Default =[01]VT100+ 
Options	=[00]VT100	// Move "*" to the desired Option
         *[01]VT100+
         [02]VT-UTF8
         [03]ANSI

Setup Question	= Bits per second
Token	=AE	// Do NOT change this line
Offset	=29
Width	=01
BIOS Default =[07]115200 
Options	=[03]9600	// Move "*" to the desired Option
         [04]19200
         [05]38400
         [06]57600
         *[07]115200

Setup Question	= Data Bits
Token	=AF	// Do NOT change this line
Offset	=2B
Width	=01
BIOS Default =[08]8 
Options	=[07]7	// Move "*" to the desired Option
         *[08]8

Setup Question	= Parity
Token	=B0	// Do NOT change this line
Offset	=2D
Width	=01
BIOS Default =[01]None 
Options	=*[01]None	// Move "*" to the desired Option
         [02]Even
         [03]Odd
         [04]Mark
         [05]Space

Setup Question	= Stop Bits
Token	=B1	// Do NOT change this line
Offset	=2F
Width	=01
BIOS Default =[01]1 
Options	=*[01]1	// Move "*" to the desired Option
         [03]2

Setup Question	= Flow Control
Token	=B2	// Do NOT change this line
Offset	=31
Width	=01
BIOS Default =[00]None 
Options	=*[00]None	// Move "*" to the desired Option
         [01]Hardware RTS/CTS

Setup Question	= VT-UTF8 Combo Key Support
Token	=B3	// Do NOT change this line
Offset	=37
Width	=01
BIOS Default =1 
Value	=1	// Enabled = 1, Disabled = 0

Setup Question	= Recorder Mode
Token	=B4	// Do NOT change this line
Offset	=39
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Resolution 100x31
Token	=B5	// Do NOT change this line
Offset	=3B
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= Legacy OS Redirection Resolution
Token	=B6	// Do NOT change this line
Offset	=3D
Width	=01
BIOS Default =[00]80x24 
Options	=*[00]80x24	// Move "*" to the desired Option
         [01]80x25

Setup Question	= Putty KeyPad
Token	=B7	// Do NOT change this line
Offset	=3F
Width	=01
BIOS Default =[01]VT100 
Options	=*[01]VT100	// Move "*" to the desired Option
         [02]LINUX
         [04]XTERMR6
         [08]SCO
         [10]ESCN
         [20]VT400

Setup Question	= Redirection After BIOS POST
Token	=B8	// Do NOT change this line
Offset	=41
Width	=01
BIOS Default =[00]Always Enable 
Options	=*[00]Always Enable	// Move "*" to the desired Option
         [01]BootLoader

Setup Question	= PCI Latency Timer
Token	=B9	// Do NOT change this line
Offset	=78
Width	=01
BIOS Default =[20]32 PCI Bus Clocks 
Options	=*[20]32 PCI Bus Clocks	// Move "*" to the desired Option
         [40]64 PCI Bus Clocks
         [60]96 PCI Bus Clocks
         [80]128 PCI Bus Clocks
         [A0]160 PCI Bus Clocks
         [C0]192 PCI Bus Clocks
         [E0]224 PCI Bus Clocks
         [F8]248 PCI Bus Clocks

Setup Question	= PCI-X Latency Timer
Token	=BA	// Do NOT change this line
Offset	=7C
Width	=01
BIOS Default =[40]64 PCI Bus Clocks 
Options	=[20]32 PCI Bus Clocks	// Move "*" to the desired Option
         *[40]64 PCI Bus Clocks
         [60]96 PCI Bus Clocks
         [80]128 PCI Bus Clocks
         [A0]160 PCI Bus Clocks
         [C0]192 PCI Bus Clocks
         [E0]224 PCI Bus Clocks
         [F8]248 PCI Bus Clocks

Setup Question	= VGA Palette Snoop
Token	=BB	// Do NOT change this line
Offset	=79
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PERR# Generation
Token	=BC	// Do NOT change this line
Offset	=7A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= SERR# Generation
Token	=BD	// Do NOT change this line
Offset	=7B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

// Setup Question	= Above 4G Decoding
// Token	=BE	// Do NOT change this line
// Offset	=76
// Width	=01
// BIOS Default =[02]Auto 
// Options	=[00]Disabled	// Move "*" to the desired Option
//         [01]Enabled
//         *[02]Auto

// Setup Question	= SR-IOV Support
// Token	=BF	// Do NOT change this line
// Offset	=77
// Width	=01
// BIOS Default =[01]Enabled 
// Options	=[00]Disabled	// Move "*" to the desired Option
//         *[01]Enabled

Setup Question	= Relaxed Ordering
Token	=C3	// Do NOT change this line
Offset	=7D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Extended Tag
Token	=C4	// Do NOT change this line
Offset	=7E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= No Snoop
Token	=C5	// Do NOT change this line
Offset	=7F
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Maximum Payload
Token	=C6	// Do NOT change this line
Offset	=80
Width	=01
BIOS Default =[37]Auto 
Options	=*[37]Auto	// Move "*" to the desired Option
         [00]128 Bytes
         [01]256 Bytes
         [02]512 Bytes
         [03]1024 Bytes
         [04]2048 Bytes
         [05]4096 Bytes

Setup Question	= Maximum Read Request
Token	=C7	// Do NOT change this line
Offset	=81
Width	=01
BIOS Default =[37]Auto 
Options	=*[37]Auto	// Move "*" to the desired Option
         [00]128 Bytes
         [01]256 Bytes
         [02]512 Bytes
         [03]1024 Bytes
         [04]2048 Bytes
         [05]4096 Bytes

Setup Question	= ASPM Support
Token	=C8	// Do NOT change this line
Offset	=82
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [37]Auto
         [01]Force L0s

Setup Question	= Extended Synch
Token	=C9	// Do NOT change this line
Offset	=83
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Link Training Retry
Token	=CA	// Do NOT change this line
Offset	=84
Width	=01
BIOS Default =[05]5 
Options	=[00]Disabled	// Move "*" to the desired Option
         [02]2
         [03]3
         *[05]5

Setup Question	= Link Training Timeout (uS)
Token	=CB	// Do NOT change this line
Offset	=85
Width	=02
BIOS Default =<1000> 
Value	=<1000>

Setup Question	= Unpopulated Links
Token	=CC	// Do NOT change this line
Offset	=87
Width	=01
BIOS Default =[00]Keep Link ON 
Options	=*[00]Keep Link ON	// Move "*" to the desired Option
         [01]Disable Link

Setup Question	= Restore PCIE Registers
Token	=CD	// Do NOT change this line
Offset	=88
Width	=01
BIOS Default =[00]Disabled 
Options	=[FF]Enabled	// Move "*" to the desired Option
         *[00]Disabled

Setup Question	= Completion Timeout
Token	=CE	// Do NOT change this line
Offset	=89
Width	=01
BIOS Default =[FF]Default 
Options	=*[FF]Default	// Move "*" to the desired Option
         [55]Shorter
         [AA]Longer
         [00]Disabled

Setup Question	= ARI Forwarding
Token	=CF	// Do NOT change this line
Offset	=8A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= AtomicOp Requester Enable
Token	=D0	// Do NOT change this line
Offset	=8B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= AtomicOp Egress Blocking
Token	=D1	// Do NOT change this line
Offset	=8C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= IDO Request Enable
Token	=D2	// Do NOT change this line
Offset	=8D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= IDO Completion Enable
Token	=D3	// Do NOT change this line
Offset	=8E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= LTR Mechanism Enable
Token	=D4	// Do NOT change this line
Offset	=8F
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= End-End TLP Prefix Blocking
Token	=D5	// Do NOT change this line
Offset	=90
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Target Link Speed
Token	=D6	// Do NOT change this line
Offset	=91
Width	=01
BIOS Default =[37]Auto 
Options	=*[37]Auto	// Move "*" to the desired Option
         [01]Force to 2.5 GT/s
         [02]Force to 5.0 GT/s

Setup Question	= Clock Power Management
Token	=D7	// Do NOT change this line
Offset	=93
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Compliance SOS
Token	=D8	// Do NOT change this line
Offset	=94
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Hardware Autonomous Width
Token	=D9	// Do NOT change this line
Offset	=95
Width	=01
BIOS Default =[00]Enabled 
Options	=*[00]Enabled	// Move "*" to the desired Option
         [01]Disabled

Setup Question	= Hardware Autonomous Speed
Token	=DA	// Do NOT change this line
Offset	=96
Width	=01
BIOS Default =[00]Enabled 
Options	=*[00]Enabled	// Move "*" to the desired Option
         [01]Disabled

Setup Question	= BIOS Hot-Plug Support
Token	=DB	// Do NOT change this line
Offset	=97
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= PCI Buses Padding
Token	=DC	// Do NOT change this line
Offset	=98
Width	=01
BIOS Default =[01]1 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]1
         [02]2
         [03]3
         [04]4
         [05]5

Setup Question	= I/O Resources Padding
Token	=DD	// Do NOT change this line
Offset	=99
Width	=01
BIOS Default =[04]4 K 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[04]4 K
         [08]8 K
         [10]16 K
         [20]32 K

Setup Question	= MMIO 32 bit Resources Padding
Token	=DE	// Do NOT change this line
Offset	=9A
Width	=01
BIOS Default =[10]16 M 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]1 M
         [02]2 M
         [04]4 M
         [08]8 M
         *[10]16 M
         [20]32 M
         [40]64 M
         [80]128 M

Setup Question	= PFMMIO 32 bit Resources Padding
Token	=DF	// Do NOT change this line
Offset	=9B
Width	=01
BIOS Default =[10]16 M 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]1 M
         [02]2 M
         [04]4 M
         [08]8 M
         *[10]16 M
         [20]32 M
         [40]64 M
         [80]128 M

Setup Question	= PFMMIO 64 bit Resources Padding
Token	=E0	// Do NOT change this line
Offset	=9E
Width	=02
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]1 M
         [02]2 M
         [04]4 M
         [08]8 M
         [10]16 M
         [20]32 M
         [40]64 M
         [80]128 M
         [100]256 M
         [200]512 M
         [400]1G
         [800]2G
         [1000]4G
         [2000]8G

Setup Question	= Network Stack
Token	=E1	// Do NOT change this line
Offset	=00
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Ipv4 PXE Support
Token	=E2	// Do NOT change this line
Offset	=01
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Ipv6 PXE Support
Token	=E3	// Do NOT change this line
Offset	=02
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= PXE boot wait time
Token	=E4	// Do NOT change this line
Offset	=04
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	= Media detect count
Token	=E5	// Do NOT change this line
Offset	=05
Width	=01
BIOS Default =<1> 
Value	=<1>

Setup Question	= CSM
Token	=E6	// Do NOT change this line
Offset	=A2
Width	=01
BIOS Default =[00]Disabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Boot option filter
Token	=E7	// Do NOT change this line
Offset	=A6
Width	=01
BIOS Default =[00]UEFI and Legacy 
Options	=*[00]UEFI and Legacy	// Move "*" to the desired Option
         [01]Legacy only
         [02]UEFI only

Setup Question	= Launch Storage OpROM policy
Token	=E8	// Do NOT change this line
Offset	=A8
Width	=01
BIOS Default =[02]Legacy only 
Options	=[00]Do not launch	// Move "*" to the desired Option
         [01]UEFI only
         *[02]Legacy only

Setup Question	= Launch Video OpROM policy
Token	=E9	// Do NOT change this line
Offset	=A9
Width	=01
BIOS Default =[02]Legacy only 
Options	=[01]UEFI only	// Move "*" to the desired Option
         *[02]Legacy only

Setup Question	= PCIE1 and PCIE3 Slot OpROM
Token	=EA	// Do NOT change this line
Offset	=B5
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Legacy
         [02]UEFI

Setup Question	= PCIE5 and PCIE7 Slot OpROM
Token	=EB	// Do NOT change this line
Offset	=B9
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Legacy
         [02]UEFI

Setup Question	= PCIE6 Slot OpROM
Token	=EC	// Do NOT change this line
Offset	=BA
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Legacy
         [02]UEFI

Setup Question	= USB Support
Token	=ED	// Do NOT change this line
Offset	=00
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Legacy USB Support
Token	=EE	// Do NOT change this line
Offset	=01
Width	=01
BIOS Default =[00]Enabled 
Options	=*[00]Enabled	// Move "*" to the desired Option
         [01]Disabled
         [02]Auto

Setup Question	= USB 2.0 Controller Mode
Token	=EF	// Do NOT change this line
Offset	=1E
Width	=01
BIOS Default =[01]HiSpeed 
Options	=*[01]HiSpeed	// Move "*" to the desired Option
         [00]FullSpeed

Setup Question	= Legacy USB 3.0 Support
Token	=F0	// Do NOT change this line
Offset	=1A
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= XHCI Hand-off
Token	=F1	// Do NOT change this line
Offset	=1B
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= EHCI Hand-off
Token	=F2	// Do NOT change this line
Offset	=02
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= USB Mass Storage Driver Support
Token	=F3	// Do NOT change this line
Offset	=1F
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Port 60/64 Emulation
Token	=F4	// Do NOT change this line
Offset	=07
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB S5 Wakeup Support
Token	=F5	// Do NOT change this line
Offset	=20
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= USB transfer time-out
Token	=F6	// Do NOT change this line
Offset	=09
Width	=01
BIOS Default =[14]20 sec 
Options	=[01]1 sec	// Move "*" to the desired Option
         [05]5 sec
         [0A]10 sec
         *[14]20 sec

Setup Question	= Device reset time-out
Token	=F7	// Do NOT change this line
Offset	=08
Width	=01
BIOS Default =[01]20 sec 
Options	=[00]10 sec	// Move "*" to the desired Option
         *[01]20 sec
         [02]30 sec
         [03]40 sec

Setup Question	= Device power-up delay
Token	=F8	// Do NOT change this line
Offset	=1C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Manual

Setup Question	= Device power-up delay in seconds
Token	=F9	// Do NOT change this line
Offset	=1D
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	= SanDisk Cruzer Blade 1.26
Token	=FA	// Do NOT change this line
Offset	=0A
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=FB	// Do NOT change this line
Offset	=0B
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=FC	// Do NOT change this line
Offset	=0C
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=FD	// Do NOT change this line
Offset	=0D
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=FE	// Do NOT change this line
Offset	=0E
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=FF	// Do NOT change this line
Offset	=0F
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=100	// Do NOT change this line
Offset	=10
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=101	// Do NOT change this line
Offset	=11
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=102	// Do NOT change this line
Offset	=12
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=103	// Do NOT change this line
Offset	=13
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=104	// Do NOT change this line
Offset	=14
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=105	// Do NOT change this line
Offset	=15
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=106	// Do NOT change this line
Offset	=16
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=107	// Do NOT change this line
Offset	=17
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=108	// Do NOT change this line
Offset	=18
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= N/A
Token	=109	// Do NOT change this line
Offset	=19
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Floppy
         [02]Forced FDD
         [03]Hard Disk
         [04]CD-ROM

Setup Question	= CPU Ratio
Token	=278B	// Do NOT change this line
Offset	=DE
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]All Core
         [02]Per Core

Setup Question	=   All Core
Token	=278D	// Do NOT change this line
Offset	=DF
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   1-Core Ratio Limit
Token	=278E	// Do NOT change this line
Offset	=E0
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   2-Core Ratio Limit
Token	=278F	// Do NOT change this line
Offset	=E1
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   3-Core Ratio Limit
Token	=2790	// Do NOT change this line
Offset	=E2
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   4-Core Ratio Limit
Token	=2791	// Do NOT change this line
Offset	=E3
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   5-Core Ratio Limit
Token	=2792	// Do NOT change this line
Offset	=E4
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   6-Core Ratio Limit
Token	=2793	// Do NOT change this line
Offset	=E5
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   7-Core Ratio Limit
Token	=2794	// Do NOT change this line
Offset	=E6
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   8-Core Ratio Limit
Token	=2795	// Do NOT change this line
Offset	=E7
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   9-Core Ratio Limit
Token	=2796	// Do NOT change this line
Offset	=E8
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   10-Core Ratio Limit
Token	=2797	// Do NOT change this line
Offset	=E9
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   11-Core Ratio Limit
Token	=2798	// Do NOT change this line
Offset	=EA
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   12-Core Ratio Limit
Token	=2799	// Do NOT change this line
Offset	=EB
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   13-Core Ratio Limit
Token	=279A	// Do NOT change this line
Offset	=EC
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   14-Core Ratio Limit
Token	=279B	// Do NOT change this line
Offset	=ED
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   15-Core Ratio Limit
Token	=279C	// Do NOT change this line
Offset	=EE
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   16-Core Ratio Limit
Token	=279D	// Do NOT change this line
Offset	=EF
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   17-Core Ratio Limit
Token	=279E	// Do NOT change this line
Offset	=F0
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   18-Core Ratio Limit
Token	=279F	// Do NOT change this line
Offset	=F1
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   19-Core Ratio Limit
Token	=27A0	// Do NOT change this line
Offset	=F2
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   20-Core Ratio Limit
Token	=27A1	// Do NOT change this line
Offset	=F3
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   21-Core Ratio Limit
Token	=27A2	// Do NOT change this line
Offset	=F4
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   22-Core Ratio Limit
Token	=27A3	// Do NOT change this line
Offset	=F5
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   23-Core Ratio Limit
Token	=27A4	// Do NOT change this line
Offset	=F6
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	=   24-Core Ratio Limit
Token	=27A5	// Do NOT change this line
Offset	=F7
Width	=01
BIOS Default =<16> 
Value	=<16>

Setup Question	= Max Core Ratio
Token	=27A6	// Do NOT change this line
Offset	=FD
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=  {a1#  1-Core Max Ratio
Token	=27A7	// Do NOT change this line
Offset	=FE
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  2-Core Max Ratio
Token	=27A8	// Do NOT change this line
Offset	=FF
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  3-Core Max Ratio
Token	=27A9	// Do NOT change this line
Offset	=100
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  4-Core Max Ratio
Token	=27AA	// Do NOT change this line
Offset	=101
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  5-Core Max Ratio
Token	=27AB	// Do NOT change this line
Offset	=102
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  6-Core Max Ratio
Token	=27AC	// Do NOT change this line
Offset	=103
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  7-Core Max Ratio
Token	=27AD	// Do NOT change this line
Offset	=104
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  8-Core Max Ratio
Token	=27AE	// Do NOT change this line
Offset	=105
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  9-Core Max Ratio
Token	=27AF	// Do NOT change this line
Offset	=106
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  10-Core Max Ratio
Token	=27B0	// Do NOT change this line
Offset	=107
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  11-Core Max Ratio
Token	=27B1	// Do NOT change this line
Offset	=108
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  12-Core Max Ratio
Token	=27B2	// Do NOT change this line
Offset	=109
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  13-Core Max Ratio
Token	=27B3	// Do NOT change this line
Offset	=10A
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  14-Core Max Ratio
Token	=27B4	// Do NOT change this line
Offset	=10B
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  15-Core Max Ratio
Token	=27B5	// Do NOT change this line
Offset	=10C
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  16-Core Max Ratio
Token	=27B6	// Do NOT change this line
Offset	=10D
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  17-Core Max Ratio
Token	=27B7	// Do NOT change this line
Offset	=10E
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  18-Core Max Ratio
Token	=27B8	// Do NOT change this line
Offset	=10F
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  19-Core Max Ratio
Token	=27B9	// Do NOT change this line
Offset	=110
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  20-Core Max Ratio
Token	=27BA	// Do NOT change this line
Offset	=111
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  21-Core Max Ratio
Token	=27BB	// Do NOT change this line
Offset	=112
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  22-Core Max Ratio
Token	=27BC	// Do NOT change this line
Offset	=113
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  23-Core Max Ratio
Token	=27BD	// Do NOT change this line
Offset	=114
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#  24-Core Max Ratio
Token	=27BE	// Do NOT change this line
Offset	=115
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#CPU Cache Ratio
Token	=27BF	// Do NOT change this line
Offset	=F8
Width	=01
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1#Minimum CPU Cache Ratio
Token	=27C0	// Do NOT change this line
Offset	=F9
Width	=01
BIOS Default =<0> 
Value	=<0>

// Setup Question	= Intel SpeedStep Technology
// Token	=10A	// Do NOT change this line
// Offset	=63
// Width	=01
// BIOS Default =[01]Enabled 
// Options	=[00]Disabled	// Move "*" to the desired Option
//         *[01]Enabled

// Setup Question	= Intel Turbo Boost Technology
// Token	=10B	// Do NOT change this line
// Offset	=B4
// Width	=01
// BIOS Default =[01]Enabled 
// Options	=[00]Disabled	// Move "*" to the desired Option
//         *[01]Enabled

Setup Question	= Intel Turbo Boost Max Technology 3.0
Token	=10C	// Do NOT change this line
Offset	=FC
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

// Setup Question	=  {a1#Long Duration Power Limit
// Token	=10D	// Do NOT change this line
// Offset	=129C
// Width	=02
// BIOS Default =<0> 
// Value	=<0>

// Setup Question	=  {a1#Long Duration Maintained
// Token	=10E	// Do NOT change this line
// Offset	=129F
// Width	=02
// BIOS Default =[00]Auto 
// Options	=*[00]Auto	// Move "*" to the desired Option
//         [01]1s
//         [02]2s
//         [03]3s
//         [04]4s
//         [05]5s
//         [06]6s
//         [07]7s
//         [08]8s
//         [0A]10s
//         [0C]12s
//         [0E]14s
//         [10]16s
//         [14]20s
//         [18]24s
//         [1C]28s
//         [20]32s
//         [28]40s
//         [30]48s
//         [38]56s

// Setup Question	=  {a1#Short Duration Power Limit
// Token	=10F	// Do NOT change this line
// Offset	=12A3
// Width	=02
// BIOS Default =<0> 
// Value	=<0>

Setup Question	=  {a1#Primary Plane Current Limit
Token	=110	// Do NOT change this line
Offset	=FA
Width	=02
BIOS Default =<0> 
Value	=<0>

// Setup Question	= Active Processor Cores
// Token	=111	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1

// Setup Question	= Active Processor Cores
// Token	=112	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3

// Setup Question	= Active Processor Cores
// Token	=113	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5

// Setup Question	= Active Processor Cores
// Token	=114	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7

// Setup Question	= Active Processor Cores
// Token	=115	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9

// Setup Question	= Active Processor Cores
// Token	=116	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9
//         [0A]10
//         [0B]11

// Setup Question	= Active Processor Cores
// Token	=117	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9
//         [0A]10
//         [0B]11
//         [0C]12
//         [0D]13

// Setup Question	= Active Processor Cores
// Token	=118	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9
//         [0A]10
//         [0B]11
//         [0C]12
//         [0D]13
//         [0E]14
//         [0F]15

// Setup Question	= Active Processor Cores
// Token	=119	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9
//         [0A]10
//         [0B]11
//         [0C]12
//         [0D]13
//         [0E]14
//         [0F]15
//         [10]16
//         [11]17

// Setup Question	= Active Processor Cores
// Token	=11A	// Do NOT change this line
// Offset	=9F
// Width	=01
// BIOS Default =[00]All 
// Options	=*[00]All	// Move "*" to the desired Option
//         [01]1
//         [02]2
//         [03]3
//         [04]4
//         [05]5
//         [06]6
//         [07]7
//         [08]8
//         [09]9
//         [0A]10
//         [0B]11
//         [0C]12
//         [0D]13
//         [0E]14
//         [0F]15
//         [10]16
//         [11]17
//         [12]18
//         [13]19

Setup Question	= CPU Vcore Voltage Mode
Token	=11B	// Do NOT change this line
Offset	=C5
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Adaptive Mode
         [01]Override Mode

Setup Question	=  {a1# {f3# Vcore Adaptive Voltage
Token	=2787	// Do NOT change this line
Offset	=C8
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1# {f3# Vcore Override Voltage
Token	=2788	// Do NOT change this line
Offset	=C6
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1# {f3# Vcore Voltage Additional Offset
Token	=11C	// Do NOT change this line
Offset	=CA
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= CPU Cache Voltage Mode
Token	=11D	// Do NOT change this line
Offset	=CC
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Adaptive Mode
         [01]Override Mode

Setup Question	=  {a1# {f3# CPU Cache Adaptive Voltage
Token	=2789	// Do NOT change this line
Offset	=CF
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1# {f3# CPU Cache Override Voltage
Token	=278A	// Do NOT change this line
Offset	=CD
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1# {f3# CPU Cache Voltage Offset
Token	=11E	// Do NOT change this line
Offset	=D1
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	=  {a1# {f3#System Agent Voltage Offset
Token	=11F	// Do NOT change this line
Offset	=DC
Width	=02
BIOS Default =<0> 
Value	=<0>

Setup Question	= CPU Integrated VR Faults
Token	=120	// Do NOT change this line
Offset	=D3
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

Setup Question	= CPU Integrated VR Efficiency Mode
Token	=121	// Do NOT change this line
Offset	=D4
Width	=01
BIOS Default =[02]Auto 
Options	=*[02]Auto	// Move "*" to the desired Option
         [00]Disabled
         [01]Enabled

// Setup Question	= Enforce POR
// Token	=122	// Do NOT change this line
// Offset	=117B
// Width	=01
// BIOS Default =[03]Auto 
// Options	=*[03]Auto	// Move "*" to the desired Option
//         [02]Disabled

// Setup Question	= DRAM Frequency
// Token	=123	// Do NOT change this line
// Offset	=C4
// Width	=01
// BIOS Default =[00]Auto 
// Options	=*[00]Auto	// Move "*" to the desired Option
//         [01]DDR4-800
//         [03]DDR4-1066
//         [05]DDR4-1333
//         [07]DDR4-1600
//         [09]DDR4-1866
//         [0B]DDR4-2133
//         [0D]DDR4-2400
//         [0F]

// Setup Question	= Suspend to RAM
// Token	=124	// Do NOT change this line
// Offset	=18
// Width	=02
// BIOS Default =[02]Auto 
// Options	=[00]Suspend Disabled	// Move "*" to the desired Option
//         *[02]Auto

Setup Question	= Ring-In Power On
Token	=125	// Do NOT change this line
Offset	=51
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= RTC Alarm Power On
Token	=126	// Do NOT change this line
Offset	=52
Width	=01
BIOS Default =[02]By OS 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Enabled
         *[02]By OS

Setup Question	=   RTC Alarm Date
Token	=127	// Do NOT change this line
Offset	=53
Width	=01
BIOS Default =[00]Every Day 
Options	=*[00]Every Day	// Move "*" to the desired Option
         [01]1
         [02]2
         [03]3
         [04]4
         [05]5
         [06]6
         [07]7
         [08]8
         [09]9
         [0A]10
         [0B]11
         [0C]12
         [0D]13
         [0E]14
         [0F]15
         [10]16
         [11]17
         [12]18
         [13]19
         [14]20
         [15]21
         [16]22
         [17]23
         [18]24
         [19]25
         [1A]26
         [1B]27
         [1C]28
         [1D]29
         [1E]30
         [1F]31

Setup Question	=   RTC Alarm Hour
Token	=128	// Do NOT change this line
Offset	=54
Width	=01
BIOS Default =[00]0 
Options	=*[00]0	// Move "*" to the desired Option
         [01]1
         [02]2
         [03]3
         [04]4
         [05]5
         [06]6
         [07]7
         [08]8
         [09]9
         [0A]10
         [0B]11
         [0C]12
         [0D]13
         [0E]14
         [0F]15
         [10]16
         [11]17
         [12]18
         [13]19
         [14]20
         [15]21
         [16]22
         [17]23

Setup Question	=   RTC Alarm Minute
Token	=129	// Do NOT change this line
Offset	=55
Width	=01
BIOS Default =[00]0 
Options	=*[00]0	// Move "*" to the desired Option
         [01]1
         [02]2
         [03]3
         [04]4
         [05]5
         [06]6
         [07]7
         [08]8
         [09]9
         [0A]10
         [0B]11
         [0C]12
         [0D]13
         [0E]14
         [0F]15
         [10]16
         [11]17
         [12]18
         [13]19
         [14]20
         [15]21
         [16]22
         [17]23
         [18]24
         [19]25
         [1A]26
         [1B]27
         [1C]28
         [1D]29
         [1E]30
         [1F]31
         [20]32
         [21]33
         [22]34
         [23]35
         [24]36
         [25]37
         [26]38
         [27]39
         [28]40
         [29]41
         [2A]42
         [2B]43
         [2C]44
         [2D]45
         [2E]46
         [2F]47
         [30]48
         [31]49
         [32]50
         [33]51
         [34]52
         [35]53
         [36]54
         [37]55
         [38]56
         [39]57
         [3A]58
         [3B]59

Setup Question	=   RTC Alarm Second
Token	=12A	// Do NOT change this line
Offset	=56
Width	=01
BIOS Default =[00]0 
Options	=*[00]0	// Move "*" to the desired Option
         [01]1
         [02]2
         [03]3
         [04]4
         [05]5
         [06]6
         [07]7
         [08]8
         [09]9
         [0A]10
         [0B]11
         [0C]12
         [0D]13
         [0E]14
         [0F]15
         [10]16
         [11]17
         [12]18
         [13]19
         [14]20
         [15]21
         [16]22
         [17]23
         [18]24
         [19]25
         [1A]26
         [1B]27
         [1C]28
         [1D]29
         [1E]30
         [1F]31
         [20]32
         [21]33
         [22]34
         [23]35
         [24]36
         [25]37
         [26]38
         [27]39
         [28]40
         [29]41
         [2A]42
         [2B]43
         [2C]44
         [2D]45
         [2E]46
         [2F]47
         [30]48
         [31]49
         [32]50
         [33]51
         [34]52
         [35]53
         [36]54
         [37]55
         [38]56
         [39]57
         [3A]58
         [3B]59

Setup Question	= USB Keyboard/Remote Power On
Token	=12B	// Do NOT change this line
Offset	=21
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= USB Mouse Power On
Token	=12C	// Do NOT change this line
Offset	=22
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= PCIE Devices Power On
Token	=12D	// Do NOT change this line
Offset	=4F
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Wake From Onboard LAN 2
Token	=12E	// Do NOT change this line
Offset	=50
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

// Setup Question	= Hard Disk S.M.A.R.T 
// Token	=12F	// Do NOT change this line
// Offset	=1F
// Width	=01
// BIOS Default =[01]Enabled 
// Options	=[00]Disabled	// Move "*" to the desired Option
//         *[01]Enabled

Setup Question	= SATA Controller
Token	=140	// Do NOT change this line
Offset	=12C
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= SATA/M.2_SATA Mode Selection
Token	=141	// Do NOT change this line
Offset	=12D
Width	=01
BIOS Default =[01]AHCI 
Options	=[00]IDE	// Move "*" to the desired Option
         *[01]AHCI
         [02]RAID

Setup Question	= SATA AHCI LPM
Token	=142	// Do NOT change this line
Offset	=15DF
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= SATA Aggressive Link Power Mgmt
Token	=143	// Do NOT change this line
Offset	=172
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= sSATA Controller
Token	=144	// Do NOT change this line
Offset	=177
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

Setup Question	= sSATA Mode Selection
Token	=145	// Do NOT change this line
Offset	=178
Width	=01
BIOS Default =[01]AHCI 
Options	=[00]IDE	// Move "*" to the desired Option
         *[01]AHCI
         [02]RAID

Setup Question	= sSATA AHCI LPM
Token	=146	// Do NOT change this line
Offset	=15E0
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= sSATA Aggressive Link Power Mgmt
Token	=147	// Do NOT change this line
Offset	=1BA
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Marvell 9172 Controller
Token	=148	// Do NOT change this line
Offset	=1DB
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	=  Marvell 9172 Operation Mode
Token	=149	// Do NOT change this line
Offset	=15
Width	=01
BIOS Default =[02]AHCI Mode 
Options	=[01]IDE Mode	// Move "*" to the desired Option
         *[02]AHCI Mode
         [03]RAID Mode

Setup Question	=  Bootable Marvell 9172 SATA3
Token	=14A	// Do NOT change this line
Offset	=16
Width	=01
BIOS Default =[00]None 
Options	=*[00]None	// Move "*" to the desired Option
         [01]Yes
         [0A]Yes, Boot to UEFI Driver

// Setup Question	=  Bootable Marvell 9172 SATA3
// Token	=14B	// Do NOT change this line
// Offset	=16
// Width	=01
// BIOS Default =[00]None 
// Options	=*[00]None	// Move "*" to the desired Option
//         [01]Yes

Setup Question	=   Hot Plug
Token	=14C	// Do NOT change this line
Offset	=135
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=14D	// Do NOT change this line
Offset	=153
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Device
Token	=14E	// Do NOT change this line
Offset	=141
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Time
Token	=14F	// Do NOT change this line
Offset	=147
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=150	// Do NOT change this line
Offset	=14D
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   SATA Device Type
Token	=151	// Do NOT change this line
Offset	=15F
Width	=01
BIOS Default =[01]Solid State Drive 
Options	=[00]Hard Disk Drive	// Move "*" to the desired Option
         *[01]Solid State Drive

Setup Question	=   Hot Plug
Token	=152	// Do NOT change this line
Offset	=136
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=153	// Do NOT change this line
Offset	=154
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Device
Token	=154	// Do NOT change this line
Offset	=142
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Time
Token	=155	// Do NOT change this line
Offset	=148
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=156	// Do NOT change this line
Offset	=14E
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   SATA Device Type
Token	=157	// Do NOT change this line
Offset	=160
Width	=01
BIOS Default =[01]Solid State Drive 
Options	=[00]Hard Disk Drive	// Move "*" to the desired Option
         *[01]Solid State Drive

Setup Question	=   Hot Plug
Token	=158	// Do NOT change this line
Offset	=137
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=159	// Do NOT change this line
Offset	=155
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Device
Token	=15A	// Do NOT change this line
Offset	=143
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Time
Token	=15B	// Do NOT change this line
Offset	=149
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=15C	// Do NOT change this line
Offset	=14F
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   SATA Device Type
Token	=15D	// Do NOT change this line
Offset	=161
Width	=01
BIOS Default =[01]Solid State Drive 
Options	=[00]Hard Disk Drive	// Move "*" to the desired Option
         *[01]Solid State Drive

Setup Question	=   Hot Plug
Token	=15E	// Do NOT change this line
Offset	=138
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=15F	// Do NOT change this line
Offset	=156
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Device
Token	=160	// Do NOT change this line
Offset	=144
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Time
Token	=161	// Do NOT change this line
Offset	=14A
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=162	// Do NOT change this line
Offset	=150
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   SATA Device Type
Token	=163	// Do NOT change this line
Offset	=162
Width	=01
BIOS Default =[01]Solid State Drive 
Options	=[00]Hard Disk Drive	// Move "*" to the desired Option
         *[01]Solid State Drive

Setup Question	=   Hot Plug
Token	=164	// Do NOT change this line
Offset	=139
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=165	// Do NOT change this line
Offset	=157
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Device
Token	=166	// Do NOT change this line
Offset	=145
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Time
Token	=167	// Do NOT change this line
Offset	=14B
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=168	// Do NOT change this line
Offset	=151
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   SATA Device Type
Token	=169	// Do NOT change this line
Offset	=163
Width	=01
BIOS Default =[01]Solid State Drive 
Options	=[00]Hard Disk Drive	// Move "*" to the desired Option
         *[01]Solid State Drive

Setup Question	=   Hot Plug
Token	=16A	// Do NOT change this line
Offset	=13A
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=16B	// Do NOT change this line
Offset	=158
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Device
Token	=16C	// Do NOT change this line
Offset	=146
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Time
Token	=16D	// Do NOT change this line
Offset	=14C
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   SATA Rx Setting
Token	=16E	// Do NOT change this line
Offset	=152
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   SATA Device Type
Token	=16F	// Do NOT change this line
Offset	=164
Width	=01
BIOS Default =[01]Solid State Drive 
Options	=[00]Hard Disk Drive	// Move "*" to the desired Option
         *[01]Solid State Drive

Setup Question	=   Hot Plug
Token	=170	// Do NOT change this line
Offset	=180
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=171	// Do NOT change this line
Offset	=19B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Device
Token	=172	// Do NOT change this line
Offset	=189
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Time
Token	=173	// Do NOT change this line
Offset	=18F
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   sSATA Rx Setting
Token	=174	// Do NOT change this line
Offset	=195
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   sSATA Device Type
Token	=175	// Do NOT change this line
Offset	=1A7
Width	=01
BIOS Default =[01]Solid State Drive 
Options	=[00]Hard Disk Drive	// Move "*" to the desired Option
         *[01]Solid State Drive

Setup Question	=   Hot Plug
Token	=176	// Do NOT change this line
Offset	=181
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=177	// Do NOT change this line
Offset	=19C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Device
Token	=178	// Do NOT change this line
Offset	=18A
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Time
Token	=179	// Do NOT change this line
Offset	=190
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   sSATA Rx Setting
Token	=17A	// Do NOT change this line
Offset	=196
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   sSATA Device Type
Token	=17B	// Do NOT change this line
Offset	=1A8
Width	=01
BIOS Default =[01]Solid State Drive 
Options	=[00]Hard Disk Drive	// Move "*" to the desired Option
         *[01]Solid State Drive

Setup Question	=   Hot Plug
Token	=17C	// Do NOT change this line
Offset	=182
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=17D	// Do NOT change this line
Offset	=19D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Device
Token	=17E	// Do NOT change this line
Offset	=18B
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Time
Token	=17F	// Do NOT change this line
Offset	=191
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   sSATA Rx Setting
Token	=180	// Do NOT change this line
Offset	=197
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   sSATA Device Type
Token	=181	// Do NOT change this line
Offset	=1A9
Width	=01
BIOS Default =[01]Solid State Drive 
Options	=[00]Hard Disk Drive	// Move "*" to the desired Option
         *[01]Solid State Drive

Setup Question	=   Hot Plug
Token	=182	// Do NOT change this line
Offset	=183
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= External SATA
Token	=183	// Do NOT change this line
Offset	=19E
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Device
Token	=184	// Do NOT change this line
Offset	=18C
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	=   Spin Up Time
Token	=185	// Do NOT change this line
Offset	=192
Width	=01
BIOS Default =[05]5 Sec 
Options	=[01]1 Sec	// Move "*" to the desired Option
         [02]2 Sec
         [03]3 Sec
         [04]4 Sec
         *[05]5 Sec

Setup Question	=   sSATA Rx Setting
Token	=186	// Do NOT change this line
Offset	=198
Width	=01
BIOS Default =<5> 
Value	=<5>

Setup Question	=   sSATA Device Type
Token	=187	// Do NOT change this line
Offset	=1AA
Width	=01
BIOS Default =[01]Solid State Drive 
Options	=[00]Hard Disk Drive	// Move "*" to the desired Option
         *[01]Solid State Drive

Setup Question	= USB Controller
Token	=188	// Do NOT change this line
Offset	=116
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Intel USB3.0 Mode
Token	=189	// Do NOT change this line
Offset	=10F
Width	=01
BIOS Default =[03]Smart Auto 
Options	=*[03]Smart Auto	// Move "*" to the desired Option
         [02]Auto
         [01]Enabled
         [00]Disabled

// Setup Question	= Legacy USB Support
// Token	=18A	// Do NOT change this line
// Offset	=01
// Width	=01
// BIOS Default =[00]Enabled 
// Options	=*[00]Enabled	// Move "*" to the desired Option
//         [01]Disabled
//         [02]Auto

// Setup Question	= Legacy USB 3.0 Support
// Token	=18B	// Do NOT change this line
// Offset	=1A
// Width	=01
// BIOS Default =[01]Enabled 
// Options	=*[01]Enabled	// Move "*" to the desired Option
//         [00]Disabled

Setup Question	= Fan Control
Token	=18C	// Do NOT change this line
Offset	=57
Width	=01
BIOS Default =[00]Auto 
Options	=*[00]Auto	// Move "*" to the desired Option
         [01]Manual

Setup Question	= CPU1_FAN1
Token	=18D	// Do NOT change this line
Offset	=58
Width	=01
BIOS Default =[0A]Smart Fan 
Options	=*[0A]Smart Fan	// Move "*" to the desired Option
         [08]Level 1
         [07]Level 2
         [06]Level 3
         [05]Level 4
         [04]Level 5
         [03]Level 6
         [02]Level 7
         [01]Level 8
         [00]Level 9
         [09]Full On

Setup Question	= REAR_FAN1
Token	=18E	// Do NOT change this line
Offset	=5A
Width	=01
BIOS Default =[0A]Smart Fan 
Options	=*[0A]Smart Fan	// Move "*" to the desired Option
         [08]Level 1
         [07]Level 2
         [06]Level 3
         [05]Level 4
         [04]Level 5
         [03]Level 6
         [02]Level 7
         [01]Level 8
         [00]Level 9
         [09]Full On

Setup Question	= FRONT_FAN1
Token	=18F	// Do NOT change this line
Offset	=5C
Width	=01
BIOS Default =[0A]Smart Fan 
Options	=*[0A]Smart Fan	// Move "*" to the desired Option
         [08]Level 1
         [07]Level 2
         [06]Level 3
         [05]Level 4
         [04]Level 5
         [03]Level 6
         [02]Level 7
         [01]Level 8
         [00]Level 9
         [09]Full On

Setup Question	= FRONT_FAN2
Token	=190	// Do NOT change this line
Offset	=5D
Width	=01
BIOS Default =[0A]Smart Fan 
Options	=*[0A]Smart Fan	// Move "*" to the desired Option
         [08]Level 1
         [07]Level 2
         [06]Level 3
         [05]Level 4
         [04]Level 5
         [03]Level 6
         [02]Level 7
         [01]Level 8
         [00]Level 9
         [09]Full On

Setup Question	= FRONT_FAN3
Token	=191	// Do NOT change this line
Offset	=5E
Width	=01
BIOS Default =[0A]Smart Fan 
Options	=*[0A]Smart Fan	// Move "*" to the desired Option
         [08]Level 1
         [07]Level 2
         [06]Level 3
         [05]Level 4
         [04]Level 5
         [03]Level 6
         [02]Level 7
         [01]Level 8
         [00]Level 9
         [09]Full On

Setup Question	= Watch Dog Timer
Token	=193	// Do NOT change this line
Offset	=AC
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Reset
         [02]NMI

Setup Question	= Smart Fan Duty 1
Token	=2748	// Do NOT change this line
Offset	=6B
Width	=01
BIOS Default =[1E]30 % 
Options	=*[1E]30 %	// Move "*" to the desired Option
         [37]55 %
         [3C]60 %
         [41]65 %
         [46]70 %
         [4B]75 %
         [50]80 %
         [55]85 %
         [5A]90 %
         [5F]95 %
         [64]100 %

Setup Question	= Smart Fan Duty 2
Token	=2749	// Do NOT change this line
Offset	=6C
Width	=01
BIOS Default =[37]55 % 
Options	=[1E]30 %	// Move "*" to the desired Option
         *[37]55 %
         [3C]60 %
         [41]65 %
         [46]70 %
         [4B]75 %
         [50]80 %
         [55]85 %
         [5A]90 %
         [5F]95 %
         [64]100 %

Setup Question	= Smart Fan Duty 3
Token	=274A	// Do NOT change this line
Offset	=6D
Width	=01
BIOS Default =[3C]60 % 
Options	=[1E]30 %	// Move "*" to the desired Option
         [37]55 %
         *[3C]60 %
         [41]65 %
         [46]70 %
         [4B]75 %
         [50]80 %
         [55]85 %
         [5A]90 %
         [5F]95 %
         [64]100 %

Setup Question	= Smart Fan Duty 4
Token	=274B	// Do NOT change this line
Offset	=6E
Width	=01
BIOS Default =[41]65 % 
Options	=[1E]30 %	// Move "*" to the desired Option
         [37]55 %
         [3C]60 %
         *[41]65 %
         [46]70 %
         [4B]75 %
         [50]80 %
         [55]85 %
         [5A]90 %
         [5F]95 %
         [64]100 %

Setup Question	= Smart Fan Duty 5
Token	=274C	// Do NOT change this line
Offset	=6F
Width	=01
BIOS Default =[46]70 % 
Options	=[1E]30 %	// Move "*" to the desired Option
         [37]55 %
         [3C]60 %
         [41]65 %
         *[46]70 %
         [4B]75 %
         [50]80 %
         [55]85 %
         [5A]90 %
         [5F]95 %
         [64]100 %

Setup Question	= Smart Fan Duty 6
Token	=274D	// Do NOT change this line
Offset	=70
Width	=01
BIOS Default =[4B]75 % 
Options	=[1E]30 %	// Move "*" to the desired Option
         [37]55 %
         [3C]60 %
         [41]65 %
         [46]70 %
         *[4B]75 %
         [50]80 %
         [55]85 %
         [5A]90 %
         [5F]95 %
         [64]100 %

Setup Question	= Smart Fan Duty 7
Token	=274E	// Do NOT change this line
Offset	=71
Width	=01
BIOS Default =[50]80 % 
Options	=[1E]30 %	// Move "*" to the desired Option
         [37]55 %
         [3C]60 %
         [41]65 %
         [46]70 %
         [4B]75 %
         *[50]80 %
         [55]85 %
         [5A]90 %
         [5F]95 %
         [64]100 %

Setup Question	= Smart Fan Duty 8
Token	=274F	// Do NOT change this line
Offset	=72
Width	=01
BIOS Default =[55]85 % 
Options	=[1E]30 %	// Move "*" to the desired Option
         [37]55 %
         [3C]60 %
         [41]65 %
         [46]70 %
         [4B]75 %
         [50]80 %
         *[55]85 %
         [5A]90 %
         [5F]95 %
         [64]100 %

Setup Question	= Smart Fan Duty 9
Token	=2750	// Do NOT change this line
Offset	=73
Width	=01
BIOS Default =[5A]90 % 
Options	=[1E]30 %	// Move "*" to the desired Option
         [37]55 %
         [3C]60 %
         [41]65 %
         [46]70 %
         [4B]75 %
         [50]80 %
         [55]85 %
         *[5A]90 %
         [5F]95 %
         [64]100 %

Setup Question	= Smart Fan Duty 10
Token	=2751	// Do NOT change this line
Offset	=74
Width	=01
BIOS Default =[5F]95 % 
Options	=[1E]30 %	// Move "*" to the desired Option
         [37]55 %
         [3C]60 %
         [41]65 %
         [46]70 %
         [4B]75 %
         [50]80 %
         [55]85 %
         [5A]90 %
         *[5F]95 %
         [64]100 %

Setup Question	= Smart Fan Duty 11
Token	=2752	// Do NOT change this line
Offset	=75
Width	=01
BIOS Default =[64]100 % 
Options	=[1E]30 %	// Move "*" to the desired Option
         [37]55 %
         [3C]60 %
         [41]65 %
         [46]70 %
         [4B]75 %
         [50]80 %
         [55]85 %
         [5A]90 %
         [5F]95 %
         *[64]100 %

Setup Question	= Smart Fan Temp 1
Token	=2753	// Do NOT change this line
Offset	=60
Width	=01
BIOS Default =[2D]45 C 
Options	=*[2D]45 C	// Move "*" to the desired Option
         [32]50 C
         [37]55 C
         [3C]60 C
         [41]65 C
         [46]70 C
         [4A]74 C
         [4E]78 C
         [52]82 C
         [56]86 C
         [5A]90 C

Setup Question	= Smart Fan Temp 2
Token	=2754	// Do NOT change this line
Offset	=61
Width	=01
BIOS Default =[32]50 C 
Options	=[2D]45 C	// Move "*" to the desired Option
         *[32]50 C
         [37]55 C
         [3C]60 C
         [41]65 C
         [46]70 C
         [4A]74 C
         [4E]78 C
         [52]82 C
         [56]86 C
         [5A]90 C

Setup Question	= Smart Fan Temp 3
Token	=2755	// Do NOT change this line
Offset	=62
Width	=01
BIOS Default =[37]55 C 
Options	=[2D]45 C	// Move "*" to the desired Option
         [32]50 C
         *[37]55 C
         [3C]60 C
         [41]65 C
         [46]70 C
         [4A]74 C
         [4E]78 C
         [52]82 C
         [56]86 C
         [5A]90 C

Setup Question	= Smart Fan Temp 4
Token	=2756	// Do NOT change this line
Offset	=63
Width	=01
BIOS Default =[3C]60 C 
Options	=[2D]45 C	// Move "*" to the desired Option
         [32]50 C
         [37]55 C
         *[3C]60 C
         [41]65 C
         [46]70 C
         [4A]74 C
         [4E]78 C
         [52]82 C
         [56]86 C
         [5A]90 C

Setup Question	= Smart Fan Temp 5
Token	=2757	// Do NOT change this line
Offset	=64
Width	=01
BIOS Default =[41]65 C 
Options	=[2D]45 C	// Move "*" to the desired Option
         [32]50 C
         [37]55 C
         [3C]60 C
         *[41]65 C
         [46]70 C
         [4A]74 C
         [4E]78 C
         [52]82 C
         [56]86 C
         [5A]90 C

Setup Question	= Smart Fan Temp 6
Token	=2758	// Do NOT change this line
Offset	=65
Width	=01
BIOS Default =[46]70 C 
Options	=[2D]45 C	// Move "*" to the desired Option
         [32]50 C
         [37]55 C
         [3C]60 C
         [41]65 C
         *[46]70 C
         [4A]74 C
         [4E]78 C
         [52]82 C
         [56]86 C
         [5A]90 C

Setup Question	= Smart Fan Temp 7
Token	=2759	// Do NOT change this line
Offset	=66
Width	=01
BIOS Default =[4A]74 C 
Options	=[2D]45 C	// Move "*" to the desired Option
         [32]50 C
         [37]55 C
         [3C]60 C
         [41]65 C
         [46]70 C
         *[4A]74 C
         [4E]78 C
         [52]82 C
         [56]86 C
         [5A]90 C

Setup Question	= Smart Fan Temp 8
Token	=275A	// Do NOT change this line
Offset	=67
Width	=01
BIOS Default =[4E]78 C 
Options	=[2D]45 C	// Move "*" to the desired Option
         [32]50 C
         [37]55 C
         [3C]60 C
         [41]65 C
         [46]70 C
         [4A]74 C
         *[4E]78 C
         [52]82 C
         [56]86 C
         [5A]90 C

Setup Question	= Smart Fan Temp 9
Token	=275B	// Do NOT change this line
Offset	=68
Width	=01
BIOS Default =[52]82 C 
Options	=[2D]45 C	// Move "*" to the desired Option
         [32]50 C
         [37]55 C
         [3C]60 C
         [41]65 C
         [46]70 C
         [4A]74 C
         [4E]78 C
         *[52]82 C
         [56]86 C
         [5A]90 C

Setup Question	= Smart Fan Temp 10
Token	=275C	// Do NOT change this line
Offset	=69
Width	=01
BIOS Default =[56]86 C 
Options	=[2D]45 C	// Move "*" to the desired Option
         [32]50 C
         [37]55 C
         [3C]60 C
         [41]65 C
         [46]70 C
         [4A]74 C
         [4E]78 C
         [52]82 C
         *[56]86 C
         [5A]90 C

Setup Question	= Smart Fan Temp 11
Token	=275D	// Do NOT change this line
Offset	=6A
Width	=01
BIOS Default =[5A]90 C 
Options	=[2D]45 C	// Move "*" to the desired Option
         [32]50 C
         [37]55 C
         [3C]60 C
         [41]65 C
         [46]70 C
         [4A]74 C
         [4E]78 C
         [52]82 C
         [56]86 C
         *[5A]90 C

Setup Question	= Vendor Keys
Token	=199	// Do NOT change this line
Offset	=03
Width	=01
BIOS Default =[00]Enabled 
Options	=*[00]Enabled	// Move "*" to the desired Option

Setup Question	= Secure Boot Mode
Token	=2775	// Do NOT change this line
Offset	=01
Width	=01
BIOS Default =[00]Standard 
Options	=*[00]Standard	// Move "*" to the desired Option
         [01]Custom

Setup Question	= Provision Factory Default keys
Token	=2778	// Do NOT change this line
Offset	=02
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Password Check
Token	=19C	// Do NOT change this line
Offset	=B3
Width	=01
BIOS Default =[01]Setup 
Options	=*[01]Setup	// Move "*" to the desired Option
         [02]Always

Setup Question	= Secure Boot
Token	=27DC	// Do NOT change this line
Offset	=00
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Setup Prompt Timeout
Token	=19D	// Do NOT change this line
Offset	=00
Width	=02
BIOS Default =<1> 
Value	=<1>

Setup Question	= Bootup Num-Lock
Token	=19E	// Do NOT change this line
Offset	=00
Width	=01
BIOS Default =[01]On 
Options	=*[01]On	// Move "*" to the desired Option
         [00]Off

Setup Question	= HP P410i RAID Card OpRom
Token	=1A0	// Do NOT change this line
Offset	=4D
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

Setup Question	= Full Screen Logo
Token	=1A1	// Do NOT change this line
Offset	=20
Width	=01
BIOS Default =0 
Value	=0	// Enabled = 1, Disabled = 0

Setup Question	= New Boot Option Policy
Token	=1A3	// Do NOT change this line
Offset	=00
Width	=01
BIOS Default =[00]Default 
Options	=*[00]Default	// Move "*" to the desired Option
         [01]Place First
         [02]Place Last

Setup Question	= Boot Failure Guard
Token	=1A4	// Do NOT change this line
Offset	=A0
Width	=01
BIOS Default =[01]Enabled 
Options	=[00]Disabled	// Move "*" to the desired Option
         *[01]Enabled

Setup Question	= Boot Failure Guard Count
Token	=1A5	// Do NOT change this line
Offset	=A1
Width	=01
BIOS Default =[03]3 
Options	=[01]1	// Move "*" to the desired Option
         [02]2
         *[03]3

// Setup Question	= HP P410i RAID Card OpRom
// Token	=1AB	// Do NOT change this line
// Offset	=4D
// Width	=01
// BIOS Default =[00]Disabled 
// Options	=*[00]Disabled	// Move "*" to the desired Option
//         [01]Enabled

Setup Question	= Boot From Onboard LAN
Token	=1AC	// Do NOT change this line
Offset	=B1
Width	=01
BIOS Default =[0A]Onboard LAN UEFI PXE 
Options	=[00]Disabled	// Move "*" to the desired Option
         [01]Onboard LAN1 PXE
         [02]Onboard LAN2 PXE
         [05]iSCSI
         *[0A]Onboard LAN UEFI PXE

// Setup Question	= Setup Prompt Timeout
// Token	=1AD	// Do NOT change this line
// Offset	=00
// Width	=02
// BIOS Default =<1> 
// Value	=<1>

// Setup Question	= Bootup Num-Lock
// Token	=1AE	// Do NOT change this line
// Offset	=00
// Width	=01
// BIOS Default =[01]On 
// Options	=*[01]On	// Move "*" to the desired Option
//         [00]Off

Setup Question	= Boot Beep
Token	=1AF	// Do NOT change this line
Offset	=118
Width	=01
BIOS Default =[00]Disabled 
Options	=*[00]Disabled	// Move "*" to the desired Option
         [01]Enabled

// Setup Question	= Full Screen Logo
// Token	=1B0	// Do NOT change this line
// Offset	=20
// Width	=01
// BIOS Default =0 
// Value	=0	// Enabled = 1, Disabled = 0

Setup Question	=   AddOn ROM Display
Token	=1B1	// Do NOT change this line
Offset	=A3
Width	=01
BIOS Default =[01]Enabled 
Options	=*[01]Enabled	// Move "*" to the desired Option
         [00]Disabled

// Setup Question	= Boot Failure Guard
// Token	=1B2	// Do NOT change this line
// Offset	=A0
// Width	=01
// BIOS Default =[01]Enabled 
// Options	=[00]Disabled	// Move "*" to the desired Option
//         *[01]Enabled

// Setup Question	= Boot Failure Guard Count
// Token	=1B3	// Do NOT change this line
// Offset	=A1
// Width	=01
// BIOS Default =[03]3 
// Options	=[01]1	// Move "*" to the desired Option
//         [02]2
//         *[03]3






