Steps:
1. Select first port of X550
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[Select a Device]
Num Description Device-Id Location
02) Intel(R) Ethernet Controller X550-T2 8086-1563  1:00.1
Exit

Select = Up/Doun/[Enter]  Exit = ¥ Blink Adapter = B Impersonate = I
Switch Description = N LANConf v1.34.4.1





2. Choose EEPROM/FLASH => RAW EEPROM

3. Select the bit in red frame
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Intel(R) Ethernet Controller ¥S50-T2 at slot 1/0/0
EEPROM Size: 8192 words

[Editing EEPROM]
0%000 0561 000C 11FE 1000 8106 8183 0110 0134
0%008 013C 0100 0108 0051 0054 0060 00BO 0448
0x010 0400 FFFF FFFF FFFF FFFF FAFA OBFB 0158
0x018 1093 2088 FFFF FFFF FFFF FFFF FFFF FFFF
0x020 0557 FFFF FFFF FFFF FFFF FFFF FFFF 0152
0x028 014C 1033 0004 FFFF FFFS OAEE 8000 0SSB
0x030 4000 2413 4008 0100 4000 FFFF 0144
0x038 14p EIR FFFF FFFF FFFF FFFF E786

[Commands]
ESC-Exit F5-Jump to Offset
Fd-Load From File F3-Dump To File
PgUp-Page Un PgDn-Page Doun
Fe-Allow Ptrs Overurite  F6-Re-Detect





4. Change C00F to C007 and save
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Intel(R) Ethernet Controller ¥S50-T2 at slot 1/0/0
EEPROM Size: 8192 words

[Editing EEPROM]

0%000 0561 000C 11FE 1000 8106 8183 0110 0134
0%008 013C 0100 0108 0051 0054 0060 00BO 0448
0x010 0400 FFFF FFFF FFFF FFFF FAFA OBFB 0158
0x018 1093 2088 FFFF FFFF FFFF FFFF FFFF FFFF
0x020 0557 FFFF FFFF FFFF FFFF FFFF FFFF 0152
0x028 014C 1033 0004 FFFF FFFS OAEE 8000 0SSB
0x030 4000 2413 4008 0100 4000 FFFF 0144
FFF E786

: 1100 0000 0000 0111

04 00 [l——
ESC-Exit offset
Fd-Load Fr| [Escl=quit File
PgUp-Page Doun
Fe-Allow Ptrs Overurite  F6-Re-Detect





5. Press esc to save and leave
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Intel(R) Ethernet Controller ¥S50-T2 at slot 1/0/0
EEPROM Size: 8192 words

[ [Editing EEPROM] 1

Changes have been made.

Hould you like to save changes to the EEPROM?

smart write is enabled. ALl applicable checksums and CRCS will be
updated.

s R

[Commands]
ESC-Exit F5-Jump to Offset
Fd-Load From File F3-Dump To File
PgUp-Page Un PgDn-Page Doun
Fe-Allow Ptrs Overurite  F6-Re-Detect





6. System power off (AC power off for 30 sec)

7. Reboot and test Lan status
