測試方法如下:

1. 利用IPMI CMD製造假的CATERR SEL

ipmitool -H ip -U admin -P admin raw 0x0a 0x44 1 0 2 1 2 3 4 0x20 0x00 0x04 0xc7 0x77 0x6f 0x00 0xff 0xff


2. 利用SSH登入BMC (帳號:sysadmin 密碼:superuser)

[image: image1.png]login as: sysadmin
sysadmin@192.168.36.153's password:
Executing [-/bin/sh]
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3. 在BMC終端介面執行 vi /conf/RASFeatureDump.txt 將RASFeatureDump.txt的內容複製出來
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BIOS Micro code version: 0x23
CPUO MCA Error Source Log: 0x0
CPUO IERR Logging Reg: 0x0

CPUO MCERR Logging Reg: 0x0

CPU total cores: 0x17

CPUO core0 IA32 MCO_STATUS: 0x0
CPUO core0 IA32 MCO_ADDR: 0x0
CPUO core0 IA32_MCO_MISC: 0x0
CPUO corel IA32_MCO_STATUS: 0x0
CPUO corel IA32 MCO_ADDR: 0x0
CPUO corel IA32 MCO_MISC: 0x0
CPUO core2 IA32_MCO_STATUS: 0x0
CPUO core2 IA32 MCO_ADDR: 0x0
CPUO core2 IA32 MCO_MISC: 0x0
CPUO core3 IA32_MCO_STATUS: 0x0

CPUO core3 IA32_MCO_ADDR: 0x0
CPUO core3 IA32 MCO_MISC: 0x0
CPUO cored4 IA32 MCO_STATUS: 0x0

CPUO core4 IA32 MCO_ADDR: 0x0
CPUO core4 IA32 MCO_MISC: 0x0
CPUO core5 IA32_MCO_STATUS: 0x0
CPUO core5 IA32 MCO_ADDR: 0x0
CPUO core5 IA32_MCO_MISC: 0x0
CPUO core6 IA32 MCO_STATUS: 0x0
CPUO core6 IA32 MCO_ADDR: 0x0
CPUO core6 IA32 MCO_MISC: 0x0
CPUO core7 IA32_MCO_STATUS: 0x0
CPUO core7 IA32 MCO_ADDR: 0x0
CPUO core7 IA32_MCO_MISC: 0x0
CPUO core8 IA32 MCO_STATUS: 0x0
CPUO core8 IA32 MCO_ADDR: 0x0
CPUO core8 IA32 MCO_MISC: 0x0
CPUO core9 IA32_MCO_STATUS: 0x0
CPUO core9 IA32 MCO_ADDR: 0x0
CPUO core9 IA32 MCO_MISC: 0x0
CPUO corel0O IA32 MCO_STATUS: 0x0
CPUO corel0O IA32_MCO_ADDR: 0x0
CPUO corel0O IA32_MCO_MISC: 0x0
CPUO corell IA32_MCO_STATUS: 0x0
- /conf/RASFeatureDump.txt 1/207 0%





